A+0.3

B+0.3
1.25 [0.049]

0.25[0.010]

LAl

0.95 [0.037]

1.65 [0.065]

1.35[0.053]

flp 8 88888

0.20 [0.008]

0.30[0.012]

0.47 [0.019]

C+0.3

0.70[0.028]

B+0.3

—1

4.20[0.165]

)

1.90 [0.075]

1.0

1.00 [0.040]

|
0[0.039]

1.25 [0.049]

0.70 [0.028]

YETT

1.20 [0.047]

4

1.20 [0.047]

2.60[0.102]

N

1.60 [0.063]

i

HRERA R

%

5.65 [0.223]

Recommended P.C.B Layout

A

m Specifications :

e Voltage rating: 200V AC / DC

e Currentrating: 1A AC/DC

e Withstanding voltage: 500V AC/minute
e Temperature range: -25°C~+85°C

® |nsulation resistance: 2100MQ

® Contact resistance: <40mQ

e After environmental testing: <80mQ

X1255 W R S-XX A-LP-XX

@ 000000 O
@ Series No.
@ Category : W-WAFER
® Welding Board Angle : R-Straight 90°
@ Welding Way:S-SMT
® Row No.-Pin No.: XX-02P~14P
©® Plug the Pin & Special NO:A-Double Dole
@ Material : LP-LCP 94V-0
Planting Categotry:

VO01:All Gold Flash;SW-Matte Tin Plating

Poles — Dlmensll:;ons(mm)C
02 | 6.00 1.25 3.30
03 | 7.25 2.50 4.55
04 8.50 3.75 5.80

5.00

6.25

X1255WRS-XXA-LPSWBK Black

Tin-Plated

X1255WRS-XXA-LPVO1

LCP UL 84V-0 Brass Gold-Flash

X9B27WRS-XXA-LPSW

Tin-Plated

X1255H

Material(PinsSolder :
PART NO Material oy Finish(Pin)

Suitable XKB Terminal

DSND

DATE SCALE: N/A

ANGLAR

+5°

H

L=<4

0.2

DWN

DATE

MODEL TYPE:
X1255WRS-XXA-LPXX

VIEW-@=H

4<L <16

0.3

16<L<63

+0.4

CHKD

DATE UNIT: mm/in

PART NO.:
1.25mm Crimp Style Connectors

H
DE cmP%IJ

DATE

REVISED

APPROVED

L>63

+0.5

APPD

DATE SIZE: A4

DWG NO.:

EVISIONS

UNSPECIFIED TOLERANCES

.helloxkb.com www.helloxkb.cn

XKB INDUSTRIAL PRECISION CO.,LIMITED

WEIGHT | SHEET |REVISION

100 | 111 | Ao

ﬁxk—dg.cn
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