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‘ - < L G-Switch Specification:
H,A\ 1.FINISH:
-l L@__?-'_,—"‘z__-—f 1.1 Housing: LCP White UL 94V0 ICE Glowing Wire 750 °
NI = "MI‘ 1.2 Contact: The terminal material is phosphor copper C5210,
o e N
-+ and the contact position is electroplated with nickel 80u *,
O L . .
S (2.4) Electroplating in the welding area can weld 80u "of nickel.
—~— 2.ELECTRICAL
7 5 2.1 Current rating: 12Amp;
— : - 2.2 Dielectric withstanding voltage:750V AC/DC.
2.3 Contact resistance: 20mQ Max
SECTION A-A 2.4 Insulation resistance: 1000MQ Min
2.5 Operation temperature: -40°C to+105°C.
3.All materials must be rohs materials
4. Insertion and extraction force: Insertion force: 5-20N, extraction force: 6-20N.
19.3 _ 5. Insertion and extraction life: 1500 times of insertion and extraction,
with no attenuation of insertion and extraction force in the first 100 times.
6. Operating temperature: 265° £ 5 °
SECTION B-B
SCALE: 11 | UNIT: mm ot i 3 itk oxdP
Title: ar e 4.0mm Pitch 2x4Pin
SIZE: A4 = '@’ | g O 45 Ty ®
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