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SPECIFICATIONS
1. Current Rating: 1A AC, DC
2. Voltage Rating: 50V AC, DC
3. Temperatuer Range: -25°C~ +85°C
B£0.2 3.1540.2 4. Contact Resistance: 20mQ Max
5. Insulation Resistance: 100mQ Min
6. Withstanding Voltang: 500V AC/minute
= = 7. Material: Wafer LCP UL94-VO
Qty/Reel: 1500 PCS
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- Dimensions mm
Circuit Part NO. A B C
2 XD-1.0-2PLT-XX 100 | 430 | 240
4. 4 3 XD-1.0-3PLT-XX 200 | 530 | 3.0
C+0.2 4 XD-1.0-4PLT-XX 300 | 630 | 4.60
— 5 XD-1.0-5PLT-XX 400 | 730 | 5.0
) XD-1.0-6PLT-XX 500 | 830 | 6.60
. 7 XD-1.0-7PLT-XX 600 | 930 | 7.60
8 XD-1.0-8PLT-XX 700 | 1030 | 8.60
— 9 XD-1.0-9PLT-XX 800 | 11.30 | 9.60
E E E g — 10 XD-1.0-10PLT-XX 9.00 | 1230 | 10.60
© 1 XD-1.0-11PLT-XX 10.00 | 13.30 | 11.60
l\. 12 XD-1.0-12PLT-XX 11.00 | 1430 | 12.60
1 1] o3 13 XD-10-T3PLT-XX | 12,00 | 1530 | 13.60
i 14 XD-1.0-14PLT-XX 13.00 | 1630 | 14.60
15 XD-1.0-15PLT-XX 1400 | 17.30 | 15.60
H H H 16 XD-1.0-16PLT-XX 1500 | 1830 | 16.60
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