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CHARACTERISTICS:
● SWITCH STYLE: VANDAL RESISTANT PUSHBUTTON SWITCH,
   STAINLESS STEEL CONSTRUCTION WITH ANTI-ICING SEAL
● CIRCUITRY: MOMENTARY SPST-NO-DB (FORM X) 
● ELECTRICAL RATING: 100 mA MAX AT 50 VDC RESISTIVE
● ELECTRICAL LIFE: 50,000 CYCLES AT MAX LOAD 
● BREAKDOWN VOLTAGE: 1000 V MIN BETWEEN TERMINALS
   AND ANY EXPOSED METAL PART OF SWITCH
● OPERATING FORCE: 9.0 N (REF) 
● OPERATING TEMPERATURE: -55° C TO +105° C

MATERIALS:
● BUSHING: STAINLESS STEEL, TYPE 316 (PASSIVATED)
● BUTTON: STAINLESS STEEL, TYPE 316 (PASSIVATED) 
● CONTACTS AND TERMINALS: GOLD PLATED BRASS
● RECOMENDED PANEL CUT-OUT: .758 DIA
● RECOMENDED PANEL THICKNESS: .04 TO .31

NOTES:
1. SWITCH IS FRONT PANEL SEALED ONLY. TERMINAL END OF 
SWITCH HAS ONE VENT HOLE.
SWITCHES ARE SUPPLIED WITH (1) WASHER AND (1) HEX NUT BULK 
PACKAGED. 

2.THIS PRODUCT COMPLIES WITH THE ROHS DIRECTIVE OF THE
EU AND ALL OF ITS COMPONENTS ARE FREE OF CADMIUM, 
HEXAVALENT CHROMIUM, LEAD, MERCURY, POLYBROMINATED
BIPHENYLS (PBB), AND POLYBROMINATED DIPHENYL ETHERS (PBDE).

CIRCUIT DIAGRAM RECOMMENDED
PANEL CUT-OUT MOUNT
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