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DESCRIPTION DESIGN APPROVAL DATE REV

SHEETSCALE

1/1

REV.

A0

UNITS: mm

DRAW:

CHKD:

APPD:

UNITS:
DWG NO:

PART NO.

N/A

Guangdong JiDe Precision Electronics Co., Ltd

广东济德精密电子有限公司
TITLE:   

FINISH

X0 初始版本 Ray

a

MATERIAL

BRASS

PHOSPH BRONZE

INS.DIA.RANGE

1.45~2.2(FLK)
1.2~1.6(FLR)

2.4~3.35(FLK)
1.7~2.4(FLR)

3.15~3.8(FLK)
2.2~3.3(FLR)

WIRE RANGE

0.75~1.5mm²

0.35~0.5mm²

1.5~2.5mm²

3.20

2.50

3.30

2.30

5.20

5.20

4.70

4.70

C

932-150-1001

932-150-1002

932-150-5001

932-150-1011

932-150-5011

932-150-1021

料 号 D E F

1.50 mm Male Terminal 932-150-X0XX

C-932-150-X0XX

3.60 3.80 5.20 4.70

b

济德精密
Made in china
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BRASS

BRASS

BRASS

BRASS

NOTES:
(技术要求)：
  1.Material(材质):See table(见表格)
  2.Plating(表面处理)：
             A:PRE-TIN DIP:40u"Min，

镀锡40u"Min，镍底50u"Min；
             B:Gold plated over "ZONE A",tin plated over "ZONE B" and nickel 
                  underplating all over
                  A区域镀金5u"Min；B区域镀锡，所有区域均打镍底;
  3.Wire size range(线规)： See table(见表);      
  4.Contact surface should not have burrs,Other areas burr 0.1mm Max.

端子接触面不能有毛刺，其他区域毛刺不能超过0.1mm;
  5.RoHS Compliance/符合RoHS;
  6.Order Information(编码原则)：
                          932-150-X XX X

Wire size(线径):See table(见表格)
Plating(电镀):1:Tin(镀锡); 5:gold(镀金)

Material(材质):1.Brass(黄铜)
                         2.Phosph.bronze(磷青铜)

.XX°± /

.X°± 3°

.XXX°± /

X.°± 5°

.XX± 0.15

.X± 0.25
X.± 0.35

.XXX± 0.05


