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"W'" SERIES - .100"

MIL-C-55302
See pages W-7 thru W-86

"WB" SERIES - .050"

MIL-C-55302
See pages WB-1 thru WB-13

. "W" SERIES ACCESSORIES
See pages WA-1 thru WA-25 |
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Daughterboard to

Motherboard or Chassis

Right angle plug to

Straight plug to
straight receptacle

straight receptacle

: 1 Row :

' Sizes: 3 thru 22,
1 Page: W'11 !

Cable to

board or panel PC card to

board or chassis

: ) 2 Row 1 1
' Sizes: 10 thru 70 | Sizes: 10 thru70 ,
'+ Page:W-15 | . Page: W-19 :

PC card to

i = g Cable to
board or chassis 5 - S board o PC card
PC card to PC card to

board or PC card board or chassis

Sizes: 10 thru 70
. Page: W-29 |
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Daughterboard to
Motherboard or Chassis

PC card to
board or PC card

PC card to
board or chassis

Page: W-47

| . Sizes: 92 |
.  Page: W-53 !

PC card to
board or chassis

' Sizes: 122 E
:Page: W-55 !

Cable to
board or panel

PC card to
board or chassis

.Page: W-61

| Sizes: 122 |
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Crimp Removable
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PC card to
chassis

Sizes: 90 & 120

2 Row
1 Sizes: 10 thru 70

Page: W-31
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Page: W-33
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3 Row
Sizes: 80 & 160

Page: W-51

PC card to
cable

PC card to
chassis

Sizes: 122
Page: W-65

Sizes: 80 & 160

Page: W-49

Crimp Removable to
Crimp Removable

3 Row
Sizes: 50 thru 104
Page: W-52.1

Ask About AirBorn's Accelerated Delivery Service

"W” Series Connectors

REV C
1 CTWOO04 1

W—4

[ -


http://www.airborn.com/Portals/0/Documents/PDFs/ctw004.pdf

Lo


www.airborn.com
http://www.airborn.com/Portals/0/Documents/PDFs/ctw005.pdf






www.airborn.com
http://www.airborn.com/Portals/0/Documents/PDFs/ctw007.pdf



http://www.airborn.com/Portals/0/Documents/PDFs/ctw105.pdf



http://www.airborn.com/Portals/0/Documents/PDFs/ctw008.pdf






http://www.airborn.com/Portals/0/Documents/PDFs/ctw010.pdf



www.airborn.com
http://www.airborn.com/Portals/0/Documents/PDFs/ctw011.pdf

______



http://www.airborn.com/Portals/0/Documents/PDFs/ctw012.pdf

r===1


www.airborn.com
http://www.airborn.com/Portals/0/Documents/PDFs/ctw013.pdf

_——--—



http://www.airborn.com/Portals/0/Documents/PDFs/ctw014.pdf

2 - ROW
Cable to
Board or Panel
.100"

WTA - WTA

10 thru 70 Contacts

WTA20PCJT

.050 »‘ - POSITION #1
[~ -250 = 050 — | 130 TYP [— [~ .250
— 247 #2-56
100 — ‘« /POSWON # #2-56 JTAYCSSCREW Aty ﬂ — 100
_ 5 a | | i
O —) — [©)
@ D) —) — ©
(@) — — ©
(@) ») — — ©
(@) — — ©
— —
@) © SOLDER = — — © ©
@) CUP TYP D — — ©
A B @) C —) — A B ©
(@) D —) — © C
© @) D] I { © ©
— —
(@) — 1) — — ©
o o = — — L 027001 © ©
(@) D I E— — DIA TYP | ©
@) — | N — | @
| @) D — -0304.001  E—)  — )}
@ — DIA TYP H ®
100 L1 |_’: [ 100
(2'pLCS) IO 187* DA B iy N L 0| | AN 2 PLes)
2" i
075 = = 100~ |- .050 TYP
—| |l—.100 .500 .335 —={ .150 — 335 —=| .140 100 TYP
=150 [~ #2-56 JACKSOCKET 100 L s
TYP :
150 (—
PLUG RECEPTACLE
DIMENSIONS
SIZE A B C SIZE A B C
10 850 | .650 | .400 | 44 | 2.550 | 2.350 [ 2.100
14 [ 1.050| .850 | .600 | 50 | 2.850 | 2.650 | 2.400
20 | 1.350 | 1.150 | .900 | 54 | 3.050 | 2.850 | 2.600
24 | 1550 | 1.350 | 1100 | 56 | 3.150 | 2.950 | 2.700
26 | 1.650 | 1.450 | 1.200 | 60 | 3.350 | 3.150 | 2.900
30 | 1.850 | 1.650 | 1.400 | 66 | 3.650 | 3.450 | 3.200
36 | 2.150 | 1.950 | 1.700 | 70 | 3.850 | 3.650 | 3.400
40 | 2.350 | 2.150 | 1.900
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com T REV A
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PLUG: WTA 20 PC JT
RECEPTACLE: WTA 20 SAD9 JL

PLUG RECEPTACLE XXX XX XXX XX
| SERIES |
WTA  Plug, straight, no mounting ears | WTA  Receptacle, straight, no mounting ears
| SIZE |
XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)
| CONTACTS |

® Pin or socket contacts can be used in either plug or receptacle.
® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.
® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PC Pin, straight, solder cup (.035" 1.D.) SAC Socket, straight, solder cup (.035" 1.D.)
PD5  Pin, straight, dip solder, .078" x .027" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PD7  Pin, straight, dip solder, .109" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PD9 Pin, straight, dip solder, .140" x .027" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PD11 Pin, straight, dip solder, .172" x .027" dia SAF3  Socket, straight, flex circuit, .050"
PD13 Pin, straight, dip solder, .203" x .027" dia SAF6  Socket, straight, flex circuit, .093"
PD15 Pin, straight, dip solder, .234" x .027" dia SAF9  Socket, straight, flex circuit, .140"
PD20 Pin, straight, dip solder, .312" x .027" dia SAG7  Socket, straight, dip solder, .109" x .018" dia
PF3 Pin, straight, flex circuit, .050" SAGY9  Socket, straight, dip solder, .140" x .018" dia
PF6 Pin, straight, flex circuit, .093" SAG11 Socket, straight, dip solder, .172" x .018" dia
PF8 Pin, straight, flex circuit, .125" SAP Socket, straight, pin termination, .150" (connector saver)
PW34 Pin, straight, wire wrap®, 531" SAW24 Socket, straight, wire wrap®, 375"
PW40 Pin, straight, wire wrap®, .625" SAWA40 Socket, straight, wire wrap®, 625"
| HARDWARE

® Jackset hardware determines image of connector. Must specify image with guide set hardware.

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WTA10PD9QJ.
See "Gaskets':| and "Hoods"]in Accessories section for instructions.

® Fixed jackset, long (JL) includes jackscrew or jacksocket, #2-56 nut, #2 flat washer & #2 lockwasher.

JT Turning jackset, .500" J Fixed jackset

JTA  Turning jackset, .200" JL Fixed jackset, long

JTB Hex turning jackset, .200"

JTC  Hex turning jackset, .500"

JTL Turning jackset, .700"

OPTIONS

® Option Codes: Add to the end of the part number. Example: WTA10SAD9J-D01. Call factory for additional codes.
-443  Polarizing pin installed in contact position noted by dash number. See["Polarization"lin Accessories section.

-444  Contact position noted by dash number is left open (to mate with -443). See|"Polarization” in Accessories section.
-B82  Termination face sealed against conformal coating

-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).
-D54  Combine -B82 & -D01 options

-G69  Solder cups fixed in an outward orientation (otherwise contacts will rotate)

= Option not RoHS compliant

YREV D 1 Ask About AirBorn's Accelerated Delivery Service "W’ Series Connectors
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2 - ROW
Sandwich
Boards
.100"

WTAV - WTAX

10 thru 70 Contacts

050 — |=— POSITION #1 -
250 050 —| |— A0 TP —.247 TYP '
100 —| |- #2-56 NC — 100
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—T] > | — ©
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—T1] — — ©
—1] — — ©
—1] — > T ©
A B c — — — A B ©
—] — > © C
— — I ©
—T] — > | ©
© —] — ) —— ©
© — — | — 1 ©
— — — 027%.001 ©
— —— L 301001 — Dl TYP e
® gzt — DIA TYP — 4 - ® ©
700 19 7%__? — i i @1 00
(2 PLCS) FH 027001~ gl | 125 DIA AR 4| | Ay 2 pLes)
pia Typ UL 0T TYP il il §$
* .
075 — |— 140 — -— .050 TYP
— | .100 l~— 335 —=] .150 — .335 —— .140 100 TYP
—1 150 |— 100 075
— 150 |—
PLUG RECEPTACLE
DIMENSIONS
SIZE A B C SIZE A B C
10 850 | .650 .400 44 | 2.550 | 2.350 | 2.100
14 | 1.050 | .850 600 50 | 2.850 [ 2.650 | 2.400
20 | 1.350 [ 1.150 | .g00 54 | 3.050 [ 2.850 | 2.600
24 | 1550 [ 1.350 | 1.100 | 56 | 3.150 | 2.950 | 2.700
26 | 1.650 | 1.450 [ 1.200 | 60 | 3.350 | 3.150 | 2.900
30 | 1.850 | 1.650 | 1.400 | 66 | 3.650 | 3.450 | 3.200
36 | 2150 1.950 | 1.700 | 70 | 3.850 | 3.650 | 3.400
40 | 2.350 | 2.150 | 1.900
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com ' REV A
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PLUG: WTAV 20 PD9 SYL
RECEPTACLE: WTAX 20 SAD9 SYL

PLUG RECEPTACLE XXXX XX XXXX XXX
I SERIES |
WTAV Plug, straight, no mounting ears WTAX Receptacle, straight, no mounting ears
WTAX Receptacle, right angle, no mounting ears
| SIZE |
XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, | XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)

| CONTACTS |
® Pin or socket contacts can be used in either plug or receptacle.

® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.

® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:

PC Pin, straight, solder cup (.035" 1.D.) SAC Socket, straight, solder cup (.035" 1.D.)
PD7  Pin, straight, dip solder, .109" x .027" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PD9  Pin, straight, dip solder, .140" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PD11 Pin, straight, dip solder, .172" x .027" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PF3 Pin, straight, flex circuit, .050" SAF3  Socket, straight, flex circuit, .050"

PF6 Pin, straight, flex circuit, .093" SAF6  Socket, straight, flex circuit, .093"

PF8 Pin, straight, flex circuit, .125" SAF9  Socket, straight, flex circuit, .140"

PW34 Pin, straight, wire wrap®, 531" SAG7  Socket, straight, dip solder, .109" x .018" dia
PW40 Pin, straight, wire wrap®, .625" SAGY9  Socket, straight, dip solder, .140" x .018" dia

SAG11 Socket, straight, dip solder, .172" x .018" dia

SAP Socket, straight, pin termination, .150" (connector saver)
SAW24 Socket, straight, wire wrap®, 375"

SAWA40 Socket, straight, wire wrap®, 625"

SOR7  Socket, right angle, dip solder, .109" x .025" dia

SOR9  Socket, right angle, dip solder, .140" x .025" dia

SOR11 Socket, right angle, dip solder, .172" x .025" dia

| HARDWARE

® Jackset hardware determines image of connector. Must specify image with guide set hardware.

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WTAV10PD9QJ.
See|"Gaskets"|and ['"Hoods" |in Accessories section for instructions.

® Fixed jackset, long (JL) includes jackscrew or jacksocket, #2-56 nut, #2 flat washer & #2 lockwasher

SY Guide set SY Guide set

SY-# Guide set, polarized SY-# Guide set, polarized

SYL  Guide set, long SYL  Guide set, long

SYL-# Guide set, long, polarized SYL-# Guide set, long, polarized

J Fixed jackset JT Turning jackset, .500"

JL Fixed jackset, long JTA  Turning jackset, .200"
JTB Hex turning jackset, .200"
JTC Hex turning jackset, .500"
JTL Turning jackset, long, .700"

I OPTIONS

® Option Codes: Add to the end of the part number. Example: WTAV10PD9J-D01. Call factory for additional codes.

-433  Polarizing pin installed in contact position noted by dash number. See in Accessories section.

-444  Contact position noted by dash number is left open (to mate with -443). See in Accessories section.
-B82  Termination face sealed against conformal coating

-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).

-D54  Combine -B82 & -D01 options
-G69  Solder cups fixed in an outward orientation (otherwise contacts will rotate)

= Option not RoHS compliant

HARDWARE OMITTED .140
FOR CLARITY

.080— $
—{|[=—025%.001
—.120

DIA TYP
CONTACT OPTION: SORS9
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2 - ROW
PC Card to
Board or Chassis
.100"

WTB - WTB

10 thru 70 Contacts

[—.250 -051— " 120 DIA THRU =250~
: 120 DIA THRU
/190 HEX x .109 DEEP
B 120~ |- —]125—
100 12 2 PLCS) (2 PLCS) ‘
140 ’ *‘« 430 TYP—| = ﬂ [—-100
Ll 4 \
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=) + —  E—) ©
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o - — — I " @)
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b —  E—]
O + —  E—] L—@
J—%_J@ i t i — B ®
=) + ——

.00 a1 l’: 100
(2 PLCS) Y 125 DIA | 4 || A2 PLCS)
f — TYP N/ f

501 oo: . .050 TYP
T - + "DIA TYP 100 TYP (j;
|
075 —~ |- 120 1094 — “ 100 —|| |-
094— [— 050 —| |— ' 075
100 [~——.400 —={.150 |=~— ' :
—1 150 |— -—.335— 172 |— —{.150 |—
PLUG RECEPTACLE
DIMENSIONS
SIZE A B (o] D E SIZE A B Cc D E
10 .850 | .650 | .400 [ 1.100 | 1.350 | 44 | 2.550 | 2.350 | 2.100 | 2.800 | 3.050
14 | 1.050 | .850 | .600 | 1.300 | 1.550 | 50 | 2.850 | 2.650 | 2.400 | 3.100 | 3.350
20 | 1.350 | 1.150 | 900 [ 1.600 | 1.850 | 54 | 3.050 | 2.850 | 2.600 | 3.300 | 3.550
24 | 1.550 | 1.350 | 1.100 | 1.800 | 2.050 [ 56 | 3.150 | 2.950 | 2.700 | 3.400 | 3.650
26 | 1.650 | 1.450 | 1.200 [ 1.900 | 2.150 | 60 | 3.350 | 3.150 | 2.900 | 3.600 | 3.850
30 | 1.850 | 1.650 | 1.400 | 2.100 | 2.350 | 66 | 3.650 [ 3.450 | 3.200 | 3.900 [ 4.150
36 | 2150 | 1.950 | 1.700 [ 2.400 | 2.650 | 70 | 3.850 | 3.650 | 3.400 | 4.100 | 4.350
40 | 2.350 | 2.150 | 1.900 [ 2.600 | 2.850
"W Series connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com TRV A
W—-19 1 CTWO19 1
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PLUG: WTB 20 PR9 SY
RECEPTACLE: WTB 20 SAD11SY

PLUG RECEPTACLE
| SERIES |
WTB  Plug, right angle, with mounting ears WTB  Receptacle, straight, with mounting ears

WTB

Receptacle, right angle, with mounting ears

SIZE

XX

Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, | XX
44, 50, 54, 56, 60, 66, or 70)

Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70)

CONTACTS

® The contact type determines image of connector. Pin, right angle contacts are always plug image. Straight pin contacts or
socket contacts are receptacle image. See page W-24 to switch the image.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PRC  Pin, right angle, solder cup (.035" I.D.) SAC Socket, straight, solder cup (.035" 1.D.)
PR7 Pin, right angle, dip solder, .109" x .025" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PR9 Pin, right angle, dip solder, .140" x .025" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PR11  Pin, right angle, dip solder, .172" x .025" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PR13  Pin, right angle, dip solder, .203" x .025" dia SAF3  Socket, straight, flex circuit, .050"
PR15 Pin, right angle, dip solder, .234" x .025" dia SAF6  Socket, straight, flex circuit, .093"
PR23 Pin, right angle, dip solder, .359" x .025" dia SAF9  Socket, straight, flex circuit, .140"
PR30 Pin, right angle, dip solder, .470" x .025" dia SAG7  Socket, straight, dip solder, .109" x .018" dia
PRW33 Pin, right angle, wire wrap®, 515" SAGY9  Socket, straight, dip solder, .140" x .018" dia
PRW40 Pin, right angle, wire wrap®, .625" SAG11 Socket, straight, dip solder, .172" x .018" dia
SAW24 Socket, straight, wire wrap®, 375"
SAW40 Socket, straight, wire wrap®, .625"
SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia
| HARDWARE

® Plug facial seal gaskets; order separately or add "Q" in part number.

See|"Gaskets"| in Accessories section for instructions.

Example: WTB10PR9QJ

XXXX XX XXXXX XX

SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
SYL Guide set, long SYL Guide set, long
SYL-# Guide set, long, polarized SYL-# Guide set, long, polarized
JT Turning jackset, .435" J Fixed jackset
JTA  Turning jackset, .135" JL Fixed jackset, long
JTB Hex turning jackset, .135"
JTC Hex turning jackset, .435"
JTL Turning jackset, long, .635"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTB10PR9SY342. Call factory for additional codes.

-342
-443
-515
-548
-B82
-DO1
-P39
-D54
-G69
-413

Remove mounting ears. (.250" each end)

Polarizing pin installed in contact position noted by dash number. See in Accessories section. Receptacle connector only.
Contact position noted by dash number is left open (to mate with -443). For right angle connectors only.
Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).

Termination face sealed against conformal coating
Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.

Pretinned contact terminations (except solder cups, wire wraps®

Combine -B82 & -D01 options

and flex contacts) with SAC305 solder (lead free).

Solder cups fixed in an outward orientation (otherwise contacts will rotate)
Straight pin contacts in right angle plug molding with solder cup terminations extending .100" from face.

= Option not RoHS compliant

'REV D
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WTB90PRISY

2 - ROW
PC Card to
Board or Chassis
.100"

WTB - WTB

90, 100 & 120 Contacts

l-.250+] .051— ‘* 1120 DIA THRU
100 — | 120+.001— 190 HEX x .107 DEEP .120 DIA THRU 405
(3 PLCS) . 130 TYP (3 PLCS)
140 — | .015 ﬁ* (USE SMALL PATTERN : 7 I~ .100
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400+ o |: D D —+—.220—— — C 400 — L
&) 20— H
- + —]  E— @
H- — > (&)
%ﬁ + — —— | ©
- —  E—— ©
© + L027+.001 ©
ro L ©
Fo + DIA TYP ©
o @) H N © ©
E | 7/%/ FoA - A | F /2\/0/% E
B B
SN f e
o + ©
H- —]  — L ©
I+ - — | — @ ®
L 2 + I — 1 _-[:) ©®
€ S Iter
1003 y) — .050 TYP X
(2 PLCS) —|— L f—1 100 TYP
-030+.001 Iy
4 - DIA TYP | —t
125 DIA —/ L .100
‘ TYP (2 PLCS)
075+ |- a’ﬂj* 084 L 100 —|| |-
—{ |I-.100 075 ~— .050 —| |— —| [—.075
—~|.150 ——-400——1.150/— —. 335— 172 |— —1.150/—
PLUG RECEPTACLE
DIMENSIONS
SIZE A B C D E F
90 | 2.475| 2.700 | 5.650 | 5.150 | 2.200 | 2.100
100 | 2.725 | 2.950 | 6.150 | 5.650 | 2.400 | 2.400
120 | 3.225 | 3.450 | 7.150 | 6.650 | 2.900 | 2.900
"W series connectors  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com T REV A
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RYAirBorn

PLUG: WTB 90 PR9 SY
RECEPTACLE: WTB 90 SAD11 SY

XXXX XX XXXXX XX

PLUG RECEPTACLE
I SERIES |
WTB Plug, right angle, with mounting ears WTB Receptacle, straight, with mounting ears

WTB Receptacle, right angle, with mounting ears

SIZE

XX

Number of contacts (90, 100, or 120) |

XX Number of contacts (90, 100, or 120)

CONTACTS

® The contact type determines image of connector. Pin, right angle contacts are always plug image. Straight pin contacts or

socket contacts are receptacle image. See page W-24 to switch the image.

PRC
PR7
PR9
PR11
PR15

PRW33 Pin, right angle, wire wrap®, 515"
PRWA40 Pin, right angle, wire wrap®, 625"

TYPE CONTACTS/TERMINATIONS:

Pin, right angle, solder cup (.035" 1.D.)

Pin, right angle, dip solder, .109" x .025" dia
Pin, right angle, dip solder, .140" x .025" dia
Pin, right angle, dip solder, .172" x .025" dia
Pin, right angle, dip solder, .234" x .025" dia

TYPE CONTACTS/TERMINATIONS:
SAC Socket, straight, solder cup (.035" 1.D.)
SAD7  Socket, straight, dip solder, .109" x .027" dia
SAD9  Socket, straight, dip solder, .140" x .027" dia
SAD11 Socket, straight, dip solder, .172" x .027" dia
SAF3  Socket, straight, flex circuit, .050"
SAF6  Socket, straight, flex circuit, .093"
SAF9  Socket, straight, flex circuit, .140"
SAG7 Socket, straight, dip solder, .109" x .018" dia
SAGY9  Socket, straight, dip solder, .140" x .018" dia
SAG11 Socket, straight, dip solder, .172" x .018" dia
SAW24 Socket, straight, wire wrap®, .375"
SAW40 Socket, straight, wire wrap®, 625"

SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia

HARDWARE

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WTB90PR9QJ.

d"Gaskots'

Sedq "Gaskets"| and|"Hoods"|in Accessories section for instructions.

SY
SY-#
SYL
JT
JTA
JTB
JTC
JTL

Guide set

Guide set, polarized

Guide set, long

Turning jackset, .435"
Turning jackset, .135"

Hex turning jackset, .135"
Turning jackset, .435"
Turning jackset, long, .635"

SY Guide set

SY-# Guide set, polarized
SYL Guide set, long

J Fixed jackset

JL Fixed jackset, long

OPTIONS

® Option Codes: Add to the end of the part number. Example: WTB90PR9SY-D01. Call factory for additional codes.

-342
-443
-515
-548
-B82
-DO1
-P39
-D54
-G69
-413

@H © %%@ @] ©® O % © ©
EXAMPLE: WTB9OSOR9SY—C69 ﬁiﬁﬁ@@ ON0 © 9 °oON¢ @ ﬁ

Remove mounting ears. (.250" each end)

Polarizing pin installed in contact position noted by dash number. See in Accessories section. Receptacle connector only.
Contact position noted by dash number is left open (to mate with -443). For right angle connectors only.

Bond #4-40 small pattern nut into mounting holes (for ri
Termination face sealed against conformal coating

ght angle plug connectors only).

Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.

Pretinned contact terminations (except solder cups, wire wraps

Combine -B82 & -D01 options

Solder cups fixed in an outward orientation (otherwise contacts will rotate)
Straight pin contacts in right angle plug molding, with solder cup terminals extending .100" beyond molding.

= Option not RoHS compliant
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2 . ROW
Sandwich

Board
100"

S

WTBV - WTB

10 thru 70 Contacts

WTBV20PDISY

= .250 —
120 DIA THRU =250 =
»A125‘« (2 PLCS) 1250
100 —| h» 130 TYP— = ﬂ - .100
[ .082 DIA
/POS\T\ON # L TP 1 ||
— — | i o
— — — A [©)
— — | —) POSITION #1 ©
—1 — — ©
— — > — ©
— — ) —) ©
—1 — — ©
— — — ©
—1 — ) —) ©
B C o —q — — B © D E
—q — ) —) © C
—1 — — ©
— — — | ©
—1] — | E—— ©
— — '} — B ©
— I —— -027+.001 ©
—q — I 030+.001 D DIA TYP 1] ©
—1] — “DIA TYP — —®
o (@) | — > 0 — o) ®
00 L8/ 7% j|’_: 2100
(2 PLCS) .027i.001—f N | G| AR (2 PLCS)
DIA TYP L/ N
1 ] I L .050 TYP
.100 TYP
ij 125 DIA
\. TYP
075 = = 140 —| - 4 —.094 .094— ‘« 100 —{| |-
- |F—.100 .050—| ‘« 050 —| |- o7
—.150 |—
—.150 |— —.335— .150 |— = .335—{.140 —
PLUG RECEPTACLE
DIMENSIONS
SIZE A B Cc D E SIZE A B (o] D E
10 .850 .650 .400 1.100 1.350 44 2.550 | 2.350 2.100 2.800 3.050
14 1.050 .850 .600 1.300 1.550 50 2.850 | 2.650 2.400 3.100 3.350
20 1.350 1.150 .900 1.600 1.850 54 3.050 | 2.850 2.600 3.300 3.550
24 1.550 | 1.350 1.100 1.800 2.050 56 3.150 | 2.950 2.700 3.400 3.650
26 1.650 | 1.450 1.200 1.900 2.150 60 3.350 | 3.150 2.900 3.600 3.850
30 1.850 | 1.650 1.400 2.100 2.350 66 3.650 | 3.450 3.200 3.900 4.150
36 2.150 1.950 1.700 2.400 2.650 70 3.850 | 3.650 3.400 4.100 4.350
40 2.350 | 2.150 1.900 2.600 2.850
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com T REV A
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PLUG: WTBV 20 PD9 SY
RECEPTACLE: WTB 20 SAD9 SY

PLUG RECEPTACLE
| SERIES |
WTBV Plug, straight, with mounting ears WTB  Receptacle, straight, with mounting ears

WTB  Receptacle, right angle, with mounting ears
| SIZE |
XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, | XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)
| CONTACTS |

® Pin or socket contacts can be used in either plug or receptacle.
® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.
® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

XXXX XX XXXX XX

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PC Pin, straight, solder cup (.035" 1.D.) SAC Socket, straight, solder cup (.035" I.D.)
PD7  Pin, straight, dip solder, .109" x .027" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PD9 Pin, straight, dip solder, .140" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PD11 Pin, straight, dip solder, .172" x .027" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PD13 Pin, straight, dip solder, .203" x .027" dia SAF3  Socket, straight, flex circuit, .050"
PF3  Pin, straight, flex circuit, .050" SAF6  Socket, straight, flex circuit, .093"
PF6 Pin, straight, flex circuit, .093" SAF9  Socket, straight, flex circuit, .140"
PF8 Pin, straight, flex circuit, .125" SAG7  Socket, straight, dip solder, .109" x .018" dia
PW34 Pin, straight, wire wrap®, 531" SAGY9 Socket, straight, dip solder, .140" x .018" dia
PW40 Pin, straight, wire wrap®, .625" SAG11 Socket, straight, dip solder, .172" x .018" dia
SAP Socket, straight, pin termination, .150" (connector saver)
SAW24 Socket, straight, wire wrap®, 375"
SAW40 Socket, straight, wire wrap®, 625"
SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia
| HARDWARE
® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WTBV10PD9QJ.
Seand in Accessories section for instructions.
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
SYL Guide set, long SYL Guide set, long
JT Turning jackset, .500" J Fixed jackset
JTA  Turning jackset, .200" JL Fixed jackset, long
JTB Hex turning jackset, .200"
JTC Hex turning jackset, .500"
JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTBV20PD9SY-DO01. Call factory for additional codes.

Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.

and flex contacts) with SAC305 solder (lead free).

-B82  Termination face sealed against conformal coating

-DO1

-P39  Pretinned contact terminations (except solder cups, wire wraps®

-D54  Combine -B82 & -D01 options

-G69  Solder cups fixed in an outward orientation (otherwise contacts will rotate)

= Option not RoHS compliant
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2 .
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=6 = = T THeH
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075~ |— ‘J -094— L 100 —|| |-
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150l 100~ |—.335—].150}~ —].150}—
PLUG RECEPTACLE
DIMENSIONS
SIZE A B C D E F
90 | 2.475 | 2.700 | 5.650 | 5.150 | 2.200 | 2.100
100 | 2.725 [ 2.950 | 6.150 | 5.650 | 2.400 | 2.400
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 www.AirBorn.com \ REV A !
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RAirBorn

PLUG: WTBV 90 PC SY
RECEPTACLE: WTB 90 SAC SY

PLUG RECEPTACLE
| SERIES |
WTBV Plug, straight, with mounting ears WTB  Receptacle, straight, with mounting ears

WTB  Receptacle, right angle, with mounting ears
| SIZE |
XX Number of contacts (90 or 100) | XX Number of contacts (90 or 100)
| CONTACTS |

® Pin or socket contacts can be used in either plug or receptacle.
® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.
® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

XXXX XX XXX XX

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PC Pin, straight, solder cup (.035" 1.D.) SAC Socket, straight, solder cup (.035" 1.D.)
PD7  Pin, straight, dip solder, .109" x .027" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PD9  Pin, straight, dip solder, .140" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PD11 Pin, straight, dip solder, .172" x .027" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PD13 Pin, straight, dip solder, .203" x .027" dia SAF3  Socket, straight, flex circuit, .050"
PF3 Pin, straight, flex circuit, .050" SAF6  Socket, straight, flex circuit, .093"
PF6 Pin, straight, flex circuit, .093" SAF9  Socket, straight, flex circuit, .140"
PF8 Pin, straight, flex circuit, .125" SAG7  Socket, straight, dip solder, .109" x .018" dia
PW34 Pin, straight, wire wrap®, 531" SAGY9  Socket, straight, dip solder, .140" x .018" dia
PW40 Pin, straight, wire wrap®, .625" SAG11 Socket, straight, dip solder, .172" x .018" dia
SAP Socket, straight, pin termination, .150" (connector saver)
SAW24 Socket, straight, wire wrap®, 375"
SAWA40 Socket, straight, wire wrap®, 625"
SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia
| HARDWARE
® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WTBV90PD9QJ.
See["Gaskets"|and"Hoods"|in Accessories section for instructions.
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
SYL  Guide set, long SYL  Guide set, long
JT Turning jackset, .500" J Fixed jackset
JTA  Turning jackset, .200" JL Fixed jackset, long
JTB Hex turning jackset, .200"
JTC Hex turning jackset, .500"
JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTBV100PD9SY-DO01. Call factory for additional codes.

Termination face sealed against conformal coating
Remove mounting ears (.250" each end)
Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
Pretinned contact terminations (except solder cups, wire wraps
Combine -B82 & -D01 options
Solder cups fixed in an outward orientation (otherwise contacts will rotate)

-B82
-342
-DO1
-P39
-D54
-G69

= Option not RoHS compliant

and flex contacts) with SAC305 solder (lead free).
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WTA20PCJT

2 - ROW
Cable to
Board or PC Card
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WTA - WTB

10 thru 70 Contacts
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PLUG RECEPTACLE
DIMENSIONS
SIZE A B C D E SIZE A B C D E
10 .850 | .650 400 | 1100 | 1.350 | 44 | 2.550 | 2.350 | 2.100 | 2.800 | 3.050
14 1.050 | .850 600 | 1.300 | 1.550 | 50 | 2.850 | 2.650 | 2.400 | 3.100 | 3.350
20 1.350 | 1.150 | .900 | 1.600 | 1.850 | 54 | 3.050 | 2.850 | 2.600 | 3.300 | 3.550
24 1.550 | 1.350 | 1.100 | 1.800 | 2.050 | 56 3.150 | 2.950 | 2.700 | 3.400 | 3.650
26 1.650 | 1.450 | 1.200 | 1.900 | 2.150 | 60 | 3.350 | 3.150 | 2.900 | 3.600 | 3.850
30 1.850 | 1.650 | 1.400 | 2.100 | 2.350 | 66 | 3.650 | 3.450 | 3.200 | 3.900 | 4.150
36 2.150 | 1.950 | 1.700 | 2.400 | 2.650 | 70 | 3.850 | 3.650 | 3.400 | 4.100 | 4.350
40 | 2.350 | 2.150 | 1.900 | 2.600 | 2.850
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com T REV A
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PLUG: WTA 20 PC JT
RECEPTACLE: WTB 20 SAD9 J

PLUG RECEPTACLE XXX XX XXXX XX
| SERIES |
WTA  Plug, straight, without mounting ears WTB  Receptacle, straight, with mounting ears
WTB  Receptacle, right angle, with mounting ears
| SIZE |
XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, | XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)

| CONTACTS |

® Pin or socket contacts can be used in either plug or receptacle.

® WTA connectors - jackset hardware determines the image. Must specify image with guide set hardware. See page W-17.

® \WTB connectors - contacts determine the image. Right angle pin contacts are always plug image, and straight pin or sockets
are receptacle image.

® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.

® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PC Pin, straight, solder cup (.035" 1.D.) SAC Socket, straight, solder cup (.035" I.D.)
PD7 Pin, straight, dip solder, .109" x .027" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PD9  Pin, straight, dip solder, .140" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PD11 Pin, straight, dip solder, .172" x .027" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PD13 Pin, straight, dip solder, .203" x .027" dia SAF3  Socket, straight, flex circuit, .050"
PF3 Pin, straight, flex circuit, .050" SAF6  Socket, straight, flex circuit, .093"
PF6 Pin, straight, flex circuit, .093" SAF9  Socket, straight, flex circuit, .140"
PF8 Pin, straight, flex circuit, .125" SAG7 Socket, straight, dip solder, .109" x .018" dia
PW34 Pin, straight, wire wrap®, 531" SAGY9  Socket, straight, dip solder, .140" x .018" dia
PW40 Pin, straight, wire wrap®, .625" SAG11 Socket, straight, dip solder, .172" x .018" dia
SAP Socket, straight, pin termination, .150" (connector saver)
SAW24 Socket, straight, wire wrap®, 375"
SAW40 Socket, straight, wire wrap®, 625"
SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia

| HARDWARE

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WTA10PD9QJ.
Seé]c "Gaskets"|and["Hoods" Jn Accessories section for instructions.

JT Turning jackset, .500" J Fixed jackset

JTA  Turning jackset, .200" JL Fixed jackset, long

JTB Hex turning jackset, .200"

JTC Hex turning jackset, .500"

JTL Turning jackset, long, .700"

OPTIONS
® Option Codes: Add to the end of the part number. Example: WTA10SAD9J-D01. Call factory for additional codes.
-B82  Termination face sealed against conformal coating
-342  Remove mounting ears (.250" each end)
-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).
-D54  Combine -B82 & -D01 options
-G69  Solder cups fixed in an outward orientation (otherwise contacts will rotate)

= Option not RoHS compliant
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2 - ROW
PC Card to
Board or PC Card
.100"

WTB-WTAX

10 thru 70 Contacts

WTB20PR11J

WTAX20SAD9JT

W—29
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PLUG RECEPTACLE
DIMENSIONS
SIZE A B c D E SIZE A B c D E
10 .850 .650 .400 1.100 1.350 44 2.550 | 2.350 | 2.100 2.800 | 3.050
14 1.050 .850 .600 1.300 1.550 50 2.850 | 2.650 | 2.400 3.100 3.350
20 1.350 | 1.150 .900 1.600 1.850 54 3.050 | 2.850 | 2.600 | 3.300 | 3.550
24 1.550 | 1.350 1.100 1.800 2.050 56 3.150 | 2.950 | 2.700 | 3.400 | 3.650
26 1.650 | 1.450 1.200 1.900 2.150 60 3.350 | 3.150 2.900 | 3.600 | 3.850
30 1.850 | 1.650 1.400 2.100 2.350 66 3.650 | 3.450 | 3.200 | 3.900 4.150
36 2.150 | 1.950 1.700 2.400 | 2.650 70 3.850 | 3.650 | 3.400 4.100 4.350
40 2.350 | 2.150 1.900 2.600 | 2.850
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com REV A
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PLUG: WTB 20 PR
RECEPTACLE: WTAX 20 SAD9 JT
XXXX XX XXXX XX

J

PLUG RECEPTACLE

| SERIES |

WTB Plug, right angle, with mounting ears | WTAX Receptacle, straight, without mounting ears

| SIZE |

XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)

| CONTACTS |

® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.
® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia SAC Socket, straight, solder cup (.035" I.D.)
PR9 Pin, right angle, dip solder, .140" x .025" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PR11  Pin, right angle, dip solder, .172" x .025" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PR15  Pin, right angle, dip solder, .234" x .025" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PRC  Pin, right angle, solder cup (.035" |.D.) SAD15 Socket, straight, dip solder, .234" x .027" dia
PRW33 Pin, right angle, wire wrap®, 515" SAF3  Socket, straight, flex circuit, .050"
PRW40 Pin, right angle, wire wrap®, 625" SAF6  Socket, straight, flex circuit, .093"
SAG7 Socket, straight, dip solder, .109" x .018" dia
SAGY9  Socket, straight, dip solder, .140" x .018" dia
SAG11 Socket, straight, dip solder, .172" x .018" dia
SAP Socket, straight, pin termination, .150" (connector saver)
SAW24 Socket, straight, wire wrap®, 375"
SAW40 Socket, straight, wire wrap®, .625"
SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia
| HARDWARE

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WTB20PR11QJ.

See|"Gaskets"|and "Hoods'| in Accessories section for instructions.

SY Guide set SY Guide set

SY-# Guide set, polarized SY-# Guide set, polarized

J Fixed jackset SYL  Guide set, long

JT Turning jackset, .435" SYL-# Guide set, long, polarized

JTA  Turning jackset, .135" J Fixed jackset

JTB Hex turning jackset, .135" JL Fixed jackset, long

JTC Hex turning jackset, .435" JT Turning jackset, .500"

JTL Turning jackset, long, .635" JTA Turning jackset, .200"
JTB Hex turning jackset, .200"
JTC Hex turning jackset, .500"
JTL Turning jackset, long, .700"

OPTIONS

® Option Codes: Add to the end of the part number. Example: WTB10SAD9J-D01. Call factory for additional codes.

and flex contacts) with 63/37 or 60/40 solder.
and flex contacts) with SAC305 solder (lead free).

-342  Remove mounting ears (.250" each end)

-548  Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).
-D01  Pretinned contact terminations (except solder cups, wire wraps

-P39  Pretinned contact terminations (except solder cups, wire wraps

-D54  Combine -B82 & -D01 options

-G69  Solder cups fixed in an outward orientation (otherwise contacts will rotate)

-B82  Termination face sealed against conformal coating. Receptacle connector only.

= Option not RoHS compliant

! Ask About AirBorn's Accelerated Delivery Service
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2 - ROW
PC Card to
Chassis
.100"

WTB - WTKA

10 thru 70 Contacts

WTKA20SSY
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Fo + — ©
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075 —| «L 049.;20 -094— ‘* 100 —|| |~
— 100 200 150 - ~— 335 —| — |~.075
—1.150 |— -585 —.150 |—
PLUG RECEPTACLE
DIMENSIONS
SIZE A B Cc D E SIZE A B Cc D E
10 | .850 | .650 | .400 | 1.100 | 1.350 | 44 | 2.550| 2.350 | 2.100 | 2.800 | 3.050
14 | 1.050 | .850 | .600 | 1.300 | 1.550 | 50 | 2.850 | 2.650 | 2.400 [ 3.100 | 3.350
20 | 1.350 | 1.150 | .900 | 1.600 | 1.850 | 54 | 3.050 [ 2.850 | 2.600 | 3.300 | 3.550
24 | 1.550 [ 1.350 | 1.100 | 1.800 | 2.050 | 56 | 3.150 | 2.950 | 2.700 | 3.400 | 3.650
26 | 1.650 | 1.450 | 1.200 | 1.900 | 2.150 | 60 | 3.350 | 3.150 | 2.900 | 3.600 | 3.850
30 | 1.850 | 1.650 | 1.400 | 2.100 | 2.350 | 66 | 3.650 | 3.450 | 3.200 | 3.900 | 4.150
36 | 2150 | 1.950 | 1.700 | 2.400 | 2.650 | 70 | 3.850 | 3.650 | 3.400 | 4.100 | 4.350
40 | 2.350 | 2.150 [ 1.900 | 2.600 | 2.850
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com REV A !
W—31 :CTWOEW !
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RECEPTACLE: WTKA 20
XXXX XX XXXX XX

PLUG RECEPTACLE
| SERIES |
WTB  Plug, right angle, with mounting ears WTKA Receptacle, straight, crimp removable,

o WTKA and WTDXA connectors will mate with WTA, WTAV, WTB, WTBV connectors. "A" means contacts are included.

with mounting ears

| SIZE |

XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, | XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)

| CONTACTS |

® The use of gaskets is not recommended with crimp socket contacts.
o WTKA** includes full compliment of WTK2222 (Socket or Pin) crimp removable contacts packaged with connectors.

Seein Accessories section to order separately.
® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

S

RAirBorn

PLUG: WTB 20 PR11 SY

SY

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia S Socket, straight, crimp removable, 22 AWG
PR9 Pin, right angle, dip solder, .140" x .025" dia SA Same as above
PR11 Pin, right angle, dip solder, .172" x .025" dia P Pin, straight, crimp removable, 22 AWG
PRW40 Pin, right angle, wire wrap®, .625"
HARDWARE
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset
JT Turning jackset, .435" JT Turning jackset, .500"
JTA Turning jackset, .135" JTA Turning jackset, .200"
JTB Hex turning jackset, .135" JTB Hex turning jackset, .200"
JTC Hex turning jackset, .435" JTC Hex turning jackset, .500"
JTL Turning jackset, long, .635" JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTKA10SSY-C45. Call factory for additional codes.

Polarizing pin installed in contact position noted by dash number. See|'Polarization"|in Accessories section. Receptacle connector only.
Contact position noted by dash number is left open (to mate with -443).

-443
-444
-478
-515
-548
-A53
-C45
-F68

Drill mating side hole diameter designated by dash

number.

Polarizing pin installed in contact position noted by dash number. See in Accessories section. Receptacle connector only.
Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).

Socket, straight, crimp removable, 20 AWG

Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.

Combine -C45 and -515 special codes.

MATING
FACE \h

335 —

— 7

TERMINATION
FACE

.075

.585
.660 REF

DETAIL A

REV B
| CTWO32
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90 & 120 Contacts
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PLUG RECEPTACLE
DIMENSIONS
SIZE A B C D E F G
90 | 2.475 | 2.700 | 5.650 | 5.150 | 2.200 | 2.100 | 5.400
120 | 3.225 | 3.450 | 7.150 | 6.650 | 2.900 | 2.900 | 6.900
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com TRy B
W—33
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PLUG: WTB 90

RECEPTACLE: WTKA 90
PLUG RECEPTACLE XXXX XX
| SERIES |

WTB  Plug, right angle, with mounting ears

o WTKA and WTDXA connectors will mate with WTA, WTAV, WTB, WTBV connectors. "A" means contacts are included.

WTKA Receptacle, straight, crimp removable,

with mounting ears

SIZE

XX Number of contacts (90 or 120)

| xx

Number of contacts (90 or 120)

| CONTACTS

® The use of gaskets is not recommended with crimp socket contacts.

o WTKA** includes full compliment of WTK2222 (Socket or Pin) crimp removable contacts packaged with connectors.
See in Accessories section to order separately.
® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

AirBorn

PR9 SY
SA SY
XXX XX

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia S Socket, straight, crimp removable, 22 AWG
PR9 Pin, right angle, dip solder, .140" x .025" dia SA Same as above
PR11  Pin, right angle, dip solder, .172" x .025" dia P Pin, straight, crimp removable, 22 AWG
PRW40 Pin, right angle, wire wrap®, .625"
HARDWARE
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset
JT Turning jackset, .435" JT Turning jackset, .500"
JTA Turning jackset, .135" JTA Turning jackset, .200"
JTB Hex turning jackset, .135" JTB Hex turning jackset, .200"
JTC Hex turning jackset, .435" JTC Hex turning jackset, .500"
JTL Turning jackset, long, .635" JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTKA10SSY-C45. Call factory for additional codes.

Polarizing pin installed in contact position noted by dash number. See in Accessories section.

-443
Receptacle connector only.
-444  Contact position noted by dash number is left open (to mate with -443). Right angle only.
-478  Drill mating side hole diameter designated by dash number (crimp only
-515  Polarizing pin installed in contact position noted by dash number. See
-548  Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).
-A53  Socket, straight, crimp removable, 20 AWG
-C45 Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.
-F68  Combine -C45 and -515 special codes.

D

>

P.C. BOARD \

A

WTB90PRISY
P.C. BOARD EXAMPLE

D

D]

5Ll

l /U/de.ozw.oow sQ.

WTB90PRW40SY
WIRE WRAP EXAMPLE

7~/

P.C. BOARD \

"Polarization"|in Accessories section. Receptacle connector only.

e
WTKA90SASY
CHASSIS EXAMPLE TERMINATION
MATING FACE
FACE \E—/
—{ |—.075

—.335 —
.585
.660 REF

DETAIL A

'REV B |
| CTWO34,
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PLUG

RECEPTACLE

PLUG: WTKVA 20
RECEPTACLE: WTKA 20
XXXX XX XXXX XX

SERIES

WTKVA Plug, straight, crimp removable, with mounting ears

e WTKVA and WTKA connectors will mate with WTA, WTAV, WTB, WTBYV connectors. "A" means contacts are included.

with mounting ears

WTKA Receptacle, straight, crimp removable,

| SIZE |

XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, | XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)

| CONTACTS |

® The use of gaskets is not recommended with crimp connectors.
o WTKVA** and WTKA includes full compliment of WTK2222 (Socket or Pin) crimp removable contacts packaged with connectors.

See in Accessories section to order separately.
® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

TYPE CONTACTS/TERMINATIONS:

TYPE CONTACTS/TERMINATIONS:

P SY
S SY

P Pin, straight, crimp removable, 22 AWG S Socket, straight, crimp removable, 22 AWG
S Socket, straight, crimp removable, 22 AWG SA Same as above
SA Same as above P Pin, straight, crimp removable, 22 AWG
HARDWARE
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset
JT Turning jackset, .435" JT Turning jackset, .500"
JTA Turning jackset, .135" JTA Turning jackset, .200"
JTB Hex turning jackset, .135" JTB Hex turning jackset, .200"
JTC Hex turning jackset, .435" JTC Hex turning jackset, .500"
JTL Turning jackset, long, .635" JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTKA10SSY-C45. Call factory for additional codes.
Polarizing pin installed in contact position noted by dash number. Seein Accessories section.
Contact position noted by dash number is left open (to mate with -443).
Drill mating side hole diameter designated by dash number.

Polarizing pin installed in contact position noted by dash number. Seein Accessories section.
20 AWG, straight, crimp removable contact, pin or socket.
Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.

-443
-444
-478
-515
-A53
-C45
-F68

Combine -C45 and -515 special codes.

N

FACE

— .075

= .335—
.585
.660 REF

DETAIL A

TERMINATION

REV A
CTW094
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PLUG RECEPTACLE
DIMENSIONS
SIZE A B C D E SIZE A B C D E
10 .850 .650 .400 1.100 1.350 44 2.550 | 2.350 2.100 2.800 | 3.050
14 1.050 .850 .600 1.300 1.550 50 2.850 | 2.650 2.400 3.100 3.350
20 1.350 1.150 .900 1.600 1.850 54 3.050 | 2.850 2.600 | 3.300 | 3.550
24 1.550 | 1.350 1.100 1.800 2.050 56 3.150 | 2.950 2.700 | 3.400 | 3.650
26 1.650 | 1.450 1.200 1.900 2.150 60 3.350 | 3.150 2.900 | 3.600 | 3.850
30 1.850 | 1.650 1.400 2.100 2.350 66 3.650 | 3.450 3.200 | 3.900 4.150
36 2.150 | 1.950 1.700 2.400 | 2.650 70 3.850 | 3.650 3.400 4.100 4.350
40 2.350 | 2.150 1.900 2.600 | 2.850
"W Series connectors  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com "RV A
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PLUG: WTB 20 PR9 J
RECEPTACLE: WTDXA 20 S JT

PLUG RECEPTACLE XXXXX XX XXX XX
| SERIES |
WTB  Plug, right angle, with mounting ears WTDXA Receptacle, straight, crimp removable,

without mounting ears
e WTKA and WTDXA connectors will mate with WTA, WTAV, WTB, WTBV connectors. "A" means contacts are included.

| SIZE |

XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, | XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)

| CONTACTS |

® The use of gaskets is not recommended with crimp socket contacts.

o WTKA** includes full compliment of WTK2222 (Socket or Pin) crimp removable contacts packaged with connectors.
Seein Accessories section to order separately.

® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia S Socket, straight, crimp removable, 22 AWG
PR9 Pin, right angle, dip solder, .140" x .025" dia SA Same as above
PR11  Pin, right angle, dip solder, .172" x .025" dia P Pin, straight, crimp removable, 22 AWG
PRW40 Pin, right angle, wire wrap®, 625"
HARDWARE
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset
JT Turning jackset, .435" JT Turning jackset, .500"
JTA Turning jackset, .135" JTA Turning jackset, .200"
JTB Hex turning jackset, .135" JTB Hex turning jackset, .200"
JTC Hex turning jackset, .435" JTC Hex turning jackset, .500"
JTL Turning jackset, long, .635" JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTKA10SSY-C45. Call factory for additional codes.
-443  Polarizing pin installed in contact position noted by dash number. Seein Accessories section.
Receptacle connector only.
-444  Contact position noted by dash number is left open (to mate with -443). Right angle only.
-478  Drill mating side hole diameter designated by dash number.
-515  Polarizing pin installed in contact position noted by dash number. See in Accessories section. Receptacle connector only.
-548  Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).
-A53  Socket, straight, crimp removable, 20 AWG
-C45 Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.
-F68  Combine -C45 and -515 special codes.

TERMINATION

MATING / FACE
FACE X

— —.075

.585
.660 REF

DETAIL A

REV B 1 Ask About AirBorn's Accelerated Delivery Service "W Series Connectors
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PLUG RECEPTACLE
DIMENSIONS
SIZE A B (o] D E F G
90 | 2.475] 2.700 | 5.560 | 5.150 | 2.200 | 2.100 | 5.400
120 | 3.225 | 3.450 | 7.150 | 6.650 | 2.900 | 2.900 | 6.900
"W Series Connectors  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com T REV A
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PLUG: WTB 90 PR9 SY
RECEPTACLE: WTDXA 90 SA SY

PLUG RECEPTACLE XXXXX XX XXX XX
| SERIES |
WTB  Plug, right angle, with mounting ears WTDXA Receptacle, straight, crimp removable,

without mounting ears
o WTKA and WTDXA connectors will mate with WTA, WTAV, WTB, WTBV connectors. "A" means contacts are included.
| SIZE |
XX Number of contacts (90 or 120) | XX Number of contacts (90 or 120)

| CONTACTS |

® The use of gaskets is not recommended with crimp socket contacts.
® WTKA** includes full compliment of WTK2222 (Socket or Pin) crimp removable contacts packaged with connectors.

See|"Contacts"[in Accessories section to order separately.
® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia S Socket, straight, crimp removable, 22 AWG
PR9 Pin, right angle, dip solder, .140" x .025" dia SA Same as above
PR11  Pin, right angle, dip solder, .172" x .025" dia P Pin, straight, crimp removable, 22 AWG
PRW40 Pin, right angle, wire wrap®, 625"
HARDWARE
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset
JT Turning jackset, .435" JT Turning jackset, .500"
JTA Turning jackset, .135" JTA Turning jackset, .200"
JTB Hex turning jackset, .135" JTB Hex turning jackset, .200"
JTC Hex turning jackset, .435" JTC Hex turning jackset, .500"
JTL Turning jackset, long, .635" JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTDXA90SSY-C45. Call factory for additional codes.
-443  Polarizing pin installed in contact position noted by dash number. Seein Accessories section.
Receptacle connector only.
-444  Contact position noted by dash number is left open (to mate with -443). Right angle only.
-478  Drill mating side hole diameter designated by dash number (crimp only).
-515  Polarizing pin installed in contact position noted by dash number. See— in Accessories section. Receptacle connector only.
-548  Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).
-A53  Socket, straight, crimp removable, 20 AWG
-C45 Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.

-F68  Combine -C45 and -515 special codes. 7y
P.C. BOARD o :: 1 1 1
\y\ P.C. BOARD \
J L e
WTB90PR9SY WTDXA90SASY
P.C. BOARD EXAMPLE CHASSIS EXAMPLE
TERMINATION
MATING / FACE
B P FACE
—

— 075
f /J/ 585

625 .660 REF
l .025£.001 SQ.

WTB90PRW40SY DETAIL A
WIRE WRAP EXAMPLE
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PLUG

RECEPTACLE

PLUG: WTDVA 20
RECEPTACLE: WTDXA 20
XXXX XX XXXX XX

SERIES

WTDVA Plug, straight, crimp removable,

e WTDVA and WTDXA connectors will mate with WTA, WTAV, WTB, WTBV connectors. "A" means contacts are included.

without mounting ears

WTDXA Receptacle, straight, crimp removable,

without mounting ears

| SIZE |

XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40, | XX Number of contacts (10, 14, 20, 24, 26, 30, 36, 40,
44, 50, 54, 56, 60, 66, or 70) 44, 50, 54, 56, 60, 66, or 70)

| CONTACTS |

® The use of gaskets is not recommended with crimp connectors.

o WTDVA** and WTDXA includes full compliment of WTK2222 (Socket or Pin) crimp removable contacts packaged with connectors.

See in Accessories section to order separately.
® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

TYPE CONTACTS/TERMINATIONS:

TYPE CONTACTS/TERMINATIONS:

P SY
S SY

P Pin, straight, crimp removable, 22 AWG S Socket, straight, crimp removable, 22 AWG
S Socket, straight, crimp removable, 22 AWG SA Same as above
SA Same as above P Pin, straight, crimp removable, 22 AWG
HARDWARE
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset
JT Turning jackset, .435" JT Turning jackset, .500"
JTA Turning jackset, .135" JTA Turning jackset, .200"
JTB Hex turning jackset, .135" JTB Hex turning jackset, .200"
JTC Hex turning jackset, .435" JTC Hex turning jackset, .500"
JTL Turning jackset, long, .635" JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WTDXA10SSY-C45. Call factory for additional codes.
Polarizing pin installed in contact position noted by dash number. See in Accessories section.
Contact position noted by dash number is left open (to mate with -443).
Drill mating side hole diameter designated by dash number.

Polarizing pin installed in contact position noted by dash number. See[*Polarization]in Accessories section.
20 AWG, straight, crimp removable contact, pin or socket.
Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.

-443
-444
-478
-515
-A53
-C45
-F68

Combine -C45 and -515 special codes.

MATING
FACE

TERMINATION
/ FACE

—.335

.585
.660 REF

DETAIL A

1 1
Lo 1
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2 - ROW
Extender Board
Connector*
.100"

WTBT

10 thru 70 Contacts

WTBT20SAR7SY

120~ | 250
— —.100 |—
.120 DIA THRU 'O5O<—1
(2 PLCS) \ -~ [—10958% T 125
130 TYP — —- \@
.082 DIA @
TYP 1 L —
+
POSITION 41— @ 025+, 001 D —
f \+ —o—— +
+ ==t 4
—+ — ®
+ B> 9
+ — ®
Bl —
+ — ®
+ —) ©
+ — ®
C + = o D E
+ B=  c °
+ B> e
+ — ®
Bl —
+ — ®
+ =
& —+ — ®
+ > 9
+ — ®
i J + T 1
125 DIA | .050 TYP J @@ n ]
TYP
100 TYP T L .100 |
f (2 PLCS) —
100 — = 4 l~—.094
— =.075 e 335
—1.180 |— 505
RECEPTACLE
DIMENSIONS
SIZE A B C D E SIZE A B C D E
10 .850 .650 .400 1.100 1.350 44 2.550 | 2.350 2.100 2.800 | 3.050
14 1.050 .850 .600 1.300 1.550 50 2.850 | 2.650 | 2.400 3.100 3.350
20 1.350 | 1.150 .900 1.600 1.850 54 3.050 | 2.850 | 2.600 | 3.300 | 3.550
24 1.550 | 1.350 1.100 1.800 2.050 56 3.150 | 2.950 | 2.700 | 3.400 | 3.650
26 1.650 | 1.450 1.200 1.900 2.150 60 3.350 | 3.150 2.900 | 3.600 | 3.850
30 1.850 1.650 1.400 2.100 2.350 66 3.650 | 3.450 3.200 3.900 4.150
36 2.150 | 1.950 1.700 2.400 | 2.650 70 3.850 | 3.650 | 3.400 4.100 4.350
40 2.350 | 2.150 1.900 2.600 | 2.850
* = FOR TEST APPLICATIONS
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com T REV B |
W-39
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WG50PROSY

3 - ROW
PC Card to
Board or Chassis
.100"

WG - WG

50 thru 104 Contacts

~=—.400 —

— = .085

— 335  |=— — 350 |=—
—.175 = 175 = 030+ 001 094 — - _ 0504 001 | 175 |=—
DIA TYP

@ - OSTZYP?‘A;Li J

POSITION #1 L .395
- =l = || rEwl
jm /]

.025£.001
DIA TYP

© o

© 0 ®
© © ©|0

EEEE?T

4

—)

I

° 0 0%

n
o +
Lo [® o POSITION
o[ to i
7/ 5
?ﬂ + ©,
E | i’{é FA /ﬂ/ l bBC D E /A/©/ FABGC
é§:®:@ Lt © 50
@@@ o7 @ © ©
e @ + + ©) ©
o S — 1 196
+ —] — &
77% + + L T ®, O
— = ¢
T @ ) T 100 TYP
( 100 ) — |t 774{77 050 TYP -
2'PLCS
100 ~
( ——" | 125 DA (2'PLCS) +
L TYP ‘
140 — L« =150 *‘-172* 075 »‘ «‘ 120 DIA THRU
050 —=] |=— 120 DIA THRU 130 Tvp 100 T L (2 PLCS)
125 TYP —|  |=— 190 HEX x .107 DEEP :
(2 PLCS)
(USE SMALL PATTERN
#4—40 HEX NUT)
PLUG RECEPTACLE
DIMENSIONS
SIZE A B (o] D E F
50 | 1.800 [ 2.250 | 2.500 | 2.000 | 1.600 [ 1.500
62 | 2.200 | 2.650 | 2.900 | 2.400 | 2.000 | 1.900
80 | 2.800 [ 3.250 | 3.500 | 3.000 | 2.600 | 2.500
92 | 3.200 [ 3.650 | 3.900 | 3.400 | 3.000 | 2.900
104 | 3.600 | 4.050 | 4.300 | 3.800 | 3.400 | 3.300
srDArrm roetnd. 20202020222 mEmEEmE== 1
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com T REY A I
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WGV50PDOSY

3 - ROW
Sandwich Boards
.100"

WGV - WG

50 thru 104 Contacts

— 335 |= — 335 |=— — 350 (=
— - ~— .094 .094 — |— — -—
175 050 e o 050 175
.082 DIA

TYP
r .030+.001 ‘
.395 ( DIA TYP 395

.027+.001
DIA TYP *l | 73

© o

©) — f — - ©
© ® g\ ﬁ —] :T — t 1 /g ® ©
° © ° N\_ posiTion # POSITION #1 /] ° © ©
© © ©) © © ©
)
© ©
C BAF /% E D D E /A/©/ FABC
© © © ©
© g © © g ©
© ()] © ©
© © —] — — j—L —1® © ©
@ — — —] ®,
D Xa — — 1 g T F6 -0
) 7E— 100 TYP
L 100 ——J—— .050 TYp -
@ (2 PLCS) 195 DIA 100 - @
Q o (2 PLCS) |
\ [ R \
120 DIA THRU—/ = L 075 109 —] 150 »‘.172« 075 # '\ 120 DiA THRU
(2 PLCS) ’1 ~— .100 == 130 TYP 100 TYP —| L (2 PLCS)
PLUG RECEPTACLE
DIMENSIONS
SZE| A B c D E F
50 | 1.800 | 2.250 | 2.500 | 2.000 | 1.600 | 1.500
62 | 2.200 | 2.650 | 2.900 | 2.400 | 2.000 | 1.900
80 | 2.800 | 3.250 | 3.500 | 3.000 | 2.600 | 2.500
92 | 3.200] 3.650 | 3.900 | 3.400 | 3.000 | 2.900
104 | 3.600 | 4.050 | 4.300 | 3.800 | 3.400 | 3.300
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com " REV AL
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AirBorn

PLUG: WGV 50 PD9 SY
RECEPTACLE: WG 50 SAD11 SY

XXX XX XXXXX XX

PLUG RECEPTACLE
| SERIES |
WGV  Plug, with mounting ears WG Receptacle, straight, with mounting ears

WG Receptacle, right angle, with mounting ears
| SIZE |
XX Number of contacts (50, 62, 80, 92, or 104) | XX Number of contacts (50, 62, 80, 92, or 104)
| CONTACTS |

® Pin or socket contacts can be used in either plug or receptacle.
® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.
® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PC Pin, straight, solder cup (.035" 1.D.) SAC Socket, straight, solder cup (.035" 1.D.)
PD7 Pin, straight, dip solder, .109" x .027" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PD9  Pin, straight, dip solder, .140" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PD11 Pin, straight, dip solder, .172" x .027" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PD13 Pin, straight, dip solder, .203" x .027" dia SAF3  Socket, straight, flex circuit, .050"
PF3 Pin, straight, flex circuit, .050" SAF6  Socket, straight, flex circuit, .093"
PF6 Pin, straight, flex circuit, .093" SAF9  Socket, straight, flex circuit, .140"
PF8 Pin, straight, flex circuit, .125" SAG7 Socket, straight, dip solder, .109" x .018" dia
PW34 Pin, straight, wire wrap®, 531" SAGY9  Socket, straight, dip solder, .140" x .018" dia
PW40 Pin, straight, wire wrap®, .625" SAG11 Socket, straight, dip solder, .172" x .018" dia
SAP Socket, straight, pin termination .150", connector saver
SAW24 Socket, straight, wire wrap®, 375"
SAW40 Socket, straight, wire wrap®, .625"
SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia
| HARDWARE

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WGV50PD9QJ.
See and['Hoods"]in Accessories section for instructions.

SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
SYL  Guide set, long SYL  Guide set, long
J Fixed jackset J Fixed jackset
JL Fixed jackset, long JL Fixed jackset, long
JT Turning jackset, .500" JT Turning jackset, .500"
JTA Turning jackset, .200" JTA Turning jackset, .200"
JTB Hex turning jackset, .200" JTB Hex turning jackset, .200"
JTC  Turning jackset, .500" JTC  Turning jackset, .500"
JTL Turning jackset, long, .700" JTL Turning jackset, long, .700"
OPTIONS
® Option Codes: Add to the end of the part number. Example: WG80PR9SY342. Call factory for additional codes.
-342  Remove mounting ears. (.250" each end)
-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).
-G69  Solder cups fixed in an outward orientation (otherwise contacts will rotate)

= Option not RoHS compliant

1
REV D 1
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WG160PR7SY

3 - ROW
PC Card to
Board or PC Card
.100"

WG160SAD11SY

WG - WG

160 & 208 Contacts

— - ~— 400 —=
350 s e e e
175 —{ |~ .085
' —{ 175 |=— .030.001 094 == = 1 s —{.175
DIA TYP '

/ POSITION #1 @ L o J T @
.025%.001— TYP _ 17 .027#001_1&1
DIA TYP B 7§7 fEi | I DIA L @

.WOOJ

— S .050 TYP
(2 PLCS) J
@ ’7 125 DIA (Q'L[acs)
AN TYP

; P\
: n i — :T g
D —
.
ﬁiﬁ e PoSITION #1 /| o g ©
o + N + © ©
@?‘(7/ B + ©, B

E Q/g FoA ﬁ/ | E M FoA
é@@ Lot ©50©
@ le [© T .220 DIA ©©©
Lo ® Lt .085 DEEP ©o©

+ + B> —) ©

. ==5h B =

| + +’77 B —) ; o

300 4 - — @ D C D j :| 180  .300 @ c

L] - =

77% n + —) ? ©

n — ——
= + N + > — © ° ©
@@@ + N + © © ©
= F& + + © ©
7/ 1,
@ﬂ + ©,

E i/é F oA //l/ [ E M F oA
éﬁ@ B N + © ©© B
@@@ + . + © ©©
o + + © ©

=) Lot — ‘ 1o %0
= e | B s
R 1 5 T2

) — 7E7 100 TYPJ‘J @

0

©

—— i \
109 —— ‘« == as0 172l .075 *‘ = \-.120 DIA THRU
- 120 DIA THRU 1
090 190 HEX x .107 DEEP 130 TP 100 TYP —=| L (3 PLCS)
125 TYP —=|  |=— (3 PLCS)
(USE SMALL PATTERN
PLUG 44-20 HEX NUT) RECEPTACLE
DIMENSIONS
SIZE A B c D E F
160 | 2.850 | 3.075 | 6.400 | 5900 | 2.600 | 2.500
208 | 3.650 | 3.875 | 8.000 | 7.500 | 3.400 | 3.300
"W Series Connectors  Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com T REV B
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AirBorn

PLUG: WG 160 PR7 SY
RECEPTACLE: WG 160 SAD11 SY

XX XXX XXXXX XX

PLUG RECEPTACLE
I SERIES |
WG  Plug, right angle, with mounting ears WG Receptacle, straight, with mounting ears

WG Receptacle, right angle, with mounting ears
| SIZE |
XX Number of contacts (160 or 208) | XX Number of contacts (160 or 208)
| CONTACTS |

® The contact type determines image of connector. Pin, right angle contacts are always plug image. Straight pin contacts or

socket contacts are receptacle image.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:

PR7 Pin, right angle, dip solder, .109" x .025" dia SAC Socket, straight, solder cup (.035" I.D.)

PR9 Pin, right angle, dip solder, .140" x .025" dia SAD7  Socket, straight, dip solder, .109" x .027" dia

PR11 Pin, right angle, dip solder, .172" x .025" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
SAD11 Socket, straight, dip solder, .172" x .027" dia
SAF3  Socket, straight, flex circuit, .050"
SAF6  Socket, straight, flex circuit, .093"
SAF9  Socket, straight, flex circuit, .140"
SAG7 Socket, straight, dip solder, .109" x .018" dia
SAGY9  Socket, straight, dip solder, .140" x .018" dia
SAG11 Socket, straight, dip solder, .172" x .018" dia
SAP Socket, straight, pin termination .150", connector saver
SAW24 Socket, straight, wire wrap®, 375"
SAW40 Socket, straight, wire wrap®, .625"
SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia

| HARDWARE

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WG160PR9QJ.
See|'Gaskets"|and|"Hoods"|in Accessories section for instructions.

SY Guide set SY Guide set

SY-# Guide set, polarized SY-# Guide set, polarized
SYL  Guide set, long SYL  Guide set, long

JT Turning jackset, .435" J Fixed jackset

JTA  Turning jackset, .135" JL Fixed jackset, long
JTB Hex turning jackset, .135"

JTC Hex turning jackset, .435"

JTL Turning jackset, long, .635"

I OPTIONS

® Option Codes: Add to the end of the part number. Example: WG160PR9SY548. Call factory for additional codes.

-342
-548
-B82
-DO1
-P39
-G69

Remove mounting ears. (.250" each end)

Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).

Termination face sealed against conformal coating

Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder. [X]

Pretinned contact terminations (except solder cups, wire wraps®

Solder cups fixed in an outward orientation (otherwise contacts will rotate)

= Option not RoHS compliant

and flex contacts) with SAC305 solder (lead free).

m m m WZOBD\PALCTSHRU
oe0, O Q, | .
i HU UH HH UH T o
T —| |=—.125 (2 PLCS)
120 U U _
(2 PLCS) POSITION #1
¥©©©© ©@©@¥ ¥©©©© @@@@
EXAMPLE: WG160SOR7SY @ @
r @ @ © {
V V J 109
“ B/
.025+.001 DIA TYP L,
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WGBOPRISY

3 - ROW
PC Card to
Chassis
.100"

WG - WGKA

50 thru 160 WGKABOSSY
l~— 585 —]
e — l~— .400 —
350 — 335 |=— — 350 =
—1 175 R
' —— 175 |— .030+.001 094 = = — 175 |~—
DIA TYP
@ 082 DIA POS\‘T\ON # eé
0954 001 / POSITION #1 L e
DIA TYP —L ,EL B @
- + I s \@ ©
f =" * f ©
+ + = © ©
o + ©
E@E + N + © © ©
o o + N + © ©
@?L/ + ©
E | 1{4{ F A /l/ | DB C D E M FABC
éz@:@ Lt © 0
@@@ + N + © © ©
o ® + + © ©
+
0 + N + = J_L7, ? ©
——% + + L - @ ©
[ — B
] N\ 7
100 — T I i
(2 PLCS) ( 100 TYP o
I e 125 DIA
e .050 TYP Q
—— 100 -
140 — ‘« u WZOEA-ESRU (2 PLCS) ‘ 120 DIA THRU
050 —— [=— : - 075 —| |-— 2 PLCS
190 HEX x .107 DEEP 130 TYP ‘ ( )
125 TYP — = (2 PLCS) 100 TYP ——{ |=—
(USE SMALL PATTERN
#4—40 HEX NUT)
PLUG RECEPTACLE
DIMENSIONS
SIZE| A B c D E F
50 | 1.800 | 2.250 | 2.500 | 2.000 | 1.600 | 1.500
62 | 2.200 | 2.650 | 2.900 | 2.400 | 2.000 | 1.900
80 | 2.800 | 3.250 | 3.500 | 3.000 | 2.600 | 2.500
92 | 3200 | 3.650 | 3.900 | 3.400 | 3.000 | 2.900
104 | 3.800 | 4.050 | 4.300 | 3.800 | 3.400 | 3.300
160* | 2.850 | 3.075 | 6.400 | 5.900 | 2.600 | 2.500
* = SEE OPPOSITE PAGE FOR 160 POSITION CONFIGURATION
"W Series Connectars  Call (972) 931-3200 - Fax (972) 931-9305 www.AirBorn.com ' REV B
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PLUG:
RECEPTACLE: WGKA 80 S
XXXX XX XXX XX

WG 80 PR9 SY
SY

PLUG RECEPTACLE
| SERIES |
WG Plug, right angle, with mounting ears WGKA Receptacle, straight, crimp removable,

with mounting ears
o WGKA and WGDXA also mate with WGV connectors. "A" means contacts are included.

| SIZE |
XX Number of contacts (50, 62, 80, 92, 104 or 160) | XX Number of contacts (50, 62, 80, 92, 104 or 160)
| CONTACTS |

® The use of gaskets is not recommended with crimp socket contacts.
® The contact type determines image of connector. Pin, right angle contacts are always plug image. Straight pin contacts or
socket contacts are receptacle image.
® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.
TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:

PR7 Pin, right angle, dip solder, .109" x .025" dia S Socket, straight, crimp removable, 22 AWG
PR9 Pin, right angle, dip solder, .140" x .025" dia SA Same as above
PR11  Pin, right angle, dip solder, .172" x .025" dia P Pin, straight, crimp removable, 22 AWG

PRW40 Pin, right angle, wire wrap®, 625"

| HARDWARE

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WTA10PD9QJ.
See and in Accessories section for instructions.

SY Guide set SY Guide set

SY-# Guide set, polarized SY-# Guide set, polarized

| OPTIONS
® Option Codes: Add to the end of the part number. Example: WGKA80SSY-C45. Call factory for additional codes.

-548  Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).
-A53  Socket, straight, crimp removable, 20 AWG
-C45  Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.

| D |

—‘—{ |=— .125 DIA . — 180 .082 DIA ‘

m TYP ‘ ‘ : TYP ‘

130 TYP |
I L L o9
TERMINATION jj%
MATING FACE
FACE \E_/ ¢ .585
— |—.075
335 |—
a5 ‘ E .300 £
660 REF «‘ 100+.001 TYP
— .0504.001 TYP POSITION #
100 —— -
DETAIL A (2°PLCS)
J‘i @5@@@ © © ® ® ® © © © © 0 ® 175
075 ﬁ)@@@@@ oe (Dl eoo eoo @D @7 350
100 TYP oloe @ @ 9 B © ©|o oo ©9/ 000060 ¢
120 DIA THRU / F 400 F
(3 PLCS)
A A |
B B
C
EXAMPLE: WGKA160SSY
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PLUG: WGKVA 80 P SY
RECEPTACLE: WGKA 80 S SY

PLUG RECEPTACLE XXXXX XX XXX XX
| SERIES |
WGKVA  Plug, straight, crimp removable, WGKA Receptacle, straight, crimp removable,
with mounting ears with mounting ears
o WGKVA and WGKA also mate with WG or WGV connectors. "A" means contacts are included.
| SIZE |
XX Number of contacts (50, 62, 80, 92, 104 or 160) | XX Number of contacts (50, 62, 80, 92, 104 or 160)
| CONTACTS |

® The use of gaskets is not recommended with crimp socket contacts.
® When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
P Pin, straight, crimp removable, 22 AWG S Socket, straight, crimp removable, 22 AWG
S Socket, straight , crimp removable, 22 AWG SA Same as above
SA Same as above P Pin, straight, crimp removable, 22 AWG
HARDWARE
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset
JT Turning jackset, .500" JT Turning jackset, .500"
JTA Turning jackset, .200" JTA Turning jackset, .200"
JTB Hex turning jackset, .200" JTB Hex turning jackset, .200"
JTC Hex turning jackset, .500" JTC Hex turning jackset, .500"
JTL Turning jackset, long, .700" JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WGDXA80SSY-C45. Call factory for additional codes.

-A53  Socket, straight, crimp removable, 20 AWG
-C45 Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.

\ D |
i »‘1 |=— .125 DIA 180 .082 DIA |
130 TYP |_—| e ﬂ ’7 h ‘
TERMINATION T
MATING FACE f | L | L T
FACE .335
J .585
— = .075
— .335 -
-585 ‘ E .300 E
——— .660 REF — «‘ .100 TYP
—] .050 TYP
DETAIL A 100 —=]f - POSITION #1
(2 PLCS) /_wzo DIA THRU #
. il . ¢
7 f\f@©©© o0 Jee®oo ©00¢ ~ 175 T
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3 - ROW

PC Card

to

Chassis

.100"

WG - WGDXA

WG80PRSSY

50 thru 160 WGDXAB0SSY
— 350 |— = 400
s —| |~ .085
: —] 175 |~ .030£.001 -~ 585 —
DIA TYP - 380 |
— 335 |-
—— 175 |~
£ .082 DIA P‘OS‘T‘ON #1
0254001 / POSITION #1 L] TY{;L
Ta I a O
= + + = ? ©
T;—‘—r'l'—:» * T ©
= + N + > © © ©
@E@ + N + © © ©
e o + + © ©
+
:@y\(/ + W
E | g/g FA //»l/ | DB C D E M F A
é@:@ L © 0
@E@ + N + © © ©
Fo =] + + © ©
=) N + N { { s © °
+ — ®
1 ==Bk iy e i 5 %o
@ = = @
.100 J ——|— 4T —
(2 PLCS) 100 TYP J ‘
|| .125 DIA .050 TYP — =— .075
I TP - 130 TYP 100 4 ‘«,qoo VP
140 —| L — =150 (2'PLCS)
050 —] |- 120 DIA THRU
190 HEX x .107 DEEP
125 TYP —| |~ (2 PLCS)
(USE SMALL PATTERN
#4-40 HEX NUT)
PLUG RECEPTACLE
DIMENSIONS
SIZE| A B c D E F
50 | 1.800 | 2.250 | 2.500 | 2.000 | 1.600 | 1.500
62 | 2.200 | 2.650 | 2.900 | 2.400 | 2.000 | 1.900
80 | 2.800 | 3.250 | 3.500 | 3.000 | 2.600 | 2.500
92 | 3.200 | 3.650 | 3.900 | 3.400 | 3.000 | 2.900
104 | 3.600 | 4.050 | 4.300 | 3.800 | 3.400 | 3.300
160% | 2.850 | 3.075 | 6.400 | 5.900 | 2.600 | 2.500
* = SEE OPPOSITE PAGE FOR 160 POSITION CONFIGURATION
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PLUG:

WG
RECEPTACLE: WGDXA 80 S SY
XXXXX XX XXX XX

80 PR9 SY

PLUG RECEPTACLE
| SERIES |
WG Plug, right angle, with mounting ears WGDXA Receptacle, straight, crimp removable,

without mounting ears
® WGKA and WGDXA also mate with WGV connectors. "A" means contacts are included.

| SIZE |
XX Number of contacts (50, 62, 80, 92, 104 or 160) | XX Number of contacts (50, 62, 80, 92, 104 or 160)
| CONTACTS |

® The use of gaskets is not recommended with crimp socket contacts.
® The contact type determines the image of the connector. Pin, right angle contacts are always plug image.
Straight pin or sockets are receptacle image.
® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia S Socket, straight, crimp removable, 22 AWG
PR9 Pin, right angle, dip solder, .140" x .025" dia SA Same as above
PR11  Pin, right angle, dip solder, .172" x .025" dia P Pin, straight, crimp removable, 22 AWG
PRW40 Pin, right angle, wire wrap®, 625"
HARDWARE

SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset

JT Turning jackset, .500"

JTA Turning jackset, .200"

JTB Hex turning jackset, .200"

JTC Hex turning jackset, .500"

JTL Turning jackset, long, .700"

OPTIONS

® Option Codes: Add to the end of the part number. Example: WGDXA80SSY-C45. Call factory for additional codes.

-548  Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).
-A53  Socket, straight, crimp removable, 20 AWG
-C45 Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.
| D |
—{ , |=—.125 DIA 180 .082 DIA
e I N ol
TERMINATION ‘ ‘
MATING FACE * |—| t
FACE .335
¢ .585
— (~.075
- .335 |-
-585 ‘ E .300 E
= .660 REF — «‘ ~—.100 TYP
—=| |=—.050 TYP
DETAIL A 100 — — POSITION #1
(2 PLCS) /.120 DIA THRU #
L¥ L] #
J @ ® © © O (CNCNC) A©® ® © O ©©©d 175 T
o051 ) ev oo oo |((D|l eoo oo0e @N P
_mowj ©/0 0006  ©000| [ |60/06009 ©06000 ¢
I
F 400 F
A 1 A
EXAMPLE: WGDXA160SSY
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PLUG: WGDVA 80 P SY
RECEPTACLE: WGDXA 80 S SY

PLUG

RECEPTACLE

XXXXX XX XXX XX

SERIES

WGDVA  Plug, straight, crimp removable,
without mounting ears
® WGDVA and WGDXA also mate with WG or WGV co|

WGDXA Receptacle, straight, crimp removable,
without mounting ears
nnectors. "A" means contacts are included.

| SIZE |
XX Number of contacts (50, 62, 80, 92, 104 or 160) | XX Number of contacts (50, 62, 80, 92, 104 or 160)
| CONTACTS |

® The use of gaskets is not recommended with crimp socket contacts.

® \When using crimp contacts with 20 gage barrel, barre

I must be cut off prior to removing contact from connector body.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
P Pin, straight, crimp removable, 22 AWG S Socket, straight, crimp removable, 22 AWG
S Socket, straight , crimp removable, 22 AWG SA Same as above
SA Same as above P Pin, straight, crimp removable, 22 AWG
HARDWARE
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized
J Fixed jackset J Fixed jackset
JT Turning jackset, .500" JT Turning jackset, .500"
JTA Turning jackset, .200" JTA Turning jackset, .200"
JTB Hex turning jackset, .200" JTB Hex turning jackset, .200"
JTC Hex turning jackset, .500" JTC Hex turning jackset, .500"
JTL Turning jackset, long, .700" JTL Turning jackset, long, .700"
OPTIONS

® Option Codes: Add to the end of the part number. Example: WGDXA80SSY-C45. Call factory for additional codes.

-A53  Socket, straight, crimp removable, 20 AWG
-C45 Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.
| P |
— |~ .125 DIA 180 .082 DIA [=~—
TYP
130 TYP |_—| ﬂ ’7 e ‘
TERMINATION ‘
MATING FACE * |—| T
FACE .335
¢ 585
— |~ .075
— 335 |
-585 ‘ E .300 E
~— .660 REF — «‘ 100 TYP
— .050 TYP
DETAIL A 100 —— - POSITION #1
(2 PLCS) /_120 DIA THRU #
L A ¢
J ®® 0 0 © © 0 ® A1© ® © © ©©© 175 T
o051 — ) eo oo oe |((P| eoo ©0® P
_qoorypj ©©© 0 0/ 00 00 ‘ ©0 0 06/ /O 00 00 ¢
\
F .400 F
A 1 A

EXAMPLE: WGDXA160SSY
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PLUG: WGR 92 PR9 SYCL
RECEPTACLE: WGR 92 SAD11 SYL

PLUG RECEPTACLE KX XX XXXXX XXXX
| SERIES |

WGR  Plug, right angle, without mounting ears | WGR Receptacle, straight, without mounting ears

| SIZE |

92 Number of contacts | 92 Number of contacts

| CONTACTS |

® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.
® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
SAC Socket, straight, solder cup (.035" 1.D.)
PR7 Pin, right angle, dip solder, .109" x .025" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PR9 Pin, right angle, dip solder, .140" x .025" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PR11  Pin, right angle, dip solder, .172" x .025" dia SAD11 Socket, straight, dip solder, .172" x .027" dia

SAD16 Socket, straight, dip solder, .250" x .027" dia

SAG7 Socket, straight, dip solder, .109" x .018" dia

SAGY9  Socket, straight, dip solder, .140" x .018" dia

SAG11 Socket, straight, dip solder, .172" x .018" dia

SAP Socket, straight, pin termination .150", connector saver
SAW40 Socket, straight, wire wrap®, 625"

SAF6  Socket, straight, flex circuit, .093"

| HARDWARE |
SYCL Guide set, cross hole mount SYL Guide set, long
JCL Fixed jackset, cross hole mount JT Turning jackset, .460"

JTA Turning jackset, .160"

I OPTIONS |
® Option Codes: Add to the end of the part number. Example: WGR92PR9JCL-D01. Call factory for additional codes.
-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).
= Option not RoHS compliant

#2—56 HARDWARE
TYP

120

1560 ——

EXAMPLE: -JCL HARDWARE

(PLUG)

#2—56 HARDWARE #2—56 HARDWARE i

\E .125 DIA \E .187 DIA
J J |
130 [~— —.160 [=— 130 [~— ~— .460—
EXAMPLE: -JTA HARDWARE EXAMPLE: -JT HARDWARE
(RECEPTACLE) (RECEPTACLE)
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WGA122PROSY

3 - ROW
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122 Contacts

— 400 |=— ~— .400 —— . s o . oo -
200 = T 094 —| 200 | =
[‘ 175 ‘« .030+.001 "$ 090 . ‘
DIA TYP
é <g+g> 082 DIA J POSITION #1 d>
.025+.001 / POSITION #1 L ™Y | I-%ZZ?SS\
DIA TYP | % @
*]; + + é f [ D
b L. BT =T o oo
@i@ + i + ® g ©
ﬁ@j@ + N + © ° ©
@@@ + N + © o ©
| E@@ + . + © o ©
ﬁ@ﬁ + N + ©) ° ©
@@@ + . + © ° ©
E:@@ + . + © ° ©
| = =<1 + + | © o
ﬁﬂ/ s 4.400 W 900
4.000 /gjé 3.900 4.200 ﬂﬂ/ 4.650 4.400 4.200  4.000 M 4.650
éz@ﬁ i 7 4.900 CIC) 4.900
| @@@ + N + | | © ° ©
E@E + . + © © ©
ﬁﬁﬁ + . + © ° ©
@@@ + . + © ° ©
| E@E + . + © © ©
Eﬁ@ + . + © ° ©
@@@ + . + © ° ©
o + + © ©
5 = = | L el
*7% + + == L 1 ® b ©
©) = 0o e
] \4 —
.100 1 R
(2 PLCS) I 100 TYP ‘
@ ) ’WZEYF?‘A .050 TYP CR
I e e —— 100 -
140 —— ‘« =150 (2 PLCS) ‘ 120 DIA THRU
050 = |=— = .130 TYP 100 =1 = (2 PLCS)
125 TYP —  |~— 120 DIA THRU 100 TYP —— ‘«
190 HEX x .107 DEEP
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RYAirBorn

PLUG: WGA 122 PR9 SY
RECEPTACLE: WGA 122 SAD9 SY

PLUG RECEPTACLE XXX XXX XXXX XX
I SERIES |
WGA Plug, right angle, with mounting ears WGA Receptacle, straight, with mounting ears
WGA Receptacle, right angle, with mounting ears
| SIZE |
122 Number of contacts | 122 Number of contacts
| CONTACTS |

® The contact type determines image of connector. Pin, right angle contacts are always plug image. Straight pin contacts or
socket contacts are receptacle image.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia SAC Socket, straight, solder cup (.035" 1.D.)
PR9 Pin, right angle, dip solder, .140" x .025" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PR11  Pin, right angle, dip solder, .172" x .025" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PRW32 Pin, right angle, wire wrap®, .500" SAD11 Socket, straight, dip solder, .172" x .027" dia

SAF3  Socket, straight, flex circuit, .050"

SAF6  Socket, straight, flex circuit, .093"

SAF9  Socket, straight, flex circuit, .140"

SAG7  Socket, straight, dip solder, .109" x .018" dia
SAGY9  Socket, straight, dip solder, .140" x .018" dia
SAG11 Socket, straight, dip solder, .172" x .018" dia
SAP Socket, straight, pin termination .150", connector saver
SAW24 Socket, straight, wire wrap®, 375"

SAW40 Socket, straight, wire wrap®, .625"

SOR7  Socket, right angle, dip solder, .109" x .025" dia
SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia

| HARDWARE

SY Guide set SY Guide set

SY-# Guide set, polarized SY-# Guide set, polarized

SYL Guide set, long SYL Guide set, long

J Fixed jackset J Fixed jackset

JT Turning jackset, .435" JL Fixed jackset, long

JTA Turning jackset, .135" JT Turning jackset, .460"

JTB Hex turning jackset, .135" JTA Turning jackset, .160"

JTC Turning jackset, .435" JTB Hex turning jackset, .160"

JTL Turning jackset, long, .635" JTC Turning jackset, .460"
JTL Turning jackset, long, .660"

| OPTIONS

® Option Codes: Add to the end of the part number. Example: WGA122PR9SY548. Call factory for additional codes.
-342  Remove mounting ears. (.250" each end)

-548  Bond #4-40 small pattern nut into mounting holes (for right angle plug connectors only).

-B82  Termination face sealed against conformal coating

-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).
-G69  Solder cups fixed in an outward orientation (otherwise contacts will rotate)

-413  Straight pin contacts in right angle plug molding with solder cup terminals extending .100" beyond molding.

-D54  Combine -B82 and -D01 special codes.

= Option not RoHS compliant

m lm m — .wz?zDngCTSH)Ru
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PLUG RECEPTACLE
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RYAirBorn

PLUG: WGAV 122 PD9 SY
RECEPTACLE: WGA 122 SAD9 SY

PLUG RECEPTACLE XXXX XXX XXXX XX
I SERIES |
WGAV Plug, straight, with mounting ears WGA Receptacle, straight, with mounting ears
WGA Receptacle, right angle, with mounting ears
| SIZE |
122 Number of contacts | 122 Number of contacts
| CONTACTS |

® Pin or socket contacts can be used in either plug or receptacle.
® \When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.
® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PC Pin, straight, solder cup (.035" 1.D.) SAC Socket, straight, solder cup (.035" I.D.)
PD7 Pin, straight, dip solder, .109" x .027" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PD9 Pin, straight, dip solder, .140" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PD11 Pin, straight, dip solder, .172" x .027" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PD15  Pin, straight, dip solder, .234" x .027" dia SAF3  Socket, straight, flex circuit, .050"
PF6 Pin, straight, flex circuit, .093" SAF6  Socket, straight, flex circuit, .093"

SAF9  Socket, straight, flex circuit, .140"

SAG7  Socket, straight, dip solder, .109" x .018" dia

SAGY9  Socket, straight, dip solder, .140" x .018" dia

SAG11 Socket, straight, dip solder, .172" x .018" dia

SAP Socket, straight, pin termination .150", connector saver
SAW24 Socket, straight, wire wrap®, 375"

SAW40 Socket, straight, wire wrap®, .625"

SOR7  Socket, right angle, dip solder, .109" x .025" dia

SOR9  Socket, right angle, dip solder, .140" x .025" dia
SOR11 Socket, right angle, dip solder, .172" x .025" dia

| HARDWARE

® Plug facial seal gaskets and hoods; order separately or add "Q" in part number. Example: WGAV122PD9QJ.
See|"Gaskets" and|"Hoods'"|in Accessories section for instructions.

SY Guide set SY Guide set

SY-# Guide set, polarized SY-# Guide set, polarized

SYL Guide set, long SYL Guide set, long

J Fixed jackset J Fixed jackset

JL Fixed jackset, long JL Fixed jackset, long

JT Turning jackset, .460" JT Turning jackset, .460"

JTA Turning jackset, .160" JTA Turning jackset, .160"

JTB Hex turning jackset, .160" JTB Hex turning jackset, .160"

JTC Hex turning jackset, .460" JTC Hex turning jackset, .460"

JTL Turning jackset, long, .660" JTL Turning jackset, long, .660"
OPTIONS |

® Option Codes: Add to the end of the part number. Example: WGAV122PD9SY-D01. Call factory for additional codes.
-342  Remove mounting ears. (.250" each end)

-B82  Termination face sealed against conformal coating

-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).
-G69  Solder cups fixed in an outward orientation (otherwise contacts will rotate)

= Option not RoHS compliant
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PLUG: WRF 100 PC JTL
RECEPTACLE: WRF 100 SAD11 JL

PLUG RECEPTACLE XXX XXX XXXXX XXX
| SERIES |

WRF  Plug, straight, without mounting ears | WRF Receptacle, straight, without mounting ears

| SIZE |

100 Number of contacts | 100 Number of contacts

| CONTACTS |

® Contact identification: Looking at the mating face of the connector, each contact has a double indicator designation,
including a row letter and a position number. Rows "A" & "C" contain odd numbers 1 thru 49; rows "B" & "D" contain
even numbers 2 thru 50.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PC Pin, straight, solder cup SAC Socket, straight, solder cup (.035" I.D.)
PD11 Pin, straight, dip solder, .172" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PF6 Pin, straight, flex circuit, .093" SAD11 Socket, straight, dip solder, .172" x .027" dia

SAP Socket, straight, pin termination .150", connector saver

| HARDWARE |
JTB Hex turning jackset, .200" J Fixed jackset
JTL  Long turning jackset, .700" JL Fixed jackset, long
| OPTIONS |

® Option Codes: Add to the end of the part number. Example: WRF100SAD11JL-D54. Call factory for additional codes.
-B82  Termination face sealed against conformal coating

-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).
-D54  Combine -B82 & -D01 special codes

= Option not RoHS compliant

CREVC Ask About AirBorn's Accelerated Delivery Service "W Series Connectors

1 CTWO60 : W—-60
I


http://www.airborn.com/Portals/0/Documents/PDFs/ctw060.pdf

WRD122PR11JCL

4. . rRow

PC Card to
Board or Chassis

.100"

WRD - WRD

122 Contacts

WRD122SACJTA

o
> o
Qo 8
ey "
S | e | 8 a
mrv > - 8 =
B IS 7 - W.T
| 0L i=
1 «
am _M@@©©@@@©©©©©©©©©©©©©©©©©©©©©©@7@ ;
g \@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@l -
a7 0O0O00DODODODODOOOOOO0OOOO0OOOO0OOO0OOO
k >_H©©©©©@@@@©©©©©©©©©©©©©©©©©©©©©©1_
—
<
\ s = =
ar . |- [
3 = a0 & z¥
%O.N Sw ‘\. «\
SN -t
| wjﬁﬁﬁ
5 — - - - - - V) o
I 1 Ui ¢
ol 8 7
i , {
. f
5 | 3 |
: ;
X
m g 2 o 82
SE ~ o< %)
b 2 na g =X
o3 ¥ Y
Qo & B B B B B ——= |
5]

|

1]

Il

—
—
——

.635

347

POSITION #1

B S e i e e S e e S e e e e SR S R S

e o i e S S S S S T e e s

IR L T T T
\/@\

©

T T e sl s S S S S

/

@

— .250

NERERARARARRRARARRRRRRRRRARE R R I

=5

fEAERARAARARARARARARARRRARRER
fERERRARRRRRARARARRRARRRRERER

-

MTERARERARARRRRAERERERRRRRRRE B W

=

C

172 —

.025+.001 J
DIA TYP

3.450 3.200

.100 4 =~

100 TYP —=—

4

Call (972) 931-3200 - Fax (972) 931-9305 - www.AirBorn.com

125 TYP ——

TYP

RECEPTACLE

PLUG

REV A

"W” Series Connectors

W—61


www.airborn.com
http://www.airborn.com/Portals/0/Documents/PDFs/ctw061.pdf

PLUG: WRD 122 PR11 JCL
RECEPTACLE: WRD 122 SAC JTA

XXX XXX XXXX XXX

PLUG RECEPTACLE
| SERIES |
WRD  Plug, right angle, without mounting ears WRD Receptacle, straight, without mounting ears
WRD Receptacle, right angle, without mounting ears
| SIZE |
122 Number of contacts | 122 Number of contacts
| CONTACTS |
TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR5  Pin, right angle, dip solder, .078" x .025" dia SAC Socket, straight, solder cup (.035" I.D.)
PR7 Pin, right angle, dip solder, .109" x .025" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PR9  Pin, right angle, dip solder, .140" x .025" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PR11 Pin, right angle, dip solder, .172" x .025" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
SAD15 Socket, straight, dip solder, .234" x .027" dia
SAF3  Socket, straight, flex circuit, .050"
SAF6  Socket, straight, flex circuit, .093"
SAG7 Socket, straight, dip solder, .109" x .018" dia
SAGY9  Socket, straight, dip solder, .140" x .018" dia
SAG11 Socket, straight, dip solder, .172" x .018" dia
SAP Socket, straight, pin termination .150", connector saver
SOR9  Socket, right angle, dip solder, .140"
HARDWARE
SYCL Guide set, cross hole mount J Fixed Jackset
SYCL-# Guide set, cross hole mount, polarized JTA Turning jackset, .160"
JCL Fixed jackset, cross hole mount JTB Hex turning jackset, .160"
JTB Turning jackset, no cross hole JTL Long turning jackset, .640"
SY Guide set
SY-# Guide set, polarized
OPTIONS

® Option Codes: Add to the end of the part number. Example: WRD122SAD9SY-D54. Call factory for additional codes.

-B82  Termination face sealed against conformal coating
-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.

-P39  Pretinned contact terminations (except solder cups, wire wraps®

-D54  Combine -B82 & -DO01 special codes
= Option not RoHS compliant

and flex contacts) with SAC305 solder (lead free).
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PLUG: WRDV 122 PD9 JL
RECEPTACLE: WRD 122 SAD9 JTA

PLUG RECEPTACLE KEXX XXX XXXX XXX
| SERIES |
WRDV Plug, straight, without mounting ears WRD Receptacle, straight, without mounting ears
WRD Receptacle, right angle, without mounting ears
| SIZE |
122 Number of contacts | 122 Number of contacts
| CONTACTS |

® Pin or socket contacts can be used in either plug or receptacle.
® When pin contacts are used, standard hardware orientation places the female hardware next to the #1 pin contact.
® \When socket contacts are used, standard hardware orientation places the male hardware next to the #1 socket contact.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PC Pin, straight, solder cup (.035" .D.) SAC Socket, straight, solder cup (.035" 1.D.)
PD7 Pin, straight, dip solder, .109" x .027" dia SAD7  Socket, straight, dip solder, .109" x .027" dia
PD9 Pin, straight, dip solder, .140" x .027" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PD11 Pin, straight, dip solder, .172" x .027" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
PD15  Pin, straight, dip solder, .234" x .027" dia SAD15 Socket, straight, dip solder, .234" x .027" dia

SAF3  Socket, straight, flex circuit, .050"

SAF6  Socket, straight, flex circuit, .093"

SAG7  Socket, straight, dip solder, .109" x .018" dia

SAGY9  Socket, straight, dip solder, .140" x .018" dia

SAG11 Socket, straight, dip solder, .172" x .018" dia

SAP Socket, straight, pin termination .150", connector saver
SOR9  Socket, right angle, dip solder, .140" x .025" dia

HARDWARE
J Fixed jackset J Fixed jackset
JL Fixed jackset, long JL Fixed jackset, long
JTA Turning jackset, .160" JTA Turning jackset, .160"
JTB Hex turning jackset, .160" JTB Hex turning jackset, .160"
JTL Long turning jackset, .660" JTL Long turning jackset, .660"
SY Guide set SY Guide set
SY-# Guide set, polarized SY-# Guide set, polarized

OPTIONS

® Option Codes: Add to the end of the part number. Example: WRD122SAD9SY-D01. Call factory for additional codes.
-B82  Termination face sealed against conformal coating

-D01  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with 63/37 or 60/40 solder.
-P39  Pretinned contact terminations (except solder cups, wire wraps® and flex contacts) with SAC305 solder (lead free).
-D54  Combine -B82 & -D01 special codes

= Option not RoHS compliant
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PLUG: WRD 122 PR11 JCL
RECEPTACLE: WRDDXA 122 S JTB

PLUG RECEPTACLE XXXXX XX XXX XX
| SERIES |
WRD  Plug, right angle, without mounting ears WRDDXA Receptacle, straight, crimp removable,

without mounting ears
o WRDDXA mates with WRD and WRDV connectors. "A" means contacts are included.

| SIZE |

122 Number of contacts | 122 Number of contacts

| CONTACTS |

® The use of gaskets is not recommended with crimp socket contacts.

® \WRDDXA** includes full complement of WTK2222 (S or PA) crimp removable contacts packaged with connectors.
See in Accessories section to order separately.

® \When using crimp contacts with 20 gage barrel, barrel must be cut off prior to removing contact from connector body.

TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia S Socket, straight, crimp removable, 22 AWG
PR9 Pin, right angle, dip solder, .140" x .025" dia SA Same as above
PR11  Pin, right angle, dip solder, .172" x .025" dia P Pin, straight, crimp removable, 22 AWG
HARDWARE
JCL Fixed jackset, cross hole mount SY Guide set
SYCL Guide set, cross hole mount SY-# Guide set, polarized
SYCL-# Guide set, cross hole mount, polarized SYL Guide set, long
JTA Turning jackset, .200"
JTB Hex turning jackset, .200"
JTL Long turning jackset, .700"

OPTIONS

® Option Codes: Add to the end of the part number. Example: WRDDXA122SSY-C45. Call factory for additional codes.

-A53  Socket, straight, crimp removable, 20 AWG
-C45 Additional .075" material at termination face for strain relief of crimped wires (22 AWG only). See Detail A below.

TERMINATION
FACE
e 7/
— .075
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——.660 REF
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PLUG: WTB 20-3 PR9 SC
RECEPTACLE: WTB 20-3 SAC SC

XXX XXXX XXX XX

PLUG RECEPTACLE
| SERIES |
WTB  Plug, right angle, with mounting ears | WTB Receptacle, straight, with mounting ears
| SIZE |
20-3 20 right angle signal pins, plus 3 straight 20-3 20 straight signal pins, plus 3 straight
or right angle removable coax sockets removable coax pins
| CONTACTS |
TYPE CONTACTS/TERMINATIONS: TYPE CONTACTS/TERMINATIONS:
PR7 Pin, right angle, dip solder, .109" x .025" dia SAC Socket, straight, solder cup (.035" I.D.)
PR9 Pin, right angle, dip solder, .140" x .025" dia SAD9  Socket, straight, dip solder, .140" x .027" dia
PR11  Pin, right angle, dip solder, .172" x .025" dia SAD11 Socket, straight, dip solder, .172" x .027" dia
SAD15 Socket, straight, dip solder, .234" x .027" dia
SAG7 Socket, straight, dip solder, .109" x .018" dia
SAGY9 Socket, straight, dip solder, .140" x .018" dia
SAG11 Socket, straight, dip solder, .172" x .018" dia
| HARDWARE |
SC Guide set SC Guide set
SC-# Guide set, polarized SC-# Guide set, polarized
| OPTIONS |

® Molded insulator: Diallyl Phathalate per ASTM-D594
® Removable type coax contacts sold separately. See
® Coax Contacts:

-342
-C34
-G69
-DO1
-P39

8 (GDI-30F or SDG-F)

"Coax Contacts"|in Accessories section for instructions.
WTC188P = straight pin (to be installed in receptacle insulator only)

WTC196P = straight pin (to be installed in receptacle insulator only)
WTCO085P = straight pin (to be installed in receptacle insulator only)
WTC188S = straight socket (to be installed in plug insulator only)
WTC1968 = straight socket (to be installed in plug insulator only)
WTCO085S = straight socket (to be installed in plug insulator only)
WTC10SRD9 = right angle socket (to be installed in plug insulator only)

® Option Codes: Add to the end of the part number. Example: WTB20-3SAD11SC-C34. Call factory for additional codes.

Remove mounting ears. (.250" each end)

Remove .225" standoff so connector is flush to board (receptacle only).
Solder cups are fixed in an outward orientation, otherwise contacts can rotate.

Pretinned contact terminations (except solder cups, wire wraps®
Pretinned contact terminations (except solder cups, wire wraps

= Option not RoHS compliant

and flex contacts) with 63/37 or 60/40 solder.

and flex contacts) with SAC305 solder (lead free).
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"WB" Series
.050" Rectangular Plastic Board Level Connectors
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WB-7 WBB, WBA Plug, straight, surface mount, with mounting ears
WB Receptacle, straight, with mounting ears

WB-9 Hardware

WB-10 _WB Board layout - plug, right angle

WB-11  WB Board layout - receptacle. straight

WB-12  WBB, WBA Board layout - plug, straight, surface mount
Military Cross Reference
WB-13 Chart
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Specifications

Materials and Finishes *

Pin Contacts: Phosphor Bronze per ASTM B 139

Socket Contacts: BeCu per MIL-C-55302

Contact Finish: Au per ASTM B 488-, SAE AMS 2422. Localized finish over MIL-C-55302

Molded Insulators: Glass filled polyphenylene sulfide per MIL-M-24519, Type GST-40F

Keying Features: Polarized octagonal guides can be a molded integral part of the insulator or separate

stainless steel hardware.

Tolerances: Unless otherwise specified: Fractions = £1/64"
Decimals = +.010"
Angles = 1£5°

Note: AirBorn can manufacture special configurations for your exact specifications.
* = Reference the above listed specifications or an equivalent industry standard when applicable

&'AirBorn
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Performance

Reference MIL-C-55302

Contact Rating:
Solderability:

Operating Temperature:

1.5 amperes
Tested to MIL-STD-202, Method 208

-65° to +125° C or -85° to +257° F

Contact Engagement Force: 2.0 oz. maximum with .0189/.0190 diameter test pin in accordance with SAE AS 31971

Contact Separation Force:

Category:
Test Voltage:

Insulation Resistance:
Durability:

Contact Resistance:

Contact Resistance:

.10 0z. maximum with .0169/.0170 diameter test pin in accordance with SAE AS 31971

_ Test Method Per:
Requirements: SAE AS 13441

600 V, RMS, 60 Hz @ sea level #3001
150 V, RMS, 60 Hz @ 70,000 feet

5,000 megohms minimum @ 500 VDC #3003
500 connector mating cycles

.0375 volt maximum drop @ 1.5 amperes - #3004
(.025 ohms)

.0375 volt maximum drop @ 1.5 amperes -

"WB” Series Connectors
WB-3
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Part Number Description

Each part number consists of four elements: series, size (number of contacts), type of contacts,
and type of hardware.

Each catalog page shows the choices available for each of these elements. By selecting one option from
each category on the page, you can build a set of connectors to meet your requirements.

Each part number is identified by a combination of letters and/or numbers of varying lengths. These
numbers are written together without spaces or punctuation.

Series:
The series letters identify the connector body style. Follow choices on each catalog page for series numbers.

Size:
The size is determined by the number of contacts in the connector, and is an integral part of the part
number. Order only sizes shown on the catalog page unless otherwise noted.

Contacts:
Each page also identifies all contact options for a given connector.

Hardware:
Hardware options are shown on each catalog page. Follow the choices for each connector.

Note:
Each page is as comprehensive as possible. However, if you do not find a particular connector size or
option, please contact the factory for further assistance.

TRev A Ask About AirBorn's Accelerated Delivery Service

"WB” Series Connectors
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Military Cross Reference Chart

MIL Number WB Series Size Description

M55302/117-01 WB20PR8 20 Right angle plug, 3/4 skirt
M55302/117-02 WB30PR8 30 Right angle plug, 3/4 skirt
M55302/117-03 WB40PR8 40 Right angle plug, 3/4 skirt
M55302/117-04 WB50PR8 50 Right angle plug, 3/4 skirt
M55302/117-05 WB60PRS8 60 Right angle plug, 3/4 skirt
M55302/117-06 WB70PR8 70 Right angle plug, 3/4 skirt
M55302/117-07 WBB80PR8 80 Right angle plug, 3/4 skirt
M55302/117-08 WB90PRS8 90 Right angle plug, 3/4 skirt
M55302/117-09 WB100PR8 100 Right angle plug, 3/4 skirt
M55302/117-10 WB110PR8 110 Right angle plug, 3/4 skirt
M55302/117-11 WB128PR8 128 Right angle plug, 3/4 skirt
M55302/118-01 WBB20PMT 20 Surface mount, no skirt
M55302/118-02 WBB30PMT 30 Surface mount, no skirt
M55302/118-03 WBB40PMT 40 Surface mount, no skirt
M55302/118-04 WBB50PMT 50 Surface mount, no skirt
M55302/118-05 WBB60PMT 60 Surface mount, no skirt
M55302/118-06 WBB70PMT 70 Surface mount, no skirt
M55302/118-07 WBB8OPMT 80 Surface mount, no skirt
M55302/118-08 WBB90PMT 90 Surface mount, no skirt
M55302/118-09 WBB100PMT 100 Surface mount, no skirt
M55302/118-10 WBB110PMT 110 Surface mount, no skirt
M55302/118-11 WBB128PMT 128 Surface mount, no skirt
M55302/118-12 WBA20PMT 20 Surface mount, full skirt
M55302/118-13 WBA30PMT 30 Surface mount, full skirt
M55302/118-14 WBA40PMT 40 Surface mount, full skirt
M55302/118-15 WBAS0PMT 50 Surface mount, full skirt
M55302/118-16 WBAGOPMT 60 Surface mount, full skirt
M55302/118-17 WBA70PMT 70 Surface mount, full skirt
M55302/118-18 WBASOPMT 80 Surface mount, full skirt
M55302/118-19 WBAQOPMT 90 Surface mount, full skirt
M55302/118-20 WBA100PMT 100 Surface mount, full skirt
M55302/118-21 WBA110PMT 110 Surface mount, full skirt
M55302/118-22 WBA128PMT 128 Surface mount, full skirt
M55302/119-01 WB20SD9/12 20 Receptacle, .140 and .190 lead length
M55302/119-02 WB30SD9/12 30 Receptacle, .140 and .190 lead length
M55302/119-03 WB40SD9/12 40 Receptacle, .140 and .190 lead length
M55302/119-04 WB50SD9/12 50 Receptacle, .140 and .190 lead length
M55302/119-05 WB60SD9/12 60 Receptacle, .140 and .190 lead length
M55302/119-06 WB70SD9/12 70 Receptacle, .140 and .190 lead length
M55302/119-07 WB80SD9/12 80 Receptacle, .140 and .190 lead length
M55302/119-08 WB90SD9/12 90 Receptacle, .140 and .190 lead length
M55302/119-09 WB100SD9/12 100 Receptacle, .140 and .190 lead length
M55302/119-10 WB110SD9/12 110 Receptacle, .140 and .190 lead length
M55302/119-11 WB128SD9/12 128 Receptacle, .140 and .190 lead length
M55302/119-12 WB100SD19 100 Receptacle, .300 lead length
M55302/119-13 WB110SD19 110 Receptacle, .300 lead length
M55302/119-14 WB128SD12 128 Receptacle, .190 lead length

"WB” Series Connectors
WB-13
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