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1. MATERIAL:
1] 1.1. HOUSING: LCP ,COLOR IS BLUE;
1.2. CONTACT: BRASS(H65 T=0.20&0.25mm);
S 1.3. SHELL: COLD ROLLED IRON (SPCC T=0.30mm);
- : 2. ELECTRICAL:
4.1. VOLTAGE RATING: 30V DC ;
4.2. CURRENT RATING: 1.5A ;
4.3. CONTACT RESISTANCE: SOMILLIOHMS MAX.;
15.20+0.2 4.4, WITHSTAND VOLTAGE: 100V AC RMS 50(80)Hz, MIN.;
60 8 00 4.5. INSULATION RESISTANCE: 100MEGOHMS MIN @500V DC;
@) 5. MECHANICAL:
15.50£0.2 ' O 45 /.00 5.1. MATING FORCE: 35N MAX,;
‘ S 4.00 5.2. UNMATING FORCE: 5~35N ;
< 5.3. OPERATING LIFE: 1500 CYCLES MIN,;
L [ 6. PLATING:
m m m m m (\ m [ 6.1. TERMINAL:
i NI PLATING OVER ALL,
O l[ Tin PLATING ON SOLDER AREA,
I I Au G/Fu” ON CONTACT AREA;
6.2. SHELL: NI PLATING OVER ALL;
7. ENVIRONMENTAL:
g 7.1. STORAGE TEMPERATURE RANGE: —40°C~+85'C;
. 7.2. OPERATION TEMPERATURE RANGE: —25C~+70°C;
@ 8.SALT SPRAY TEST:24H(EXCLUD\NG RIVETED BENDS)
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PIN 1 Vbus
o T ok it A Y Nz | o
PIN 3 D+
=) 15.10 5.70 6.00 FIN 4 ND
PIN 5 StdA_SSRX-|
14 .40 /.00 PIN 6 StdA_SSRXH
PIN 7 GND_DRAIN
PIN 8 StdA_SSTX-
PIN 9 StdA_SSTX+
SHELL GND
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(@) sty " " b
MM=Mid Mount 154
CH=Center Height i ‘gﬁ
VS=Vertical SMT (FL%)
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