1 2 3 4 A f 7 8
[ EEANB TEFEA| B 5
1.5+0.05
M1.6%0.35
= ) 3
____________________ b Y b
00} =
— <
p k y 3
¢3.18§¢o.10
1.53+0.05

Surface Treatment: Tin

Solder Cream Thickness: 150 pm

Packaging: Tape and Reel Package ) RS (SHEET) 1/1 2 (37 (UNTT) - M
Operating Temperature: -55°C to +150°C 58 (Brand) <' 1§Bﬁﬁﬁ*z A (REV) Al W45 (SCALE)
Storage Conditions: 0'C to +40°C; up to 75% RH T (actory | FETRAMERMHEAARAT A8 o) |2021. 06. 18] 4
actory S -
Lead-Free: Yes Dong ;uan Bozhong New Energy Tech Co., Ltd Lﬁﬂ" (DESIGN) LUO T(]]_i‘;ﬁmﬁmsﬁwél
RoHS/REACH Compliant: Yes i 4 (Item NO)| M1.6x3.18xL1.5+1.53 ## cmacen) | Roby ZHU | * ::;e: >; :;
EL-Z (Part N0) BSMTSOM1.615STR Wi (APPROVED) | Lanti LT |*« #oes xx #r

These drawings and specifications are Dongguan Bozhong New Energy Tech Co., Ltd, Ltd.The property should not be
copied. Without Dongguan Bozhong New Energy Tech Co., Ltd,Prior written consent to copy or use in any way.
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