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Part Number Code:

USF04-221212-023R
LCP BLACK Contact Area: Au 3u'';Solder Tails:GF

1

PART NO. PLATED TID NO.

10734

NO.

USF04-221215-023R
LCP BLACK Contact Area: Au 30u'';Solder Tails:GF

52000002732

RECOMMENDED PCB LAYOUT(TOP VIEW)

THICKNESS 0.60MM;DEFAULT TOLERANCE:±0.05
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USF04-221202-023R
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LCP BLACK Contact Area: Au 3u'';Solder Tails:GF
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PACKING

Tape & Reel

Tape & Reel

Vacuum Packaging

Specifications:

1.Electrical Performance,

1-1. Current Rating:5 Amps. For Total VBUS/GND Pins;

       0.5Amps For CC Pin,

       0.25 Amps. For All Other  Contact.

1-2. Voltage Rating:20V DC/AC (Rms. Max)

1-3. Contact Resistance: 40mΩ Max Initial.

       50mΩ Max After Test

1-4.Dielectric Withstanding Voltage: 100V AV

1-5.Insulation Resistance:100MΩ Min

2.Mechanical Performance,

2-1.Insertion Force: 5~20N.

2-2.Extraction  Force: 8~20N.

2-3.Durability: 10000 Cycles.

3.Environmental Performance:

     Operating Temperature: -25°C~+85°C.

4.IR Reflow:

     The Peak Temperature On The Board Shall

     Be Maintained For 10 Seconds At 260°C.

5.Salt Spray:48H
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USB Type-C Pin Assignments

Signal Name
Pin Number
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备 注：

1. 每盘装900PCS,并贴上3PCS美纹胶,然后贴上对应的产品标签。

2. 每盘真空包装(注意：不能将载带或盘子压变形）

3. 外箱底部先垫一隔板,并在外箱四个内角各放置一个三角架,

把10卷(9000PCS)封装好的产品标签一律朝上平放进外箱中

上层盖上一隔板, 再用封箱胶纸将外箱口於“工”字型封好.

4.未满之零数箱，需以缓冲材料填满，并粘贴尾数标签.
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