http://hcdzZOl?.com/‘ 2 ‘ 3 ‘ 5 ‘ , 7 _ v 8 9 _
?!‘Alglg [F?k I}EOJT/)I/-‘%;E!\ ‘T}\'Jf ;ﬁl})f\ Ru’.%‘a' TL;XF, E‘A'I%;] Ag%’kg’\"li
A0 / i U “B” gy 2024.12. 16 ZLL
M M ] RF (om)
N =
A B
A | =] 2X1 — — 6. 10 A
= 92X2 3.00 9. 10
_é_ L] w 243 6. 00 12,10
| ] g 2X4 9. 00 15.10 ||
3.0040.10 S 2X5 12.00 18.10
- - 3 2X6 15. 00 21. 10
B A$0.20 2X7 18.00 24.10 B
2X8 21.00 27.10
2X9 24. 00 30. 10
2X10 27.00 33. 10
| B+0.25 2X11 30. 00 36. 10
1.50 2X12 33. 00 39. 10
C n 2 C
S 8.80+0.25
o
& 6.90£0.20 SPECIFICATIONS
] 1.Current Rating:5A AC, DC ]
[ I 2.Voltage Rating: 250V AC, DC
D Q 3.Temperatuer Range: —25°'C~+85°C D
00.6440.05 < 4.Contact Resistance: 20m( Max
— § 5.Insulation Resistance: 1000MQ Min
1 o . .
- 6.Withstanding Voltang: 1500V AC/minute ||
1 .
7.Material: Wafer PAG66 Black
T .
PIN Brass Tin—plated
E 7.40£0.20 E
2 ik i BEB)
= A+0.20 Ul o | opes | me
F ] 3.00£0.15 N L= BoR | wsgie | &% | F
S oot & . =
T od-——b—0 . | fin s
EYNTHHL R T A RA A T '
] o ﬁ% P S N PAi?T O HC-5557-MX3. 0-2x8A |—
GENERAL TOLERANCES ke 71 .
(UNLESS SPECIFIED) SCALE 1 ° 1 @_g_
PCB LAYOUT wam ez U LM | ey | Anve |[EIGREE] |
G _— X025 Xx° T AL
xeo1s xeeos | PART No| D OF | chEckED| R E
0010 JXCEOF ﬁ%ﬁ A AggRo{/\EJEE BEEE E ,
1 ‘ 2 3 4- ‘ 5 ‘ ‘ 7 ‘ 8 ‘ http://hcdz2017. com/



AutoCAD SHX Text
A

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
B

AutoCAD SHX Text
G

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
G

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
PCB LAYOUT

AutoCAD SHX Text
SPECIFICATIONS 1.Current Rating:5A AC, DC 2.Voltage Rating:250V AC, DC 3.Temperatuer Range:-25°C~+85°C 4.Contact Resistance:20mΩ Max 5.Insulation Resistance: 1000MΩ Min 6.Withstanding Voltang: 1500V AC/minute 7.Material:Wafer PA66 Black   PIN Brass Tin-plated
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