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REV. DESCRIPTION ECN NO. NAME DATE
A+0.2 PIN A | B C
BO401FSV29-10P 352 | 1.6
Bx0.08 BO401FSV29-12P | 392 | 20 | 10
BO401FSV29-20P 552 | 36
P:O4Oj0 05 BO401FSV29-24P 6.32 | 44| 1.2
‘H o o o o o o w‘ BO401FSV29-30P 7.52 | 56 | 1.5
. PSSt it L i L D0M01FSV29-34P | 832 |64 | 23
—H = _E A5 8080080008580 - BO401FSV29-40P 9.52 | 7.6
= /M,F ke lndl i lndindl %J BO401FSV29—-44P 10.32 | 8.4
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~ BO401FSV29-60P 13.52 | 11.6 .
) BO401FSV29—-70P 15.52 | 13.6
% D20 Vacuum pick up area:Cx0.2 BO401FSV29-80P | 17.52 | 15.6
ch BO401FSV29-90P 19.52 | 17.6
BO401FSV29—-100P 21.52 | 19.6
o
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SPECIFICATIONS The product is high | H
1.CURRENT RATING: 0.34 . BO401FSV15-XP 1.45
. =0 .07 2.VOLTAGE RATING 30V AC,/DC. BO40TFSV20-XP | 1.5
= P=0 44002 S TEMPERATURE RANGE:=35°CT0+85°C BO401FSV24—XP 540
1O — 4.CONTACT RESISTANCE: 90mf)l MAX. > B0401FSV29—xP 500
— l ——n o 5. INSULATION RESISTANCE:50 M@ MIN. :
I Q é Q Q Q Q g Qg Q Q Q g Q é Q ; ; 6.WITHSTANDING VOLTAGE: 100V AC/MINUTE. S Ch il 40
S | .S i — ik BO401FSV39—XP 3.90
+§ +Sr.; e GENERAL TOLERANCE DONGGUAN BAOXUN PRECISION TECHNOLOGY CO., LTD : o ®
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7 - o e e T B0401FSV29-XP CHECKED: MAX ; é ""
0.240.02 RECOMMENDED PCB LAYOUT e ar -
PART NO: B0401FSV29—XP prAWN:  ELLA
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