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PIN%¥;| A£0.1 | B£0.1 | C£0.1
op | 7.60 | 450 | 1.25
3P | 885 | 575 | 250
4p [10.10 | 7.00 | 3.75
sp [11.35 | 825 | 5.00
6P | 12.60 | 9.50 | 6.25
7P [13.85 | 10.75 | 7.50
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Specifications:

BN EEEEEEE: i ‘ . Rated Voltage : 125V AC/DC i
i i Rated Current : 1A AC,DC
WD OgofgaQoiQ Withstand Voltage : 200V AC/minute
Contact Resistance : 50mQ(MAX.)

-

10.75 . .
Insulation Resistance : 100MQ(MIN.)
—— =1 35 Storage Temperature Range: —40°C~+85C;
‘ R Operation Temperature Range: —=25C~+70C;
1.80 d e 9 es.er
* ] E L HHE HIH 2.00 10.75 T
030~ = = = 105 . go// / : [ w | m | oo
‘ 7.50 '* % 105 A 1| EE LCP Kt
T ' F 5| @& | MR | RS | &

i i

’ l
f—o — Vi UV V Vi ) T - % —
i ‘ 0 SOW | &ﬁeﬁnﬁmﬁm%mma e |

| ‘ 1,60 \

| |

1 f L—O 50 PART NO
: UNLESS OTHERWISE, k. %1 .
3.50 4.30 7.50 | vt rouemnci: | soup | 101 i
b | e R D [ anve |EIGE]
RECOMMENDER P.C.B.LAYOUT TOP VIEW S T e |
4 70— L (COMPONENT SIDE TOLERANCE+0.1) J ML NN ERUBI R AL T2
L Xxo 43 S A
% ; REV A | appRove ATETE E .

1 ‘ 2 ‘ 5] ‘ 4 ‘ 5 ‘ 6 ‘ 7 ‘ 8 ‘ http://hcdz2017. con/

K5 HCZZ0015-7  f—



AutoCAD SHX Text
A

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
B

AutoCAD SHX Text
G

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
G

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
    RECOMMENDER P.C.B.LAYOUT TOP VIEW      (COMPONENT SIDE TOLERANCE±0.1)

AutoCAD SHX Text
Rated Voltage : 125V AC/DC
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Storage Temperature Range:-40%%DC~+85%%DC; 
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Insulation Resistance : 100MΩ(MIN.)
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Withstand Voltage : 200V AC/minute
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Contact Resistance : 50mΩ(MAX.)
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Rated Current : 1A AC,DC
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