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NOTE: 1
— 1. ELECTRICAL CHARACTRRISTICS:
y 1.1 CURRENT RATING: 0.5A MAX.
1.2 IMPEDANCE:500HM NOMINAL.
| / . 2. MECHANICAL CHARACTERISTICS:
b © 2.1 OPERATING TEMP. —40 ~90°
L] \ I 2.2 VEWR UP TO 3GHz:1.3MAX.
3GHz TO 6GHz:1.4MAX.
2.3 DURABILITY:30CYCLES
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3 NOTE:2 / FOR
4 /—|: 1 .HOUSING MATERIAL: LCP, NATURE, UL94V—0. FOR
| INNER CONTACT
0 TERMINAL MATERIAL: COPPER ALLOY (C2680), GROUND CONTACT
_ f\ _ RECOMMENDED PCB LAYOUT
\&/ 3.SHELL MATERIAL: COPPER ALLOY (C5797), GENERAL TOLERANCE +0.05
| @ GENERAL TOLERANCE DONGGUAN BAOXUN PRECISION TECHNOLOGY CO., LTD : Y (N ®
DIM. TOL. — .\‘;.\:H —
% i% | ™E RF BOARD END CONNECTOR FIRST GENERATION | [] [u]
S| 5 | crounD CONTACT | 1 | COPPER ALLOY| Au PLATING OVER NI OVER ALL GENERAL ANGLE:
X 15.0° . _ .
2 INNER CONTACT 1 | COPPER ALLOY| Au PLATING OVER NI OVER ALL o f?éﬁ buc. o= PEX=02 CHEEHED MAX
1 HOUSING 1| LCP uL94v-0 ) — PART NO..  |PEX—02 DRAWN:  ELLA
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