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PDFN3030 Plastic-Encapsulate MOSFETS

® Features

" Vos=-20V Drain-source Voltage
. |D:'50A

* Roson@Ves=-4.5V < 8.5mQ -20V

* Roson@Ves=-2.5V < 11mQ Drain Current

+ Low On-Resistance -50 Ampere

« Voltage controlled small signal switch

+ Advancedz Trench Technology

® Applications PDFN3030

+ Load Switch
+ PWM Application
* Power Management

® Mechanical Data

- Case: PDFN3030
Molding compound meets UL 94V-0 flammability rating, RoHS-
compliant,halogen-free

« Terminals: Solder plated, solderable per MIL-STD-750,Method 2026

® Function Diagram

gl HO2P080

.

Pinl

® Ordering Information

PACKAGE | PACKAGE CODE | UNITWEIGHT(g)| REEL(pcs) | BOX(pcs) | CARTON(pcs) | DELIVERY MODE

PDFN3030 R3 0.0218 5000 10000 80000 13"

© Maximum Ratings (Ta=25°C Unless otherwise specified)

PARAMETER | SYMBOL | UNIT | VALUE
Drain-source Voltage Vos vV -20
Gate-source Voltage Ves Vv +12

Drain Current Ip A -50

Pulsed Drain Current ” Iom A -220
Total Power Dissipation Py W 42
Junction temperature T, °C 150
Storage temperature Ttg °C -55~+150
Thermal Resistance Junction-to-Case Rosc °C/W 2.98
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o Static Parameter Characteristics (Tj=25°C Unless otherwise specified)

PARAMETER ‘ SYMBOL ‘ Condition
Drain-Source Breakdown Voltage BVpss Ves= 0V, [,=-250pA V -20 — —
Zero Gate Voltage Drain Current loss Vps=-20V, V=0V HA - - -1.0
Gate-Body Leakage Current lgss V= £12V, V=0V nA — — +100

Gate Threshold Voltage Vs Vos= Ves, l=-250pA % 0.4 -0.6 -1.0

Ves= -4.5V, 1,=-15A - 5.7 8.5

Static Drain-Source On-Resistance ? Roson) mQ

Vee=-2.5V, 1,=-10A - 75 11

© Dynamic Parameters

PARAMETER ‘ SYMBOL ‘ Condition
Input Capacitance Ciss ~ 2944 —
Output Capacitance Coss Vps=-10V, V=0V, f=1MHZ pF - 406 -
Reverse Transfer Capacitance Cres - 381 -

® Switching Parameters

PARAMETER ‘ SYMBOL ‘ Condition

Turn-on Delay Time o(on) nS - 13 —

Turn-on Rise Time t, nS - 105 —
Y Ise 1 Vgs=-10V, Vpp=-10V,

Turn-off Delay Time to(oft) lp=-13A ,Reey=3Q2 nS — 145 -
Turn-off fall Time t nsS — 150 —
Total Gate Charge Q, nC - 54 -

] Vps=-10V, 1,=-15A _ _

Gate-Source Charge Qg Vem-4.5V nC 7

Gate-Drain Charge Qg nC — 14 —

o Drian-Source Diode Characteristics

PARAMETER ‘ SYMBOL ‘ Condition
Diode Forward Voltage Vep 1s=-50A, V=0V Vv — - -1.2
Maximum Body-Diode Continuous Current Is - A - - -50

Note :
(1)Repetitive Rating: Pulse width limited by maximum junction temperature.
(2)Pulse Test: Pulse Width < 300us, Duty Cycle < 2%.
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® Ratings And Characteristics Curves (Ta=25°C Unless otherwise specified)
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Fig.1 Output Characteristics
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Fig.2 Transfer Characteristics
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Fig.3 On-Resistance vs. Drain Current and Gate Voltage
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Fig.5 On-Resistance vs. Gate to Source Voltage
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Fig.4 On-Resistance vs. Junction Temperature
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Fig.6 Typical Body-Diode Forward Characteristics
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© Ratings And Characteristics Curves (Ta=25°C Unless otherwise specified)
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Fig.11 Safe Operation Area
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® Ratings And Characteristics Curves (Ta=25°C Unless otherwise specified)
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® Package Outline Dimensions (PDFN3030)

Fig.12 Normalized Maximum Transient Thermal Impedance
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Dimensions
H b Inches
»}—'«
L L1
i A 0.650 0.900 0.026 0.035
D1 Al 0.152 REF. 0.006 REF.
6 A2 0~0.05 0~0.002
M D 2.90 3.200 0.114 0.126
f | D1 2.300 2.600 0.091 0.102
E 2.900 3.200 0.114 0.126
o El 3.150 3.450 0.124 0.136
L E2 1.535 1.935 0.060 0.076
e ) b 0.200 0.400 0.008 0.016
e 0.550 0.750 0.022 0.030
L 0.300 0.500 0.012 0.020
L1 0.180 0.480 0.007 0.019
L2 0~0.100 0~0.004
L3 0~0.100 0~0.004
H 0.315 0.515 0.012 0.020
9 9° 13° 9° 13°

e Suggested Pad Layout

e X—— >

Dimensions

Inches

T B 0.34 0.36 0.013 0.014
ﬂ Bre Y C 0.55 0.75 0.022 0.030
}— G 1.35 1.55 0.054 0.062
G v Gl 0.37 0.57 0.014 0.022
Gl 4 X 2.55 2.75 0.102 0.110
}_i D D D D v1 X1 0.30 0.50 0.012 0.020
Y 2.40 2.60 0.096 0.102
Tede hald
Y1 0.46 0.66 0.018 0.026
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1.Gate Charge Test Circuit & Waveforms
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2. Resistive Switching Test Circuit & Waveforms
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3.Unclamped Inductive Switching (UIS) Test Circuit & Waveforms
L 2
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4.Diode Recovery Test Circuit & Waveforms
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