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G-Switch Specification:
1.Current rated: 0.3A AC/DC (Signal Pin)
A£0.15 Current rated: 5A AC/DC (Power Pin)
B£0.10 e 2.Voltage rating: 50V AC/DC
= g 3.Withstanding voltage: 100V AC for 1 min
e 3 4.Contact resistance: 90mQ max. (Signal Pin)
= Circut 1 - 0.11+0.03 = Contact resistance: 30mQ max. (Power Pin )
v ﬂ 0.10 1 5.Insulation resistance: 50MQ min
- S1 donnoonnnnnioononnnnnn g3 6.Durability cycle: 30 Cycles
et = 7.Removal force: 0.612kgf min
] i ‘H @ngﬁg&@h m i = 8.0perating temperature range: -55°C ~ +85°C
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-E-OAOS N B-Black
4-0.19£003 _|||_ " M-Male
D+0.10 Termipoint Pin Q' PY
S-SMT 06-60Pin
ANGLE Height
E+0.03 V-180° 05-0.495mm
B£0.05 B+0.05
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32 rdering Information:
ircui 0.17+0.02 S4 Circuit2 ~ — 0.17£0.01 - Dimensions(mm)
Circuit 2 - Y. 1EU.UZ Circuit A B C D £ F
D0.02 D+0.02 10 3.19 1.40 3.01 2.24 1.80 4.60
F+0.05 16 4.24 2.45 4.06 3.29 2.85 5.65
= RECOMMENDED METAL MASK DIMENSI NS 2 4.94 315 4.76 399 355 635
METAL MASK THICKNESS: 80um 24 5.64 3.85 5.46 4.69 4.25 7.05
PCB REFERENCE DIAGRAM 30 6.69 4.90 6.51 5.74 5.30 8.10
TOLERANCE:+0.05 40 8.44 6.65 8.26 7.49 7.05 9.85
l:l SOLDER AREA 50 10.19 8.40 10.01 9.24 8.80 11.60
777 NO EXPOSED METAL IN THIS AREA 60 11.94 10.15 11.76 10.99 10.55 13.35
SCALE: 1:1 | UNIT: mm Tite:  BTB 0.35 Pitch 180° HO.495mm SMT ®
SZE: M | £ & | °  Type Male Connector
HIGH CONDUCTIVITY Contact:Au 4u"Min over Ni 50u"Min =R TN
3 | POWERPIN S1-54 COPPER(C7025) Lead:Au flash 2u"Min over Ni 50u"Min Unless otherwise Molds Code:  GT-B0351MSVO05.XXE 1202 o /\-m‘L B
Contact:Au 4u"Min over Ni 50u"Min General Tolerance: ' B - .S It h
2 SIGNAL PIN PINT - PIN XX PHOSPHOR BRONZ Lead:Au flash 2u"Min over Ni 50u"Min RQHS X +0.40 dW it hC
i h X. +0.30 www.dag-switch.com
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NO. PART NAME NUMBER MATERIAL REMARK Xx® +3° Hu Hu Chen 2022.12.28 REV: A0 ‘ SHEET: 117




