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(B+6.3)+0.3
SPECIFICATIONS
Current Rating: 1.0 Amps
0.8 0.8 Withstanding Voltage:AC 500V PN PN DIMLA —
: : Insulation Resistance:1000MQ Min .
} } }// } } } } } } }// } } } Contact Resistance:20me Max IDCT1.27-2-05-W-PC2.4 2*3 2.54 3.81
L E— ) —— A — ] ——— Operation Temperature:—40to+105°
® @ o@|lm o8 @ 5 @ @le 8 @ Insrlator Material:Polyester(UL94V—-0) IDC1.27-2-04-W-PC2.4 2%4 3.81 5.08
1% Contact Material:Brass
oo oo o e e s ol E Standard:PA6T IDC1.27-2-05-W-PC2.4 | 2%5 5.08 6.35
) ] /| Contact PIO@ng:GOId FIOS@
/] | Max.Processing Temp:24OCﬂ for30—60seconds IDC1.27—9—06-W—P(C2.4 %6 6.35 762
(260°C forbseconds)
IDC1.27-2-07-W-PC2.4 2%7 /.62 8.89
2.45 08— *
500+0.7 IDC1.27-2-08-W-PC2.4 2*8 5.89 10.16
| | A I IDC1.27-2-10-W-PC2.4 | 2*¥10 17.43 12.70
B fany 4 N
@ IDC1.27=2-12-W-PC2.4 | 2*12 13.97 15.24
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¥ S| ~ IDC1.27-2-13-W-PC2.4 | 2*¥15 15.24 16.51
Lo =] ~t+ N
il J{ ™ b IDC1.27-2-15-W-PC2.4 | 2*15 17.78 19.05
™ [ D—r
N % IDC1.27=2-17-W-PC2.4 | 2*1/ 20.32 21.59
) 240+0.25 IDC1.27-2-20-W-PC2.4 | 2*20 24.13 25.40
1.27£0.1 0.40 SQ A—A SECTION IDC1.27-2-22-W-PC2.4 | 2¥22 | 26.67 | 27.94
IDC1.27-2-25-W-PC2.4 | 2*%25 30.48 31.75
A+0.2
IDC1.27-2-30-W-PC2.4 | 2*30 56.83 38.10
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A Lo TTLE: 1.27DC3—nPin H4.9 90k PC2.4 PB/.7 19.5/12.0 61

RECOMMEND P.C.B LAYOUT
PCB TOLERANCE:+0.05 (TOP VIEW)
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GENERAL ANGLE:
x” 15
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owe. No.: IDCT.2/—2—N-W—-PC2.4

CHECKED: MAX

XXX +0.5°

@_g ONT:  [SCALE:
mm | None

PART No.. [DC1.2/—2—N-W—-PC2.4 DRAWN:  ELLA
SHEET: DWG. SIZE:[LAYER:
10f 1 A4 bxconn |APPROVED: WILL
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