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ECN NO. LOCATION DESCRIPTION DATE DESIGN
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2.00 [0.079]£0.10 | —Circuit 2
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Circuit 1 5.70 [0.224]

5.10 [0.20]] =SPECIFICATIONS

*Voltage rating:250vV AC/DC

«Current rating:3A AC/DC
*Withstanding Voltage:800V AC/minute
*Temperature range:—40°C~+125C
sInsulation resistance:=1000MQ
*Contact resistance:<10mQ

*After environmental testing:<20m0
*Natural Color

2*02AHH

3.00 [0.118]

0.50 [0.020]+0.05 . 2.00 [0.079]£0.20 ‘

Dimensions(mm) Dimensions(mm)
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poles

A B C A B C

PART NO.: 2x02 6.00
2.00 [0.079]£0.10 2x03 | 4. 8.00 | 6.80

X2026 W V—-2xXX B—-46 SN
o) 25 @ ® @ 2x04 | 6.00 |10.00| 8.80

2x05 | 8.00 |12.00{10.80

®Series No
®@Category:W—Wafer
®Welding Board Angle:V—Stright 180 2x07 112.00|16.00 | 14.80
@ROW No.Pin No:2xXX—=2x02~2x25Pin 2x08 [14.00(18.00(16.80
®Special NO:B—With Lock In the middle
®Material:46—PA46 94V-0

@Plating Category:SN—Bright Tin Plating 2x10/18.00]22.0020.80

2x11(20.00|24.00(22.80

2x06 |10.00|14.00(12.80

2x09 |16.00/20.00(18.80

X2026WV—2xXXB—46SN | PA46 UL 94V-0 Brass Tin—Plated X2026H-B

PART NO Material Material(pin) | Finish(Pin) | Suitable XKB
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VIEW: MODEL TYPE:
X +0.40 DESIGN ﬂﬂ*ﬁ @’El’ 2.00mm Crimp Style Connector
. 0. J . . |PART NO.:
XX'X iggg CHECKED UNIT: mm/in O 2XXE 465N
XX +0.

NE 1015 |[Connectrion APPROVED) size: a4 |PWE NO-

UNSPECIFIED TOLERAUCES

www.helloxkb.com www.helloxkb.cn  www.xk—dg.cn XKB ‘ N DUSTR‘AL pREC‘S‘ON CO > L‘ M ‘TED SNCA;E REX‘ZS‘ON
2 3 4




	图纸和视图
	模型


