
Absolute Maximum Ratings  TC  = 25ºC, unless otherwise noted
Parameter Symbol Value Unit

Drain-Source Voltage(VGS=0V) VDS 80 V

Continuous Drain Current 1)
TC  = 25ºC

ID
200

A
TC  = 100ºC 140

Pulsed Drain Current 2) ID,pulse 800 A

Gate-Source Voltage VGS ±20 V

Single Pulse Avalanche Energy 3) EAS 749 mJ

Power Dissipation PD 236 W

Continuous Diode Forward Current IS 200
A

Diode Pulsed Current 2) IS pulse 800

Operating Junction and Storage Temperature Range TJ, Tstg -55~+150 ºC

Thermal Resistance, Junction-to-Case RthJC 0.53
ºC/W

Thermal Resistance, Junction-to-Ambient RthJA 50

Features
l RDSON_ = mΩ@VGS=10V
l Low gate Charge (typical 94nC)

l Low Crss(typical 49pF)

l Low On-Resistance
l Excellent FoM(figure of merit)
l 100% UIS and Rg tested

Applications
l Motor Driver
l DC/DC Converter
l Battery Management System

Part # Marking Package Packing Reel Size Tape Width Qty

TOLL Tape&Reel N/A N/A 2 00 p cs

VDS 80 V

RDS(on)  mΩ

ID 200 A

           Package Marking and Ordering Information

100% DVDS Tested
100% Avalanche Tested

Product Summary

TOLL-8L

typ. 2.1

KCT033N08N KCT033N08N

2.1typ

0



Electrical Characteristics  TJ  = 25ºC, unless otherwise noted

Parameter Symbol Test Conditions
Value

Unit
Min. Typ. Max.

Static Characteristics

Drain-Source Breakdown Voltage V(BR)DSS VGS = 0V, ID = 250uA 80 -- -- V

Zero Gate Voltage Drain Current IDSS

VDS = 80V
VGS = 0V, TJ = 25ºC -- -- 1

uAVDS = 80V,
VGS = 0V, TJ = 150ºC -- -- 100

Gate-Source Leakage Current IGSS VGS  = ±20V -- -- ±100 nA

Gate-Source Threshold Voltage VGS(th) VDS = VGS, ID = 250uA 2 -- 4 V

Drain-Source On-State-Resistance RDS(on) VGS = 10V, ID = 70A -- 2.1 3.3 mΩ

Gate Resistance RG f = 1.0MHz -- 1.3 -- Ω

Dynamic Characteristics

Input Capacitance Ciss

VGS = 0V, VDS = 40V, 
f = 1.0MHz

-- 6239 --

pFOutput Capacitance Coss -- 1754 --

Reverse Transfer Capacitance Crss -- 49 --

Total Gate Charge Qg

VGS = 10V, VDD = 40V
ID = 70A

-- 94 --

nCGate-Source Charge Qgs -- 27 --

Gate-Drain Charge Qgd -- 20 --

Gate Plateau Voltage VPlateau -- 4.6 -- V

Turn-on Delay Time td(on)

VGS = 10V, VDD = 40V
RG = 3Ω, ID = 70A

-- 26 --

ns
Turn-on Rise Time tr -- 70 --

Turn-off Delay Time td(off) -- 85 --

Turn-off Fall Time tf -- 30 --

Drain-Source Body Diode Characteristics

Body Diode Forward Voltage VSD
TJ = 25ºC, IS = 70A,

VGS = 0V -- 0.83 1.4 V

Reverse Recovery Time trr
I F = 70A, diF/dt = 100A/us

-- 110 -- ns

Reverse Recovery Charge Qrr -- 310 -- nC

Notes

1) Limited by maximum junction temperature.

2) Repetitive Rating: Pulse width limited by maximum junction temperature.

3) L=0.5mH, RG=25Ω, VGS=10V, VDD=40V, Start TJ=25℃ .
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ID, Drain Current (A)                                                       

Figure 5 . On-Resistance vs Drain Current                                     

Tp, Pulse Width (s)

Figure 1. Transient Thermal Impedance

 VDS , Drain-to-Source Voltage (V)

  Figure 3 . Output Characteristics

VDS , Drain-Source Voltage (V)

Figure 2 . Safe Operation Area

VGS , Gate-to-Source Voltage (V)

Figure 4 . Transfer Characteristics

Typical Characteristics  TJ  = 25ºC, unless otherwise noted
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Figure 10. On-Resistance vs Temperature
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Qg, Total Gate Charge (nC)                                                       

Figure 7 . Gate Charge                                     

VSD, Source-to-Drain Voltage (V)                                                      

Figure 8 . Body Diode Forward Voltage                                     

TJ, Junction Temperature (ºC)

Figure 9. Breakdown Voltage vs Junction 
Temperature
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Figure 11. VGS(th) vs Junction Temperature



Figure C：Unclamped Inductive Switching Test Circuit and Waveform

Figure B：Resistive Switching Test Circuit and Waveform

Figure A：Gate Charge Test Circuit and Waveform



Package Outline: TOLL-8L

SYMBOL
MILLIMETER

MIN. NOM. MAX.

A 2.200 2.300 2.400 

A1 1.700 1.800 1.900 

B 0.700 0.800 0.900 

B1 9.700 9.800 9.900 

B2 1.100 1.200 1.300 

C 0.400 0.500 0.600 

D 10.300 10.400 10.500 

D1 11.000 11.100 11.200 

D2 3.200 3.300 3.400 

D3 4.470 4.570 4.670 

E 9.800 9.900 10.000 

E1 8.000 8.100 8.200 

E2 0.500 0.600 0.700 

e 1.200 BSC

H 11.600 11.700 11.800 

H1 6.950 BSC

H2 5.900 BSC

I 0.050 0.100 0.15 

J 0.350 REF.

K 3.100 REF.

L 1.550 1.650 1.750 

L1 0.600 0.700 0.800 

L2 0.500 0.600 0.700 

L3 0.400 0.500 0.600 

Q 8.000 REF.

R 3.000 3.100 3.200 

a 10°REF.


