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NOTES:
1.Rated voltage: 250V AC.DC

2.Rated current: 2.5A AC DC(AWG#22 max)
3.Contact resistance: ≤20 mΩ
4.lnsulation resistance: ≥1000 MΩ

5.Withstand voltage: 1000V AC/minute
6.Ambient temprature:-40℃～+105℃
7.Material :PA66 UL94V-0
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NOTES:
1.Rated voltage: 250V AC.DC

2.Rated current: 2.5A AC DC(AWG#22 max)
3.Contact resistance: ≤20 mΩ
4.lnsulation resistance: ≥1000 MΩ
5.Withstand voltage: 1000V AC/minute
6.Ambient temprature:-40℃～+105℃
7.Wire range：AWG#28～#22
Materials：
8.Terminal：Phosphor bronze,Tin plated
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NOTES:
1.Rated voltage: 250V AC.DC

2.Rated current: 2.5A AC DC(AWG#22 max)
3.Contact resistance: ≤20 mΩ
4.lnsulation resistance: ≥1000 MΩ

5.Withstand voltage: 1000V AC/minute
6.Ambient temprature:-40℃～+105℃
7.Material :PA66 UL94V-0
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NOTES:
1.Rated voltage: 250V AC.DC

2.Rated current: 2.5A AC DC(AWG#22 max)
3.Contact resistance: ≤20 mΩ
4.lnsulation resistance: ≥1000 MΩ

5.Withstand voltage: 1000V AC/minute
6.Ambient temprature:-40℃～+105℃
7.Material :PBT UL94V-0
8.Pin Materials : Brass/Tin-Plated.
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NOTES:
1.Rated voltage: 250V AC.DC

2.Rated current: 2.5A AC DC(AWG#22 max)
3.Contact resistance: ≤20 mΩ
4.lnsulation resistance: ≥1000 MΩ
5.Withstand voltage: 1000V AC/minute
6.Ambient temprature:-40℃～+105℃
7.Material :PBT UL94V-0
8.Pin Materials : Brass/Tin-Plated.
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