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0297 Mini Blade Fuse Devices
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Description

The 0297 Mini Blade Fuses are the standard for
vehicle circuit protection.lts miniature design meets the
need for more circuits to be protected while utilizing less
space,and its ablity to cope with high temperatures in
adverse environments maskes the 0297 Mini blade fuse

of recommended choice for peotection.
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Performance Specification

C:;:iingt Interrupting Voltage Typ.Voltage Cold II;I/IOltlSinl

(A) Rating Rating Drop(mV) Res(ztg)nce goﬁ::f

0297001.J 1.0 225 840 | k4o
02970020 = 20 200 . 366 kM@
0297003.J 3.0 175 3124 | e

02970040 = 4.0 175 235 | e
02970054 50 . 1000A BT o i
02070750 | 75 ~ @32vpc ~ 3vDC 150 13 B
0297010.J | 10.0 125 8.60 A

02070154 | 150 125 . e25 | WM
0207020 | 200 125 450 | #f

02970250 | 25.0 110 . 367 | BUE

02070300 | 300 100 310 | k&e

02970350 350 90 215 B

0297040.) = 40.0 85 243 | Buw
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Environmental Characteristic

Temperature Rerating Curve Average Time-Current Curve
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CURRENT IN AMPERES

Ambient Temperature(°C)

Specification
Operating Temperature Housing Material
-40°C~+125°C zinc alloy PAG6

Packaging Quantity

Model QTY

0297 Series 1000 pcs/bag
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