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Dimensions of Module

LT-GDM-02-F

0 == |LT-GDM-02

All dimensions are in millimeters.

Tolerance is £0.50mm unless otherwise noted.

The size marked on the drawing is Ground-Detecting Module.
Specifications are subject to change without notice.
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Features

¢ Pb free product—RoHS compliant
¢ Fast response time

¢ High sensitivity

¢ Invisible wavelength Ap=940nm

¢ Integration structure

¢ The four pins of the connector and the corresponding PCB pads are filled with

silicone

Typical Applications

¢ Intelligent Sweeping Robot

Absolute Maximum Ratings at Ta=25"C

Parameter Symbol Ratings Unit
Power Dissipation Pd 170 mwW
Reverse \oltage VR 5 \Y/
Input
Forward Current IF 100 mA
Peak Forward Current™? Irp 250 mA
Collector Power Dissipation Pc 75 mw
Collector Current Ic 20 mA
Output
Collector-Emitter Voltage Vceo 30 \
Emitter-Collector \Voltage VEco 5 \
Electrostatic Discharge (HBM) ESD 4000 \Y
Operating Temperature Range Topr -25°C to+65C [
Storage Temperature Range Tstg -40°C to+85TC T
Note: 1. Pulse width<0.1msec, duty cycle<1/10.
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Electrical Optical Characteristics at Ta=25C

Input

Parameter Symbol | Min. | Typ. | Max. | Unit Test Condition
Peak Wavelength Ap - 940 - nm [F=50mA
Forward Voltage Vr 1.35 | 1.60 \Y/ IF=50mA
Reverse Current Ir 10 HA Vr=5V

Output

Parameter Symbol | Min. | Typ. | Max. | Unit Test Condition
Sreskdonn volag Bveo | 30 | = | = | V| eoniem
Errzgltjjr(;\c/:v?ml I\(j(()::?arge BVeco > v Eeljgr%wgnz
g;)tltlﬁggr-]E\Z:nge Vegean | 04V Eezllc.grznr\rl]vpl\cmz
Rise Time Tr 15 us Vce=5V

R=1KQ

Fall Time Ts 15 us Ic=1ImA
Collector Dark Current lceo — | - ] 1200 | nA Ee\=/(§rEn_V1\/9c\:/m )
On State Collector Current lcon) 10 | 50 | — | mA I\F/:CSS;\Z

ADC value standard (Standard machine provided by customer)

1. The distance from the Ground-Detecting Module to the black interface is 15mm;

2. The distance from the Ground-Detecting Module to the white interface is 80mm;

3. The black ADC value ranges: =800;

4. The white ADC value ranges: 20-95.
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PACKAGE
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