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SOD-123HE Surface Mount Schottky Barrier Rectifier

® Features

+V;  40Vto 200V

ey 1A

- Low power loss, high efficiency

- Surface mount schottky barrier rectifier

- For use in low voltage, high frequency inverters, free wheeling,and polarity
protection application

® Applications

These Schottky barrier diodes are designed for high speed switching
applications, circuit protection, and voltage clamping.

® Mechanical Data

- Case: SOD-123HE
Molding compound meets UL 94V-0 flammability rating, RoHS-compliant,
halogen-free

« Terminals: Solder plated, solderable per MIL-STD-750,Method 2026
+ Polarity: Cathode line denotes the cathode end

® Function Diagram

Reverse Voltage
40V to 200V

Forward Current
1.0 Ampere

Marking:
SS14HE:SK14
SS16HE:SK16
SS110HE:SK110 XXX ° °
SS115HE:SK115
SS120HE:SK120
© Maximum Ratings (Ta=25°C Unless otherwise specified)
PARAMETER ‘ SYMBOL ‘ UNIT ‘ SS14HE ‘ SS16HE ‘ SS110HE SS115HE SS120HE
Maximum repetitive peak reverse voltage Verw vV 40 60 100 150 200
Maximum RMS voltage Vens Y 28 42 70 105 140
Maximum DC blocking voltage Ve \Y 40 60 100 150 200
Maximum Average Forward Rectified Current eay) A 1.0
Non-repetitive Peak Forward Surge Current | A 25
@t=8.3ms Half-sine wave Fsm
Storage temperature Tg °C -55~+150
Junction temperature T °C -55~+125
Typical Thermal Resistance Resa °C /W 120
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© Electrical Characteristics (Ta=25°C Unless otherwise noted)

PARAMETER ‘TESTCONDITIONS‘ SYMBOL‘ UNIT | SS14HE | SS16HE | SS110HE SS115HE SS120HE

Maximum instantaneous forward voltage I-=1.0A Ve Vv 0.55 0.70 | 0.85 | 0.95

Ve=Vpe, Ty=25°C Ir1 0.5 0.3
mA
Vg=Vpc, T,=100°C Iro 20 15

Maximum DC reverse currentat rated DC
blocking voltage

Typical Junction Capacitance 4.0V DC,1MHz C, pF 60 40

© Ratings And Characteristics Curves (Ta=25°C Unless otherwise specified)
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Fig.1 Forward Current Derating Curve Fig.2 Maximum Non-Repetitive Peak Forward Surge Current
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Fig.3 Typical Forward Voltage Fig.4 Typical Reverse Characteristics
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© Ordering Information

BOX(pcs)

PACKAGE ‘ PACKAGE CODE ‘UNITWEIGHT(g)‘ REEL(pcs)

‘ CARTON(pcs) ‘DELIVERYMODE

SOD-123HE R1 0.015 3000 12000 120000 7"

© Package Outline Dimensions (SOD -123HE)

Dimensions
Inches
r.’hLALLROUND ,ﬁAALL ROUND
E A A 0.80 1.00 0.031 0.039
cd  [] [T
‘ ‘ C 0.20 0.30 0.008 0.012
‘ HEe | E
D 2.70 2.90 0.106 0.114
D
g L i E 1.70 1.90 0.067 0.075
T 7 e 0.80 1.15 0.031 0.045
E
L j g 1.50 2.00 0.059 0.079
Top View Bottom View L 0.70 1.10 0.028 0.043
HE 3.50 3.80 0.138 0.150
pa 12° 12°

o Suggested Pad Layout

Dimensions
M Inches
N X
X - 1.3 - 0.051
Y - 1.4 - 0.055
Y
M - 4.4 - 0.173
N - 2.6 - 0.102
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