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NOTES:
1. MATERIAL:
1.1. HOUSING: PPA. COLOR IS BLACK;
1.2. CONTACT: PHOSPHOR COPPER (C5191,T=0.2mm);
2. FINISH:
2.1. TERMINAL:
CONTACT AREA: NI PLATED OVER ALL;
SOLDER AREA: SN PLATED OVER ALL;
LECTRICAL:
1. VOLTAGE RATING: 30 VAC RMS;
2. CURRENT RATING: 0.5 AMP;
3. CONTACT RESISTANCE: 3OMILLIOHMS MAX.;
4. WITHSTAND VOLTAGE: 500 VAC RMS
50(60)Hz, IMIN.;
3.5. INSULATION RESISTANCE: 100MEGOHMS MIN
@500V DC;

3.

E
3.
3.
3.
3.

4. MECHANICAL:
4.1. MATING FORCE: 5~25N;
4.2. UNMATING FORCE: 5~25N;
4.3. OPERATING LIFE: 5000 CYCLES;
5. ENVIRONMENTAL:
5.1. STORAGE TEMPERATURE RANGE: —40°C~+85C;
5.2. OPERATION TEMPERATURE RANGE: —25C~+70°C;
6.SALT SPRAY TEST:8H(EXCLUDING RIVETED BENDS)

\ 2 Y iR /it Bk
RECOMMEND PCB LAYOUT(%0.05) ; A i PPA [
J B Wt W LR L)
GENERL TOLERANCE il s ) y =
DRANING YN R AR A R A F
DI 0L "@’HEC*R? ShenzhenhuacantianluELECTRONICS (0., LTD
= X £0.30 it 7 . s
vl APPROVAL TILE 3200 ZLAHHIT REV. A
1 bR R B RS | HC-PJ-320A-4P-D fE ] m
37 i XXX +0.10 SCALE PART NO. UNITS
=R A% Hm . " W R WKk
kjy MODIFY CONTENT MODIFY DATE Angle  £3.0 I’ro);ect?ian @_g MATERTAL SHE‘ET l/l
1 7 ! 4 ! 5 !



AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
RECOMMEND PCB LAYOUT(±0.05)

AutoCAD SHX Text
NOTES： ：  1. MATERIAL:    1.1. HOUSING: PPA，COLOR IS BLACK; ，COLOR IS BLACK; COLOR IS BLACK;    1.2. CONTACT: PHOSPHOR COPPER (C5191,T=0.2mm);  2. FINISH:     2.1. TERMINAL:        CONTACT AREA: NI PLATED OVER ALL;        SOLDER AREA: SN PLATED OVER ALL;      3. ELECTRICAL:    3.1. VOLTAGE RATING: 30 VAC RMS;    3.2. CURRENT RATING: 0.5 AMP;    3.3. CONTACT RESISTANCE: 30MILLIOHMS MAX.;    3.4. WITHSTAND VOLTAGE: 500 VAC RMS                          50(60)Hz,1MIN.;    3.5. INSULATION RESISTANCE: 100MEGOHMS MIN                             @500V DC;  4. MECHANICAL:    4.1. MATING FORCE: 5~25N;    4.2. UNMATING FORCE: 5~25N;    4.3. OPERATING LIFE: 5000 CYCLES;  5. ENVIRONMENTAL:    5.1. STORAGE TEMPERATURE RANGE: -40°C~+85°C；    5.2. OPERATION TEMPERATURE RANGE: -25°C~+70°C; 6.SALT SPRAY TEST:8H(EXCLUDING RIVETED BENDS)
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