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Shenzhen Jingliyuan Technology Co., Ltd.

P i RS S

SPECIFICATION
CUSTOMER(EP):
PRODUCT TYPE(ELS): SMD-3.2*1.5MM(3215)
NOMINAL FREQ(#i=R): 32.768KHZ
JLY P/N#LS): Y321532768KSCCJ
Brand(fRk&): JLYE /175
CUSTOMER P/N(ZEF#IS):
Client Opinion (&J'E L)
Hardware PL QPM/SQE Approval Recognition
(T (b ) (%D GERINH D
Provider (HLN7E)
Drawn Check Approval Submitted Date
CIAED CH %) (% HE) CHED
XIR R i & 2026-07-13

bl Company address: IRIITTAR H X K 2 HHS AR K E ARE1407 =

Room 1407, Building A, Tianan Digital Times Tower, Futian District, Shenzhen
Hi% TEL:+86-755-88914319: f&E. FAX:+86-755-88914315

AT MYE Company website:http://www. cpssz. com: HBFEHuIE: tian@cpssz. com
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Shenzhen Jingliyuan Technology Co., Ltd.

® A SEINKS (QUARTZ CRYSTAL UNIT SPECIFICATION)

HE 15 B SASFMERIAS s
NO o Symb | TBR | Fly | EBR | B Notes
ol Min.| Typ. |Max.| Units
1 [—R&SEENominal Frequency FO 32.768 KHz
2 |[#x%iED Oscillation Mode - Fundamental -
3 |t Load Capacitance CL 12.5 pF
4 [JRER,\ZEFrequency Tolerance - -20 - 20 | ppm (At 25°C+3°C
5 |FXNEREXFERAESR ESR - - | 70 | kQ
6 [3KzNINZ=Drive Level DL - - 1.0 | pW
Over Operating
7 [REZR#ETemperature Coefficient B [-0.035+0.01]ppm/C Temp. Range(Ref. to
25°C)
8 | T{FEREOperating Temperature - 40| - | 8 | °C
9 |fEfFEEStorage Temperature - 55| - | 125 | °C
10 |EEBERAgiIng - -3 - 3 | ppm |Per Year
11 |42 BRInsulation Resistance - 500 | - - | MQ |At DC 100V
12 |FHBEXEEZEShunt Capacitance co - - 3 pF

eOUTLINE DIMENSIONS(UNIT:mm) #ME Rt (ifir: mm)

| 32404 |
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Internal connection
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FEHLEE Company address: iRIITH AR M X K2 HIGH ALK EARE1407 =

Room 1407, Building A, Tianan Digital Times Tower, Futian District, Shenzhen
B3 TEL:+86-755-88914319: {%H FAX:+86-755-88914315

N MAIE Company website:http://www. cpssz. com: BRFEHibE: tian@cpssz. com
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Shenzhen Jingliyuan Technology Co., Ltd.

@® RELIABILITY SPECIFICATIONS ({5 i & X5

No

Test ltem CIRTHH D

Test Conditions (il 4% 1F)

Reference (Z%)

High Temperature
High Humidity Storage
(Gl =R 61T

Temperature: 85 C+3°C
R 85°C+3°C
Relative Humidity:85%RH
FHXTIESE: 85%RH
Time: 96 Hours

B JE]: 967Nt

JIS C5023

High Temperature Storage
(IR AE)

Temperature: 125°C+£3°C
REE125°C+£3C

Time: 96 Hours

A [6]:96 /)N

MIL-STD-883E
1005.8

Method

Low Temperature Storage

(IR A7)

Temperature: -40°C £3°C
. -40°C+3C
Time: 96Hours

BFTR] . 96/NE)

MIL-STD-883E

Method 1013

Thermal Shock
(LR )

Temperature1:-55°C £5C

1 JE1:-55°C £5C

Temperature2:85°C =5 °C

1R JE2:85°C£5C

Temperature change between T1 and T2 5 min

TARIT2i5 JE LE5 7 Bh Py e A

10cycles maintain T1 and T2 for 30 minutes each mone cy

FERIEIR30 5P 107k

MIL-STD-202F
Condition A

Method 107

RESISTANCE TO SOLDER
HEAT
(1 582 74

Solder Temperature: 260°C £5C
AR E:260°C £5°C

Time: 10+1 Seconds

A JE]: 102175

MIL-STD-202F
Method 210E

Solderability( R 15 14:)

The solder pot temperature is 245+5°C , dwell time 5+0.5sec

245+ 5°C IR ¥R 5 + 0,580

J-STD-002B

Drop Test
(V& T~ i5)

3 Times Free Fall from 75cm height table to 3cm
thickness hard wood board
MAT5em = BE3UR kT 21 3em)Z A i AR

JIS C6701

MECHANICAL SHOCK
(HUbkh )

Half sine wave,1000 G

e IE5Z 3, s £ 1000G

3 Times for all 3 directions

Xo Vo 72 =B RE SIS ZIX

MIL-STD-202F
Method 213B

Vibration

(WUBAR5h)

Frequency Range: 10Hz~55Hz

AU 10Hz~55Hz

Amplitude: 0.75mm

PRlE: 0.75mm

2 Hours in each direction, total 6 Hours

Xy Y. Z =ANHE B BT A S RS2/ )

MIL-STD-883E
Method 2007.3

10

Leakage Test
()

Take measurements with a helium
Leakage detector

Leakage Rate<<1Xx10°Pacm’s
JE%<1X10"Pa cm’/s

MIL-STD-883E

ol Hihl Company address: JRYIT A H X K 225U AR K A BE 1407 =

Room 1407, Building A, Tianan Digital Times Tower, Futian District, Shenzhen
f& . FAX:+86-755-88914315

Hii% TEL:+86-755-88914319:

NE] M HE Company website:http://www. cpssz. com: HEFEHbk: tian@cpssz. com
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Shenzhen Jingliyuan Technology Co., Ltd.

@ SUGGESTED REFLOW PROFILE  ([mlyfi 42 dh 2k B
Total time:200sec.Max.  CsamfiE. 2008 &K
Solder melting point:220°C (¥4 #5220 °C )

Profiles Feature (4§14) Pb-Free Assembly
Average Ramp-up Rate(Ts max to Tp) P 25) iR 3°C/second Max
Preheat T
B Temperature Min (Ts min) B R 125°C
B Temperature Max (Ts max) B3¢ fe o o 200°C
B Time (ts min to ts max ) M A 2] i v B (1] (60~ 180) seconds
Time maintained above R F RIS [A]
B Temperature(T1) T 217°C
B Time(tp) s} ] (60~150) seconds
Peak/Classification Temperature(Tp) I e R it S 260 C

Time within 5°C of actual Peak

Temperature(tp) ey Ui Z4E A< P[] (20~40) seconds
Ramp-down rate o Y 6C/second max
Time 25°C to Peak Temperature M25°C 2| B 15 5 B 1 B ] 8 minutes max
Suggest reflow times 2 reflowik3L 3 Times max
- IR-Reflow Profile
)
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NFE)HEE Company address: iRIITH A H X K 2 BUGRHC K EABE1407 =

Room 1407, Building A, Tianan Digital Times Tower, Futian District, Shenzhen
Fi% TEL:+86-755-88914319: {LE FAX:+86-755-88914315

N Mk Company website:http://www. cpssz. com: HEFgHibE: tian@cpssz. com
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Shenzhen Jingliyuan Technology Co., Ltd.

@ PACKAGE

Tape Dimensions(unit : mm)
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@® Reel Dimensions(unit: mm)
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2.5 13.5 21.6 60. 0 180. 0 9.5 1.6
*3000pcs/Reel

oAl Company address: ERIITIAE H X K S AR EAE1407 =

Room 1407, Building A, Tianan Digital Times Tower, Futian District, Shenzhen
Hiif TEL:+86-755-88914319: {%FL FAX:+86-755-88914315

N MAE Company website:http://www. cpssz. com: FEFEHilE: tian@cpssz. com
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