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g Specification Of LED Displav
L A5 GS2030CW-G-DZ fiA: VERI.0

Pb Free

1.7% i H#5R DESCRIPTION:
o REB/RHE, HEZBR Grayface, White Epoxy
e ItPHEIRE Common Cathode Display
e HfEsR, White Color
® 774 RoHS E3K RoHS Compliant

2. = i R#1E FEATURES:
o HHHEMMEIEEM: High intensity and reliability
® =K. FMKThEE High quality, Low power requirement
o IC A, ZIEH |IC compatible , Easy assembly
® ESD1000V

3. FZf4ME R~ Outer Dimension:

21,30 [.839]

3.20
L1267 3.00 [118] 200 L075]
0.80{ 031 12 7
———

i

8.00 [.315]

5.08 [.200]
0.70 [.028]

o [=——10.00 [.394] —==f

4 L
$0.60 [00.0241 0.30] £.0123 6 1 ! 6
7] 2.40 0941 &
PIN | | @
7.20 [.283) 7.20 1283 &

#1E: RIFEAZHIRTEI N E0.25mm

NOTES: All dimensions are in millimeters (inches) tolerance are £ 0.25mm(0.010) unless otherwise noted

-1-

1.00 [.039]

ATF HiE: 486 575 88649799 E-Mail: sales@smddisplay.com
Http://www.smddisplay.com




- LED &7~ it BB

g Specification Of LED Displav o
L. #2, GS2030CW-G-DZ BiA: VERL.O

4. P25 E INTERNAL CIRCUIT DIAGRAM
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A5 GS2030CW-G-DZ

LED &7~ it BB

Specification Of LED Displav

iA: VERL.0

Pb Free

5. PERBERANSHIE (Ta: 25°C) ABSOLUTE MAXIMUM RATINGS AT Tg=25°C:

£ (PARAMETER) BK{E Max. Ly UNIT
B Ih#E Power Dissipation Per Segment 72 mW
FRIEEHET Peak Forward Current Per Segment 100 mA
(1/10duty cycle 0.1ms pulse width)
FBCPHIERBER  Average Forward Current Per Segment 20 mA
MEBLHW D  Derating Linear From 25°C Per Segment 0.33 mA/°C
B AHBE Reverse Voltage Per Segment 5 v
THE&AHRIE  Operating Temperature Range -40°C to + 105°C
77 RE  Storage Temperature Range -40°C to + 105°C
BRESIR MR 1.6mm R, IR/E 260°C, (REEREIRE 3B
Lead Soldering Temperature 260°C at 1.6mm From Body for 3 seconds
6« FERJEESHME (Ta: 25°C) ELECTRICAL/OPTICAL CHARACTERISTICS AT Ta=25°C:
¥ fiines W
PARAMETER SYMBOL MIN. | TYP. | MAX. | UNIT Test condition
mEFEE Luminous Intensity Per Segment I, — 350 — med I:=10mA
f48%8 Chromaticity Coordinates X - 0.28 - - IF=20mA
(Tolerance: +0.01) - 0.28 - - IF=20mA
BIE A sk Forward Voltage Per Dice Vi — 3.0 3.6 \% I:=20mA
BHR MR Reverse Current Per Dice Ix — — 50 pA V=5V
7. HEFEHRES R ] Recommended Soldering Pattern:
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=  LED SR8 i+ El
Specification Of LED Displav -

75 GS2030CW-G-DZ JiA: VERLO Pb Free

8. HAIEFRFER LR Electrical / Optical Charateristics Curves:
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Fig 5. Relative Intensity Vs. Wavelength
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Specification Of LED Displav -
L M. GS2030CW-G-DZ JiA: VERL.O S
9. HEFFH SMT /531122 Recommended SMT condition:
250
(C) D150 payleal O S MAX
200 - )
180°C

4°C/s max 4°C /s max
150 A 1007150°C X\
4°C /s max
100 1

(¢b}
~
5 30750s
~
2 50 60~120s
=
<b]
S
-25C
0 50 100 150 200 250 300
. (sec)
Time
NOTES:

1.We recommend the reflow temperature 215°C (+/-5°C).The maximum
soldering temperature should be limited to 230°C.

2.Don’ t cause stress to the epoxy resin while it is exposed to
high temperature.

3. Number of reflow process shall be 2 times or less.

10. HH#E REEL DIMENSIONS:
,4 8*
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Specification Of LED Displav T
L M. GS2030CW-G-DZ BR4%: VERL.O

=  LED SR8 Rii B+

11. A% PACKING & LABEL SPECIFICATIONS
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