XINGLIGHT Part No. :XL-TRM1838CS

XL-IRM1838CS &/ 4.4k FEARBIER  Technical Data Sheet
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This product contains a high—-speed and high sensitivity
pin photo diode and Low power consumption, high gain
Preamplifier Ic Adopting epoxy resin plastic encapsulated semi
circular spherical packaging Dual shielding and anti—interference
design for both inside and outside, This product has been certified
by Reach and Rohs as an environmentally friendly product,
Used as a receiver in infrared remote control systems

BRMEN S

4§ /A (characteristic) :

LN 7N RS I QIR

Large volume epoxy plastic nose bridge packaging

PR E (K FExmx5 ) @ 5. 8%7. 6%3. 9%4. Omm

Appearance dimension (length * width * height* foot length) : 5.8%7.6%3.9%4. Omm.
* 5 TAEHE, 2.7-5.5V;

Wide working voltage, 2.7-5.5v;

*ARTOFE: A KRR R

Low power consumption; Wide angle and long-distance reception ;

* BRI R T B

withstand environmental interference

* BHILE. TTL. CMOS HF, {RHSFA L
Output matching TTL, CMOS level, low level effective

MR (product application) :

oA CRRL B BRRWL IR

Household appliances (air conditioning, fans, heaters, humidifiers)

* DU (AL, DVD. HLIG. EERBEIDVD. MEHERE)
Multimedia audiovisual equipment (TV, DVD, set-top box, car mounted mobile DVD, hard drive player
R N A v, RN B

Computers and peripheral equipment, induction sanitary ware

* RS (GE, TakEEI)

Industrial Control (Instrumentation, Industrial Automation

*OEEIUR, WA, MRS, HEPLE,

Remote control toys, communication equipment, photography equipment, office machines;
GRS, RERT, TR,

Financial Electronics, Automotive Electronics, Lighting
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HESH

Electrical Characteristics

% BRZ% (Absolute Maximum Ratings) (Ta=25°C)

5B AR w5 AL L X3
Parameter Symbol Rating Unit
GOV
Supply Voltage vDD 6.0 v
ARSI ° o
Operating ambient temperature Topr 20°C~H85°C
3 S N=]
A543 Tstg 40°C ~+125°C
Storage ambient temperature
FRRIRAF Tsol WgsE (Wave soldering) : 240°C, =6s
Welding conditions FE/% (manual welding ) : 300°C, 3s

YeH 2% (Initial Electrical Optical Characteristics) (Ta=25°C)

I.ﬁz i 1CC 0.18 0.24 0.32 mA VDD=5V
Working current
L 0° 15 17 - M
Bl 5 L | %35° 6 8 - M /
receive distance
L | £35° 6 8 - M
G VR T 22
B Fo - 37.9 - KHZ /
Carrier Frequency
BPF % & B B
BPF width Fi 3.8 Kz /
R P H .
- - 2 V Isink=2. OmA
Low level output VoL 50 " sin 0
e P
4. - . v VCC=5V
High level output Vo > 50 =5
burst wave
. 450 600 700 .
A o ke 98 T o Vin=500UVp—p
Pulse width Trut 450 640 700 s b.urst wave
Vin=50mVp—p
=] SRR BgEI
i ?WJ\H]WEFEF{. Thurst 300 - - us Vin=50mVp—p
Minimum pulse width
%'ﬁ./J\IET'”KI?HﬂLIEﬂ Thurst gap 350 - - us Vin=50mVp—p
Minimum interval
SR RO AT )
ﬁm{?@ﬁlﬂ. Tpause 45 - - us Vin=50mVp—p
Encoding pause time

* R B NCH3018-12U. = N T FH Y B0 T, A b 77 IM B AOW R -850 H AT 48, T %38 % 9200 £ 50Lux.




XINGLIGHT

WM %M (Recommended usage conditions) :

Part No. :XL-IRM1838CS

GLE £ e /M —fRfE Bkl AL
Parameter Symbol Min. Typ Max. Unit
(Lt 5
ORI HLE VDD 2.7 - 5.5 \Y
Supply Voltage
NGBS
A FM - 37.9 - KHZ
input frequency
\:Ff—?El
I{/EH L Topr -20° C~+85° C °C
Operating temperature
B H R (Application circuit diagram)
100Q
O— veC B |J_—| {1 ‘ )
IR ) T 100uF [IJ 220K
XL-TRM3018-120 ouT CPU
N o
N I\|‘ 104 ‘
o— GND (B O
JEFERE (schematic diagram) :
S Input A CG_A and | »| Demodulator | Micrcﬁ
F'J_lter controller
N

AGC and ATC Control

I

il

GND
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BWAENRR T, (Receiving angle testing method )

20CM 10KQ
TI:I—O +5.040. 1V L: transmission distance
>~ A . 10uF ——Q vee
)
standard ~ shandard C|
transmltter irarstiltter ()] GND
100KQ H]
O ¢angle of horizon OUT
Oscilloscope tal and vertical
direction
AEE 8 (deg)
& :
@ |
/ T~ 7 -\
p: ‘ T 1| | | |+
$| | | ‘l L‘ }\,J‘LL '&*» —1_] \{ i [ ] ] ‘\ 80

o P mExrEE® O i
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BSR4
Receive distance grading:
R5 B/ME BAHE 14 A 2%
Code Min Max Unit Test conditions
L1 6 8
M ICC=0.25mA
L3 15 20
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SRR 2%

Typical Characteristics Curves

WHRE T (Test waveform) :

26.4us(f0=37.9KHZ) 442us

- .
tpw SEI P SRS
Envelopel ’7 —‘ Envelr::pe‘lﬁ‘
Figure 4. Typical Bandpass Curve Figure 4. Supply Current VS supply voltage

11 340

1.0 Z 320
«h)
= \ = —
209 // b ]
= / \ 2 300 —
Eos 1 N : ol
- = —3dB £ 280
07 2
= | \ g 260
o 0.6 i \ o
= :
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| ] |
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f/f0 supply voltage (V)
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MR

Reliability Test Items And Conditions

*A] EEMESCIRINE (Reliability Test Project)

W5 B TR AF TARTE | WREBE | 685
JEFE i AR BEE260°C+5°C (FEZIPRET) 5FPPLA 20 20
. HHZ¥100PF, HEFHL. 5K Q,
N 2L 20 20
BRSE | e o paky, %511
L . 10-50HZ/1min
— - /_\S. GaN I\
PResk: PEIE: 1.5mm X. Y. Z/30min 3073 H 20 20
S fiE A HRREE8SC+2°C 24078} 20 20
RIR A A7 JREE-20°C+2°C 240/]Ni} 20 20
B A RJESSC; T JE85% 2407 Nf 20 20
U fRIE-20°C (30%>) 4
=] M= 8 NG N
I ARIEEEEZN e GEC (307 10MIEH 20 20
5| S i FH2. SNHIAN J13FBEN 5] IS # 27K 20 20
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SMER

Outline Dimension

5.8 3.9
3.1
7.6
[ (o
Tl @or
1 - | s @ GND
@) C) (D ] C)VG:
L3254 0.4
%1 (Note):

I 7 E S AN X VAT N
Dimensions are in millimeters.
2. BREFMERESS, B RSP RVEAZE+0.25mm .

Tolerances unless mentioned are + 0.25mm.
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(253

Packaging

*R%

In Bags

*PrE PR AR

Moisture Proof and Anti-Electrostatic Foil Bag

/

XINGLIGHT

= Light-emitting Diode =

[ LED Application Solutions Provider }

< tr&EiEE Label Expantion

CPN:69P251009CXG01
CPN: 2/ LOT:
RS/ s N
. I ] MPN:XL-IRMO0038A
MPN: FE VF: HIE A i
- LOT:C251011-IRM/D QTY:500
OTY: HE M: I M T A
Package:Infrared LED
ORIGIN: F=ith MA: B L T —
Origin:CN M:T1
PACKAQE: % 1111 vE:vz &Y
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ERERER (1D

Precautions (1)

1. B APPLY

PR MR AT ] T — S @ A R 8%, I A vk, EBR . PR AEME, #TLEDFIAE —Lam] a2
REFHIEOT, wnfiasiahn, SClEh] L ESWN, —ERSHHERTORETE

This Infrared receiver head can be used in some ordinary electronic equipment, such as office equipment,
communication equipment, house decoration, if LED is used in some high reliability requirements, such as air

transportation, traffic control and medical liao equipment, must refer to the information provided by sales.

2. f#%F Keep in storage

WAFLLAMRICK PSS, JREEABIES5TC, MXHEEAKE 70%.  EILLAMEICKAE R R B H AT =
ANHBATER], WRFTIKNAF 8], VO TR N, JEIBCT ), sE AR .

Storage environment of Infrared receiver head with temperature not exceeding 30°C and relative humidity not
exceeding 70%.It is recommended that Infrared receiver head be used in the original box for no more than three
months. If longer storage time is required, put it in the drying box and add desiccant or filled with nitrogen.

3. JEYE Clean

2 AL 2 TR DR AR A ZURE /Ny, BT S8k 2 o IR AR R T A 0 i R SRR I =R 205 . BRSE.
AT CEERL R, TR TR T A 3208

Special care must be taken when cleaning colloids with chemicals, as some chemicals have damage to the colloidal
surface and cause fading such as trichloroethylene, propylene, ketone, etc.It can be wiped and soaked with ethanol for
no more than 3 minutes at room temperature.

4. 5| E Feet assembly
(1) T B2 KA BTSSR
It must be 2 mm from the colloid to bend the bracket.
(2) ST b A5 S B Bt e b N 53R S ko
Support forming must be done with fixtures or by a professional.
(3) SCHERY W IRAE N AT 58 L o
Support forming must be completed before welding.
(4) SCHRFSIY F ORAE 5| BAT TR PR 2 R AR — 2
The pins and spacing are the same as on the circuit board.
(5) MR IE R IR FHEAT, MLEDIEH B BIPCBIR L5, R S8k e 40 Ak 51 R AL i In L
77. Welding must be performed at normal temperature and when Infrared receiver head is normally welded to the PCB
plate, avoid applying mechanical pressure at LED pins at a minimum.

Zmm
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ERERFR (2)

Precautions (2)

5. /28 Weld
MIEFER, DR ERAREH2mm LR TR, TEIREN, N kIR i ARGk R A, TERE S 5
s NBEGTE S Ak I8 R Sh A ARk i A

When welding, welding must be conducted below 2mm of colloid bottom. When welding, try to avoid soaking Infrared
receiver head colloid. After welding, avoid adding external force on the pin or shaking Infrared receiver head colloid.

300 TR U 5

250 Max: 240°C/6S

200

150

100

Temperature ('C)

Fluxing

50
30

Preheat

10 20 30 40 50 60 70 80 90 100 110 120

Time (ses)

6. EHHLEHY Electrostatic protection
R R R B 2R T E e A L AMECK PR AR IR, InGaN R A7 Al Y S A FH B e s B, anps A B
VR AF N AR ZCHBM<1000V; A28 5 AR <100V,

High increase of static electricity and current will damage Infrared receiver head. Use antistatic devices such as
protective belts and gloves. Note: human discharge mode HBM <1000V; machine discharge mode <100V.

7. REE: F—30" 0, WTRHEARRBRS B, ARSI E RS EIE AR AR,
JRVE R A BRI, GRS FRDG R, XL BRI R A RN .

Sensitivity: The same product can be used on different devices, The actual data measured in different environments
also varies.In different environments,Attention should be paid to the interference of the surrounding

environment ,Interference of light and different light intensities ,Has an impact on the sensitivity of the infrared receiver
head .

8. ZLAMERIRCL NAZA — NI R e B 0, USROG B ZDAN IRk, A BBETI, A G AT 55
LLANAIR S IR N LAk 2 R R

The infrared receiver head should have a filter to filter out white light. Because, the strong light direct infrared receiving
head ;, Electromagnetic interference , Equipped with stroboscopic light source and strong infrared heat source Under
equal environmental conditions Infrared receiver head will affect reception
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FERERER (3)

Precautions (3)

9, FHAhBm:

ANESLLAMEBCR I 51 ETEINAS B EE S0 15 TEE RSP LAMENCK IR T, W15 SRR IR .
Do not apply unnecessary external force to the pins of the infrared receiver head ; Pay attention to protecting the
receiving surface of the infrared receiver head, Staining can affect reception function.

Mg A es, AniraEm

If there are any modifications to the specification sheet, no further notice will be given




