3

3.30 [0.130]

0.60 [0.024]
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REVISIONS

REV. ECN NO. LOCATION

DESCRIPTION DATE DESIGN

AO N/A

INITIAL RELEASE / /

Al N/A

T T B P T 2025.2.17 i

2.35 [0.093]

1.60 [0.063]
0.40 [0.016]

[

,,,,,,,,,, J

1.55 [0.061]

0.50 [0.020]

0.15 [0.006]

2.52 [0.099]

Recommended PCB Layout

Specifications:

HH

Voltage rating:30V AC/DC
BEHE: 30V AC/DC

Current rating:3A AC/DC

e . 3A AC/DC

Withstanding voltage: 100V AC/minute
fifsZHk: 100V AC/Zr b
Temperature range:—25TC—+85C
VG —25C—+857C
Insulation resistance:500M0 min
A fH: 500MQO Min

Contact resistance:50mQ Max
e H: 50mQO Max

PART NO.:

®Series No
®@Category:W—Wafer
®Welding Board Angle:V—-Stright 180"
@Welding Way: S—SMT
®Row No.Pin No:XX—08Pin—XXPin
®High:A=0.6mm

Mating Height 0.8mm
@Material:LP-LCP UL 94V—-0 Black
®Plating:VO1—-CGold Flash;

SN—Tin Plating

X0405WVS—08A—LPVO1

LCP UL

94V—0 Copper Alloy

X0405WVS

Suitable XKB

PART NO Material | Material(Pin)

Female

AuGLAR 15

X. +0.40

X.x +0.30

XXX +0.20

X XXX +0.15

g CHECKED
Connect/on PPPROVED

DESIGN Bl 4t MODEL TYPE:

VIEW: @%

0.40mm BTB Style Connector

UNIT: mm /in | PART NO.:

X0405WVS—08A—LPVO1

Size: a4 [PWG NO-

UNSPECIFIED TOLERAUCES

www.helloxkb.com www.helloxkb.cn

XKB

www.xk—dg.cn
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