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REVISIONS
REV. ECN NO. LOCATION DESCRIPTION DATE DESIGN
AD N/A INITIAL RELEASE / /
A1 N/A T R 2024.9.12 | mw
mSPECIFICATIONS
g *Voltage rating:250V AC/DC
o *Withstanding Voltage: 1000V AC/minute
B+0.30 6.40 [0.252] = -Tempe.roture .romge:f4O”CN+W25°C
o sInsulation resistance:=500MQ
To) *Contact resistance:<10mQ
0 © | *After environmental testing:<20mQ
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o @Category:W—Wafer
®Welding Board Angle:R—Stright 90°
a @Row No.Pin No:XX—=02~20Pin
5.40 [0.213]4+0.20 ®Material: NO—PA66 UL94V-0
4><7 @P\omﬁmg:SN*Tm Plated Dimensions(mm)
Poles
A B
02 2.50 7.50
A+0.20 03 5.00 10.00
+
2.50 [0.098]40.10 ‘ AL0.20 ﬂ‘ ot Lo 1250
06 12.50 17.50
0.60 [0.024] Cireuit 1 _ 7&,7@7, 20.90 [40 07 | 15.00 | 20.00
-035] 08 | 17.50 | 22.50
J |, 2.50 [0.098]+0.10 09 | 20.00 | 25.00
‘ 10 22.50 27.50
11 25.00 30.00
12 27.50 32.50
PCB LAYOUT 13 30.00 35.00
14 32.50 37.50
© © © © ©] © ©] 20 47.50 52.50
;, (i X2508WR—03—-NOSN [Nyoln 66 UL 94V-0 Brass Tin—Plated X2508H
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PART NO Material Material(pin) | Finish(pin) | Suitable XKB Housing
¢ , VIEW: MODEL TYPE:
AUGLAR £5 DESIGN BE‘HXJ @_EI’ 2.50mm Crimp Style Connectors]
X. 1+0.40
X.x +0.30 g CHECKED UNIT: mm/in [PART X[\gsﬁWR—OS*NOSN
XXX +0.20 WG NO-
X XX 1015 |[Connection APPROVED] SIZE: A4 X PEORWR 03 NOSN
UNSPECIFIED TOLERAUCES
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