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Specifications:

A%<

Voltage rating:400V AC/DC
WEHE: 400V AC/DC

Current rating:14A AC/DC
BUEHG: 14A AC/DC

Withstanding voltage:1800V AC/minute
fif % E: 1800V AC/4rh
Temperature range:—40C—+125C
RETEHE: —40C—+125T
Insulation resistance:1000MQ min
42 HifH: 1000MQ Min

Contact resistance:15mQ Max

Hefph b H: 15mQ Max

PART NO.:

X3501
@ @ 6 @

W R-03 A-LP SN
® ® ©

®Series No

®@Category:W—Wafer

®Welding Board Angle:R—Stright 90°
@Row No.Pin No:XX—02~12P
®BCategory:

3.50 [0.138]

3.50 [0.138]

-

R

,@,,,,@, .
1.75 [0.

4 175 [0.069]

,, #3.05 [90.120]

.

A:With retention clip.A Key Black

B:With retention clip.B Key Nature
®Material:LP—LCP UL94V-0
@Plating:SN—Tin Plated

PCB Layout(2~3Pin) PCB Layout(4~12Pin)

Dimensions

A B

02 35.50 8.00

03 7.00 | 11.50

7.00

WR—XXA

04 10.50 | 15.00

X350 TH—XXA /

X3501H—-XXAQ 14.00 | 18.50

05 10.50

X3501TWR—-03A—LPSN Copper Alloy

WR—XXB

06 17.50 | 22.00 | 14.00

X3501H-XXB /

X3501H-XXBO 07 21.00 | 25.50 | 17.50

PART NO MaterialMaterial(Pin)

)| Category

08 24.50 | 29.00 | 21.00

Suitable XKB Housing

12 58.00 | 43.00 | 35.00

AuGLAR +5°

+0.40
+0.30
XXX +0.20

X XXX +0.15

ER

Connection

y

MODEL TYPE:
3.5mm Crimp Style Connector

DESIGN Sm] A

VIEW: @_%

PART NO.:

CHECKED
X3501WR—-03A—LPSN

UNIT: mm/in

DWG NO.:

APPROVED SIZE: A4

X—X3501TWR—03A—LPSN

UNSPECIFIED TOLERAUCES

www.helloxkb.com

www.helloxkb.cn

XKB

www.xk—dg.cn
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