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CUSTOMER DATE
ZPYE %S = PR R 2 6x10-3.0T 700Q Six—
CUSTOMER P/N DESCRIPTION hole magnetic beads
REAMEERS XRR6H-610-3T RE M4 Six-hole magnetic
OUR PART NO OUR PART NAME beads

A IR R~ Appearance of size

BA A7 Unit: mm
i
D| <
!
B 1 B
A 6.0+0.2 B 10.0+0.2 C 21.0+0.5 D 3.4+0.5
PELER
Material list:
5 4 5 AR MR G

Department name

used material

Material number

CORE

JR6H

GM-JR6H-6%10

2

wire rod

@®0. 5mm (FTCHESHH LML SE3.0T)

(lead—free tin—plated copper-—
clad steel wire winding 3.0T)

MT2100603T
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B2 H 3
CUSTOMER DATE 2024-10-08
BB RS RS 6x10-3.0T 700Q Six-hole
CUSTOMER P/N DESCRIPTION magnetic beads
RAYE RS R Mm% . .
OUR PART NO XRR6H-6%10-3T OUR PART NAME Six-hole magnetic beads
HYERES S
Electrical performance parameters
i H M (3.0TS) TR KA R E
project specifications test condition Testing instrument
Fﬂﬁ 2 5002 MIN 25MHz HP-4291B
e
B,ﬂﬁ (2 7002 MIN 100MHz HP-4291B
impedance

YEML T.FF Working procedure:
(1) F£: WBERLKLER, 23,08,

Threading: according to the requirements of the drawings, wrap it around 3.0 times.

(2) BYM: IRIEELHRTER,

Cutting feet: according to the size requirements of the drawing line.
(3) S UMRE.

Visual inspection.

(4) BRFERE (SR EERSRE

Electrical characteristics inspection (refer to the above electrical characteristics)

Tf& %4 Storage conditions

D) EBREVRERENBEREUTEME: BE: 23°C, HXEE: 63%. The warehouse for storing goods shall

meet the following conditions: temperature: 23°C, relative humidity: 63%.

@ k=R REERMED RS, SRR LEL, FBFEKIEEM. Itis forbidden to store the product in

corrosive substances, otherwise it will cause oxidation of the end and reduce the weldability.

G ATBAERES. REEVMROE®, FHMERETHRREE.

In order to avoid the influence of moisture, dust and other substances, the product should be kept on the shelf.

@ = RREEERY, NEAeHFG. RIUREBLRES.

When the products are stored in the warehouse, thermal shock, vibration and direct light should be avoided.

(ONSEIVE:E R
Products should be sealed and packaged.
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HuFangting RaoPing Li Zhengxiong




