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REV. DESCRIPTION OF REVISIONS| APPR. | CHEC. |[DRAW. DATE
/N New huabo  |2017,/07/26
A New spec huabo (2024 /01 /11
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o TECHNICAL CHARACTERISTICS
\ J 1.General Characteristics
wwwwwwwwwwwwwwwwwwwww Durability: 300 cycles min.
0.50+0.05 Te) 2.Electrical Characteristics
C£0.20 it Contact resistance: 20mQ typical,30mQ max
(@]
o -+ Insulation resistance: >1000M Q/500V DC
w0 0.74 9 3.Solderability
N V 1.27 N Vaporphase: 215°C,30sec.Max
IR reflow: 260°C,5—10sec.
I I I I I I I I I I I I I I I I I I I I I I I I % Manual soldering: 370°C,3sec.Max
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o .Environmental Characteristics
ﬁi Operating temperature: —40°C~+85C
L0 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 Operating humidity: 10%~+95%RH
C HOUSING 1 High—temp thermoplastic| Black UL94V-0 _
B CONTACT 20/56 COPPER ALLOY Cntact area: 3u”Gold Min i
COVER 1 STAINLESS NON PLATING
RECOMMENDED P.C.B LAYOUT Unless otherwise ®
COMPONENT SIDE(TOLERANCE +0.05) specified, other l ' IUP MUP INDUSTRIAL CO.,LTD.
tolerance are: ’
X £0.35 [X +5° |NAME:  Pin Header Pitch 1.27 Connector
Di H X.X +0.25 | X.X" +4° -
MODEL NO: | contactstm)| ™A Igensmns C AN XXX 2015 [xxx 3| oo NO MUP-B9002 X
B9002—-01 | 2*28 | 35.96 34.29 | 33.02 v, X XXX £0.10 |[XXXX £2° | IYPE: H2.1 with post 20/56P
_ PROJ. UNIT | SCALE DWG NO. :
/[ B9002-02 | 2*10 | 13.10 11.43 | 10.16 RoHS | DRAWN | huabo 2017.7.26 |7, 59002—01-01
PROCESS COMPLIANT ey ————— CHECKED | huabo 2017.7.26 STEET REVISION
APPROVAL| Wang  2017.7.26 1/1 2
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