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A. SCOPE Ji[#

This specification applies speaker,

B- SPECIFICATION #i#%

GSPK2005BOX-8R1W-L150S-1.25T-15 i

(GENERAL)
1 Size 2z 20mm*H5.0mm
2 Power Rating RATED POWER INPUT 1.0W MAX POWER INPUT 1.2W
3 Impedance 8 Ohm *15% at 1kHz 0.283 V
4 Resonance Freq 1400Hz£20% at 0.283 V
95+3dB/0.1m /0.283V
5 |S.PL
at 0.8KHz,1KHz, 1.2KHz,1.5KHz,2KHz, average
6 Response Fo—20 KHz, deviation -10dB max.
7 Distortion Less than 10% at 1KHz 0.283V/10cm
8 Magnet Nd-Fe-B
9 Operation Test Must be normal at program source 2.83V
) When a positive D.C voltage is applied to the terminal
10 | Polarity .
Marked(+ )or red the diaphragm should move to the front.
) Capable of withstand a 500g load for 3 sec.
11 | Terminal Strength _ o o
Without resulting in any damage or rejection.
Speaker shall continue to operate after 10 sec.
19 Terminal Stabilization test condition Suppling lead wire and solder
Soldering Test on the terminal board and maintaining for 2seconds at
temperature of 290—320% by hand iron
Should mot exist any kind of obstacle to be harmful to
13 | Appearance normal operation, not any remarkable damages, cracks,
rust and distortions which may cause malfunction.
14 | Marking
Envirnmental
15 ROHS

Protection Regulation
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C. TYPICAL FREQUENCY RESPONSE CURVE #iil Z i v/ i £&
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E. THD ZkE %k
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F. MEASUREMENT CIRCUIT &£
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G~ MECHANICAL CHARACTERISTICS  HLmdd 4

NO Item Test condition Evaluation standard
Speaker shall be measured after being | No obstacle to be harmful
applied vibration of amplitude of 1.5mm | to mormal operation ;

1 Vibration Test with 10 to 55Hz band of viration | Damages,cracks,rusts and
frequency to each of 3 per-pendicular | distortions.
directions for 2 hours. Should not be audible at
Drop the speakers contained in normal | 2.83V sine wave between
2 Drop Test box onto the board 40mm thick 10 times | FO~4.0kHz
from the height of 75cm

H. ENVIRONMENTAL TEST

. . . . Being placed for 6 hours
1 |High temp. test  [After being placed in a chamber at +55°C for 96 hours. £ p .
at +25°C receiver shall be
. . . measured. No obstacle to
2 |Low temp. test  |After being placed in a chamber at — 25°C for 96 hours.
be harmful to normal
. . . . |operation ;damages,
. After being placed in a chamber at +40°C and 90£5% relative P £
3 |Humidity test o cracks, rusts and
humidity for 96 hours. o
distortions, should not be
The part shall be subjected to 6 cycles. One cycle shall be consist of : audible at 2.83Vsine wave
155C between Fo~4.0KHz.
S.P.L. deviation of unit
+25C +40C should be within £3dB.
4 |Temp. cycle test -20C
2hr | 0.5hr| 1hr | 0.5hr| 2hr 0.5hr 1hr
7.5hrs
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I RELIABILITY TEST 1 it ka6

NO Item Test conditions

Evaluation standard

1 | Load test | hours,at room temp.

2W pink noise is applied for 24

Being placed for 1 hours at +25 C ,speaker shall
be measured,No obstacle to be harmful to normal
operation;damages,cracks,rusts,etc.should not be
audible at 2.83v  sine wave between
Fo~4.0KHz.Fo should meet intial
one.S.P.L.deviation of unit should be within &
3dB

TEST CONDITION

Standard Test Condition :a) Temperature: +35+2°C b)
Judgement Test Condition: a) Temperature; +253+2°C  b)

Humidity; 45~85% ¢) Pressure; 860-1060mbar
Humidity; 60-70% c) Pressure; 860-1060mbar
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K. PACKAGE SPECIFICATION fUZEHi#%
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