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® Features

SOD-323 Fast Swithing Diodes

Package Outline

+ Fast Switching Device (TRR <3.0uS)
+ Power Dissipation of 250mW

+ High Stability and High Reliability
+ Low reverse leakage

® Mechanical Data

+ Case: SOD-323

Molding compound meets UL 94V-0 flammability rating,

RoHS-compliant, halogen-free

+ Terminals: Solder plated, solderable per MIL-STD-750,

Method 2026

« Polarity: Cathode line denotes the cathode end

® Function Diagram
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Dimensions in inches and (millimeters)

Maximum Ratings (Ta=25°C Unless otherwise specified)

PARAMETER SYMBOL UNIT VALUE

Maximum repetitive peak reverse voltage Virru \Y 85
Maximum RMS Voltage Viws v 75
Reverse Breakdown voltage @lz=100pA Vierr v 100
Maximum Average Forward Rectified Current () mA 200
Non-Repetitive Peak forward surge current @tp=1us 4.0
Non-Repetitive Peak forward surge current @tp=1ms les A 1.0
Non-Repetitive Peak forward surge current @tp=1s 0.5
Power Dissipation P4 mwW 250

Storage temperature Tog °C -55~+150
Junction temperature T °C 150
Typical thermal resistance Resa °C /W 450
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Electrical Characteristics (Ta=25°C Unless otherwise noted)

SOD-323 Fast Swithing Diodes

PARAMETER TEST CONDITIONS SYMBOL UNIT Min Type Max
1.=1.0mA — — 0.90
[=10mA - - 1.0
Maximum instantaneous forward voltage Ve v
[,=50mA - - 1.1
1.=150mA — — 1.25
Ve=T5V nA - - 5.0
Reverse Leakage Current Iz
Ve=T5;T;=150°C A - - 80
Total capacitance V;=0V,f=1MHz Cr pF — 2.0 —
. . [=1,=10mA,],=0.1 X, B
Maxinum reverse recovery time R=1000 T, ns 0.8 3.0
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Ratings And Characteristics Curves (Ta=25°C Unless otherwise specified)
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Fig.5 Maximum Non-Repetitive Peak Forward Surge Current
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