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Unit: inch (mm)

BAENEME 1a=25C BEzEAE.
Maximum Ratlngs & Characteristics Ratings at 25°C ambient temperature unless otherwise specified.

Surface Mounted Schottky Barrier Rectifiers

4%1E Features

Reverse Voltage 40 ~ 200 V
Forward Current 3.0 A

o KEJRERIK Low reverse leakage

o FERAAZHEN® High forward surge capability
o SEFM  High reliability
o SBIEERIE High temperature soldering guaranteed:

260°C/10 #
260°C/10seconds

o 5| & ME MRS RoHSHRE
Lead and body according with RoHS standard

HMEIE Mechanical Data

o HIEHNF:SMA 2E Case:SMA Molded plastic

o IREMAE : ULBRESR : 94V-0
Epoxy: UL 94V-0 rate flame retardant

o S| : 4845, 4 Lead: Pure tin plated, lead free

e i S$S36-SMA-50M N
Parameter Symbols Unit
BATWEERERELE
VRRM 60 V
Maximum repetitive peak reverse voltage
BAEABREE Maximum RMS voltage Virus 42 \Y
B KIE TR PE HT B
EX A VDC 60 Vv
Maximum DC blocking voltage
BKRIEM[PHERER
Maximum average forward rectified current
EFATESERBLR 8.3 msHf —ELF K
Non-repetitive peak forward surge current lesm 70 A
8.3 ms singlehalf sine-wave
BAREMBE IF=3.0A
) e Vr 0.7 \Y
Maximum forward voltage
RARMER @V
= T @Voc Ik 100 bA
Maximum reverse current
BHAARE  Typical thermal resistance (Note 1) Roua 95 °C/W
TR
e T, -55 - +150 °C
Operating junction temperature range
iR
- Tere -55 - +150 °C
Storage temperature range

%7 Note:

1) REEPCBIR L , APNEEI A BIERI AP,
1) Thermal resistance from junction to ambient, PCB mounted.
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SS36-SMA-50M

A4k Characteristic Curves

Erfstihs (928E)

TYPICAL FORWARD CHARACTERISTIC
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Typical Reverse Characteristics
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