Professional semiconductor GKH?SR]_OOS
device manufacturer SiC MOSFET

s 150 %

Wide Bandgap SiC MOSFET Technology Io 28.2A
Low On-Resistance with High Blocking Voltage RDS(QN) 100 mQ
Low Capacitances with High-Speed Switching
Low Reverse Recovery (Qrr)

Robust against Parasitic Turn on Even OV Turn off Gate Voltage

GK XXX

HT5R100

Reduced Switching Losses

Increased System Switching Frequency 20 GK oxxx <
Increased Power Density H75 R 00

Reduction of Heat Sink Requirements
Reduced EMI VDSS

APPLICATION

. i 2.Drain

Switch Mode Power Supplies

High Voltage DC/DC Converters

Battery Chargers 1.Gate

Motor Drives

. . 3.Source

Pulsed Power Applications

ABSOLUTE MAXIMUM RATINGS (Tc = 25°C, unless otherwise specified)
Parameter Symbol Test Condition Value Unit
Drain to Source Voltage Vbs Vs = OV 750 Vv
Gate to Source Voltage Ves Absolute maximum values -10/+22 \%
Recommended Operation Voltage )
Vasop Recommended operational values 0/+18 \'%
of Gate to Source
Ves=15V, 7c=25°C 28.2
Continuous Drain Current b A
Ves=15V, 7c=100°C 20

Pulsed Drain Current owm Ves=15V, Tc=25°C 55 A
Power Dissipation Prot Tc=25°C, T=175°C 106 W
Operating and Storage

P J I T Tstg -55to +175 °C
Temperature
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Professional semiconductor GKH?SR]_OOS
device manufacturer S|C MOSFET

Electrical Characteristics (T;=25Cunless otherwise noted)

Static Characteristics

Value
Parameter Symbol Test Condition Unit
Min. | Typ. | Max.
Drain to Source Breakdown Voltage Wer)pss Ves=0V, Ip=500pA 750 Y
Gate Threshold Voltage Vas(th) Ves= lbs, Io=5.2mA 2.6 4.6 Y
Zero Gate Voltage Drain Current Ioss Ves=0V, Vbs=750V, 7j=25°C 100 HA
Gate to Source Leakage Current less Ves=18V, lbs=0V 250 nA
Ves=15V, b=12A 135
Ves=15V, b=12A, T=175°C 112
Drain to Source on Resistance Rbs(on) mQ
Ves=18V, bh=12A 100 130
Ves=18V, b=12A, T=175°C 95

Dynamic Characteristics

Value
Parameter Symbol Test Condition Unit
Min. Typ. Max.
Input Capacitance Giss 739
o c ) c Ves=0V, Vbs=400V, /=100KHz, .
utput Capacitance oss
p p f=25°C 58 p

Reverse Transfer Capacitance Gss 45
Total Gate Charge Q 37.2

Ves=0/18V, bs=400V, b=12A,
Gate-Source Charge Qys 14.4 nC

fi=25°C
Gate-Drain Charge Qud 9.7
Gate Resistance Ry Wac=25mV, =100KHz 2.6 Q

Thermal Characteristics
Value
Parameter Symbol Unit
Min. Typ. Max.

Thermal Resistance from Junction to Case Ring-o - 142 - °C/W
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Professional semiconductor

device manufacturer

GKH75R100S
SiC MOSFET

Electrical Characteristics (T;=25Cunless otherwise noted)

Switching Characteristics

. Value .
Parameter Symbol Test Condition - Unit
Min. Typ. Max.
Turn-On Delay Time td(on) 15.2
Rise Time 3 Ves=0/18V, lbp=400V, 46.8
ns
Turn-Off Delay Time taoff) b=12A, Ry=5Q), [=200uH 224
Fall Time & 352
Reverse Diode Characteristics
Value
Parameter Symbol Test Condition Unit
Min. Typ. | Max.
Diode Forward Voltage Vep Ves=0V, kp=6A, 7j=25°C - 35 \Y
Continuous Diode Forward
k Ves=0V, 7=25°C 28.2 A
Current
Reverse Recovery Time tr 13.2 ns
Reverse Recovery Charge Q« Ves = OV, ko=12A, 59.7 nC
Wk=400V, di/dt=1265A/us, T=25°C
Peak Reverse Recovery
frem 7.3 A
Current
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Professional semiconductor

device manufacturer

RATING AND CHARACTERISTIC CURVES

GKH75R100S
SiC MOSFET
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Fig1. Output Characteristics 7j=25°C
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Fig3. Output Characteristics 7j=-40°C
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Fig5. Normalized On-Resistance vs. Temperature
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Fig2. Output Characteristics 7j=175°C
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Fig4. Typical Transfer Characteristics
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Fig6. Normalized On-Resistance vs. Drain Current
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Professional semiconductor GKH?SR]_OOS
device manufacturer SiC MOSFET

RATING AND CHARACTERISTIC CURVES
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Fig7. Normalized Threshold Voltage vs. Temperature  Fig8. Capacitances vs. Drain-Source Voltage (0-200V)
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Fig9. Capacitances vs. Drain-Source Voltage (0-600V) Fig10. Body Diode Characteristics
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Professional semiconductor GKH?SR]_OOS

device manufacturer SiC MOSFET

RATING AND CHARACTERISTIC CURVES
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Fig13. Maximum DC Drain to Source Current vs. Case
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Professional semiconductor GKH?SR]_OOS
device manufacturer SiC MOSFET

Soldering parameters

Pb-Free assembly

Reflow Condition
(see as bellow)

-Temperature Min (Ts(min)) +150°C FIG5: Reflow condition
tp
Pre -Temperature Max(Ts(max)) +200°C Te- R
Heat Ramp- Cr iica 1Zo ne
-Time (Min to Max) (ts) 60-180 secs. . TioTe
. t
Average ramp up rate (Liquid us Temp
° Ts(max) -
(TL) to peak) 3C/sec. Max i Ramp-
Ts(max) to TL - Ramp-up Rate 3°C/sec. Max ;ep P'ehe:t
Ts(min)
-Temperature(Ti)(Liquid us) +217°C tel:ra —l
Reflow e
-Temperature(tL) 60-150 secs. 2 L fimeto peak ] —
I 1 Time
Peak Temp (Tp) +260(+0/-5)°C emperatue
°C
Time within 5°C of actual Peak Temp (tp) 30 secs. Max
Ramp-down Rate 6°C/sec. Max
Time 25°C to Peak Temp (Tp) 8 min. Max
Do not exceed +260°C

Package Dimensions & Suggested Pad Layout

TO-252

X1
2.30+0.2

<
o
‘ + -
11 [ o12r 1T |8
] mMaX ——ff=— 0 |
ﬂ—l—ﬁ] Y
, J ] 1
H T E' o | 2 | 3
v v S5 o —t X A—-—
] S e}
‘ “’.I oy
‘ 2.310.L |[lo70£02 T
! T Dimensions | Value (in mm)
4.6040.2 C 455
X 1.50
Dimensions in inches and (millimeters) X1 5.80
Y 2.70
Y1 6.00
Y2 10.90
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Professional semiconductor

device manufacturer

GKH75R100S
SiC MOSFET

Tape & rell specification

Tape Symbol Dimension (mm)
PO 4.00+£0.20
P1 8.00+0.20
P9, P1 4»{ }43 Do e, ; P2 2.00+0.20
2ol oleele Eb o] I Do 155015
jeni s ey e e B py B py AT I D1 1.55+0.20
IR B e e e e e m
‘ ‘ ‘ ‘ ‘ ‘ ‘ 1.75+0.20
‘ ‘ ‘ 57 ‘ ‘
—H KOle— F 7.50+0.20
SECTION : B-B W 16.00+£0.20
20 A0 7.10+0.20
SECTION - AA BO 10.50£0.20
KO 2.70+0.20
T 0.30+0.10
13" Reel Wi D2 330.045.0
(7 ! wi 20,0150
< W2 25.0£5.0
v % —v— o I 13.0£2.0
o]
/ Quantity: 2500PCS
W2
D2
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	RATING AND CHARACTERISTIC CURVES (SS52 THRU SS510)

