HRYIT R EE B TR RAH

A NP
SPECIFICATION FOR APPROVAL

= AR

Customer Name :

= FP B 5;
Customer P/N:

PR 4 FR: THER Hi &

Product Name:

® ik #® S SRVR.100512.YF &%
Sorede P/N:

wE BEFPEIAEIE

Manufacturer Approval Signet

HA 1

N
Draft Q@‘;@)ﬁ_ i ?ﬁﬁ
N

TE+f&EL

e

2026-08-20 HHA Date

btk - RN T WL IR B S0l 5 T T SR A 8 5 Y ) el il 5 AG R 3.

Address:3Rd Floor, Building A6, Yuanchuangyuanlu, No. 8 Xintang Village,
Fucheng Street, Guanlan Town, Shenzhen.

HL 1% Tel: 0755-29803356 £ H Fax: 0755-29803506

H-FHEAE E-mail: sorde@vip.163.com
Mk http// www.szsorede.com



http://www.szsorede.com

EERR

Modify Resume
B H & ot Wl 4 BBUERA S
Date modified Modity Details Version No.

2026-08-20 AT File formulation A




Sy
ST SRD-WI-30828

A

File Number Version Number

TR

1. MR~ Dimension :

=1 J5ee L

2. A A Product Spec. Model

SRVR.100512.Y F.R1I0 L T
a b cd e fg

Series name

=8

Product dimensions (a x c)

o o

Sealing way (L: Cold seal Y: Heat seal)

¢}

d: Lettering direction W
e: Inductance Value

(1RO:1.0uH; 100: 10uH; 101:100uH)

g: Package (T:Tape/Reel. B: Bulk)
h: Numbering (standard)

3. GeiIA:

4 = o 3

— 1 et T

\ -'!.*" A _
Y, '~ Secondary clip

2 Primary clip

f: Inductance Tolerance (K:10% ; L:15% ;

M:20%)

1/5
page
HA7Unit: mm
A 10.0Max
B 5.0Max
C 12.0Max
D 25+05
E 25+05
F 1.1+05
G 1.5Typ.
H 4.9Typ.
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4. EBMBES IR Electrical Characteristics List
Heating
. DCR DCR 1- 2- .
HLURKEE Li MR ; Saturation|Saturation| '1€@ting | Current
b it Ry Inductance Test Freq.| (Prima (seco Current
(nH) . . Current | Current . (secondary
Part NO. (nH) ] (kHz/v) | ry clip) ndary 2 9 (primary :
1-4/2-3 | Min 0 ldoymo | @2°C | @100C iy (Amps)  cliP)
m clip) m (Amps) | (Amps) 55)
SRVR.100512.YFRO7LTO0 70 49 100/1  |0.125+10%|0.45+10% 127 110 75 40
SRVR.100512.YFRO8LTO00 80 56 100/1  |0.125+10%|0.45+10% 111 96 75 40
SRVR.100512.YFROSLTOO 90 63 100/1  |0.125+10%|0.45+10% 98 85 75 40
SRVR.100512.YFR10LTOO 100 70 100/1  |0.125+10%|0.45+10% 89 77 75 40
SRVR.100512.YFR12LT00 120 84 100/1  |0.125+10%(0.45+10% 74 64 75 40
SRVR.100512.YFR15LTOO 150 105 100/1  |0.125+10%|0.45+10% 59 51 75 40
SRVR.100512.YFR17LT00 170 119 100/1  |0.125+10%|0.45+10% 52 45 75 40
XA ZTolerance: M:+20%. L:#15%. K:+10%.

¥ T/EIR ¥ Operating temperature rang: -40 ‘C to +125°C (Including Self-heating)

¥ it 715 ¥ Storage termperature rang: -40 C to +125°C

Test Condition : (1)-(4)=(2)-(3) @100KHz , 1.0Vrms , 25deg.C Ambient.

Li is the value of the inductance : at 25°C at the listed rated current.

DCR @ 25°C, test DCR1-4 & DCR2-3 which was shown on dimension page.

Heating Current : DC current that will cause an approximate AT of 40°C

1-Saturation Current : is the DC current which causes the inductance drop to Li at +25°C

2-Saturation Current : is the DC current which causes the inductance drop to Li at +100°C

Operating Temperature:-40°C ~+125°C(Including self-temperature rise).
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5. FEERB3E Packaging
1) FHHEIEREE Tape packing diagram
g 1 Lo - I-'_; '
N j
! | |
1
ITEM w A0 | BO | KO P E F DO | P1 | P2 T
DIM 2400 | 102 | 520 | 122 | 16.00 | 11.50 | 1.75 | 1.50 | 4.00 | 2.00 | 0.50
TOLE +0.3 | £0.1 | 0.1 | 0.1 | 0.1 | 0.1 | +0.1 | +0.1 | £0.1 | +0.1 | =+0.05
2) ##R~ REEL DIMENSION(mm)
A
A 330+0.5
B 100+0.5
ja'a]
C 13.5+0.5
w 24.5+0.5
L

3 ) HEBEREE Tape packing diagram

T Cowver Tape

FEAFL Sprocket Hole

. S B xR Chip Cavity

T Carrier Tape
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4) FEIBEEKPeeling required

OF J1K/N: 20~100g;

@I R fMAE: 165°~180°

¥ 165 TO 180°
iy s Al
DIRECTION OF FEED
-
5 ) BEEHE Packing quantity
R Tape (MPQ unat)
i — B (B )

Inner Packaging

i

Duwter Packaging:
240, 84

T

IJ\.E & (PCS) JOSF RS (Size:mm)
(Project)
% (Reel) 300 13"

&
N i 600 340mm*340mm*65mm
(Inner box)
CAE]
360mm*360mm*235

(Out box) 1800 mm mm mm
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5. 7EEZEIT Note

OAANFRUER T fh A — D AR IR O IR A1 S 2 B 5w 77 i B, 36 RAE
S ] (7 i CARYE 51 R RS EEAT 1A RO A .
This product specification guarantees the quality of our product as a single unit. Please make
sure that your product is evaluated and confirmed against your specifications when our product

is mounted to your product.

@ R 53 w0 F A b B S T AR FE B I RE, AR T SR IR AL
HFPREA T IRIE
We cannot warrant against failure caused by any use of our product that deviates from the

intended use as described in this product specification.

@A T ORFF A AR RSN, IR RAD R ORER RAPIRES, A i A7 X R AR L
To maintain the solderabilty of terminal electrodes and to keep the packing material in good
condition,temperature and humidity in the storage area shouid be controlled.

KW EAE: -10~+40°C, 30~70%RH.

Recommended conditions: -10 ~ +40°C, 30~70%RH.

SAEAPIL NN A I, AR SRR T AT BEAT AR AR 56

In case of storage over 6 months,soldrability shall be checked before actual usage.

XAV BLAR RO REAF 2R AE T, 77 iR AT R A A IR (8] AR T PG PRI, 7 i B AN AZ B 55

AWM HZ N 7E.
Even under ideal storage conditions, the weldability of the product decreases over time.
therefore, the product should be From the time of delivery, it is recommended that it be used

within & months.

@OARANPLER PR30 RZW, DARETERE, @ AEA.
The Specification Approval should be sent back to the supplier with customer'schop on it

within 30 days after receiving it, or we will take it as approved by customer's automatically.

OUWIARFA IS ZOR, THHATIRAE A BRI G -

In case of special specifications please contact our technical department prior staff.




