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1. P2 i4ME Product appearance
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CFT2E335J0DI310HL100
our company Part No Client Part No
4 Cap Tol Vr w oD L d B HE
& | AetE
Description|  (uF) % (DC) | (+1.511)| (1) | (min) | (£0.05)| Color Qty
AC NG
MKP 3.3 5 250 31 16 25 0.8 T
2. 72Ut EH Product instructions
S prift
r/eif]ﬁe GB/T 2693  (IEC 60384-1)
standard GB/T 10190 (IEC 60384-16)
PRI B R TR s Wl s .
Component List Item K 3873 Component MBI TR Materials
HX J 21 .
1 %7 Element ﬁ@f&mﬁﬁ%ﬂ% Metallized opp
\ film
l i 4 J2 .
2 " 2 Bz )z Metal spray P A 42k 7n-Tin alloy wire
layer
_— ) 7] £
\ 5 514 Leads BER5 AR 2K
\ \._‘.K \3 Tin plated copper wire
\ " 4 W 3B Encapsulation | FHEAFASE M JIE Flame retardant
3 adhesive epoxy resin
5 AARENF Marking ot
Laser
6 o fi FH#% PET #4 5
Mylar tape Flame retardant PET plastic
INFEEESR ROHS Requirements FF4 ROHS B3R Compliant with ROHS
S
Climate type: 40/85/21
TARIR TS
Working temperature range:  —40C~857C
. e Ik
HL SRR rated voltage: 50/63V. 100V, 250V. 400V. 630V, 1000V
Electric A W2
performance Capacitance of deviation: 5% (J) ; +10% (K)
i
Withstand voltage: 1.6U, (5s)
B A D]
Loss tangent: <0.1% (20°C, 1KHz)
A2 HPH TR: =25000MQ C,<0.33uF
=5000S ; Cy>0.33uF (20°C, 100V, Imin)
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Gl E 0w Sl EA (mm) R h GlE R 1% EAA (mm) Uik
Wire tension: ~ Wire diame pull Wire bendingV Wire diamete load
d=0.5 5N d=0.5 2. 5N
> iE 0.6<d<0.8 10N 0.6<d<0.8 5N
%I%?EE 0.8<<d=<1.25 20N 0.8<<d=<1.25 10N
intensity of
Toe 6ggp] | HEMI 10£1 /s RELE PN 7 T _E LT A 90 FE 45 1
duration Should be conducted in two directions t090« continue
above two bending
DL RS 5, 72 a5l 260 mT W44
After this test, the product lead has no visible damage
787 FiL 7k $r Number of charge and discharge: 10000
78 HLHL [k Charging voltage: Ur
78 HLIFFA] Charging time: 0.5s
R JHL I ] Discharge time: 0.5s
Charge 75 HLHLPH Charging resistance: R=68 Q
discharge JiH HELFH Discharge resistance: R=20Q
78471k Volume change: AC/C:<+5%
1 #E A IE V) Loss tangent: tan §: <0.1% at 1| KHZ
#i 2 [l Insulation resistance: =#JIHIIIEH ) 50%  50% of the initial measured value
AR FEHEE E Temperature of welding groove: 260°C +5C
weldability IR [E] Immersion time: 2.0s+0.5s
IEC 68-2-20 5| 2k R HIE 2 R 47 Immersion tin lead surface is good

3. ETERMERIZE temperature characteristic curve
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~ ~pp PP: A &EE (Polypropylene Film)
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4. WK Frequency characteristics
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10° 10° 10* 10°Hz 102 10° 10* 10°Hz
5.0 Fr1RTEH identification:
7ZNR Aw]: LOGO Company LOGO
ZNR MKP 25 Model
MKP 3.3J250V A %5 Series number
3.3 A5E %5 & Nominal Capacity
J R % Capacity Tolerance
250V HE HLE rated voltage

6.£42%¢ 77 2 Packing:

6. 1. HI3Z5 W] PVC i 440 20 it 25 A I il 9 22

Packing capacitors with PVC Sellotape. Do moistureproof and dustproof well;
6. 2. fRe 4RHH R~

Packaging carton size

e WA R~ P g R~
! Inside the ! Carton size
LbOX 3541526 ! L: 490mm
. 1
H L. — 235”““ H SRR W:  360mm
/, : mm // -
vy |L-7 H: 245mm v |- H: 270mm
< > W ¢ < > W
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