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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV R3S EEIEH T iREEE N

=ERERTVBEEER

High Voltage Thick Film Chip
Resistor FRV Series

m 4#,"'—3 (Features)

- =EEE - High voltage

- EBMUEERE, TREES - Stable electrical capability and high Reliability
- B RoHSIESEK - Compliant with RoHS directive

- FELREEK - Halogen free requirement

- RN, EER - Miniature and light weight

= A (Application)
- TTZRIFATFENUAYCITERRE. T8N, FTENRE. BiheBes. RFIRE. BIRE. NERMES.

- Widely used in Camera Flash Circuit, Computer, Printer, Battery Charger, Automotive, Power supply, CD-ROM etc

m FZEEE (Parts Number Explanation) ERGR:IBEEAAPAIITN R

RV 1001 T S
FEEmRl X 2k imER AR

RV: High Voltage 0603 D:+0.5% +5%: T: 7 inch reel S: Sn Blank:
Others series refer to 0805 F:+1% 3-digits+blank Q:10inchreel | C: Cu none
Catalogue 1206 J:5% 102=1KQ R:13inchreel = A: Au
1210 1RO=1Q B:Bulk
1218 +1%&Below:
FOJAN
1812 4-digits
2010 1001=1KQ
2512 TR00=1Q

Special

Company Tolerance Resistance Packaging Termination

Case
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV R3S EEIEH T iREEE R

= EHPHZERS (Construction)

E ) FE=HH
Construction Major material

1 MEEHMR Ceramic substrate =S T48 AlLOs
2 SHE2 Conductive layer(Top) $H Ag
3 UEEHR Side conductive layer RigES NiCr
4 FE{KE Resistive layer S{LET RuO,
5 ARIPE Inner protective layer IEE Glass
6 SMFE4PE Outer Protective layer RGBS Epoxy
7 M= Marking NGRS Epoxy
8 $RE#% Ni plating layer B Ni
9 $2EE% Sn plating layer % Sn
10 SmE Conductive layer(Back) iR Ag

= RS} (Dimension):

L

R~ Dimension

w

T2 s B (unit) : mm
T2
m
0603 1608 1.60+0.10 0.80+0.10 0.45+0.10 0.25+£0.15 0.25+£0.15
0805 2012 2.00+0.10 1.25+0.10 0.50+0.10 0.35+0.20 0.40+0.20
1206 3216 3.10+0.10 1.60+0.10 0.55+0.10 0.45+0.20 0.45+0.20
1210 3225 3.10+0.10 2.50+0.15 0.55+0.10 0.45+0.15 0.50+0.20
1812 4532 4.50+0.20 3.10+0.20 0.55+0.10 0.55+0.20 0.70+0.20
2010 5025 5.00+0.10 2.50+0.15 0.55+0.10 0.45+0.15 0.50+0.20
2512 6432 6.35£0.10 3.10+0.15 0.55+£0.10 0.60+0.20 0.90+0.20
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV R3S EEIEH T iREEE R

= EHSIFE (Electrical characteristics)

a5 70°C FEEIE BATFRE BAUSEEE Dielectric Withstanding
Type Rated Power at 70°C | Max Working Voltage Max Overload Voltage Voltage

0603 1/10W 350V 500V 300v

0805 1/8W 400V 800V 500V

1206 1/4W 500V 1000V 500V

1210 1/2W 500V 1000V 500V

1812 3/4W 500V 1000V 500V

2010 3/4W 500V 1000V 500V

2512 W 500V 1000V 500V

& (Remark) : EEREITEAT (The rated voltage is calculated by the following formula) :
E= VRP

E: ZUERE (Rated Voltage) (V)

P: EREIN= (Rated Power ) (W)

R: EBFHFE{E (Resistance ) (ohm)

IR E A ERIT AR A T(FRE, NILEBIRIRA T/FRE L AR AIEERLE.

In case the value calculated by the formula exceed the maximum working voltage as above table , the maximum working
voltage shall be regarded as rated voltage.

= INERETREASE (Derating Curve)

N=li=xqE
e -55°C~+155°C
Temperature usage range

FAEREEET 70°CE 155°CZ (a8 Wi R R FLUETT
B8 Describe If the ambient temperature exceeds 70°C to 155°C,the power can be revised according to the
curve in the following figure

70
s 100 [
@3 80 \\
52 \
g o0
TR R E = 40 -
. O0 Q
Power Attenuation Curve P ;
2 N

—
-55 20 40 60 80 100 120140 160

EERE (°0)
Ambient temperature (°C)

» BEZREL (Temperature Coefficient)

FEREERERE (ppm/°C) Resistance Tolerance and TCR (ppm/°C)

B3I Type PH{ESBE Resistance Range
0603/0805 1Q<R<100 +400 £400 +£400
1206/1210 10Q<R<1MQ +100 +100 +100
1812/2010/2512
812/2010/25 TMQ<R < 10MQ £200 £200 +200
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV 55 EEEHE s E R

= [&BE (Performance)

& MitFix RSk S
Item Test Methods Test Conditions Specification

TCR= (R-Ry) / (t-to) Ry x10° (ppm)
RO: EBRH7EZ=E TAYMB(E(resistance at room

BERE temperature)
Temperature JIS C 5201 4.8 R: EEBRETE 125°Ca;-55°C N AUFR{E (resistance at As SEPC
Coefficient 125°C or -55°C)

t0: =iE(room temperature)
t: MELEE (test temperature 125°C or -55°C)

hngk 2.5 (EA9EUERE, e 5 MENERIGRIEHY

FERTIENE tafer
T, 1%:+(1.0%+0.05Q
Short-time JIS C 5201 4.13 BE{E,XPGK , b (1.0%+ )
oad Applied 2.5 times of rated voltage for 5 second. 2%, 5%: +(2.0%+0.05Q))
overloa
Measure the variation of resistance.
THENEFIERNGIT, BIFERE 245+5°C, BYA) 3+
ey 0.5, 0> 95%
— 3 JIS € 5201 4.17 . P o o SR °
Solderability Dip the terminal in a flux and then dip into a (>95% coverage)
soldering bath at 245+5°C for 3+0.5sec.
PR THENEFIERNGIR, $PIFIBRE 260+5°C, BE 10
Resist to 0.5, WERIGRIEAIRERIE,
\deri JISC 5201 4.18 Dip the terminal in a flux and then dip into a +(1.00% +0.050)
solderin
heat 9 soldering bath at 260+5°C for 10+0.5sec.
ea
Measure the variation of resistance.
EBFRAAR LN E 60+ 5 70T, RLEKIRT.
H5ealA i

. Applied the dielectric withstanding voltage on
Insulation JISC5201 4.6 >10GQ
the center of body for 60+5seconds. Then

resistance . . .
measure insulation resistance.
MR E . Foher, TR B AU RS
o FIBEIAA BT 60+5 70, o ”
Dielectric ) ) . ] No evidence of flash over,
. . JISC 5201 4.7 Applied the dielectric withstanding voltage on . .
withstanding mechanical damage arcing
the center of body for60+5seconds. . .
voltage or insulation breakdown
FEIEMANEEEMS, T1HEE: -55£3°C; T2iE
IRERIETY E: 155+3°C./125+3°C, K& 30 %P, 3004
Rapid EIR ENREsET AV 2R
t P t S € 5201 419 &R, a:ilﬂlﬂjh'ﬁuﬁﬁﬁﬁx{%z. ' 1%:(1.0%+0.05Q)
emperature g Put specimen in a chamber which temperature 2%, 5%: +(2.0%-+0.050Q)
changes canbe T1: -55%3°C; T2: 155+3°C/125+3°C,
30min, repeated 300 cycles. Measure the
variation of resistance.
25°C~65°C,90~100%RH, 2.5 /\BT; 65°C
90~100%RH, 3 /\T; 65°C~25°C,80~100%RH,2.5
TR /NET, 10 AMEIR L IELEER 2414 /ISR T,
BRE ILSTD202 NG, 10 MEFR IILETR 2444 NEIEHHTIUR 19%:(1.0%+0.050)
Moisture 25°C~65°C,90~100%RH, 2.5H; 65°C
. METHOD 106 2%, 5%: +(2.0%+0.05Q)
resistance 90~100%RH, 3H; 65°C~25°C

80~100%RH, 2.5H, 10 cycles, Measurement at
24+4 hours after test conclusion.
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV RIS EER A~ AEFERHIE

HnE Mits % lstaRft it
Item Test Methods Test Conditions Specification

EE PRI NN i T2, SRS AT 20+1
#b, 1206(8) LATRIRT R 5+0.2/0 mm; 1206
LA ERIR TS 2+0.2/0 mm; ENRIEaIEEES
=

Specimen shall be mounted on test board, then
bend the board and maintained for 20+ 1s. the
distance of bending is 5+0.2/0 mm for resistors
which size no larger than 1206 or 2+0.2/0 mm
which size larger than 1206. Measure the

TECHNOLOGY

variation of resistance.
MR (test board) EL (jig)

20 W+10 Unit:mm

g

HF —— L W
Terminal JISC52014.33 +(1.00% +0.050)
bending {5840 Specimen ineo SR
[ uL_u ]
’ ’ ‘ Bt Supporting jig

20, Unit:mm

%16

R .
e KRR hbanaing

R i B

HEMAIERERME, BE 40£2°C, j2F

90~95 %RH;BFEEIERSE 1.5 /BT, BEE 0.5 /)\BY;

ESERTEZEIAIAATE 1000 ¢/, e, BN

RIGIRETE.
[N = JIS C 5201 4.24 Put the specimen in a chamber at 40+2°C 1%:+(1.0%+0.05Q)
Humidity temperature and 90~95% relative humidity, 2%, 5%: +(2.0%+0.05Q)

then applied rated voltage for1.5H “ON" and

0.5H "OFF" repeatedly till total test time is

1000*%%/_4 H. Measure the variation of

resistance.

HEEMANIERES, BE 70+2°C, ONTIME:1.5H,
OFF TIME:0.5H, JEFESTREEE/E 1000 *24/ o /\ad, &
M3 RIEEETIE.

A JIS C 5201 BRI { = ,z 1%:+(1.0%+0.05Q)

. Put the specimen in a chamber at 70+2°C

Load life 4.25.1 2%, 5%: *(2.0%+0.05Q)
temperature, ON TIME:1.5H, OFF TIME:0.5H,
and applied rated voltage for 1000 *2*/_oH.

Measure the variation of resistance.
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV RIS EER A~ AEFERHIE

TECHNOLOGY

. R{PHRIR (Marking on the Resistor's Body)

1.23Z+5%M97 5, U=FBirns, IWRRREENEHHEF, RE—
%= 10 RISk
+5% tolerance product: the marking is 3 digits, the first 2 digits

472=47x10=4.7KQ

are significant figures of resistance value and the 3rd one
10QLAFIFR: 5R6=5.6Q

Below 10Q: 5R6=5.6Q

denotes the power number of 10, (10X)

2.£0.5%, +1%, +2%H97 5, MOFBEIET, BI= (RREENE
BEF, BE—HRT 10 HRE
+0.5%, +1%,+2% tolerance product: the marking is 4 digits, the

first 3 digits are significant figures of resistance value and the 4th 4992=499x107=49.9KQ

HHB

one denotes the power number of 10, (10X)

3.0603 +1% E96 RIIAITEFRE, EBEMEFEAN, RE=RHLBIR

s 100QUA FHRF

Standard E96 series values of 0603 +1%: due to the small size of ER Bi 6R81=6.81Q

the resistor’ s body, use 3digits code to indicate the resistance Below 1000Q: 6R81=6.810
value.

= 0603+1% E96 ZFIEEE(E(LRS Standard E96 Series Resistance Value Code for 0603 +1% Marking

X138 FR(E (A% T BB{E X138 BB{E X138 FR(E (A% T FR(E (A% T BB{E
Code | Value | Code Value Code Value Code Value Code Value Code Value
01 17 147 33 49 65 464 81 681

100 215 316
02 102 18 150 34 221 50 324 66 475 82 698
03 105 19 154 35 226 51 332 67 487 83 715
04 107 20 158 36 232 52 340 68 499 84 732
05 110 21 162 37 237 53 348 69 511 85 750
06 113 22 165 38 243 54 357 70 523 86 768
07 115 23 169 39 249 55 365 71 536 87 787
08 118 24 174 40 255 56 374 72 549 88 806
09 121 25 178 4 261 57 383 73 562 89 825
10 124 26 182 42 267 58 392 74 576 920 845
11 127 27 187 43 274 59 402 75 590 91 866
12 130 28 191 44 280 60 412 76 604 92 887
13 133 29 196 45 287 61 422 77 619 93 909
14 137 30 200 46 294 62 432 78 634 94 931
15 140 31 205 47 301 63 442 79 649 95 953
16 143 32 210 48 309 64 453 80 665 96 976

»0603 +1%HRCANEIEES Multiplier Code for 0603 +1% Marking

X8 Code Y X A B C D E F

1881 Multiplier 1072 107 10° 10 10° 10 10* 10°
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV RIS EER A~ AEFERHIE

TECHNOLOGY

FE{EIFRIN T (So the resistance value are marked as the following examples)

||

10D=124x103=124KQ 38Y=243x10?=2.43Q
0603 +1%H9™=f, EinE E24 RFF, BARET E96 K7, 1S SHHIFiEER, EREFEFH
THi—%% (Standard E24 and not belong to E96 series values of 0603 +1%, the marking is the same as 5%

tolerance but marking as underline)

331=33x10"=330Q 560=56x10=56Q

n 12 (soldering)

- BiYEFEMEZ (Recommend reflow soldering profile)

280
240-260°C Max
60 | e e e e e —
240 |
220 bo___ AT s e s e S S S e B S e e e L s e
BOO foom s o S S S R S e S S S S R
200°C
180 |
160 | 150°C
140 |

60-120s
120

100
80
60 |
40

20 H :

0 20 40 60 80 100 120 140 160 180 200 220 240 260 280 300 320 340 360 380 400 420
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV 55 EEEHE s E R

- EBGHIZE% (Recommend wave soldering profile)

280 e <105
T e S

sao | 250-260°C Max

220 |
200 |
180
160 |
140
120
100
80
60 |
40
20

Al
1< Cooling >

| €—— Preheating ———3

0 20 40 60 80 100 120 140 160 180 200 220 240 260

- FTBE (hand soldering temperature)
JEERER 350+10°C 3702/, EHRIKERIZAERIEANR

The iron temperature is 350+10°C, hand soldering time less than 3S. Avoid solder iron tip direct touch the components body

" EEIME (Tapping Specification)

) [

O Norg —— —
Reel \{ % 0 CDCE:::EI

dA

Standard Quantity per Reel
5000 pcs/Reel F

-5 R (Reel dimension)

M I ) BT N B O O

0603/0805/1206/1210 7" 5K/Reel 178+20 60.0£1.0 13505 11.4+0.1 9.00+0.3
0603/0805/1206 10" 10K/Reel mm | 254+2.0 100.0£1.0 13.5x0.5 11.4+0.1 9.00+0.3
0603/0805/1206 13" 20K/Reel mm | 330x20 100.0+1.0 13.5+0.5 11.4+0.1 9.00+0.3
1812/2010/2512 7" 4K/Reel mm | 178+20 60010 13505  154+1.0 13.0+0.3
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV RIS EERAUEERERE

TECHNOLOGY

-B%R~ (packing dimension)

KRty Paper Taping

PO 1.7520.1 —
— oD (1)3(1) (0.069£0.004) -
[P2TP1 P © )—| o -
Al 4 N o ot .
L/ L/ L/ L/ L/ L/
B[D |"||"||—||—||—||—||—||—|SF w
L L O O O I_I/ ] o
kel 275 T
A (1.08) i

mmy(inch)

Unit: mm

0603 1.10+£0.10  1.90+0.10 = 1.50+0.10 = 3.50+0.05 @ 4.00+0.10 = 4.00+0.10 @ 2.00+0.05 = 8.00+0.20 @ 0.60+0.03
0805 1.65£020 @ 2.40+020 1.50+0.10 @ 3.50+0.05 4.00+0.10 @ 4.00+0.10 @ 2.00+0.05 @ 8.00+0.20 @ 0.75+0.05
1206 1.90£0.20 @ 3.50+0.20 1.50+0.10 @ 3.50+0.05 4.00+0.10 = 4.00+0.10 @ 2.00+0.05 @ 8.00+0.20 @ 0.75+0.05
1210 2.80+0.20 @ 3.50+0.20 @ 1.50+0.10 @ 3.50+0.05 4.00+0.10 = 4.00+0.10 = 2.00+0.05 @ 8.00+0.20 = 0.75+0.05

R4 Embossed Taping

® DO PO KO
(B A A P
Y T 4 &2 5 o
(&l el [ Rl [El [\
Nil! IR T ) m
P Pl ®DIL At

Unit: mm

1812 3.52+0.10 = 5.10+0.10 = 1.50+£0.10 = 5.50+0.05 @ 4.00+0.10 = 4.00+£0.10 = 2.00+0.05 12.0£0.10 = 0.78+0.10
2010 2.75£0.10 = 5.40+0.10 = 1.50+0.10 @ 5.50+0.05 @ 4.00+0.10 = 4.00+0.10 = 2.00+0.05  12.0+0.10 & 0.75+0.10

2512 3.35+0.10 = 6.70+0.10 | 1.50+0.10 5.50+0.05 4.00+0.10 = 4.00+0.10 @ 2.00£0.05  12.0+0.10 @ 0.75%0.10

» FERSHEFE MK (Peel force of top cover tape)

B 300mm/SEREGERE, i 165180 EANSEMHTHE, WFERR. FHOREIEA 10g-70g;
HORE /38 301009,

The top cover tape is pulled at a speed of 300 mm/min with the angle between the tape during peel and the direction of

unreeling maintained at 165 to 180 degree as following picture. The peel force of paper carrier tape shall be 0.1N to 0.7N(10

to 70 g), the peel force of plastic carrier tape shall be 0.3N to 1N (30 to 100 g)
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications

FRV RIS EER A~ AEFERHIE

FOSAN

TECHNOLOGY

Naliivgs Top cover tape

B carrier tape

FERTE

Direction of pull

T EHS Under tape

n JBWIEE R (Recommended Pad Dimensions)

Land pattern

Dimensions (mm)

Type A B C
0603 0.80~1.10 2.00~2.50 0.80~1.00
0805 1.00~1.40 2.90~3.40 1.00~1.40
1206 2.00~2.40 4.10~4.60 1.50~1.80
1210 2.00~2.40 4.10~4.60 2.50~3.00
1812 2.80~3.30 5.00~6.00 3.00~3.50
2010 3.40~3.90 5.70~6.50 2.50~3.00
2512 3.60~4.20 7.60~8.60 3.00~3.50
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN

FRV RIS EER A~ AEFERHIE

TECHNOLOGY

» [SREEEPEES(EIRAB (Chip Resistor Instructions for use)

FERELATSHFMETRA, HaETESZIIRm:

(Application of the products in a special environment can deteriorate product performance) :

1. =
High temperature
2. BENEEMHESA, SERS, TE, 85, 8, —aStEs
Near the sea ,or corrosive gas, such as Cl,H,S,NH;,SO,and NO,,etc;
3. HFEEENTRIR, GFEK, R, ER, BULSTIRYER;
Unverified liquids, such as water,oil,chenical or organic solvent;
4. ERtREREMRERIELTmAER MER;
Unverified resin or paint to cover products;
5. IEREEFRNEERIEERKS KA E SIS

Products should be washed with soluble cheaner even if non cleaning flux.

- fi&fF / #EFEE (Storage / Carry conditions)

1. EFERE 25+5°C Temperature: 25+5°C

2. BE 30~70%RH Humidity: 30~70%RH

3. (EEHER: Josol, 24 Storage life: 2years FIFO

4. TFHGHREES, BRSETFINERSE. FREREEEA L, ARSI mEEREAR
Please hold box correct orientation when storing and carrying.lt is strictly prohibited to fall on the box.
otherwise the product electrode or body may be damaged.
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FRV-Series
High Voltage Thick Film Chip Resistor Product Specifications FOSAN
FRV RIS EERH T BEZEMED

» {EiJREFA (Revision History)

[7Z. {ZiTEHA BT hRASTEEIA
Version Revision Date Revision Description Version Checked

FJ-JS-3001-V1.0 2020.12.01 JRhR The original version R Xiaozhen Wei

FJ-JS-3001-V2.0 2025.09.24 MRARAEIELT Version and format revision R Xiaozhen Wei
1. FEGE#H 200 39 300

FJ-JS-3001-V3.0  2026.06.13 e 78 Lidan Qing

2. 1N "ENIRERRT
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