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1.MATERIAL SPECIFICATION:
T E A

1—1.HOUSING:HIGH TEMPERATURE RESISTANT PLASTIC,ULS4 V-0.

1- 1. Bk SRR, PIKERULIA V-0
1—2.TERMINAL: COPPER ALLOY

1- 2. mFR: BES

1-3.FRONT SHELL: STAINLESS STEEL
1-3. 50558 R

2.PLATING SPECIFICATION:
2. BB MR
2-1.TERMINAL:
2-1.8%F:
Ni 50u” MIN. UNDER PLATED OVER ALL.
BRI 50u” MIN.
Au PLATED 0.5~1u” OVER Ni
KEME0.5~Tu"
2—2.FRONT SHELL:
2-2.5v%:
Ni 50u” MIN. PLATED OVER ALL.
$ERIK 50u” MIN.

3.MECHANICAL PERFORMANCE,
3L B,
3—1.INSERTION FORCE: 0.5~2.0kgf.
3 - 1A 0.5~2.0kgf.
3—2.REMOVAL FORCE: 0.6kgf~2.0kgf.
3 - 2. #kH77: 0.6kgf~2.0kgf.
3—3.DURABILITY: 3000 CYCLES.
3 - 3. #&IRE®: 3000 K.
4.ELECTRICAL PERFORMANCE,
4 S R,
4—1. VOLTAGE RATING: 5.0V DC/AC
4-1. B E B JE: 5.0V DC/AC
CURRENT RATING: 3.0A
B A 3.0A
4-2. LLCR: 40m0/PIN MAX.
4-2. BRI 40mQ/PIN MAX.
4—3.INSULATION RESISTANCE: 100MQ MIN
4-3. HEMEF: 100MQ MIN

4—4.DIELECTRIC WITHSTAND VOLTAGE,AC 100V FOR 1 MINUTE.

4-4. ffif 88 & : AC 100V FOR 1 MINUTE.
5. ENVIRONMENTAL PERFORMANCE:
. RERE:
OPERATING TEMPERATURE: —25'C~+85°C.
T {EiB B :-25°C~+85°C.
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