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1.MATERIAL SPECIFICATION:
1M
1—1.HOUSING:HIGH TEMPERATURE RESISTANT PLASTIC,UL94 V-0.

1- 1. B EREEY, FIKERULI4 V-0
1—2.TERMINAL: COPPER ALLOY
1- 2. iFiE: mEE
1-3.FRONT SHELL: STAINLESS STEEL
1- 3. 505k W

2.PLATING SPECIFICATION:
2. EMIE:
2—1.TERMINAL:
2-1.8%F:
Ni 50u” MIN. UNDER PLATED OVER ALL.
$EHRIE 50u” MIN.
Au PLATED 0.5~1u” OVER Ni
REMS05~Tu"
2—2.FRONT SHELL:
2-2.4505%:
Ni 50u” MIN. PLATED OVER ALL.
FEIRUES 50u” MIN.

3.MECHANICAL PERFORMANCE,
3.4 4 1
3-1.INSERTION FORCE: 0.5~2.0kgf.
3-1.5BAJJ: 05~2.0kgf.
3—2.REMOVAL FORCE: 0.6kgf~2.0kgf.
3- 2. 1kt 0.6kgf~2.0kgf.
3—3.DURABILITY: 3000 CYCLES.
3 - 3. kG 3000 K.
4.ELECTRICAL PERFORMANCE,
4. SR,
4—1. VOLTAGE RATING: 5.0V DC/AC
4-1. #E B E: 5.0V DC/AC
CURRENT RATING: 3.0A
#E B 3.0A
4-2. LLCR: 40mQ/PIN MAX.
4-2. B 40mQ/PIN MAX.
4—3.INSULATION RESISTANCE: 100MQ MIN
4-3. BEER: 100MQ MIN
4—4.DIELECTRIC WITHSTAND VOLTAGE,AC 100V FOR 1 MINUTE.
4-4. fif B3 E : AC 100V FOR 1 MINUTE.
5. ENVIRONMENTAL PERFORMANCE:
5. R
OPERATING TEMPERATURE: —25°Cr~+85°C.
T EiRE:-25°C~+85°C.
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