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#£1 TABLE-1
w e
No | R BE L R s R Tolerance . o I N8 4R R L .
e . B . . ke A N
Gy . EERES HLE . On Rated (105°C120Hz) Leakage JLI Dimensions(mm) S
PR Capacita Tan 8 (Max) Endurance
Custo Rated Surge Operating Capacitance Max Ripple Current Appearamce
Ymin nce (%) At 105°C
mer \oltage \oltage Temp.Range (%) 25+2°C Current(mA) (uA) (2min Drawing No.
Part No (uF) 2542°C120Hz ) (HOURS)
Part (V.DC) (V.DC) [§o)) 120Hz At105°C120Hz 7t FL AT IE]) oD L a
No
1 VMMEO0841K470MV 80 47 92 -55~+105 +20 14 110 37.6 4000 10 8.4 +0.3 FIG-1
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Shanghai Yongming Electronic Co.,Ltd
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Aluminum Electrolytic Capacitors

Specification

£ 2: FHAIRSTEER Dimensions:

@D L B C A E K a
4 5.4 4.3 4.3 1.8 0. 7540. 20 1.0 0. 5MAX +0.5
5 5.4 5.3 5.3 2.1 0. 7540. 20 1.5 0. TMAX +0.5
5 5.7 5.3 5.3 2.1 0. 7540. 20 1.5 0. TMAX +0.3
5 7.7 5.3 5.3 2.1 0. 7540. 20 1.5 0. TMAX +0.7
5 7.9 5.3 5.3 2.1 0. 7540. 20 1.5 0. TMAX +0.3
5 10 5.3 5.3 2.1 0. 7540. 20 1.5 0. TMAX +0.5

6.3 5.4 6.6 6.6 2.6 0. 7540. 20 1.8 0. TMAX +0.5

6.3 5.7 6.6 6.6 2.6 0. 7540. 20 1.8 0. TMAX +0.3

6.3 7.7 6.6 6.6 2.6 0. 7540. 20 1.8 0. TMAX +0.3

6.3 10 6.6 6.6 2.6 0. 7540. 20 1.8 0. TMAX +0.5
8 5.7 8.3 8.3 3.0 0.90%0. 20 3.1 0. TMAX +1.0
8 7.7 8.3 8.3 3.0 0.90%0. 20 3.1 0. TMAX +0.5
8 10 8.3 8.3 3.0 0.90+0. 20 3.1 0. TMAX +0.5
8 12.5 8.3 8.3 3.0 0.90%0. 20 3.1 0. TMAX +0.5
8 14.5 8.3 8.3 3.0 0.90%0. 20 3.1 0. TMAX +0.5
8 16.5 8.3 8.3 3.0 0.90%0. 20 3.1 0. TMAX +0.5
10 5.7 10. 3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +1.5
10 7.7 10.3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +1.0
10 8.4 10.3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +0.3
10 10 10.3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +0.5
10 12.5 10.3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +0.5
10 13 10. 3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +0.5
10 14.5 10.3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +0.5
10 16.5 10.3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +0.5
10 21 10.3 10. 3 3.5 0.90+0. 20 4.4 0. TMAX +0.5

12.5 13.5 13 13 4.7 0.90+0. 20 4.4 0. TMAX +1.0
12.5 14.5 13 13 4.7 0.90#£0. 20 4.4 0. TMAX +1.0
12.5 16.5 13 13 4.7 0.9040. 20 4.4 0. TMAX +1.0

16 16.5 17 17 5.5 1.240. 30 6.7 0.7240.30 +1.0
16 21 17 17 5.5 1.240. 30 6.7 0.7240.30 +1.0
18 17 19 19 6.7 1.240. 30 6.7 0.7240.30 +1.0
18 21 19 19 6.7 1.240. 30 6.7 0.7240.30 +1.0

R 3: BUKHERSIEIEIEEF Ripple Current Frequency Correction Factor
# Frequency (Hz) 50 120 1K >10K
EX 0.65 1.00 1.37 1.50
LR Name S GE] Specification
A Version | 03 T Page | 4
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Shanghai Yongming Electronic Co.,Ltd | Aluminum Electrolytic = Capacitors 7
Specification =

1 #%i& SCOPE
AANPRE 7 05125 H AR R A F A B BRI -
This specification covers miniature SMD  Aluminum Electrolytic Capacitors.
2 8E¥54E APPLICABLE SPECIFICATION
AN S JISC-5141 Al JISC-5102 il 5E .
This approval sheet consulted the institute of JISC-5141 and JISC-5102.
3 T{E:BBESEME OPERATING TEMPERATURE RANGE
ARG RE G i A A AR N A AT R S AN A€ SO B 26 AE T, T DA TR 5 A B934
T PG
-40~+105 °C (160~500V.DC) -55~+105 °C (<100V.DC)
Operating temperature range is the range of ambient temperature at which the capacitors can be operated
continuously at rated voltage.
-40~+105 °C (160~500V.DC) -55~+105 °C (<100V.DC)
4 M3 EREE CHARACTERISTICS
IR H AR, FRERIIES, RIS A A B
IR : 15~35TC
FHXTRESE: 60~70%
KAJESI: 86kpa~106kpa
MENMAERBERW , TUELTRENR . FFRER
E : 20°C+1°C
HEXEE : 60%~70%
KSJE77: 86kpa~106kpa
Unless otherwise specified, the standard range of atmospheric conditions for making
measurements and tests are as follows.
Ambient temperature : 15t0 35°C
Relative humidity : 60 to70%
Air pressure : 86kpa to 106kpa
If there may be doubt on the results, measurements shall be made within the following limits
Ambient temperature  : 20£1°C
Relative humidity : 60% to 67%

Air pressure : 86kpa to 106kpa
5. FFmm4¥ % PRODUCT CHARACTERISTICS

5.1 B S %4 ELECTRICAL CHARACTERISTICS

P B H R T7 PERE
NO Item Test method Performance

511 | #HiET/EH 6.3~500 V.DC

&

Rated

voltage

LR Name AN Specification
&N Version | 03 DIk Page | 5
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Shanghai Yongming Electronic Co.,Ltd

RN RS A SV
Aluminum Electrolytic Capacitors
Specification

512 | AR MRS . 120HZ £20% WA E
Capacitance | i iz F . H3 Bk 25 25 FRL B 0.47~10000uF
MR A 0. 3Vrms -20%~+20%
Measuring frequency: 120Hz 320% Range of
Measuring circuit: Capacitance:
Series equivalent circuit REME:
Measuring voltage: 0.3Vrms -20%~+20%
Capacitance
tolerance:
-20%~+20%
513 | HKRMIEY) | Mkt 5.1.2 AR A W31
e Testing condition are the same as 5.1.2 for capacitance see table 1
Dissipation
Factor
514 | JeHIR 1E HEL 2545 PR i e N A0 e A U, A3 16 1000+£100 Q HEFH, | MDA E TAE %
Leakage FEREINE A 2 738t s, D& H . 2 5y e
current | it Bt 401 T The leakage
The rated voltage shall be applied across the capacitors and its ggrr;eenatsiﬁzldl g]lfenr
protective resistor which shall be 1000+100%Q. The leakage e
current shall then be measured after an electrification period of 2 an glectrlflcat!on
i, period of 2 min..
Measurement circuit 63—100V.DC
th Lc<<0.01CV 5L 3 u
& A
Jj ]—.\—l whichevﬁgrjizsﬁreater
S2
= @ TCx 160~400 V.DC
I Lc<<0. 02CV+10
Le: JRHLUL(RA)D
Rs: R4 FHEFH (10004100 Q ) C: HE(uP)
Protective resistor(1000+100 Q) Ve BiE TAERE
o Hi AR Lc: Se/a)kage
0:  DC voltmeterr current( 1 A)
& . HHEME C: Capacitance( 1
& : DCammete F) |
o }F?% vc}llfaE:?\a/)
S1:Switch
S2: HLRELRA T
Sa:Protective switch for an ammeter
LR Name S GE] Specification
&N Version | 03 TR Page | 6
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Shanghai Yongming Electronic Co.,Ltd

RN RS A SV
Aluminum Electrolytic Capacitors
Specification

5.1.5 | AR MrEze T ¢ HBle BB 2:
Temperature 1e WEITe — EEAR ST
Characteristic | | 2+ A0ETe Zhe 1 B A

34 2T 1 5tnin. < AT 2 5
40 [ 1058 T he *.
BB 1. IR 2R = A AT B 4:
(Jz|20°C  120Hz £20%) 5 m AL N AE
BB 2: EASEIRICAT 2 AN, FERCTERR S MFAST (-40°C | BE BT £ 30%
120Hz +20%) SR
Bt 4. HASREIRIAE 2 /N, AERFEDIRS I A & Step
Step 1:Capacitance and impedance shall be measured. (| 20°C  120Hz+ | 2:Impedance
20%) ratio
Step 2:After the capacitors being stored for 2 hours, impedance shall be made at | Ratio to the
thermal Stablllty (40°C 120Hz+20%) value at Stepl
Step 4:After the capacitors being stored for 105°C2 hours, capacitance shall be | shall be not
measured. The measurement shall be made at thermal stability more than the
value given
table-2
Step4:Variation
of capacitance
Within = 30%
of the value at
Stpe 1.
51.6 | Mf/RIFMAE | 78H 305 0, L 5.5+0.5 i ey —A 1], FLik4T 1000

o AN EVILR
Surge Test {/\ ‘ o 0 B 1 £ 30% LA
MR : 15°C-35C .
SRIGTEFRE R SR BB 2IGEE, A& S ¥ A Ik t)ﬂ]
1000 times of charging for 3015 sec., with a period of 554-05min.. % i EIZ’J: é%g;/:%
Test temperature: 15°C-35°C R T NS
And the capacitors shall be stored under standard atmospheric ?%ﬂﬁfﬂﬁo
conditions to obtain thermal stability, after which measurements | Capacitance:
hall be mad With £30% of
shall be made. the initial value
AR A % Test circuit Dissipation
; factor: Not
more 300% of
R the specified
1z L Not  more
= & e than the
2 specified value
Leakage
current:
Not more than
the  specified
value
LR Name S GE] Specification
&N Version | 03 TR Page | 7
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Shanghai Yongming Electronic Co.,Ltd | Aluminum Electrolytic = Capacitors
Specification

therefore, not applicable to such
over voltages as often applied.

TR LS BEE

Instantaneous over voltage which may be applied to terminals of capacitors,

RV(V) 6.3 10 16 25 35

50 63 80

SVV)| 73 115 | 184 | 28.8 | 40.3

o5 | 125 92

RV(V) | 100 160 200 250 350

400 450 500

SV(v) | 115 200 250 300 400

450 500 550

5.2 #1445 MECHANICAL PERFORMANCE

55 i H IR WaRES
NO Item Test method

ek
Performance

5.2.1 | iy im/E it § UL B -
TERMINAL | 3% o258 45 3 1 51 2607 [ EAIN (94 77, 10
STRENGTH | 41 #b,

ﬁ%ﬁ 05 | 06 0.8
FIIN| 5 10
Uity -T2 G

5 A 3 5 2N € B *IN, SRJE, R H
FARE Y 90° JE I BIEAL, FAA BT [
Pr90° & [l B AL .

IR FEAE 5 BN S AR

51 2%

D 05 | 06 0.8
FAN]| 25 5

Tensile strength of termination;

Astatic load of 1N shall be applied to the terminal in the down-lead
direction

Bending strength of termination:

A static load of IN applied to the lead wire, then bent the body
through 90 retum to the original position.

Next bent it in opposite direction through  90<With the same speed,
again retum to the original position.

Carry out this operation in alout 5 sec.

I A A8 AR A AN R
T g B %, JE R A UMD
i

When the capacitors is
measured, there shall be no
intermittent contacts, or open
or short-circuiting.

There shall be no such
mechanical damage.

5.2.2 | IzhiAL k4 JIS C 5102 8.2 F1 JIS C 5025 46
Resistance to | & 3 AL AHE EL A 5 [ 43 it in 2 Z/NesF 4R 20,
Vibration 3 6 /NEF

To comply with JIS C 5102 8.2and JIS C 5025
Direction and duration of vibration:

3 orthogonal directions mutually each for 2h, Total 6h

DN R A NGRS R %
GRS, oA WAk

When the capacitors is measured there
shall be no intermittent contacts, or open
or short circuiting There shall be no such

mechanical damage.

5.2.3 | nJHEME #dE IEC60068-2-2 HEAT iR
Solderability | f##1EE: 250+£5C
R 2.040.5

To comply with IEC60068-2-2
Temperature or solder: 250+5C
Dipping time: 2£0. 5sec.

RNIES B 5] & 3R A2
90% LA b 35 885

At least 90% of circumferential
surface of the dipping portion of
termination shall be covered with
new solder.

LR Name AN Specification
&N Version | 03 DIk Page | 8

W ETE FE Standard manual




g T A A R ]

Shanghai Yongming Electronic Co.,Ltd

RN RS A SV
Aluminum Electrolytic Capacitors
Specification

LI/

5. 3 it A ME5Mi ENDURANCE PERFORMANCE

5 T H MR T7 2 R
NO Iltem Test method Performance
5.3.1 | fiffEH#k SR
Reﬁsﬁnce to #qu:%%?ﬂ%g: 260+5C ﬁ%éﬂ%: TV {E £ 10%70 H
solderlng heat %ég;glm 106i1 T Tﬁﬁ%ﬁ IEJFE1E Kﬁ?%ﬂﬁ{ﬁ
: Lomm AL R 5. 1.4 ZR
Solder bath method SRR TC SRR
Solder temperature ; 260+5C Variation of capacitance:
Immersion time  : 10+ 1sec. Within +10% of the initial value
Printed wiring board: 1.6mm before test.
Dissipation factor:
Not more than the specified value
Leakage current:
To satisfy No.b5.1.4
Appearance:
No remarkable abnormality.
53 | FadIEHA #edfE IS C 5023 #EAT I PR FEMIG(E L 15%7EE
2 Resistance  to | 4eii g : 40+2°C TURAIEDNE: ASKTHUE(E
damp heat IGHT[H]: 2404 8h JRHEI: WD, 1L 4 SR
(steady state) FXTIRE : 90~95% A TeFIR
WG, HARENRAERSEM T 1~2 | Varation of capacitance:
/NI, AR E IS HL Within & 15% of the initial value
To comply with JIS C 5023 before test.
Test temperature : 40+2°C Dissipation factor:
Test time : 240+ 8h Not more than the specified value
Relative humidity: 90~95% Leakage current:
After completion of test, the capacitors shall be | To satisfy No.5.1.4
subjected to standard atmospheric conditions for | Appearance:
1 to 2 hours, after which measurements shall be | No remarkable abnormality.
made.
5.3.3 | BRI | 1 R 1052°C, miNamesigsann | 2 EA: FEYIEA1E £+ 30%7E
Load life test | gigeenfE(FRANMREEISMEAAEE), Apply rated voltage | P
with rated ripple current.(the peak voltage shall not exceed the Tjﬁﬁﬁ JtEt)J ’fﬁ Kﬁﬁ%ﬂ%’fﬁ
rated voltage) Test temperature:10542°C ] 300%
2 PP E TR 16 AAEEIE, R | NHER: EMEE N
2542°C, FLAR SR BE SR 2 TABLE-1 3K | AhAL: BRIk
\ariation of capacitance:
FEam: EINE =T A Within +30% of the initial value
before test.
Dissipation factor:
Within 300% of the specified value
Leakage current:
Within 100% of the specified
value Appearance:
No remarkable abnormality.
LR Name S GE] Specification
&N Version | 03 T Page | 9
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Shanghai Yongming Electronic Co.,Ltd

RN RS A SV
Aluminum Electrolytic Capacitors
Specification

5.3.4 | FEAFRLE | 7F 105+ 2°CHREE T M 4E 1000 h,
Shelf lifetest | Z /K% 16 /N o ﬁ%’?ﬁ%%: WIHRAE £ 20%75
The capacitors are then stored with no voltage TAEM IEVME: A EE
applied at a temperature of 105 + 2 °C for | fJ 200%
3 NS 71 >t i 2 ;
1000%8 h and then resumed 16 hours,applied i *,i[m“ X@\ﬁ%ﬂmfﬁﬁﬁ 200%
the rated voltage for 30 minutes &I\.XJ“.: %E/Ij.(
' Variation of capacitance:
Within £20% of the initial value
before test.
Dissipation factor:
Not more than 200% of the specified
value
Leakage current:
Not more than 200% of the specified
value
Appearance:
No remarkable abnormality.
5.3.5 | MK fig /7 : Low | HIFIE/Z-40C+2°C 100Hz Fillal, HAERZEULEA
temperature ambient temperature -40°C+2°C C/C<+20%;
storage FREEIE] . 240 /NI Test at 100HZ, capacitance change
Time: 240 Hours AC/C<+20%;
WA &/ 16 /Nt 100Hz ~U, HAFE tgo<KIAR (K ;
Recovery time: at least 16 hours Te;st at 100HZ, DF tgd=specified
value
I L <A AR5
Leakage current<specified value
0T R A A T P45 A% M R AR
No visiable damage and electrolytic
leakage after testing capacitor.
5.3.6 | Bk T L 25 P9 AR N ELIAL ST FELHS 100V,
Safety vent HA i@ () R R RAKT 1A, R | LRI RE P ROE 51 4e, #E S
58 P TIN5 4 B A 72 30 M. | HUH, BRI
P25 H 4 = @ | D. C. Application test The vent device is actuated under the test
8mm, HEF=5 & | The capacitors shall be subjected to a reverse D.C.100 | conditions, thereby preventing terminals,
B =10mm voltage equal to the rated D.C.voltage. metal pieces, etc, of the capacitors from
Scope of application: | The current flowing through the capacitors shall be | scattering due to burst, the case from
Product diameter = Iimit_ed to 1A. If the vent does operate with the voltage separating from the seal packing, or the
iigmmggmﬁ?dua gggsllezd. for 30 minutes, the test is considered to be capacitors from producing flame.

LR Name S GE] Specification
WA Version | 03 ik Page | 10
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Shanghai Yongming Electronic Co.,Ltd

RN RS A SV
Aluminum Electrolytic Capacitors
Specification

Fz2 Table 2
BiELIERE
Rsted 6.3 10 16 25 35 50 63 80
vol[Jage (v)
k7= Iz -40°C /|| 20°C 14 12 10 10 10 7 7 7
Max. impeda
nce ratio e TIERE
(120Hz) Rste[] 100 160 200 250 350 400 450 500
voltage (v[]
|z| -40°C/|z| 20°C 7 10 10 10 10 10 10 12

6. Frit MARKING

6. 1 EHARFLEABNTAS:

(1) A7=] w bR
(2) TAEHE
(3) SR
(4) fkkbrd
(5) HUEIE
(6) A A

ALT (17 FRom AR, AFOR A B

The following items shall be marked indelibly on the capacitors.

(1) Manufacture” s name or trade mark.

(2) Rated voltage

(3) Type and specification

(4) Polarity of the terminals

(5) Rated temperature

(6) Manufacture time

6.2 fRiCH &
BEHM. %A

Marking color

A~M Fox: 1H~128, 1B

AL17(17 that year, A said that the month , A~M said: January ~ December ,except 1)

Sleeve color :  Transparent
LR Name AN Specification
&N Version | 03 DIk Page | 11
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Shanghai Yongming Electronic Co.,Ltd | Aluminum Electrolytic = Capacitors -
Specification

7. 1% PACKING
7.1 BEEFRE PACKING LABEL

WHRZAEA inner  a label sample HMEPRZEFEA outerbox a label sample
Certification y-”7 e n INS
. BARETBABIRAT G
y’ﬂl’] ’é 1%' ‘LE II I SHANGHAT YONGMING ELECTRONIC CO..LTD @
Product name: | VKM 250V 4.7uF 6.3%10 —20% + S VKM_250V 4.7 1 F_6.3%10_—20%—-+20
7 i A R 20 %,ﬁrﬁﬂﬁg Product name: %_E HH Hi%
: — ) - FRARS/ —

e YMI70504659-4 | |4200 pes :rkoducfm 253823206071 : ZZQTY. 12600 PCS

oduction date roduct NC t=/L0T NO: /NW: KG
Production datel oo17-06-07 | 7ot MU 620849 e
ftj“‘ EIE‘] Lo i Product ion date: 201 7_6_7 —:EE/GW: KG
S I | — M

QG:

BEHRZLASR Packing Label Marked (the following items shall be marked on the label)
(Inside box or bag. shipping carton)

D=4 Product name

2) &=t S Lot No

3) #&E quantity

4)*ErFHH#H Production date

5 57T  Part No

6) 2 F YRR Customer item code

7.2 #tS Lot number:
Production batch number rules for labels of inner package:

77 At S G AR

[5][6] [81[9][10][11]

YM year month matrtial code production number serial number
LR Name AN Specification
&N Version | 03 TR Page | 12
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Shanghai Yongming Electronic Co.,Ltd

RN RS A SV
Aluminum Electrolytic Capacitors
Specification

Yullil

7.3. 4w st Taping Dimensions

Fig.1 R _
4707 2o ¢1.5 *°% E || 1o
O O—-o—oF —o— {b—eb - |
Tt = I
p—o1 Az t2
A A-A' BET
Cross section of A-A’
Fig.2 )
-0 A o-o1 P 1.5 %4 As TL“:
SO 0O -_F 00O g—-o—+
b= _ | | _ _| | _ _ _ / - 2,
@« =
m 1] ]
! L L
po! . k R 0.75
A D-: —
FF w2 A2 B2 P t2 F tl S AR
Size (mm) | (mm) (mm) (mm) (mm) (mm) (mm) (mm) Applicable
Dd5X5.4/5.7 12 5.7 5.7 8 6.3 7.5 0.4 — Fig.1
DHXT7.7 16 5.7 5.7 12 8.6 7.5 0.4 —
®5X10 16 5.7 5.7 12 11 7.5 0.5 —
DHX12 16 5.7 5.7 12 12 7.5 0.5 —
®6.3X5.4/5.7 | 16 7.0 7.0 12 6.3 7.5 0.4 —
D6.3X7.7 16 7.0 7.0 12 8.6 7.5 0.4 —
®6.3X10 16 6.8 6.8 12 11 7.5 0.5 —
6. 3X12 16 6.8 6.8 12 12 7.5 0.5 —
DEXT.7 16 8.7 8.7 16 8.6 115 0.4 —
D8X10 24 8.7 8.7 16 11.0 115 0.4 —
D8X12.5 24 8.7 8.7 16 13.0 11.5 0.4 —
d8X14.5 24 8.7 8.7 16 15 11.5 0.5 —
LR Name AN Specification
WA Version | 03 DIk Page | 13
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Shanghai Yongming Electronic Co.,Ltd

RN RS A SV
Aluminum Electrolytic Capacitors
Specification

d®8X16.5 24 8.7 8.7 16 17.5 11.5 0.5 —
®8X20.5 24 8.7 8.7 24 215 14.2 0.5 —
DdIOXT.7 24 10.7 10.7 16 9.0 11.5 0.4 —
D 10X 10 24 10.7 10.7 16 11.0 11.5 0.4 —
10X 13 24 10.7 10.7 16 15 11.5 0.5 —
Dd10X14.5 24 10.7 10.7 16 15 11.5 0.5 —
d10X16.5 24 10.7 10.7 16 17 11.5 0.5 —
Dd10X21 32 10.7 10.7 24 215 11.5 0.5 28. 4 Fig.2
®12.5X14.5 32 134 134 24 14.5 14.2 0.5 28.4
®12.5X16.5 32 134 134 24 17.5 14.2 0.5 28.4
D12.5X21 32 134 134 24 215 14.2 0.5 28.4
D 16X16.5 44 17.5 17.5 28 17.5 20.2 0.5 40.4
D 16X21 44 175 17.5 28 22.0 22.2 0.5 40.4
®18X16.5 44 19.2 19.2 32 17.5 20.2 0.5 40.4
D 18X 21 44 19.2 19.2 32 22.0 20.2 0.5 40.4
7.4 R A4 R H & Taping Reel and Packing Quantity
B 1 |l 5 A
- —— |eading direction
=<| =z
= = --- \ O O O O O o
Q| 4 i /— = =
Polarity
+ + +
O O O O O
W!ﬁ:! pr— = = q
+ + + K
0O 0O 0O O 0O O
WEEIEHGE | ArdESME B35
. 1 GEHE R (pcs/carton) Standard shipping
JU~t Size W3 (mm) | $C (mm) csﬁi%li P
p Reels/carton Carton Quantit
(pcs)
D 4%5. 4-5. 8 14 382 2000 8 16000 48000
D 5%5. 4-5. 8 14 382 1200 8 9600 28800
O5KT. 7-7. 9 18 382 900 6 5400 16200
D 5%10 18 382 700 6 4200 12600
D5%12 18 382 500 6 3000 9000
6. 3¢5, 4-5.8 18 382 1200 6 7200 21600
D6. 3*7. 7 18 382 900 6 5400 16200
D6, 3%10 18 382 700 6 4200 12600
ZHR Name AN Specification
&N Version | 03 DIk Page | 14
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Specification

D6, 3*12 18 382 500 6 3000 9000
© 8*5. 7-6. 2 26 382 800 5 4000 12000
D87, 7-7.9 26 382 600 5 3000 9000
©8*10 26 382 500 5 2500 7500
D8%12. 5 26 382 400 5 2000 6000
D8%13.5 26 382 400 5 2000 6000
D8*14. 5 26 382 350 5 1750 5250
D816, 5 26 382 350 5 1750 5250
@ 8%20. 5 26 382 175 5 875 2625
® 10%5. 7-6. 9 26 382 800 5 4000 12000
O 10%7.7-8. 4 26 382 600 5 3000 9000
@ 10%10 26 382 500 5 2500 7500
©10%12-13.5 26 382 400 5 2000 6000
©10%14. 5 26 382 350 5 1750 5250
@ 10%16.5(17) 26 382 350 5 1750 5250
D 10%21 34 382 175 4 700 2100
@ 12. 5%13.5(14) 34 382 250 4 1000 3000
D 12. 5%16. 5(17) 34 382 200 4 800 2400
D12.5%21 34 382 175 4 700 2100
D 16%16. 5 46 382 150 3 450 1350
®16%21.5(21) 46 382 120 3 360 1080
D18*16.5 46 382 150 3 450 1350
®18%21.5(21) 46 382 120 3 360 1080
LR Name S GE] Specification
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Shanghai Yongming Electronic Co.,Ltd

RN RS A SV
Aluminum Electrolytic Capacitors
Specification

8+ 77 i B AL

Product Code Rules

1 2 3 4 5 6 7 8 9 10 11 12 13 14
- - - - - - - - - - - -
Series code Size code Voltage code Capacitance code Capacitance range code  Auxiliary
code
7 i 25 AT ity BUE TAE B R g i pas=e I B Y b Bt B 1
= B R Bk T uE BriAE AREE B AL B AL
751 | i W | i L el I S G| MRS (D HERES (IND)
DM | LM 4 0G O- 1wk | ORL [ 33uF | 330 £20% [ ™ O |51430FmE5F | 2 |54 30F/35F
X7 | 1K7 6.3V 0J 0.22uF R22 | 47UF | 470 +10% | K H |54 33F/B8F | 3 |314 33F/38F
IXK | oK 7.5V 0L 0.33uF R33 | 56LF | 560 0~+10% | R Fo|Blgkaororr | 4 |DIEMAR
LKF | LKF 1oV 1A 0-47TuFl R47 | 68uF | 680 0~-10% | T A | prEm A E 5 [l B K
LKG | LKG 16V 1c 0.68uf| R68 [ 82uF | 820 -10~+20%| Vv B |VIMAABE | 6 [IAACH
LKL | LKL 20V 1D 0-82uf] RS2 [ 100wF | 101 -20~+5% | L C |vmACcHE | 7 |[DHARDE
LK | LK 25V 1B LOuF | 1RO ] 120uF | 121 -10~+5%| G D |[UMMEDE | 8 [IMAHER
G | ocp 3ov P L2ul ) 1R2 ) 150uF | 151 -10~+15%| H E |UMBREER | 9 |34 22F27F
| i 35V v L5uF | 1R5 | 180uF | 181 0-+20% | 1 [— w,
LKZ LKZ 40V 1G 1.8uF | IR8 | 220nF | 221 +15% J Q PR (F) M Gt A
KC OKC 50V 1H 2.2uF 2R2 | 270 F | 271 220~+50%| A N
e | Pro &V | 1 2.7uF | 2r7 | 330uF [ 331 5-20%| B P ;ﬂgug@j (9%) N | mwBE
K7 | g 80V 1K 2.8uF | 2R8 [ 470uF | 471 5-120%| E
LKX LKX 100V 2A 3.0uF | 3RO | 560uF | 561 15-+5%] © X [ UIMIRRZY G
vkr | vr 120 2K 3.3uF | 3R3 | 680uF | 681 15-5% | D ) Q?Hiﬂ;ﬁé
Vo | vko 160V 2c 3.6uF | 3R6 | 820uF | 821 0-+20% | F o
VKG VKG 200V 2D 3.9uF 3R9 |1000wF | 102 0~+15% N IR
VKL VKL 250V 9E 4.0uF | 4RO |1200nF | 122 5~+159%| w f |90° F B
e 3507 | av 4.7uF | 4r7 |1500uF | 152 0109 s e
VMM MM 400V 26 5.6uF | 5R6 |1800uF | 182 20-+10%] P K ity A K
var | vau 450V oW 6.0uF | 6RO [2200uF [ 222 0-+5% | o 1| mws
Vo | vanc 480V 2L 6.2uF | 6rR2 [2700uF | 272 v | s svo
v | v 500V 2H 6.8uF | 6r8 [3300uF | 332 — o
550V 21 8.2uF | 8R2 [3900uF | 392
600V 23 10uF | 100 [4700uF | 472 ce s
12uF | 120 |5600uF | 562
13uF | 130 |6800uF | 682
15uF | 150 |8200uF [ 822
18uF | 180 10000 uF | 103
22uF | 220 [22000uF] 223
27uF | 270 [33000uF| 333
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Shanghai Yongming Electronic Co.,Ltd
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Aluminum Electrolytic Capacitors
Specification

HMEIRE
B4R o) PR Hility e Y
3.5 F 3.55 035 15 150
4 A 3.95 039 16 160
4.5 G 4.5 045 16.5 165
5 B 5 050 17 170
5.5 H 5.4 054 18 180
6.3 C 5.8 058 19 190
8 D 6.5 065 20 200
10 E 7 070 21 210
12.5 L 7.7 077 22 220
16 1 8 080 23 230
18 J 8.5 085 25 250
20 N 9 090 28 280
22 K 9.5 095 30 300
25 M 10 100 31.5 315
30 p 10.5 105 32 320
35 Q 11 110 35.5 355
40 R 11.5 115 36 360
12 120 40 400
12.5 125 41.5 415
13 130 45 450
13.5 135 50 500
14 140
14.5 145
SMDEFRERT
A ek &N E
,___________!_____/“ P40 mm
i \\‘ o a - ;: (0.1) f
N ,__,.,._.,._:,..,._ 4 1,00 2.60 1.60
i f Y ®5 140 3.00 1.60
‘f?:: 1 Vi : 7 ' ®6.3 190 350 1.60
EEE S T ®8 310 4.20 220
| ) ®10 400 4,40 230
' o ®125 4.00 5.70 250
= ‘o ——— Fiatsin et e d16 6.00 6.90 250
8 , b 18 6.00 1.90 2.50
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Specification

O Ui HELAAASE P IR 26 A2 DA T 2 A

Below requirement should bemet when use SMD capcacitors
TR A R U YF 4544 Lead free ty pe reflow soldering condition :
Ry 5~9l0mm  size ¢5~@10mm
HL A 28 KRB AE T°CLAT ;. Temperature at surface of capacitor should below T “C.
FELZ 4 R TR B AE 200°C L BN TRl ANBE I t #0 . To °CRA LI fE] AN AT £
The time of the surface temperature of the capacitors above 200 °C cannot exceed t second.

The time of the surface temperature of capacitors above TI1 °C cannot exceed tl.

TP HILE 100°C~200°C 180 #P LA »

Preheat should be made between 100 °C~ 200 °C and for maximum 180 seconds.

EY IR S I IAN TCC) | T1 (°C) | t (sec) f1 (sec) [ 75 5
Series s1z€ @ 2 ® Reflow cycle
VK7 d5~D10 240 220 60 40 1
VKO VKM O4~D6.3 250 230 90 40
VKL VKL(R)
VKG VMM D8 240 230 90 30 1
V3M V3MC
@10 235 230 60 30 1
o IE{ERE - 57 .
% Peak temperature - 5sec.| (D) IEE i ¥ peak temperature
2T
3T @ L 200°CHII 1A (MAXO
@
5 200 Max time above 200 °C
g @ it T1 HII ALY (MAXO)
w3 )
E % Max time above T1
g g
s . T tsecMax. I PRI oL, IR R AT
2 # . .
E Eéﬁeati&OsecMax If other condition over maximum, please contact
. us.
FHE Time (sec)
LR Name S GE] Specification
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Specification

) IFERE - 535
- Peak temperature + 5 sec.
g T rFHr——=-=-==—=—=—=——= == - — — <~ — TCc Max.
ﬁ_ T """ —"=-"=-"== === = i
8
5 200 — — —— - — — - - — — - N - - - -
& 180F —————— 5=~ — — = - = —- - -} - - — - -
=
B t1 sec Max.
ol
iz &
e ‘E t sec Max.
o 100 |
] Preheat 150sec Max
'_
BtE Time (sec)
77 i RS T (C) " (O) t (sec) | t (sec) [ LR R
. 1
size @® @ Reflow cycle
®12.5~d18 240 230 60 30 1

ToET AR SO S5 F Lead free type reflow soldering condition

e R 12.5~¢18mm  size ¢12.5~¢@18mm

A SS R IR AL T°CLLN  Temperature at surface of capacitor should below T °C
IS 25 R T IR BEAE 200°C LA BRI TR BERE I t 70 T1°CRA LI [N AT t1 70
The time of the surface temperature of the capacitors above 200 °C cannot exceed t second.
The time of the surface temperature of capacitor above T1 °C cannot exceed tl.

T HIZE 100°C~180°C 150 FPLAIA

Preheat should be made between 100-180 ‘C and maximum 150 seconds.

o 5l B i - O DU IR 25 440 7

Vibration proof packages with the supporting terminal.

XA RAE @8 LLERINET) Fr B s 8, Al A DRt o

For chip Aluminum electrolytic capacitors more than can size (®8, vibration proof packages supports.
Y BEHERE AT A B U, 1S BOE ISR I I Y 38040°C, X LA AR HEAT 340.5 AR
.

When there is mistake during soldering, please re-solder manually, the temperature of soldering iron should be set at
380410 ‘C, and the soldering time on capacitor is 3 0.5 seconds.
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Specification

10. HAfth The others
10.1 %0 HEL i HE 25 2 1T N A VA T R

Caution for proper use of aluminium electrolytic capacitors
12.1.1. HRBEAELFWER  DC electrolytic capacitors are polarized
A0S A BRI, ARSI AR, B P A O A A SR, R DT 0 2 1E H A
Wi 7 HEL PR S L. When reverse voltage is applied on DC electrolytic capacitors, the
capacitors will become short-circuited . please use no polarized capacitors in the circuit be damage due to
abnormal current flows through the capacitors since the circuit where the positive voltage may be applied to the
cathode terminal.
10.1.2.Jiti Jin #2528 A4 52 HL K. Usse capacitors within rated voltage
2 LA E AU I B e 0 RIS R RN, R BB, IR AEARAE IR R R AR A 2R
T AR S /0N O PR AR FR R AN R 0 5 LS . When capacitors s used at higher voltage than the rated voltage,
leakage current increases, characteristics drastically deteriorate and damage in a short period may occur as a
result. Please take extra caution that the peak voltage should not exceed the rated voltage.
10.1.3. FEHLAIJHHL Charge and discharge application.
LR R E A A H T R A AN A, R A AT gL, IR BT, B4R
When aluminum electrolytic capacitors for general purpose are employed in rapid charge and discharge
application, its life expectancy may be shortened by capacitance decrease, heat rise, etc.
10.1.4. f7f# Store the capacitors.
FECZAHE 1IN A )40 A S R B R BT % WA . AP R s, IR, R, TERE
Bt it WA AEIAEE . A H Rt I 2 e g N R TR o TR RN, g e R, R,
i AT E BB Rt DN LS. (24D Icreased leakage current is common in aluminum capacitors which have
been stored for long period of time. The Higher the storage temperature, the higher the leakage
current increase,
therefore please take precautions concerning the storage location. The leakage current decreases
gradually as voltage are applied to the capacitor. In cases where increased leakage current causes problems in the
circuit, apply voltage (aging) before using.
10.1.5 & H T FL AR 4% (0 SO R AN BB ARE A
Ripple current applied to capacitors should not exceed the rated value.
WS RIS R e, 2 R E DA G A . RS0 H R P 0 5 AN 8 3 20
18
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Specification

Excessive heat will reduce capacitance and result in shortened life of capacitor if ripple currents exceeding

the specified rated value are applied. The peak value of the ripple voltage should be less than the rated

voltage.
10.1.6. ¥AIEIEE Ambient temperature.
B P P AR ) 7 A SR IR S R o AT 20, T4 T B 10°C A3 am % . Life of the aluminum
electrolytic capacitor is affected by the ambient temperature. It is generally stated, that life doubles for each
10°C decrease in temperature.
10.1.7. 51458 Intensity of lead
5 sl 1, RJHNEER . XA RS RO, JTREER RGN, 72 EA S CHUE LS PC
R bJE, 25 e E b AR g R A AT
When a strong force is applied to the lead wires or terminals, stress is put on the internal
connections. This may result in short circuit, open circuit or increased leakage current. It is not
10.1.8 7EIREE AR R 44 Heat resistance at the soldering process
£ PC AR b2z R il e A2 I IRAR T2, WUEE R PET A AR BT 2R, ARORHRIIR B K i BUR
1B [E] KK . advisable to bend or handle a capacitors after it has been soldered to the PC board.
In the dip soldering process of PC board with aluminum electrolytic capacitors mounted, secondary shrinkage
or crack of PET sleeve may be observed when solder temperature is too high or dipping time is too long.
10.1.9. PC #Rf{FLIH] FEFI47 B Hole pitch and position of PC board.
BeUh BRI LB AR, FLALBEIE 952 0 H B A A R 51 2RI EE CRYRITRIRED . 4 A 8RBT i —
ANFLIRIREI, SEN A INFESI 2. 3X W] RE 2> 3 B B FELR G N -
capacitor specified by the catalog or specifications. When a capacitor is forcibly inserted into an unmatched hole
A PC board must be designed so its hole pitch coincides with the lead pitch (lead spacing) of the
pitch, a stress is put on the leads. This could result in a short circuit or increased leakage current.
10.2 %77 2 TCH AR This product is lead free and environmental friendly.  (SHAMLP2025931105, SGS)
FE A% ROHS Mbrit, NP FW i KA IS FF1 %K : This products according to the standard of

ROHS, it means the max capacitance Of six harmful material not over the following request:

Cd -100PPM Pb -1000PPM Hg -1000PPM
Cr+-1000PPM PBBs —1000PPM PBDEs —1000PPM
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