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P/N: MHT153PTBT LED SMD

£z 5 AR R~} PACKAGE DIMENSIONS

2 Collector

N .

Top View Polarity

w0
[eo]
ﬂ i > D,
Side View ?
Recommended Solder Pad
0.6 2.0 0.6 15 18 15
06

‘ ‘

- 8

\ 1.15

1.6

1.6

Vova 1

Bottom View

VEX Notes :
1 R0 mm(F55)).
All dimensions are in millimeters. (inches)
2. WITCHFIRUEI, A28 0.25mm(0.010").
Tolerance is £0.25mm (0.010") unless otherwise specified.
3. VR KE < 1.5mm.
Protruded resin under flange is 1.5mm (0.059 ") max.
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P/N: MHT153PTBT

LED SMD

g Features
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High intensity and reliability
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Low-voltage characteristics
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FZEHAFME Descriptions

©® 1206 HA%k I
1206 package

® Ot Emitted color:
1. ZLAMEIR: PT
2.

w

o
Em

W N P om

F ¥ 5 Chips materials:
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RIS Lens Type
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High quality, Low power requirement and low cost
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P/N: MHT153PTBT LED SMD

PR =% Absolute Maximum Ratings(Ta=25C)
B

Parameter

eSS (BURT) 25°C =REE
Power Dissipation at(or below) 25°C Air Temperature

5 FE R - RS A P

Collector-Emitter Voltage

FRI P -5 HL A P

Emitter-Collector-Voltage
£ HLRR FIR
Collector Current
TAR R
Operating Temperature Range
fifh I

Storage Temperature Range

Pc 75 mw

VceEo 30 vV

VECo 5 Vv

Ic 20 mA

TopPr -25°C to +85°C

TsTe -40°C to +85°C

7E£ & Notes:
1.k 55 FE<0.1ms. Pulse Width<0.1ms
2.5 <1/10. Duty<1/10
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P/N: MHT153PTBT

LED SMD

Y& HL 47 Optical-Electrical Characteristic(Ta=25C)

ZH I %A
Parameter Test Condition
AO.5 SR - 730 - 1100 nm
' Rang Of Spectral Band width
\ W R K ] A VYO I
P Wavelength Of Peak Sensitivity
BV B MR- R S A 2 L lc=500pA 50 v
cko Collector-Emitter Breakdown Voltage Ee=0mW/cm?
BV R WS A L lE=50uA . ] ] v
Eco Emitter-Collector Breakdown Voltage Ee=0mW/cm?
v WAL 5 R ST 2 VLR B2 PR e Ic=5mA 04 v
CE(sat) Collector-Emitter Saturation Voltage Ee=1mW/cm? '
| £ ARG R Vce=70V 150 A
ceo Collector Dark Current Ee=0mW/cm?
T AR IR Vce=5V
IC 3 8 - mA
(N On State Collector Current Ee=1mW/cm?
20 FRA Vee=5V ; 130 - | deg
12 50% Sensitivity Angle Ee=1mW /cm?
N Vce=5V
Tt ] °
tr i ) lc=1mA - 15 - uS
Rise Time
RL=1000Q
N Vce=5V
. R 1] | ‘iE1 Y <
f Fall Time ¢ - 15 - H
RL=1000Q
VEE Notes :

1. AT 98 /N 7 N+10%. Tolerance of Radiant Intensity +10%.
2. 1E[A] K&/ 4+0.1V. Tolerance of Forward Voltage: +0.1V.
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P/N: MHT153PTBT LED SMD
FEE RS EY Light Current File:

At

Condition
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» . L) . ) 0,
e EAF & Typical Electrical Characteristic Curves(Ta=25C)
Fig.1-Collector Power Disspation Fig.2-Spectral Sensitivity
. vs. Ambient Temperature Ta=25°C
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VEZ Notes :

1. 5RHISREFECT51E . Radiant Intensity is an average value.

2. HEETIRE N5 +10%. Tolerance of Radiant Intensity: +10%.
3. IE[AHJEAZ: +0.1V. Tolerance of Forward Voltage: + 0.1V.
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P/N: MHT153PTBT LED SMD

W2 Label

P/N:
LOT No:
QTy:
DATA:
IV:

VF:

ERBEEBETREERAF
P/N: MHT153PTBT
L/N: XXXXXXXXXX

QTY: xxxx pcs

DATA: xxxxX

5 Part Number

AFEHS Lot Number

¥U& Packing Quantity

4 77 H 1 Data Code

2 Luminous Intensity ( 5% Reference )
L Forward Voltage ( % Reference )

HE Note: f/Mu¥E fa 1000pcs. Minimum packing amount is 1000 pcs per bag.
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P/N: MHT153PTBT LED SMD

{848 Soldering

Titk PREFA &1
Method Soldering Conditions Remark

[m] AR

240°C for 1 : -
Reflow Soldering 0°C for 10 sec
JEERIE 8] 25W BLF DA i L Bk
. 315°C for 3sec. L .
Soldering Iron the soldering iron capacity 25W

T HIFE P IE #1282 Pb-Rree Solder Temperature Profile

300 (— T )
240-260°C(10 Sec. Max)
os0 | Reflow gmm,
240 F—— — — — — — — — — —— 4 — T
O el Cooli
T Above 217°C eeing
> igg F————— - | (6090sec) | X |
= Pre-heating | }
® (100-120sec.) |
8 120 1 —— 1 — S ]
= |
) |
— \ | |
60 ~— ———— A +————
Heating } I }
0 \ | \
0 50 100 150 200 250 300 350
R Notes:
1. S REIRIERBA AL 2 ¥k; Reflow soldering should not be done more than two times.
2. JREEINPGIFEF A EF K LED; When soldering, do not put stress on the LEDs during heating.
3. BIESER)E, ANE 1 2SI  After soldering, do not warp the circuit board.
4. 2 PIAEBCTHE IR 5 R R OR 9P L BHL, 3 G H IS R B R B RO T . Customer must apply resistors for

protection; otherwise, slight voltage shift will cause big current change (Burn out will happen).
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P/N: MHT153PTBT LED SMD

] FEMREG T H f14%14 Reliability Test Items and Conditions

P2 i AT SR N AL LR I H The reliability of products shall be satisfied with items listed below.
B 57K Confidence level: 90%
L EAVFR N LTPD:  10%

PR %A P ] FEmBE | AERE
Test Condition Test Hours/Cycles | Sample Size Ac/Re
EVive
1 240+/-5°C/10sec. 3 Cycl 22 0/1
Reflow Soldering /-5°C/10sec yeles pes /
s H : +100°C 5min
2 [10 sec 300 Cycles 22pcs 0/1
Thermal Shock L - -10°C Smin
; H:+100°C 15min
JE BF IFE B
3 LA [ 5 min 300 Cycles 22pcs 0/1
Temperature Cycle L : -40°C 15min
i = Ml High
4 Temperature/Humidity Ta=85°C,85%RH 1000 Hrs. 22pcs 0/1
Reverse Bias
N=| n:l»
5 fit JE55L Ta=-40°C 1000 Hrs. 22pcs 0/1
Low Temperature Storage
iR
6 ) IR Ta=100°C 1000 Hrs. 22pcs 0/1
High Temperature Storage
s Ta=25°C
7 A 1000 Hrs. 22pcs 0/1
DC Operation Life IF=20 mA
AR
8 ’Ii_ﬂ( Red ink: alcohol=1:1 soak 24H 50pcs 0/1
Red ink
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P/N: MHT153PTBT LED SMD

£9,2E Packing
1.25% % R~ Reel Dimensions

e
0270819

— =—9.0:83
Moisture Resistant Packaging (Bi#]f3E) el
7
Label Aluminum moisture-proof bag Desiccant Label

2. #1 ]]~F Carrier Tape Dimensions

75 el 2.0+0.05
\ [ et ———

o1.7520.1
E?

x_/’_ -
_%$
"ﬁ@
5 il
=)
=8
T

40401

3.45+0.05

=& Notes:
1. BEMIAZER+0.1mm, FfA7JZZK . Tolerances unless mentioned +0.1mm, Unit = mm.
2. E/NELEERE AR 2000 pes. Minimum packing amount is 2000 pcs per reel.
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P/N: MHT183PTBT LED SMD

&, Storage

1. RGCZHREAE R G I EIRFE 30 BELLR, IR FE 60% LU R I EEA /47 1 4. The LED should
be stored at 30°C or less and 60% RH or less after being shipped from MH and the storage life
limits are 1 year.

2. fEPE ShUER A FRTE A EFT B I4E . Do not open moisture proof bag before the products
are ready to use.

3. fIHEEE: FerhBEREIEE 30 FEUL NI 60% LA HI 3 M HWHSE, B AE R4, E—
€ E R B AR N i 4E . After opening the package: The LED's floor life is 3 months under 30°C
or less and 60% RH or less. If unused LEDs remain, it should be stored in moisture proof
packages.

4. GRWERAER R (RO B 8RGOl AR N (8], B FH DLR S8 AR AT Bk A8 Ab 2
AhEE: 60+5°CHESE 5 /N, If the moisture absorbent material (silica gel) has faded away or the
LEDs have exceeded the storage time, baking treatment should be performed using the
following conditions. Baking treatment: 60+5°C for 5 hours.

5. 15 R RAF RS AR R, U R E 7T . Please avoid rapid transitions in ambient
temperature, especially, in high humidity environments where condensation can occur.

= Application Restrictions

1. AP IREE. @ifE 20°C~30°C & 30%~60%RH F1EVk. Production environment: it is
recommended to operate at 20 DEG~30 DEG & 30%~60%RH.

2. AEZiR FE IS E 280°C LR, FrEE N (A A 3d 30S . The service temperature shall be
controlled below 280 degrees, and the continuous heating time shall not exceed 30S.

3. Y et e R BIIR ELRERRIAA,  BORHR WO BUR A, % . When repairing, the sharp
object should be directly punched into the colloid, and when picking the material, it is
recommended to clamp both ends of the PCB.

Release Date: 2025/06/03 Issue No: V5

12/14 | ssue No: LDDS-0001705 www.lygmh.com.cn




m R TR IR A A
P/N: MHT153PTBT LED SMD

HAh ¥ 2 315 Other Restrictions

1. RS TR R, EIARAR P AR B AN AN . SR IR RS A RL B SO DR B A
Specification described in this document, Above specification may be changed without notice.
MEIHUA will reserve authority on material change for above specification.

2. fU AR b IS AR S A0 e KAUE E o 15 W 36 Hke AR TR L 51 2 R 512K

When using this product, please observe the absolute maximum ratings and the instructions for
using outlined in these specification sheets. MEIHUA assumes no responsibility for any
damage resulting from use of the product which does not comply with the absolute maximum
ratings and the instructions included in these specification sheets.

3. XM AR SR AR AT RE, REFRBUEAZE T ).
These specification sheets include materials protected under copyright of MEIHUA Corporation.
Please don’t reproduce or cause anyone to reproduce them without MEIHUA's consent.

4. Ere i (B ESD (Electrostatic Discharge)

P BRI i R L o S R P A i R BOE B R S AT SR 0l FL L PR 4
SRZIHEFAVH R AT B HL I 28, B i, AKIAHAREE . The products are sensitive to static
electricity or surge voltage. ESD can damage a die and its reliability. When handling the
products, the following measures against electrostatic discharge are strongly recommended:
Eliminating the charge Grounded wrist strap, ESD footwear, clothes, and floors.

5. KOG ME LR RG], KSR AT e LED £ 5% HPIRES N AN 32 1k [ i
)R, R S F H AN S T A0 A, BT BL3 B LED Hik.

The LEDs should be operated with forward bias. The driving circuit must be designed so that
the LEDs are not subjected to forward or reverse voltage while it is off. If reverse voltage is
continuously applied to the LEDs, it may cause migration resulting in LED damage.
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P/N: MHT153PTBT LED SMD
KRS 5 58 g T
The Revision Curriculum
WA 5 ER A g BEMA
Rev.No. Revision Content Revision Date | Engineer
V1 FIAE 58T A 2015-01-12 June
V2 ZHCE 2016-05-15 June
V3 E 4R 58 2018-07-16 June
Va4 ZHE 2019-04-18 June
V5 ZHE 2025-06-03 Leo
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