m ETBREHETRARAF

Lianyungang MEIHUA Electronics Technology Co., Ltd

e gl A
DATA SHEET

Part No: MHK33153GYEBTD
REV.2

AP T ROHS 4544 KRG F VB R ESR,

VERIFIED APPROVED

‘ e ‘ F ‘ HE

PREPARED

2025-08-12 Liu Leo

% P45 E CUSTOMER’S APPROVAL

B 1 Tel: 0518-83286000

f&  H Fax: 0518-83696699

44 E-mail: sales@lygmh.com.cn

M HE: Web: http://www.lygmh.com.cn

Hiti: ADD: [ VLI 48 3% 2= W T F 2 BT R X L3R

North Around Road, Guannan EDA, Lianyungang City, Jiangsu Province China.

Release Date: 2025/08/12 Issue No: V2
www.lygmh.com.cn

112 Issue No: LLDS-0030340




m ERBRER TR RAF
P/N: MHK33153GYEBTD LED LAMP

7= AN R~ PACKAGE DIMENSIONS
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Plastic parts: H33153 / } 1 30 52 i %
LEDA: MHL3640KGTD \~¥J 2n 4D 6p> oV

LEDB: MHL3640UYTD L —— i e ——
LEDC: MHL3640LRTD 21 0x6 2 54*%2=5. 08
7E= Notes :
1. A RSP 328 mm(FE)).
All dimensions are in millimeters. (inches)
2. WTEHRFBRULA, A28 0.25mm(0.010").
Tolerance is £0.25mm (0.010") unless otherwise specified.
3. Wi ECNE < 1.5mm.
Protruded resin under flange is 1.5mm (0.059 ") max.

4. It LED By (A AL <2000V .
Highlight <2000V the LED can withstand the max static level when assembling or operation (HBM).
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P/N: MHK33153GYEBTD

LED LAMP

PE i Features

® 5] SR SRR T It

High intensity and reliability

® LIh#E

LOW POWER CONSUMPTION

® IC JHeR. Z3iC

IC compatible, Easy assembly

@ <TG [l A AT EEE

LONG LIFE SOLID STATE RELIABILITY

® LHT A (FFE N RoHS)

Pb FREE PRODUCTS (Compliant with EU’s RoHS.)

F= R HRFIE Description
® 3mm EEE

3mm diameter package

® OtEIt Emitted color:
1. LED1: % 5%: Yellow Green
2. LED2:#f0)%: Yellow
3. LED3:ZL{%): Red

@ 7 #1F Chips materials:
1. LED1: GaAllnP/GaAs
2. LED2: GaAlInP/GaAs
3. LED3: GaAlInP/GaAs

@ AR AY Lens Type
1. LED1: Z#ff.50R Green Diffused
2. LED2: # {5 %R Yellow Diffused
3. LED3: £[{4%4k Red Diffused
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P/N: MHK33153GYEBTD LED LAMP

W BR 2% Absolute Maximum Ratings(Ta=25"C)
ZH

Parameter
P DR
Power Dissipation Per Segment
IR AR HL
Peak Forward Current Per Segment IPF 100 100 120 mA
(1/10 duty cycle, 0.1ms pulse width)
- SN I LN
Continuous Forward Current Per segment
e fi) HL s
Reverse Voltage
FitHLZK 2 AE )
Electrostatic Discharge Threshold (HBM)
4
Junction Temperature
TARIR S
Operating Temperature Range
i el 5

Storage Temperature Range

PAD 60 80 78 mw

IAF 30 30 30 mA

VR 5 5 5 v

ESD 2000 2000 A%

Tj 110°C

Toprr -35°C to +85°C

TstG -40°C to +85°C

1 Notes:
1Bk 95 £ <0.1ms. Pulse Width<0.1ms
2.2 <1/10. Duty<1/10
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P/N: MHK33153GYEBTD LED LAMP

J& R Optical-Electrical Characteristic(Ta=25C)

— RS
Z
Parameter dest
Condition
G: IF =20mA 1.8 2.0 2.4
1E ) He
VF Y: IF = 20mA 1.8 2.0 2.3 \Y,
Forward Voltage
E: IF =20mA - 1.9 2.4
. . G: VR=5V - - 10
R S e LU A
Reverse Current Y: VR=5V - - 10
E: VR=5V - - 10
. G: IF =20mA - 565 -
ELIERIES -
}\,p Y: IF = 20mA - 585 -
Peak Wavelength
E: IF =20mA - 625 -
. G: IF =20mA 566 567 571
A EBK Y: IF = 20mA 589 nm
Dominant Wavelength S - -
E: IF =20mA - 630 -
G: IF =20mA - 60 -
FAL A
201/2 . Y: IF = 20mA - -
Half Intensity Angle m 60 deg
E: IF =20mA - 60 -
.. G: IF = 20mA - 90 -
RIGHRE
Iv : : Y: IF = 20mA - 120 - mcd
Luminous Intensity
E: IF =20mA - - 45

7= Notes:

1. RIGHEAZN+E10%. Tolerance of Luminous Intensity +10%.

2. I[N 7 N+0.1V. Tolerance of Forward Voltage: £0.1V.

3. AT L R S G . The products are sensitive to static electricity and must be carefully taken when
handling products.
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P/N: MHK33153GYEBTD LED LAMP

FeHEAFME B Typical Electrical Characteristic Curves(Ta=25C)

Fig.1-Forword Voltage Shift vs. Fig.2-Relative Luminous Intensity
Juntion Temperature vs. Forword Current
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Fig.5-Max.Driving Forward Current

Fig.6-Radiation Diagram =25°
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7R Notes :

1. ROGHERCF2){E. Luminous Intensity is an average value.

2. RIGMEAZ: £10%. Tolerance of Luminous Intensity: £10%.
3. IEMHEJEAZ: £0.1V. Tolerance of Forward Voltage: + 0.1V.
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P/N: MHK33153GYEBTD LED LAMP

& Spectrum Distribution
Fig. 1-3 i i

Spectrum Distribution
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}rZE Label

EREREH TR ARAA
P/N: MHK33153GYEBTD
L/N: XXXXXXXXXX

QTY: xxxx pcs

DATA: xxxxx
P/N: 45 Part Number
LOT No: A= HL45 Lot Number
QTY: = Packing Quantity
DATA: A 77 H I Data Code
IV: J% Luminous Intensity ( 7% Reference )
VF: HL % Forward Voltage ( % Reference )
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P/N: MHK33153GYEBTD

LED LAMP

188 % M Soldering Condition
PaR7A

Method

WX

Soldering Conditions

e

Remark

PRRE AN EAEFE 2% 2mm DAY
RIREE: 260°C i Solder no closer than 2mm from the base of the
IR Bath temperature: 260°C max package
DIP SOLDERING | i&{HIf[A]: 5 sec P SR VLA FH R i B 4751
Immersion time: within 5 sec Using soldering flux,” RESIN FLUX” is
recommended.
SIS DR BN T 30W PRI Rk Sk 1 20 21 PIN
Soldering iron: 30W or smaller During soldering, take care not to press the tip
SRR JEPEKIRE /N T 350°C of iron against the PIN

SOLDERING IRON| Temperature at tip of iron: 350°C or lower | (FH1E#E H#E 3] PIN L)
JREEI ] 5 sec (To prevent heat from being transferred directly
Soldering time: within 5 sec. to the PIN.)

BIEEEE 2R DIP Soldering Profile

Lamp wave soldering profile :
Temp. Wave soldering
300
250 Soldering heat Max. 260°C =,
500 / \
50 /2~4"Cfseu:. \
100 Prehat \
24 "Cisec.
0
0 20 40 Bl a0 100 120 140 160 120
Time

Release
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P/N: MHK33153GYEBTD LED LAMP

A MRG0 H A144514 Reliability Test Items and Conditions

77 i PR ] S 4 B A2 PL R I H The reliability of products shall be satisfied with items listed below.
B 15 7K°F Confidence level: 90%
MEBVFHR M LTPD: 10%

WA %A T 8] FERBE | HEE
Test Condition Test Hours/Cycles | Sample Size Ac/Re
y m&, =
1 VR . T, sol: 260°C/5sec 3 min. Max. 22PCS 0/1
Wave Soldering
AT
2 Solderability T, sol: 230°C/5sec 60 sec. Max. 22PCS 01
bty H: +105°C 10min
3 Thermal Shock 10 Cycles 22 PCS 0/1
L: -55°C 10min
H: +105°C 30min
SERE S 25°C 5min
N=] N
4 . i g }E 1 10 Cycles 22 PCS 0/1
emperature Cycle L: -55°C 30min
25°C Smin
e e P
5 High Temperature/Humidity Ta=65°C,90%RH 240 Hrs. 22 PCS 0/1
Reverse Bias
7 iy -k Ta=25°C,
6 DC Operation Life Ir = 20 mA 1000 Hrs. 22 PCS 0/1
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P/N: MHK33153GYEBTD LED LAMP

fi& e, Storage

1. LEDfEH ) JE I #E IR B 30 FE LA T, M8 A% 70 % LA N 3R EE A PR 47 3~ F s 18] The LED should be
stored at 30°C or less and 70% RH or less after being shipped from MH and the storage life
limits are 3 months.

2. MR LED REae YN, R PPEZE S PE AR, B A EDR S R E T BE
FHOGEA, KECFEBAR ORI, KR ] fE o S EUR IR AE, ZUUSRIEH MEIHUA's
LED lead frames are comprised of a stannum plated iron alloy. The silver surface may be
affected by environments which contain corrosive gases and so on. Please avoid conditions
which may cause the LED to corrode, tarnish or discolor. This corrosion or discoloration may
cause difficulty during soldering operations. It is recommended that the LED be used as soon
as possible.

3. iH B R E IR B AR, JCHOR mNR B 77 Please avoid rapid transitions in ambient
temperature, especially, in high humidity environments where condensation can occur.

fE R ET Application Restrictions

Lo AR TR KRE, B P AR BEANIE A . SE AR Bk FRS AR EE S DR B AL
Specification described in this document, Above specification may be changed without notice.
MEIHUA will reserve authority on material change for above specification.

2. ATFA Gy, 15 ST A0 B K AE A IR SRS A U B . 36 AN 1 B ) A FH 2 B
FEART 0 T AR AR S 40 e KBIUE M, R SR & & #ik& 5. When using this
product, please observe the absolute maximum ratings and the instructions for using outlined in
these specification sheets. MEIHUA assumes no responsibility for any damage resulting from
use of the product which does not comply with the absolute maximum ratings and the
instructions included in these specification sheets.3. X% £ ALIHEE LA T T RBARF A
Blo EAELZ KIS FEAT T NBE ML FEZ EH]. These specification sheets include materials
protected under copyright of MEIHUA Corporation. Please don’t reproduce or cause anyone to
reproduce them without MEIHUA'’s consent.
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P/N: MHK33153GYEBTD LED LAMP

4. ErHH (ESD=Electrostatic Discharge)

72 it %o R BTN PR REURR 0 P 7 i P e F T PR S B L S LRI R . 0 e LTS R  E T
o FUHES -

The products are sensitive to static electricity or surge voltage, ESD can damage a die and its
reliability, when handling the products. the following measures against electrostatic discharge
are strongly recommended:

1) JHBRH# ST Eliminating the charge.

2) EHTIR, Bhige e, KARAHIA Grounded wrist strap, ESD footwear, clothes, and floors.
3) HeHh i TAE w44 F1 L E Grounded workstation equipment and tools.

4) S HMRBEEE T 1E G/28 1 ESD table/shelf mat made of conductive materials.

5) IEWHMFEM T T I A3 & . B ML as 2L P I AR P b 0. 767 b WU I 2% 8 b b DR AP
Proper grounding is required for all devices, equipment, and machinery used in product
assembly. Surge protection should be considered when designing of commercial products.

AR T HE BB RS A A G A B B R R, 75 AN 21 i 8RR TR 1 - I tools or equipment
contain insulating materials such as glass or plastic, the following measures against
electrostatic discharge are strongly recommended:

1) F'5 s RE AU FE HLeT Dissipating static charge with conductive materials.

2) {RFFFREE IR E Preventing charge generation with moisture.

3) i FH B 7 XUss A AT FE Neutralizing the charge with ionizers.

5. RGN IER R TT FAEH, RS AR T AU LED 7RSSR T ANA 32 1E 1] 5l
A HL I, GRS ) L AN R T RO SR, BT LS80 LED ik The LEDs should be
operated with forward bias. The driving circuit must be designed so that the LEDs are not
subjected to forward or reverse voltage while it is off. If reverse voltage is continuously applied
to the LEDs, it may cause migration resulting in LED damage.
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P/N: MHK33153GYEBTD LED LAMP
KA1 5 BB
The Revision Curriculum
WA 5 N i) (8] Fr PN
Rev.No. Revision Content Revision Date | Engineer
Vi FIREF 8 Wi A 2022-04-27 June
HENITERTH R, oS EORH
V2 2025-08-12 Leo

EEHRSTE, BEf 318832
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