S=/7 arxen SMAJ3.3A

WEIWANG SEMICONDUCTOR

400W Transient Voltage Suppressor

FEATURES:
< Planar technology.
<~ Halogen-free and RoHS compliant.
< Stand-off voltage: 3.3V.
< 400W peak pulse power capability at 10/1000us waveform. SMA
< Meets MSL level 1, per J-STD-020, LF maximum peak of 260°C.
<~ Terminal: solder plated, solderable per J-STD-002. cathode o——\eff—— Ancce
< Excellent clamping capability. Uni-directional
<~ Fast response time. Symbol
< 1EC61000-4-2 (ESD) £30kV (air), £30kV (contact).
ABSOLUTE MAXIMUM RATINGS(Ta=25°C, RH=45%-75%, unless otherwise noted)
Parameter Symbol Value Unit

Storage and operating junction temperature range | Tsta/Ty -55 to +150 T

Peak pulse power dissipation at 10/1000us Pop 400 W

waveform

Steady state power dissipation on infinite heat

sink at Ti=75C PuAY) >0 W
ELECTRICAL CHARACTERISTICS (Ta=25C)

Part VR lR@VR Ver@IT It Vc@lpp lpp” Co”
Marking
Number Y, pA(max) | V(min) mA V(max) A(max) | pF(typ.)
SMAJ3.3A 3.3 100 4.1 1 7.3 54.7 4100 UO3A

(O Surge waveform: 10/1000us
@ Cois measured at: Vbias=0V, Vrus=0.1V, f=1MHz
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WEIWANG SEMICONDUCTOR

SMAJ3.3A

ORDERING INFORMATION

400W Transient Voltage Suppressor

SMAJ

400W SMA Series

3.3

VR Voltage

A

5% VBR voltage tolerance

RATINGS AND V-1 CHARACTERISTICS CURVES (TAa=25C, unless otherwise noted)

FIG.1:V- 1 curve characteristics

(Uni-directional)
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FIG.3: Pulse derating curve
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FIG.2: Pulse waveform
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SMAJ3.3A

SOLDERING PARAMETERS

Reflow Condition

Pb-Free assembly

(see figure at right)

-Temperature Min (Tsmin)) +150°C
Pre D
Heat -Temperature Max(Ts(max)) +200°C
-Time (Min to Max) (ts) 60-180 secs. Reflow condition t
P
Average ramp up rate (Liquidus Temp | ... T Y s N
(Tu)to peak) B
Ts(max) to TL - Ramp-up Rate 3°C/sec. Max ETS(W 77777777777 =
-Temperature(TL)(Liquidus) +217°C ] | ‘ e
Reflow STsmin) - L Y
-Temperature(tL) 60-150 secs. © :
K 25 ime to peak femperatue | ime—>
Peak Temp (Tp) +260(+0/-5)C |t (:2520 fo‘pe;k) tue _| T
Time within 5°C of actual Peak Temp (tp) | 20-40secs.
Ramp-down Rate 6°C/sec. Max
Time 25°C to Peak Temp (Tp) 8 min. Max
Do not exceed +260°C
PACKAGE MECHANICAL DATA
- B
Dimensions
? Ref. Millimeters Inches
®) < . .
Min. Max. Min. Max.
¢ A 2.60 3.00 0.102 | 0.118
B 4.15 465 | 0.163 | 0.183
Iﬁ C 1.25 1.65 0.049 | 0.065
U—‘ﬁ D 0.95 1.52 0.037 | 0.060
D E T +<7G E 4.90 5.30 0.193 | 0.209
F 0.051 | 0.203 | 0.002 | 0.008
G 0.15 0.31 0.006 | 0.012
J K J
— e ———— H 2.00 | 244 | 0.079 | 0.096
_,I J 2.00 0.079
K 2.30 0.091
DO-214AC (SMA) L 1.80 0.071

400W Transient Voltage Suppressor
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