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Description

TM3B020160D4V3-01VA is a 600V/20A three-phase full-bridge intelligent power module (IPM).
The moduleintegrates low-loss trench-gate field-stop IGBTs and fast recovery diodes (FRD),

as well as bootstrap diodes(BSD) to significantly simplify customer PCB design. It features a built-
in temperature output function (VOT)for real-time internal temperature monitoring,

and provides multiple protection functions including under-voltage protection (UVP), over-
current protection (OCP) and over-temperature protection (OTP), which

comprehensively improves system reliability.

ig%){—i L‘I.FH :

MAIN FUNCTION AND RATING APPLICATION

® fLuk 6 BULHAE IGBT (600V/20A) ® U ALK S)

® Integrated 6 low-loss IGBTs (600V/20A) ® Inverter air-conditioning compressor drive

® R MR IKS) g (HVIC) o TlfalARAS A ge

® Integrated high voltage gate drive ® Industrial servo converter
circuit( HVIC) ® RIPERHL. KE

o WEKREMAY . HRRY . RS SR ® High power inverter's fan and water pump
i 1 Th RE ® rHLIKEIAR

®  Built-in under voltage protection and over ® Motor driver

temperature, over current protection and
temperature output

o NEMHA A DU K E 5 2 TR

®  Built-in fast recovery bootstrap diode with
current limiting resistor

® /fZ%&Y%: 1500Vrms / b

® Insulation class 1500Vrms / min

® EAEEME. MENELF. 8B

® High reliability and thermal stability, good

parameter consistency
$#3:/Package: DIP24

17315 B Ordering Information

FE S ES I 77 50
Part Number Package Shipping
TM3B020160D4V3-01VA DIP24 244 Tube
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7" TITAN MICRO®
/16 ELECTRONICS TM3B020160D4V3—01VA
PN ER R L i/ B B B

Internal Equivalent Circuit/Pin Configuration
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Figl: Internal Equivalent Circuit Fig2: Final Equivalent Circuit
& B e X /Pin Descriptions
(bR B AL R LGN
Pin Number Pin Name Pin Descriptions
_ P s Bt iy, o
(1-1 COM . .
Internal common ground terminal, No Connection
) ] s
“ Internal power terminal, No Connection
9 v U IGBT
. U-phase high side floating IC supply voltage
3 v v IGBT
a V-phase high side floating IC supply voltage
4 v W IGBT
" W-phase high side floating IC supply voltage
U A MRS A
5 TNy, S .
U-phase high side gate driver input
NI 2 T eI 1PN
6 IN\r[] . . . .
V-phase high side gate driver input
WoAHR AR IR B A
7 II\I\\‘][ . . . .
W-phase high side gate driver input
5 ] Fi WA
«t High side gate drive supply voltage
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7" TITAN MICRO®
/15 ELECTRONICS TM3B020160D4V3—01VA

BB 22 3L 3 i
I COML Module common ground
" . |UMME mEESmA
U-phase low side gate driver input
N - VA BRI ahH A
B V-phase low side gate driver input
p N, WA BRI A
‘ W-phase low side gate driver input
s ; T RS B AR
o low side gate drive supply voltage
M v HObA
Fault Output
AN P A g, TR B R VRS U0 o N U i 8
15 Csc External capacitor, used for short-circuit current detection input and low-
pass filtering
BB 22 3L 3 i
16 conz Module common ground
o v LRI |
Temperature output terminal
s N W EL G
W-phase DC negative terminal
" N v EL B
V-phase DC negative terminal
2 N UHERGE
' U-phase DC negative terminal
” . W AR HE
Output for W Phase
2 ; VA
Output for V Phase
3 . U A R
Output for U Phase
" ) EETZTETON
Positive DC—Link Input
TCHEFE
20 NC No Connection
3
©Titan Micro Electronics www. titanmec. com

V1.0



http://www.titanmec.com/

7" TITAN MICRO®
/16 ELECTRONICS TM3B020160D4V3—01VA

BRBUEME (1= 25°C, BRI
Maximum Ratings (Tc=25°C Unless Otherwise Specified)

WZEER 4y /Inverter Part
Gie) ZH FAF W |
Symbol Parameter Condition Ratings Unit
v FLYA L fmF P-NU. NV, NW Z[d] 450 v
" Supply Voltage Applied between P-NU, NV, NW
v AR CEIRIED T P-NU. NV, NW Z[d]
n (surge) . 500 v
Supply Voltage (Surge) Applied between P - NU, NV, NW
.| B - RARAE w0 | v
- Collector-Emitter Voltage
LR FL IR e . .
Lo Each IGBT Collector Current 10=25C, Tj <150C 20 A
45 HL PR Ve PR
Ie Each IGBT Collector Current | TC=25°C  Tj <150C 40 A
(Peak)
Pp TjHIjﬁ% L . TC=25C 59 W
Power dissipation per one chip
FE #1384/ Control(Protection) Part
s B Ktk BUER | A
Symbol Parameter Condition Ratings Unit
5 ] LY HL TR JSLF T Vo =COML COM2, Ve~
Control the supply voltage COM1 COM2 2 [H]
Vee Applied between VCCH- 20 v
COM1 COM2, VCCL-
COM1 COM2
_‘l%_ Tﬁ??ﬁu EELJTS E}EHLJ: VBU_U, VBV_V) VB\v_W Z
Vo High-side control voltage [&] 20 v
‘ Applied between Viu-U,Vav-
V, Vew-W
BG5S HE B T INy, ING, TN ING,
V. Input signal voltage INy,. ;NWL—COM 2 [H] 0. 37V,40. 3 v
Applied between INun, INvn,
INwgINur, INvr, INwi-COM
V| b R T Vi,~COM 2 ] o303 | v
i Fault output supply voltage Applied between Vro-COM -
TARSE R
T, Operating junction -40 to 150
temperature range
TAES IRV E (45 <150 C
)
L Working shell temperature 30 to 100
range , TI<150°C
| R P
o Storage temperature range
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7" TITAN MICRO
/16 ELECTRONICS TM3B020160D4V3-01VA
FOIGBT 45 - 7
Ry jeq Single IGBT thermal 2.1 T/W

resistance, junction-case

HLFRD 45 - FHGH

Ry o Single FRD thermal 3.0 T/W
resistance, junction-case
e 2% ) L L 7%l ARE, S

Viso Isolation test voltage 60Hz 1500 Vrms

1Imin, RMS, f= 60Hz

FiE 1 RS HRESEERA 150C, NRIER TR (1P %2 TE, #UCFHgE T < 125C (5| TC
< 100C&%M) .

Note 1: The maximum junction temperature of the power chip is 150°C, in order to ensure that IPM can work safely, it is
recommended that the average junction temperature T; < 125°C (@Tc< 100°C)

W TAE%F/Recommended Operation Conditions

ped=) i H XM BME | IRME | ROE | B
Symbol Parameter Condition Min Typ Max Unit
T Ny
?"Ll% P- NBVRE | g poun/uv/ow 2
Vi s Applied between - 300 400 \Y
DC link supply voltage of P_UN/UV/UW
P-N
ik DR YR & M T Veen-COM 2 [H]
Ve Low side supply voltage Applied between 13.2 - 20 \Y
Vcen-COM
R REEE (VB R T Vo=U, V=V, V=W
v, |MVS) , < 18] 13.2 i 20 | v
High side floating supply Applied between Vsu-
voltage (VB v.s VS) U,Vsv-V, Vew-W
PWM 3¢ i i 2
FPW‘«’J .
PWM carrier frequency 20 kHz
w518 RN SR AR
External dead time between
HIN & LIN
VSS- N ZIHE (&R
VCOVI Y% ) '5 5 V
Voltage between VSS - N
(including surge)
PWixion e /N N Bk 1
. . . uS
PV | Minimum input pulse width
dVeo/dt | e A Ao A B T vs
dV,/dt | Control supply variation
5
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7" TITAN MICRO®
/15 ELECTRONICS TM3B020160D4V3-01VA

BARE: (10 = 25°C, Bk D
Electrical Characteristics (TC = 25°C Unless Otherwise Specified)

WAZ 43 /Inverter Part
SN TR .
) 15 F S w B
Symbol Parameter Condition fia fig fi Unit
y Min Typ | Max
A5 HLR 55 R S R D) v A H R Vo=Vis=15V, V=5V
VCE (SAT) | Collector-emitter saturation [=20A, T, = 25°C - 1.8 2.1 \
voltage
FRD S 3 K f% V=0V, I,=20A
VF E[@‘%ﬁ}f[& N ) Or _ 16 2.1 v
FRD forward voltage ,T, = 25C
ton IESTICNCETID B - | 069 | - us
tclon) | Switching time (high side) Vi = 400V, ~ o022 | - us
toff \I/CC:VB;(;AW’V o e T s
te (Off) c = ) HLIN, LIN ) _ 011 _ US
TR 471 3,
trr MG - 0.16 - Us
ton JF R TE] AR Vo = 400V - 091 | - Us
tc (on) Switching time (low side) Vz: - ’15\/’ - 0.38 - Us
toff ) Ic = 20A, Vynin= 95V, — 0.71 — HS
te (of f Inductive load 0.09 HS
trr - 0.03 - Us
4 HL R A R HL UL
Tces Collector-Emitter Leakage V=600V - - 1 mA
current
Vi
“] !
| |
Ic!
)
|
| 10% Vee | | 10%1c
VCE!
E | tcioFF) |
I
B 3. FF R E i E X
Figure 3.Definition of switching time
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7' ® TITAN MICRO®
/), ELECTRONICS

TM3B020160D4V3-01VA

12415843/ Control(Protection) Part

vassl i H FAF BOMAE | Y | BORME | A
Symbol Parameter Condition Min Typ Max Unit
Iocc E%IJ EE‘UE%%} Eﬁ,i}ﬁ (VCC) Vcc:15v) VIN:()V - - 2.0 mA

Quiescent Vcc supply current
T LR R A B
Tass (VBS) V=15V, V=0V - - 200 uA
Quiescent VBS supply current
V=0V, VF HLJ%:
SN 10k @ HIfH FHi % 5v
Ve ﬁfﬁﬁiﬁ“ i %}F VSC=0V,VF Circuit: | ) ) '
Fault output voltage 10kQ to 5V Pull-up
VroL Vi=1V, Ip=1mA - - 0.9 \
N A O B Wl o | | .
v Fault output pulse width Fault duration
LK DR AP i A R s
Vscten Short-circuit protection trigger V=15V 0.43 0.48 0.53 v
voltage
OTt LI R . LVIC /% 100 120 140 °C
Over temperature protection LVIC temperature
R R LVIC
0T, Over temperature protection LVIC temperature - 10 - °C
hysteresis Hysteresis
LVIC ifE=25C
LVIC Temperature=25 1.06 1.13 1.39 v
v e (I 4) C
" Temperature output (Figure 4) LVIC J&SZ=90C
LVIC Temperature=90 2.63 2.77 2.91 v
C
W | M6 RIEGS CLE D Vo BRI o | 10 | u | v
. VCC senses voltage
Low-side under voltage ~
uv,, protection (Figure 7) Voo ZAL IR 10 11 12 v
VCC reset voltage
Vo | ERE LB S | S, |0 |0 ||
High-side under voltage ~
UV, protection (Figure 8) Vis SALHLTE 10 11 12 V
VBS reset voltage
] SR AR AL LT _ s
! On-threshold voltage Logic high '
] Xl {8 P I AT s | . 1,
. Shutdown threshold voltage Logic low '
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® TITAN MICRO®
/1), ELECTRONICS

TM3B020160D4V3-01VA

H % 1k B &4 /Bootstrap diode section

s T H %A BAME | SR | BOKME | AL
Symbol Parameter Condition Min Typ Max Unit
Ve AEJa P I=10mA, TC=25"C - 2.8 - v
Forward voltage
BSD Core _ _
Rusy BSD on resistor Te=25C 240 Q
Vor¥éy i B 28/ Vor Output Curve
4 I I
-~
3.5 ///
; e i
s é/ 5°C
—_ 2.5 - ‘/’_
=
= / %
$ ishiee
2 / /A//
15 /” /
1 /"/,: f +10°C
0.5
10 20 30 40 50 60 70 80 20 100 110 120

Temperature [°C]

Bl 4: RBE-VOTHFPE M2 (JLAUMED
Figure 4. Temperature Profile of Vor (Typical)
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® TITAN MICRO®

/1), ELECTRONICS TM3B020160D4V3—-01VA
Inside IC |
|
wWW : <
|
Temperature - :
Signal |
o MCU
Vrefl 4+ :
|
| 5k0
| 1
— I — —

5: VOT %t Ll
Figure 5 VOT output circuit
L. FEFREE WS ThEE, 5 VOT SIMIAME 5kQ FaFH, FFEEFHNEE OTP Thik; #540FH p Efidif s
Wizhfe, W VOT SIEIfREFES (ANER .

If the temperature monitoring function is used, connect SkQ to the VOT pin, and ignore the internal OTP
function. If the internal over temperature shutdown function is used, keep the VOT pin on (no connection).

2. % IPM HFREZHIGS (0 MCU TAEHEEA 3.3V) B, EE S8 EFAER T VOT % B s vl
Remn T 3.3V BHIHmEHEIE. KEEH KRG EEEHIEES VOT (s 5 2 IR — A%, B

1B AR

When IPM is applied in low-voltage control (such as MCU working voltage of 3.3V), the output voltage of VOT
may be greater than the control supply voltage of 3.3V in the case of a sharp rise in temperature, if the system is
used for low-voltage control, it is recommended to connect a clamping diode between the control power supply
and the VOT output signal to prevent over voltage damage.
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® TITAN MICRO®

/l J, ELECTRONICS TM3B020160D4V3-01VA
p)]
C
Low-Side Control
Input te
p))
CC
Protection Circuit
State
¥
— I
Low-Side \ *‘
Output t t
1 / 4 8{, i
(I | I
S B ‘ 1
t2 1]\ ITRIP Reference Voltage } t :
Sense Voltage of Shunt — ~ J\T ~ " A"~~~ I A =L—= I | R
Resistor &\ l 1
T \\ {.)L’ ;
—~ ==~ RC Filtering Delay v
Error Output FO ts / J

.
€«

K 6. RSO (ERXS RV / I8 D

Figure 6. Short-circuit current protection (low side only)

tl: IEHWITAE, X fd S,
t1: Normal operation, Low-Side output.

t2: JHEEHEFAN (ITRIP filik)

(R E RC WA HECN 1.5~2.0us, #ifg ITRIP filtk )5 IGBT 7& 2.0uns XMW )

t2: Short circuit current detection (ITRIP trigger).

(It is recommended to set RC time constant 1.5-2.0us so that IGBT shunt down within 2.0us when ITRIP be

triggered.)

t3: FTAMR oy AR P .

t3: All low-side outputs are hard interrupted.

td: PTAMR S

t4: All low-side outputs turn off.

t5: FO T RRELI ] tFO=40ns (/MDD ©
t5: FO outputs for tFO=40us (min).

t6: HIA KT, Ao DR R

t6: Input is low, outputs turn off.

t7: FO VRE ST, (5 A A 55 iR AL = 5 5 n] B8 Sl .

t7: FO rise to high, but outputs don’t turn on until input signal change low to high.

t8: KB IEH TAE, Hth T,

t8: Normal operation, outputs on.
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® TITAN MICRO®
/l,l ELECTRONICS TM3B020160D4V3—01VA

Control input

Protection circuit state

Control supply voltage Vo

Output current Ic

Error output Fo

K7 RIERY (IR D

Figure 7. Under voltage Protection (Low Side)

bl: FEHIEIFHEE VD & FREEABIE UVDr, 76— M IE BRI gk T 46 TAE.

bl: Control supply voltage VD exceeds under voltage reset level UVDr, and the circuit starts to work when
the next input waveform arrives.

b2: IEW TAFE: IGBT ‘S 4 th s At

b2: Normal operation: IGBT ON and outputs current.

b3: VD HE FFEERIESERME UVDt BLR.

b3: VD level drops under voltage trip level (UVDt).

bd: FiefEHI ARSI, Fraf  I6BT Hgki.

b4: All low side IGBTs turn off in spite of control input condition.

b5: FO I H M55 (tFO = 40 us, HEAEXREWIRFRES HHRES) .

b5: FO pin outputs fault signal tFO = 40us, and continuously outputs fault signal during under voltage).
b6: VD HEIKEE UVDr.

b6: VD level reaches UVDr .

b7: IEH LAE: IGBT Sil 4 sift

b7: Normal operation: IGBT ON and outputs current.

11
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7" TITAN MICRO®
/l,l ELECTRONICS TM3B020160D4V3—01VA

Control input

Protection circuit state

Control supply voltage Vos

Output current Ic

1
1
W ),

C
Error output Fo Keep High-level (no fault output)

K 8: RIEMRY (/i )

Figure 8 Under voltage Protection (High Side)
cl: &M HEIEBEE VDB EFERERAIME UVDBr, £ F—MNMiN{GE 5 2RI B4 TAE.
cl: Control supply voltage VDB rises to UVDBr, and the circuit starts to work when the next input signal
arrives.
c2: IEH TAE: TGBT Sl 4 faifi.
c2: Normal operation: IGBT ON and outputs current.
c3: VDB HiEk FFEZERIEBIERE UVDBt LA,
c3: VDB level drops to under voltage trip level (UVDBY).
cd: TWHING ST, TGBT Ky, (HEMIEE St .
c4: No matter what signal input, IGBT is turned off, but there is no fault signal output.
cb: VDB HLEIKE A UVDBr,
¢5: VDB level reaches UVDBE.
c6: IEF TAE: IGBT Tl 4t i
¢6: Normal operation: IGBT ON and outputs current.

12
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® TITAN MICRO®
/l,l ELECTRONICS TM3B020160D4V3—01VA

L L L L L

Control input

Protection circuit state

Temperature of LVIC

Output current Ic M M
!—%8
1
v
d4
Error output Fo (‘i

K9 iR (BUR D

Figure 9. Over temperature protection (low side only)
dl: 1E# TAE: TGBT S 4 H i,
d1: Normal operation: IGBT ON and outputs current.
d2: AREFEMARHE (LVIC) iR BB IR R il BRE (0Tt .
d2: LVIC temperature exceeds the over temperature protection trigger level(OTt).
d3: TTRAEHE ARSI, Frafk IGBT XJokhi.
d3: All low side IGBTs are turned off in spite of control input condition.
dd: IR RS RS S, MK ERE Y 40 s.
d4:Continuously output fault signal during over temperature, and the minimum pulse width is 40us.
d5: MR IR R R ERS, LVIC L.
d5: The LVIC will reset when the temperature is lower than the over temperature protection level.
d6: M AIERIE T 2RI, TGBT HEH il

d6: IGBT turns on when the next input signal control signal comes.

dé

ML

5V-Line

IPM
Rer=10kQ

INUs, INvi, N

I

MCU

INuL, N, NG

I = L1
T T

ol

i-HE

Kl 10: MCU %A\ / HHyDERRAE GERF T

Figure 10. MCU input/output connection circuit (recommended)

ERE: SN RC MG B FIRSE PWM 456105 %€ A PCB A7 RREATIERC . TPM S A5 5 A 4&

A 5k Q RRLHLPH,  RIMAE (R AT eI R I S R A R N S ) PR

Note: The RC coupling at each input should be adapted to the PWM control scheme and PCB layout. One
5K pull-down resistor is built into the IPM input signal section, so pay attention to the voltage drop at the
input when using an external filter circuit.
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7" TITAN MICRO®
/l,l ELECTRONICS TM3B020160D4V3—01VA

24
_— -
oG | G oUTUH |——
& X = x
uvs (23)
3 WB
15V line Joms | Casc
= K = F 4 HvIC
o) e
Jeas Kcﬂsc ouTw ——o
= & = F
ws ) M) o dd
EveE
] = ] INUH
Rin I 8
[ o .
Wi INWH
ﬁnl = == (8) ouTwH
T .—l. VCCH  wwvs (21)
o
MCU s ® con
[Cw = (10) INUL
Rin I(H: OUTUL F—
e o i L
R (12) 2
W T INWL |
Cn.r = == 5vine IHJ; VOCLLVIG
Cae1s|Carc1s|
= R X B = U I
14 (19)
Faull VFO
%C«r (15) cec -
= ourwL —|
cise an (16) com -
an vor
I |

B o11. de 7R A R
Figure 11.Typical Application Schematic

%% /Remark:
(1) BN G| LSS AT BERL, 75 AT BE 51 IR B 1F
The connection of each input pin should be as short as possible, otherwise it may cause misoperation;
(2) MAE B AEETER, G WIC EEHARISEA 5kQ FREM: sib, I As
RC JEWZHEER, LA o 57 8 da0 N\ 51 A TR T M 75
The input signal is active high, and a 5 KQ pull-down resistor is connected to ground at the input of each HVIC
channel; In addition, an RC filter circuit can be added at the input to prevent surge noise caused by incorrect
input;
(3) APIIEIREHR, @WAE P-N ZE e m e IR A (0. 1uF~0.22uF) , HIFELNI
R ;
In order to prevent surge damage, it is recommended to add a high-frequency non-inductive flat capacitor
(0.1pF ~ 0.22uF) between PNs, and the connection of the capacitor should be made Keep it as short as possible;
(4) HJURI L PH S TPM ZZ (A IE LN AT AT, 75 D 34 2 v J2 7™ A 1 K VR VR R T 7] RE S B A
AR/
The connection between the current sense resistor and the IPM should be as short as possible, otherwise the
large surge voltage generated by the connection inductor may cause damage;
(5) L 165V AR A IER A AR EED NEZHEAE CBS 1 7 %
The filter capacitor at the input of the 15V power supply is recommended to be at least 7 times that of the
bootstrap capacitor CBS;
(6) BAMERARNIESERL IPM 5] TR E ;
Each external capacitor should be placed as close as possible to the IPM pin;
(7) VFO ¥t N IFiResty, MisaffE B4z 5V mi, iR Ifo 4974 1mA;
The VFO output is open and should be pulled up to the 5V supply through the resistor so that the Ifo is ImA,;
(8) TEfEREEARY B, THIEPERT %A 1.5~2.0 us ) RF 5 CSC, H RF. CSC JEMiAiZk)i
JRATRESL. RF AGLRSEENT 733t HLFH -
In the short-circuit protection circuit, please select RF and CSC with time constants in the range of 1.5~2 b s,
and the wiring around RF and CSC should be as short as possible. The RF wiring should be close to the shunt
resistor.

14
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7' ® TITAN MICRO®
//,1 ELECTRONICS TM3B020160D4V3—01VA
33 4ME B /Package Information

201, 778= (35.56)

15%1 778;3:-300?:‘_0 0 S
o) b - -
0.28+0.15 L3+0.05 3 0403 3.040.3
BEEEEETLE i i TR
l - Tl - 2 Lh'ﬂ_ﬂ" ff | B e e
5 ql[e ®
= q
- g B
= = . | |
ma! a
2% 4 34 5 e o 2 e — i
R1.640.05 = = r :
=~ o E S|
[ = +
-+ =
: - ®
la —l s s | | | 4 4 4
o o ETTOTTET T
: 12,5440, 20 b=
14X 2. 54= (35.56) S
38.040.1 Ba
f=1
16X 0.504+0.05 _, 0.504+0.10 _, 8X0.6+0.05
0.80+0.10
0 50+0 10 y 0. 304:0.10 m | U.:JU+U.10
2
! %
AWIA'S| Ly Ly !l A 11 1 '._rz
(L] LTI |':~
L
1. 2040, 05 |l 2+0.05
| 5. 504 0. 50|
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	                            图 11：典型应用原理图
	备注/Remark:


