HEF4053 MI

Triple 2-channel Analog Multiplexer/Demultiplexer

Product datasheet, Rev. 1.0 Aug 08, 2024

1.General Description

The HEF4053 is a triple single-pole double-throw (SPDT) analog switch, suitable for use as an
analog or digital multiplexer/demultiplexer. Each switch has a digital select input (Sn), two
independent inputs/outputs (nY0 and nY1) and a common input/output (nZ). All three switches
share an enable input (E). A HIGH on E causes all switches into the high-impedance OFF-state,
independent of Sn.

Voo and Vss are the supply voltage connections for the digital control inputs (Sn and E). The Vpp
to Vss range is 3V to 9V. The analog inputs/outputs (nY0, nY1, and nZ) can swing between Vpp as
a positive limit and Vge as a negative limit. Vpp-Vee may not exceed 9V. Unused inputs must be
connected to Vpp, Vss, or another input. For operation as a digital multiplexer/demultiplexer, Vet
is connected to Vss (typically ground). Vee and Vss are the supply voltage connections for the
switches.

2.Features and Benefits

B Wide supply voltage range from 3V to 9V

Fully static operation

5V and 9V parametric ratings

Standardized symmetrical output characteristics
Specified from -40°C to +125°C

B Packaging information: SOP16 / TSSOP16

3.0rdering Information

Table 1. Ordering information

Package
Type number
Name Description Quantity
HEF4053BT SOP-16 plastic s'maII outline package; 16 leads; 2500
body width 3.9 mm
HEF4053BTT TSSOP-16 plastic thin shrinl'< small outline package; 2500
16 leads; body width 4.4 mm
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4.Function Diagram

Fig. 2. Functional diagram
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5.Pinning Information
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Pinning

v (1 18] Voo

oo [z 15] 22

ant [2] [14] 1z
1z [a 13] 171

VO 12] 170
Ele 11] 51

vee [T} 10] 52

vss [B] 9] s3

Pin description

Table 2. Pin description

Symbol Pin Description

2Y1 1 independent input or output
2Y0 2 independent input or output
3y1 3 independent input or output
3Z 4 independent output or input
3Y0 5 independent input or output
E 6 enable input (active LOW)
Vee 7 supply voltage

Vss 8 ground (0V)

S3 9 select input

S2 10 select input

S1 11 select input

1Y0 12 independent input or output
1v1 13 independent input or output
17 14 independent output or input
2Z 15 independent output or input
Voo 16 supply voltage
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6.Functional Description
Function table
Table 3. Function table
H = HIGH voltage level; L = LOW voltage level; X = don’t care
Input
— Channel ON
Sn
L L nYO to nZ
L H nY1l to nZ
H X switches off
7.Absolute Maximum Ratings
Table 4. Absolute Maximum Ratings
(Voltages are referenced to Vss (ground = 0 V), unless otherwise specified.)
Symbol Parameter Conditions Min. Max. Unit
Voo supply voltage - -0.5 +12 Vv
Voo-Vee power supply range - -0.5 +12 \
la static current Vpp-Vee=12V - 2 uA
Vi input voltage - -0.5 Vppt+0.5 \Y
output high voltage
[ln] P & & Vop=5V, Vi=Vpp - 1 uA
current
output low voltage
[l | Vpp=5V, V=0V - 1 uA
current
input and output voltage
Vio - Vee-0.5 Vpp+0.5 Vv
rage
lik input clamping current V<-0.5V or V;>Vpp+0.5V - 120 mA
input and output clamp
liok V10<Vge-0.5V or Vo>Vpp+0.5V - +20 mA
current
It switch conduction current | Vo=-0.5V to Vpp+0.5V - 125 mA
lop, lenp VDD or GND current - - +50 mA
Tste storage temperature - -65 +150 C
Ptot total power dissipation - - 500 mW
T Soldering temperature 10s SOP/TSSOP 260 C
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8.Recommended Operating Conditions

Table 5. Recommended Operating Conditions
Tamb = 25 ‘C; RL =10 kQ; C. = 50 pF; E = Vop; Vis = Vop = 5 V.

Symbol Parameter Conditions Min. Typ. Max. | Unit
Voo supply voltage - 3 5 9 Vv
Tamb ambient temperature in free air -40 - +125 C
Vee supply voltage - -6.0 - 0 Vv
Vop-Vee supply voltage - 3.0 - 9.0 Vv
Vi input voltage - 0 - Vbp Vv
Vio input and output voltage - Vee - Vop \%
- - - 1000 ns
t, tr Input rise and fall time - - - 500 ns
- - - 400 ns
(o input capacitance - - - 7.5 pF

9.Static Characteristics

Table 8. DC Characteristics 1
Tamb = 25 ‘C, voltages are referenced to Vss (ground = 0 V), unless otherwise specified.

Tamb=25C
Symbol Parameter Conditions (V) Unit
Min. Typ. Max.
V|=Vppor Vss’ Vpp=5V - - 20 uA
) supply current
10=0A Vpp=9V - - 40 uA
HIGH-level input Vpp=5V 3.5 - - v
Vin |lo]<1uA
voltage Vop=9V 7.0 - - \
LOW-level input Vop=5V - - 1.5 v
Vi |lo]<1uA
voltage Vpp=9V - - 3.0 v
input leakage
f V=0V or 9V, Vpp=9V - - 1.0 uA
current
3 state output output to Vpp - - 1.6 uA
IOZ VDD=9V
leakage current output to Vss ; . 16 uA
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Vppo-Vee=5V 350 2500 0
V|=0V to V[)D-VEE
VDD-VEE=9V 80 245 Q
Vppo-Vee=5V 115 340 Q
Ron ON resistance (rail) V=0V
VDD'VEE=9V 50 160 Q
VDD'VEE=5V 120 365 Q
VI=VDD'VEE
V[)D-VEE=9V 65 200 Q
ON resistance Vpo-Vee=5V 25 - Q
ARon mismatch between V=0V to Vpp-Vee
V[)D-VEE=9V 10 - Q
channels
all channel off; E
OFF-state leakage Vss=Vee, Vop- - 1.0 uA
Is(orr) =Vop
current Vee=9V —
any channel; E =Vss - 1.0 uA

Note: On resistance waveform and test circuit see Figure 12 and Figure 13

Table 9. DC Characteristics 2

Tamb = -40 C to +125 °C, voltages are referenced to Vss (ground = 0 V), unless otherwise specified.

Tamb=-40C Tamb=4+85C Tamb=+125C
Symbol | Parameter Conditions (V) Unit
Min. | Max. | Min. | Max. | Min. | Max.
V|=Vpp OF Vpp=5V - 20 - 150 - 150 | uA
) supply current
Vss, l0=0A Vpp=9V - 40 - 300 - 300 | uA
HIGH-level Vpp=5V 3.5 - 3.5 - 3.5 - Vv
Vi . I |o | <1uA
input voltage Vpp=9V 7.0 - 7.0 - 7.0 - Vv
LOW-level Vpp=5V - 1.5 - 1.5 - 1.5 Vv
Vi . |lo|<1uA
input voltage Vpp=9V - 3.0 - 3.0 - 3.0 \Y
input leakage
Iy V=0V or 9V, Vpp=9V - 1.0 - 1.0 - 1.0 uA
current
3 state output output to Vpp - 1.6 - 12.0 - 12.0 | uA
loz leakage Vpp=9V
output to Vss - -1.6 - -12.0 - -12.0 uA
current
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10. Dynamic Characteristics

Table 10. AC Characteristics 1
Tamb =25 C, Vee=Vss =0V, t;, tr < 20 ns, C. = 50 pF, R, = 10 kQ, unless otherwise specified.

Symbol Parameter Conditions Min. Typ. Max. Unit
YntoZ;ZtoYn; see | Voo=5V - 10 20 ns
HIGH to LOW Figure 6 Vop=9V _ 5 10 ns
tprL propagation delay
time SntoYn, Z; see Vpp=5V - 150 305 ns
Figure 7 Vop=9V - 65 135 ns
YntoZ;ZtoYn; see | Voo=5V - 10 20 ns
LOW to HIGH Figure 6 Vpp=9V - 5 10 ns
toin .
propagationdelay | sn to yn, 7; see Vop=5V - 150 | 300 | ns
Figure 7 Vpp=9V - 75 150 ns
. HIGH to OFF-state | E to Yn, Z; see Vpp=5V - 95 190 ns
Pz propagation delay | Figure 8 Vpp=9V - 90 180 ns
; LOW to OFF-state | E toYn, Z; see Vpp=5V - 100 205 ns
P propagation delay | Figure 8 Vpp=9V - 90 180 ns
. OFF-state to HIGH | E to Yn, Z; see Vpp=5V - 130 260 ns
P propagation delay | Figure 8 Vpp=9V - 55 115 ns
. OFF-state to LOW | E to Yn, Z; see Vpp=5V - 120 240 ns
P propagation delay | Figure 8 Vpp=9V - 50 100 ns

Table 11. AC Characteristics 2
Tamb =25 C, Vee = Vss =0V, V, = 0.5Vpp (p-p), unless otherwise specified.

Symbol Parameter Conditions Min. Typ. Max. Unit
see Figure 9; Ri=10kQ; | Vpp=5V 0.25 - R %
Square wave
dsin distorti C.=15pF; channel ON;
istortion = - - 9
f=1kHz Vpp=9V 0.04 %
any two channel
fet Vpp=9V, see note2 1 - - MHz
crosstalk

crosstalk voltage

& see Figure 10; Ri=10kQ; C,=15pF;
Vet (EtoSnorYnto — 50 - - mV
E or Sn=Vpp (square-wave)

Z)
forr OFF frequency Vpp=9V, see note3 1 - - MHz
conduction Vpp=5V, see noted 13 - R MHz
for frequency Vpp=9V, see noted 40 ; . MHz
[1] fiis biased at 0.5VDD; V/=0.5VDD (p-p). [2] Ri=1kQ; 20logVos/Vis = -50dB, see Figure 11.

[3] Ri=1kQ; C, = 5pF, channel off, 20logV.s/Vis = -50dB, see Figure 9. [4] Ri=1kQ); C, = 5pF, channel on, 20logV.s/Vis= -3dB, see Figure 9.
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11. Waveforms and test circuit
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Fig. 5. Test circuit for switching times
Definitions for test circuit:
DUT=Device Under Test.
C.=Load capacitance including jig and probe capacitance.
Rr=Termination resistance should be equal to the output impedance Z, of the pulse generator.

Ri=Load resistance.
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Fig. 10. Crosstalk logical input/output test
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Table 12. Measurement points

Supply voltage Input Output
VDD VM VM
3Vto 9V 0.5xVpp 0.5xVpp

Table 13. Test data

Input Load
Test Switch
Vis tr, tf cL R|_
tpHL VEE 20ns 50pF 10kQ VD[)
tpLH VDD 20ns 50pF 10kQ VEE
tezh, teHz Voo 20ns 50pF 10kQ Ve
tezL, triz VEee 20ns 50pF 10kQ Voo
others pulse 20ns 50pF 10kQ open
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12. Package Outline
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symbol Dimensions In Millimeters

Min. Max.
A 1.35 1.80
Al 0.10 0.25
A2 1.25 1.55
b 0.33 0.51
C 0.19 0.25
D 9.50 10.10
E 5.80 6.30
E1l 3.70 4.10
e 1.27
L 0.35 0.89
0 0° 8°
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Dimensions In Millimeters

Symbol Min Max
A R 1.20
Al 0.05 0.15
A2 0.80 1.05
b 0.19 0.30
c 0.09 0.20
D 4.90 5.10
E1 4.30 4.50
E 6.20 6.60
e 0.65
L 0.45 0.75
S] 0° 8°
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13. Abbreviations

Acronym Description

CMOS Complementary Metal-Oxide Semiconductor

DUT Device Under Test

ESD ElectroStatic Discharge

HBM Human Body Model

CDM Charged Device Model

TTL Transistor-Transistor Logic

14. Revision History

Document ID Release Date Data sheet status Change notice Supersedes
HEF4053 Rev. 1.0 Aug 08, 2024 Product datasheet
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