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Siliup Semiconductor

SP8ONO03BGHTQ

80V N-Channel Power MOSFET
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Feature Applications
® Fast Switching ® Power switching application
® |Low Gate Charge and Rdson ® DC-DC Converter
® Advanced Split Gate Trench Technology ® Uninterruptible power supply
® 100% Single Pulse avalanche energy Test
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SP8ONO03BGHTQ

80V N-Channel Power MOSFET

Absolute maximum ratings (Ta=25°C,unless otherwise noted)

Parameter Symbol Rating Unit
Drain-Source Voltage Vbss 80 \Y
Gate-Source Voltage Vess +20 \Y,
Continuous Drain Current (Tc=25°C) Io 130 A
Continuous Drain Current (Tc=100°C) Io 86 A
Pulse Drain Current Tested lom 520 A
Single Pulse Avalanche Energy’ Eas 576 mJ
Power Dissipation (Tc=25°C) Po 160 w
Power Dissipation (Tc=100°C) Po 64 w
Thermal Resistance Junction-to-Case Reuc 0.78 °C/IW
Maximum Junction Temperature T -55to 150 °C
Storage Temperature Range Tste -565to 150 °C

Electrical characteristics (Ta=25°C, unless otherwise noted)

Characteristics | Symbol | Test Condition | Min | Typ | Max | Unit
Static Characteristics
Drain-Source Breakdown Voltage BVbss ID = 250uA, VGS = 0V 80 - - \
Zero Gate Voltage Drain Current Ipss VDS = 64V, VGS = 0V - - 1 uA
Gate Leakage Current less VGS = +20V, VDS = 0V - - +100 | nA
Gate Threshold Voltage Vas(th) VDS = VGS, ID = 250uA 2.6 3.0 34 |V
Drain-Source On-state Resistance Roson) | VGS =10V, ID = 20A - 3.8 55 | mQ
Gate Resistance Re VDS=40V , VGS=0V , f=1MHz - 2 - Q
Dynamic Characteristics
Input Capacitance Ciss - 3444 -
Output Capacitance Coss VDS=40V , VGS=0V , f=1MHz - 663 - pF
Reverse Transfer Capacitance Crss - 20 -
Total Gate Charge Qq - 56 -
Gate-Source Charge Qgs - 18 - nC
Gate-Drain Charge Qg VDS=40V , VGS=10V , ID=20A - 15 -
Gate Pleteau Viotage Vpleteau - 4.5 - \%
Switching Characteristics
Turn-On Delay Time ta(on) - 18 -
Rise Time b VDD=40V , ID=20A , VGS=10V, - 1 % | - | s
Turn-Off Delay Time taofr) RG=3Q - 30 -
Fall Time tr - 11 -
Drain-Source Body Diode Characteristics
Source-Drain Diode Forward Voltage Vsp VGS=0V, IS=1A, TJ=25C - - 1.2
Maximum Body-Diode Continuous ls ) ) 130
Current
Reverse Recovery Time Trr - 58 - nS

IS=50A , di/dt=100A/ps , TJ=25C

Reverse Recovery Charge Qrr - 96 - nC

Note :

1. The test condition is VDD=40V,VGS=10V,L=0.5mH,RG=25Q
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Typical Characteristics
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Test Circuit
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Siliup Semiconductor 80V N-Channel Power MOSFET
Temperature Profile for IR Reflow Soldering

Max.Ramp Up Rate=3°C/S
Max.Ramp Down Rate=6°C/S
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Profile Feature Sn-Pb Eutectic Assembly Pb-Free Assembly
Preheat & Soak
Temperature mm (Tsmin) 100°C 150°C
Temperature max (Tsmax) 150°C 200°C
Time (Tsmin to Tsmax) (ts) 60-120 seconds 60-120 seconds
Average ramp-up rate (Tsmax to Tp) 3 °C/second max. 3°C/second max.
Liquidous temperature (TL) 183 °C 217°C
Time at liquidous (1L) 60-150 seconds 60-150 seconds

Peak package body Temperature e (Tp)* |See Classification Temp in table 1|See Classification Temp in table 2

Time (tp)** within 5°C of the specified

. . 20%* d 3Q+* d
classification temperature (Tc) BRSO ? RSN
Average ramp-down rate (Tp to Tsmax) 6 °C/second max. 6 °C/second max.
Time 25°C to peak temperature 6 minutes max. 8 minutes max.

* Tolerance for peak profile Temperature (Tp) is defined as a supplier minimum and a user maximum.
** Tolerance for time at peak profile temperature (tp) is defined as a supplier minimum and a user maximum

Table 1. SnPb Eutectic Process — Classification Temperatures (Tc)

Package Volume mm® Volume mm”
Thickness <350 >350

<2.5mm 235 °C 220 °C

=2.5mm 220 °C 220 °C

Table 2. Pb-free Process — Classification Temperatures (Tc)

Package Volume mm?® Volume mm® Volume mm®
Thickness <350 350-2000 >2000
<1.6 mm 260 °C 260 °C 260 °C
1.6 mm—-2.5mm 260 °C 250 °C 245 °C
>2.5 mm 250 °C 245 °C 245 °C
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TO-220-3L Package Information
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Dimensions In Millimeters Dimensions In Inches
Symbol - p
Min. Max. Min. Max.
A 4.400 4.600 0.173 0.181
A1 2.250 2.550 0.089 0.100
b 0.710 0.910 0.028 0.036
b1 1.170 1.370 0.046 0.054
c 0.330 0.650 0.013 0.026
ci 1.200 1.400 0.047 0.055
D 9.910 10.250 0.390 0.404
E 8.950 9.750 0.352 0.384
E1 12.650 13.050 0.498 0.514
e 2.540 TYP. 0.100 TYP.
el 4,980 5.180 0.196 0.204
F 2.650 2.950 0.104 0.116
H 7.900 8.100 0.311 0.319
h 0.000 0.300 0.000 0.012
L 12.900 13.400 0.508 0.528
L1 2.850 3.250 0.112 0.128
\% 6.900 REF. 0.276 REF.
) 3.400 3.800 0.134 0.150
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