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PRODUCT SPECIFICATION

AR

CUSTOMER

VP72 POHS R4 B M T 2 | Jk 2%

PRODUCT SERIES POHS SERIES MOLDING POWER CHIP INDUCTOR
TV I T

PRODUCT TYPE

LG REiVE=S Y

CUSTOMER’S PRODUCT TYPE

Wk b Jo N fLik

BRI 720 i 745 PR 22 7] SHENZHEN HONGYEX ELECTRONICS CO,.LTD.

££H. Fax number: 0755-83295141

HE#E Email: hy@hongyex.com

AT b PRI XIRMEE 101 SRS RE 1 3

Company address: 3rd Floor, Building 1, Huayun Building, No. 101 Zhenxing Road, Futian District, Shenzhen
) Hhbe AN R BT IA Tk X 15 k% Tl el

Factory address:Hongyexing Industrial Park, No.5, Hongda Industrial Zone,Luoyang Town,Huizhou

City,Guangdong Province,China

£7F REMARK:
% F1[a]2% CUSTOMER APPROVAL
S TR i R
PURCHASE ENGINEER QUALITY
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NO. DATE CHANGE CONTENT Version NO.
1 2015.11.14 | #IhK First edition Al
2 2019.11.29 | BHTHL 577 0 Update contact A2
3 2024.03.25 | Frif POHS322512 %741 The POHS322512 has been newly added A3
4 2024.06.20 | #i POHS0602 %71 The POHS0602 has been newly added A4
5 2024.06.27 | HHESE, Hii¥ 0502.1005.1265 %41 Update the parameters and add A5
the 0502,1005,1265 series.
6 2024.08.13 | ¥ Hr 06 RFAEFIZ4L Update the volume parameters of the 06 series A6
7 ] 2025.09.22 | SEHT A BIHRRBORT AT SEMEDN, B i POHS0805 %41 Update content A7
layout and Reliability Testing,the POHS0805 has been newly added.
2026.10.19 | B IE#H %6 % Carrier tape width correction. A8
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1 & APPLICATIONS

Iz N TR A KA PC RN SRR A FEul . DC/DC ¥ #ds. Ml A B, [ A AE
RBRHEHE TR

Laptops and PCs, Switch and servers, Base stations, DC/DC converters, Battery powered devices, SSD

modules.

2 4%/ FEATURES
e A AE RV o
High rated current.
TAEHIAIE ] 3MHz.
Frequency up to 3 MHz.
TARIRE ik 125°C.
125°C maximum total temperature operation.
RPFE, (RIES

Low core loss.Ultra low buzz noise due to molding construction .

3 =44 PRODUCT IDENTIFICATION
POHS 201610 - R47 M
® @ ® @

Type: Wire Wound Chip Inductor

External Dimensions (LxWxT) (mm): 2.0x1.6x1.0
Nominal Inductance: R10, 0.1pH; 1RO, 1.0uH; 100, 10uH
Inductance Tolerance: K, +10%; M, +20%;

® O OO

4 ¥R JR~F SHAPE AND DIMENSIONS
Unit: mm
Type L W T(max) E
POHS201610 | 2.0+£0.2 | 1.6+0.2 1.0 0.50+0.30
POHS252010 | 2.5+0.2 | 2.0+0.2 1.0 0.60+0.30
POHS252012 | 2.5+0.2 | 2.0+0.2 1.2 0.601+0.30
POHS322512 | 32402 | 2.5+0.2 1.2 0.60+0.30

Unit: mm
Type A B C D E
POHS0412 444035 | 42%£025| 1.0£0.2 | 0.8£0.3 2.0+0.3
POHS0402 444035 | 42+025| 1.8+£0.2 | 0.8%£0.3 2.0+0.3
POHSO0518 54+£035 | 52+025| 1.6+02 | 1.2£0.3 22403
POHS0502 54+£035| 52+025| 1.8+02 | 1.2£0.3 22403
POHSO0503 54+£035| 52+025|28+02 | 1.2£03 22403
POHS0618 7.1£0.50 | 6.6£025 | 1.6+02 | 1.6£0.3 3.0£0.3
POHS0602 7.1+0.50 | 6.6£025 | 1.8+0.2 | 1.6+0.3 3.0+0.3
POHS0624 7.1+£0.50 | 6.6£025 | 22402 | 1.6+0.3 3.0+0.3
POHS0603 7.1+£0.50 | 6.6£025 | 2.84+0.2 | 1.6+0.3 3.0+0.3
POHS0604 7.1£0.50 | 6.6+025 | 3.8+02 | 1.6£0.3 3.0£0.3
POHS0605 7.1£0.50 | 6.6+025 | 48+02 | 1.6£0.3 3.0£0.3
POHSO0805 8.7£0.5 8.0+0.3 5.0Max | 1.8%0.3 3.0£0.3
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L POHS1004 11.0£0.5 | 10+0.30 | 3.840.2 | 2.0X£0.5 3.0%£0.5

f—————
POHS1005 11.0£0.5 | 10+0.30 | 48402 | 2.0X£0.5 3.0+0.5

!Ir POHS1204 | 13.5+0.5 | 12.84+0.5 | 3.8+0.2 | 2.0+0.5 | 43+1.0
POHS1205 13.5+0.5 | 12.8+0.5 | 48+0.2 | 20+0.5 | 43+1.0

]

POHS1206 | 13.540.5 | 12.840.5 | 5.8+0.2 | 2.0+0.5 | 5.0+0.3

POHS1265 13.5+0.5 | 12.8+0.5 | 6.3+0.2 | 2.0+0.5 | 5.0+0.3

w

5 %¢: 2% SPECIFICATIONS
FEILF 3 Ao Please refer to Appendix A.
TAEUR Y5 Operating temperatrue range: -40°C~+125°C
A7 Y [l Storage temperature range: -10°C~+40°C

6 WK FJ$EtE TESTING AND RELIABILITY
6.1 MK FIE 54 Test Conditions
A CU T AR CHRFIRESRIERSE) S -
Unless otherwise specified, the standard atmospheric conditions for measurement/test as:
a. ¥ Ambient Temperature: 20+£15°C
b. 2% Relative Humidity: 65+20%
c. K& Air Pressure: 86 kPa to 106 kPa
A RRAA G R BE L, P LAZ LA R
If any doubt on the results, measurements/tests should be made within the following limits:
a. ¥ Ambient Temperature: 20+£2°C
b. 2% Relative Humidity: 65+5%
c. K& Air Pressure: 86kPa to 106 kPa

6.2 HLPE AT SEPENA Electrical Performance and Testing Reliability Testing

WA H R ESR PRRLFARD A T7 i

TEST ITEMS SPECIFICATIONS TEST CONDITIONS / TEST METHODS

(1) HAEME ELECTRICAL PERFORMANCE TEST

WHEES %5 5 Tk A
RURE (LD TH2828A
Refer to Item 5 Appendix A.

RHEE S5 5 BT A,
HAEM (Rdo) - _ TH2516
Refer to Item 5 Appendix A.
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S E S 5 B A,
Refer to Item 5 Appendix A.

BUE R (Ide)

MEAERG, REERTREAET 30%, STt
ANt 40°C.

Applied the current to coils the inductance change
should be less than 30% to initial value and

temperature rise should not be 40°C typical.

T RN 40C INEAGE IR, OREF 4 /N,
Temperature rise test The temperature rise does not exceed 40°C. | Applied the allowed dc current for 4 hours.
. , M 1.5 EHGE R, REF 5 2.
0=l WA UL H AR _ _
Applied 1.5 times of rated allowed dc current to
Overload test No evidence of electrical damage.

inductors for a period of 5 minutes.

(2) HIR4SEEMR Mechanical performance test

Z/b 95% i PR T A £ 7

THAGEE: 150°C
TR E]: 120s
TR 255C +5°C

AP _ BB 10s Max
. At least 95% of terminal electrode should be )
Solder ability test Preheating temperature: 150°C
covered with solder.
Preheating time: 120s
Solder temperature: 255 + 5°C
Duration: 10s Max
20 95% IR A AR T .
o] BAURARA] o
RUBRAR AT 10%.
fiif 44 At least 95% of terminal electrode should be | ZREIFE M2k 3 K.
Resistance to soldering covered with solder. Repeat the reflow curve twice.
No mechanical damage.
Inductance should not hange morethan
+10%.
PRIE: 1.5mm
o] BT o D] W5 =3 LT A 2 /N
. HURE B AT 10%. WG : 10Hz~55Hz~10Hz (1 344
k)
o No mechanical damage. Amplitude modulation: 1.5mm
Vibration test

Inductance should not hange more than

+10%.

Test time: A period of 2h in each of 3 mutually
perpendicular directions.

Frequency range: 10Hz to 55Hz to 10Hz for 1min.
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T ] WAUAR A o
HUBEA AT 10%.

FREE[H): 6ms

WEE IR EE: 100g

JilA: £X+Y +Z (6 NITHD

WA "AN T I = YoE g (3t 18

IRz . VOB
No mechanical damage.
Shock test Duration: 6ms
Inductance should not hange more than
Peak acceleration: 100g
+10%.
Direction: +X £Y +Z (6 directions)
Number of shocks: Three consecutive shocks in
each direction (total 18 times).
o] RAURARAT] o .
R A 10% HEIn—AN 17.7NC1.8kg) (1) 77 B PR 28 4F F Ti ,
- A a1 (5 .
ity PR 5 P HEANIS A 60+ 1 #5.

Adhesion of electrode

No mechanical damage.
Inductance should not hange more than

+10%.

A 17.7N(1.8kg) force is applied to the side of the

inductance for 60(x1)s.

B
Circuit board bending test

TEnT WAUHAR 3 o

RUBRAR AT 10%.

No mechanical damage.

Inductance should not hange more than

+10%.

TEANAE £ AR 25 it 222 (D)x = 2mm (1177, Ji 0
SR IIRIFREE RN 60+ 5 7).

Apply a force to bend the circuit board at least
(D)x=2mm, and the duration of the applied force
should be 60(%5)s.

(3) MK, CLIMATIC TEST

AR Y

Operating temperature range

-40°C ~+125C

BE T AR ER T

Includes product surface temperature rise.

T i

High temperature resistance

T T WAUHAR 3 o

RUBRAR AT 10%.

No mechanical damage.

Inductance should not hange more than

+10%.

+125°C £2°C / 1000h
FiREE 1 /N ETR.

Test at room temperature for 1 hour.

M1

Low temperature resistance

TEnT WAUHAR 3 o

RUBRAR AT 10%.

No mechanical damage.

Inductance should not hange more than

+10%.

-40°C +2°C / 1000h
FIREE 1 /N ETR.

Test at room temperature for 1 hour.

Ity

Temperature shock

o] BT o

HUR B AT 10%.

No mechanical damage.

Inductance should not hange more than

+10%.

B -40°C, 30+3 4p4k
+125°C, 30+3 4r%h
a3 UKL 1000
Temperature: - 45°C for 30 = 3min
+125°C for 30 + 3min
Number of cycles: 1000

p=i
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T HUBAR ii zzgic
e 52 144 BRI 10%. WL 1A 1000+ 2 h
Static humidity No mechamical damage. Humidity: 85% RH
Inductance should not hange more than
10%. Temperature:85°C +2°C
Testing time: 1000 £ 2h
7 A3 PACKAGING 5 Type A B W P K max | T max
7.1 £4 ] 5] Tape Dimensions(Unit: mm) POHS201610 [ 1.82+0.2[2.23+0.2| 8.040.3 | 4.0£0.1 | 1.20 | 0.30
POHS252010(2.25+0.22.80+0.2| 8.040.3 | 4.0£0.1 | 1.45 | 0.30
R A () Chig Cavity 1 750 1 POHS252012[2.25+0.22.80+0.2| 8.040.3 | 4.0£0.1 | 1.45 | 0.30
. T Pl POHS322512[2.80+0.23.45+0.2| 8.04£0.3 | 4.0£0.1 | 1.45 | 0.30
\@Lé.ld ----- @(9 ''''' & POHS0412 | 4.4£0.2 | 4.9£0.2 | 8.0£0.3 | 8.0+0.1 | 1.60 | 0.40
; : POHS0402 | 4.4£0.2 | 4.9£0.2 | 8.00.3 | 8.0+0.1 | 2.40 | 0.40
(‘B l : POHS0518 | 5.4+0.2 | 5.9+0.2 | 8.040.3 | 8.0£0.1 | 2.20 | 0.40
: : _ POHS0502 | 5.4+0.2 | 5.9+0.2 | 8.0+0.3 | 8.0+0.1 | 2.40 | 0.40
‘ 2_0'¢n_05-'4 — POHS0503 | 5.4+0.2 | 5.9+0.2 | 8.0+0.3 | 8.0+0.1 | 3.40 | 0.40
POHS0618 | 6.940.2 | 7.5+0.2 [12.0+0.3| 12+0.1 | 2.20 | 0.40
7.2 #Atr Tape POHS0602 | 6.9+0.2 | 7.5£0.2 |12.040.3| 12+0.1 | 2.40 | 0.40
e i D g POHS0624 | 6.9+0.2 | 7.550.2 [12.0£0.3| 12£0.1 | 2.80 | 0.40
SEsTeEn ovsel esssoEa oig POHS0603 | 6.9+0.2 | 7.5£0.2 |12.040.3| 12+0.1 | 3.40 | 0.40
o DDDDD D DDD DS‘“‘ POHS0604 | 6.9+0.2 | 7.5+0.2 [12.040.3| 12+0.1 | 4.30 | 0.40
T —— POHS0605 | 6.9£0.2 | 7.5£0.2 |12.040.3| 12+0.1 | 530 | 0.45
QMO T 5 POHS0805 | 8.4+0.2 | 9.9£0.2 |12.0+0.3|12.0£0.1| 5.35 | 0.30
POHS1004 [10.4+0.2|11.5£0.2|16.0+0.3| 16+0.1 | 4.90 | 0.40
POHS1005 [10.4£0.2|11.5£0.2|16.0+0.3| 16+0.1 | 530 | 0.40
POHS1204 |13.4£0.2|14.4+0.2|16.0+03| 16+0.1 | 440 | 0.55
POHS1205 |13.4+0.2|14.4+0.2|16.0+03| 16+0.1 | 540 | 0.55
POHS1206 |13.4+0.2|14.4+0.2(16.0+03| 16+0.1 | 6.40 | 0.65
POHS1265 |13.4£0.2|14.4+0.2|16.0+03| 16+0.1 | 6.40 | 0.70
5 Type A N W % & Quantity(Pcs/reel)
POHS201610| 178+2 | 60+2 | 12+0.2 3000
POHS252010| 178+2 | 60+2 | 1202 3000
POHS252012| 178+2 | 60+2 | 1202 3000
POHS322512| 178+2 | 60+2 | 1202 3000
POHS0412 | 3302 | 100+2 |12.4+0.2 3000
POHS0402 | 3302 | 100+2 |12.4+0.2 3000
POHS0518 | 3302 | 100+2 |12.4+0.2 2000
POHS0502 | 330+2 | 100+2 |12.4+0.2 2000/3000
POHS0503 | 330+2 | 100+2 |12.4+0.2 1500/2000
H7 U2 m
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7.3 4% T Reel Dimensions POHS0618 | 330+2 | 100+2 |16.4+0.2 2000
POHS0602 | 330+2 100£2 |16.4+0.2 1500/2000
POHS0624 | 330+2 100+£2 |16.4+0.2 1500
POHS0603 | 330+2 100+£2 |16.4+0.2 1000
POHS0604 | 330+2 100+£2 |16.4+0.2 1000
POHS0605 | 330+2 100+£2 |16.4+0.2 800/1000
R POHSO0805 | 330+2 100+£2 | 17+0.2 1000
POHS1004 | 330+2 100+£2 |24.4+0.2 500/1000
o POHS1005 | 330+2 100+2 |24.4+0.2 500/800
POHS1204 | 330+2 100+2 |24.4+0.2 500
POHS1205 33042 100£2 |24.4+0.2 500
L POHS1206 | 330+2 100+2 |24.4+0.2 500
K
7.4 % /) PEELING OFF FORCE POHSI1265 | 33042 | 100+2 |24.4+0.2 500
165 to 180 degree Top tape
/
' Ml
/'Bottom tape Base tape FIBHE Speed of peeling off | 300mm/s
FI5 /1 Peeling off force 0.1N to IN(10g to 100g).

7.5 %% Packaging

a. BRI ERF) — FANJE B RS 7 . Reel and a bag of desiccant shall be packed in Nylon or plastic bag.
b. WG HRELH 2 4 A4 F. Maximum of 2 bags shall be packaged in a inner box.

c. BAMIMET R Z 3 8 NN L. Maximum of 8 inner box shall be packaged in a outer box.

8 f&FF Storage

8.1 NMERFEAE IR SR T AE, BN SEG™ i Ah BARAEEB AR 72 o BRI 7™ b A A7 A
T 40°C. /T 70% RH %14 F .

The solderability of the external electrode may be deteriorated if packages are stored where they are exposed to
high humidity. Packages must be stored at 40°C or less and 70 % RH or less.

8.2 NMIFFEAEMAEBURF LA SRS, WRR VRSB A T, SIS Mo
LR AR e I B A 22

The solderability of the external electrode may be deteriorated if packages are stored where they are exposed to
dust or harmful gas (hydrogen chloride, sulfurous acid gas or hydrogen sulfide).

8.3 MR FFEAE DL E S BUINAIA B T ififs, 2 FEERM B

Packaging material may be deformed if packages are stored where they are exposed to heat or direct sunlight.

8.4 KRR LM E B T AR MR, R Z BTN ES I . WRITT 17, NS PG SRR .
Minimum packages, such as polyvinyl heat-seal packages shall not be opened until just before they are used.If
opened, use the reels as soon as possible.

8.5 FEFT A 8.1 F1 8.2 TORMIMIE M fAr, M= ALt HIWITAG 6 DA W, 7 i HIREIERE S 2 6.2 HUE
Solderability specified in composite specification 6.2 shall be for 6 months from the date of delivery on condition

that they are stored at the environment specified clause 8.1 & 8.2.
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8.6 FE/ i FIZ i, W R AR 6 N, MR EERRRE.
For those parts which passed more than 6 months shall be checked solderability before it is used.

9 BIERERER
9.1 [AIJRMEZ& 1+ Reflow soldering conditions

T3 2 H P b BT E] 150°C . JE$2 J5 B 742 Z1 3] 100°C . Pre-heating should be in such a way that the
temperature difference between solder and ferrite surface is limited to 150°C max.Also cooling into solvent after
soldering should be in such a way that the temperature difference is limited to 100°C max.

MR AT 5y, &' FH W &%/ . Unenough pre—heating may cause cracks on the ferrite, resulting
in the deterioration of product quality.

P2 b N2 7 RN I #2842 #2 . Products should be soldered within the following allowable range indicated
by the slanted line.

PRV AT, ROSHRG BEAT RN, TRIERENE FF & 1R 3 2 2% . The excessive soldering conditions may

cause the corrosion of the electrode, When soldering is repeated, allowable time is the accumulated time.

o 270
B 260
8 250
g 240
£ 230
{1}]

'_

0 10 20 30 40 50 60 70

Temperature Profile

A |Slope of temp. rise ® 1t05 #C fseo
A G S g |Heattime 5010 150 | seo
= Heat termperature 120t0 180 %
§ Pre henting - o= N I C |[Slope of temp. rise 1to5 C /e
= R e T ——————————A- 120 :
g [¥ormal D |Tirme over 230°C 90~120 ¥ sec
g emperatunre 5
£ N o] | E Peak temperature 255~260 | C
Peak Hifd time 10 max. |* sec
ime sec —— 4 o
¥ g 1 * No. of moLnting 3 % times
9.2 & T. Reworking with soldering iron
544 Preheating 150°C, 1 minute
B i € Tip temperature 280°C max
JEHEIT 1A] Soldering time 3seconds max.
FEL ) k41 HY TH 2R Soldering iron output 30w max.
H & B R L R ~f End of soldering iron $ 3mm max.

*IR TANPR — ¥k . Reworking should be limited to only one time.
JETE Note: Jy [t SR il i iy R EBU A AT, HUISBRIE AR I BNk G BL#E 5 77 ih #%fi . Do not
directly touch the products with the tip of the soldering iron in order to prevent the crack on the ferrite material
due to the thermal shock.
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9.3 1k} & Solder Volume
JERME B, AEEE W TR EBREK . Solder shall be used not to be exceed the upper limits as

shown below.

Upper Limit

/ Recommendable

BE A RGN, 7= SRS LR, e 2 380 . i & B AR R P AR NS /T, 2 S EBUT L H I
MLk B AR5 P 2K 21 . Accordingly increasing the solder volume, the mechanical stress to product is also

increased. Exceeding solder volume may cause the failure of mechanical or electrical performance.

9% 10 B 3t 22 7T
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Bfsk A HURAER

POHS201610 Series

Appendix A Electrical Characteristics

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @1MHz/1V mQ A A

Symbol L DCR Isat Trms
POHS201610-R240 0.24 21 5.05 4.5
POHS201610-R330 0.33 29 4.5 3.69
POHS201610-R470 0.47 40 4 3.15
POHS201610-R680 0.68 49 3.33 3.06
POHS201610-1R0o 1 69 2.61 2.26
POHS201610-1R50 1.5 129 2.25 1.81
POHS201610-2R20 2.2 150 1.71 1.5

*TEIEFAMERAZE (J=£5%; K=£10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=%10%;

M=+20%; N=%+30%).

POHS252010 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit uH @1MHz/1V mQ A A
Symbol L DCR Isat Trms
POHS252010-R220 0.22 12.5 7.2 53
POHS252010-R240 0.24 14 7 4.8
POHS252010-R330 0.33 26 6 4
POHS252010-R470 0.47 32 4.5 3.51
POHS252010-R680 0.68 44 3.87 3.06
POHS252010-1R0O 1 54 3.15 2.7
POHS252010-1R50 1.5 91 2.34 2.25
POHS252010-2R20 2.2 119 2.16 2.07
POHS252010-4R70 4.7 262 1.62 1.22

*ERHBERAZ (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=£5%; K=+10%;

M=+20%; N=£30%).

POHS252012 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @1MHz/1V mQ A A
Symbol L DCR Isat Irms
POHS252012-R470 0.47 25 4.95 4.18
POHS252012-R680 0.68 35 4.63 3.36

#
=i
H
N
N
=i
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POHS252012-1R00 1 49 4.04 3.18
POHS252012-1R50 1.5 77 291 2.27
POHS252012-2R20 2.2 98 2.73 2.06
POHS252012-4R70 4.7 235 1.58 1.4

*EIEFAMERAZ (J=£5%;

M=+20%; N=%+30%).

POHS322512 Series

K=£10%; M=+20%; N=%30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit uH @1MHz/1V mQ A A
Symbol L DCR Isat Irms
POHS322512-R470 0.47 19 7.0 5.2
POHS322512-R680 0.68 25 5.8 4.4
POHS322512-1R00 1.00 32 5.0 4.4
POHS322512-2R20 2.20 72 35 2.7
POHS322512-4R70 4.70 162 1.8 1.4
POHS322512-6R80 6.80 210 2.1 1.2

LA RER A Z (J=£5%;

M=£20%; N=+30%).

POHS0412 Series

K=£10%; M=%20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0412-R150 0.15 9 15 7.5
POHS0412-R220 0.22 11 11 7
POHS0412-R330 0.33 19 8.4 6.5
POHS0412-R470 0.47 21 6.8 6
POHS0412-R680 0.68 36 6 4.7
POHS0412-1R00 1 47 5.5 4.5
POHS0412-1R50 1.5 75 4 3.25
POHS0412-2R20 22 83.5 3 2.75
POHS0412-4R70 4.7 195 2.2 1.8

L ARER A Z (J=£5%;

M=£20%; N=+30%).

POHS0402 Series

K=£10%; M=%20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

Part Number

Inductance

Max.DC resistance

Max.Saturation Current

Max.Heat rated Current

Unit

uH @100KHz/1V

mQ

A

A
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Symbol L DCR Isat Irms
POHS0402-R100 0.1 4 22 12
POHS0402-R220 0.22 6.6 12.5 9
POHS0402-R330 0.33 12.5 11 8
POHS0402-R470 0.47 14 9.5 7.5
POHS0402-R560 0.56 16 9 7
POHS0402-R680 0.68 20 8 5.2
POHS0402-1R0O 1 30 7 4.5
POHS0402-1R20 1.2 35 6.5 4.2
POHS0402-1R50 1.5 46 6 4
POHS0402-2R20 2.2 60 5 3
POHS0402-3R30 33 90 4 2.5
POHS0402-4R70 4.7 122 3 2.2
POHS0402-6R80 6.8 175 2.5 1.5
POHS0402-1000 10 282 2 1.6
POHS0402-2200 22 500 1.4 1.2
POHS0402H-R100 0.1 4 22 13
POHS0402H-R330 0.33 11 12 10
POHS0402H-R680 0.68 18 8 7
POHS0402H-1R0o 1 27 7 6
POHS0402H-1R20 1.2 27 6.5 6
POHS0402H-2R20 2.2 58 5 4.5
POHS0402H-3R30 33 87 3.5 33
POHS0402H-4R70 4.7 105 3 2.8

HERHBEAZ (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=£5%; K=+10%;
M=+20%; N=£30%).

POHSO0518 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit uH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0518-R470 0.47 9 12 10.5
POHS0518-R560 0.56 10 11 9.5
POHS0518-1R00 1 17 9 8
POHS0518-1R50 1.5 26 8 7.5
POHS0518-2R20 22 35 6 5
POHS0518-3R30 3.3 58 4.8 4.5
POHS0518-4R70 47 85 4 35
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POHSO0518-6R80

6.8

120

34

2.8

POHS0518-100o

10

155

2.5

2.5

SEIEAMERAZE (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

M=£20%; N=£30%).
POHSO0502 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0502-R100 0.10 3.4 20 16
POHS0502-R120 0.12 3.8 19 15
POHS0502-R150 0.15 42 18 15
POHS0502-R220 0.22 6.9 15 14
POHS0502-R470 0.47 12 12 9.5
POHS0502-R680 0.68 15 11 8.5
POHS0502-1R00 1 20 10 8
POHS0502-1R50 1.5 31 8 6
POHS0502-2R20 2.2 43 6.5 4.5
POHS0502-3R30 33 64 5.5 3.7
POHS0502-4R70 47 92 4.5 3.0
POHS0502-5R60 5.6 105 4.0 2.8
POHS0502-6R80 6.8 136 3.8 2.2
POHS0502-1000 10 187 3 2.0
POHS0502-1500 15 242 2.5 1.8
POHS0502-2200 22 381 1.8 1.5

EEHMERAZE (J=£5%; K=+£10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=%10%;

M=+20%; N=%+30%).

POHSO0503 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit uH @100KHz/1V mQ A A
Symbol L DCR Isat Irms

POHS0503-R100 0.1 3 30 20
POHS0503-R200 0.2 3.9 20 14
POHS0503-R330 0.33 7 18 14
POHS0503-R470 0.47 8.5 15 11
POHS0503-R680 0.68 12 11.5 9
POHS0503-1R0o 1 15 10 7
POHS0503-1R20 1.2 16 9.5 7
POHS0503-1R50 1.5 30 8.5 6
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POHS0503-2R20 2.2 29 7 55
POHS0503-3R30 33 38 6 4.5
POHSO0503-4R70 4.7 60 5 4
POHS0503-6R80 6.8 90 4.5 35
POHS0503-100o 10 135 35 2.5
POHS0503-150o 15 211 2.8 1.8
POHS0503-220o 22 253 23 1.3
POHSO0503H-1R50 1.5 25 9 8.2
POHS0503H-2R20 2.2 29 8 7
POHSO0503H-1000 10 125 35 3.2

*TEEAMERAZE (J=£5%; K=£10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=%10%;

M=+20%; N=%+30%).

POHSO0618 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0618-R100 0.1 23 38 25
POHS0618-R220 0.22 3.5 24 22
POHS0618-R470 0.47 8.4 18 11.5
POHS0618-R680 0.68 12 16.5 9.5
POHS0618-1R00 1 16 12 8.5
POHS0618-1R50 1.5 26 9.2 8
POHS0618-2R20 22 35 8 7
POHS0618-3R30 3.3 50 6 4.5
POHS0618-4R700 47 62 5 4
POHS0618-6R80 6.8 110 4.5 3
POHS0618-1000 10 155 4 23
POHS0618-2200 22 350 2.3 1.8

SEIEAMERAZE (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

M=£20%; N=+30%).

POHSO0602 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0602-R100 0.10 2.6 32.0 22.0
POHS0602-R150 0.15 2.8 28.0 20.0
POHS0602-R220 0.22 3.5 23.0 16.0
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POHS0602-R330 0.33 5.4 22.0 14.0
POHS0602-R470 0.47 8.2 18.0 12.0
POHS0602-R680 0.68 11.4 16.0 9.0
POHS0602-R820 0.82 20.0 13.0 8.0
POHS0602-1R0O 1.00 20.0 13.0 8.0
POHS0602-1R50 1.50 24.0 11.0 6.0
POHS0602-2R20 2.20 36.0 8.5 5.8
POHS0602-3R30 3.30 53.0 6.5 4.0
POHS0602-4R70 4.70 98.0 6.0 3.5
POHS0602-6R80 6.80 106.0 35 3.0
POHS0602-1000 10.0 170.0 3.0 2.0

*ERHBERAZ (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=£5%; K=+10%;

M=+20%; N=£30%).

POHS0624 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit uH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0624-R220 0.22 3 30 21
POHS0624-R330 0.33 4.1 24.5 18
POHS0624-R470 0.47 5.1 20 15
POHS0624-R560 0.56 6.5 17 13
POHS0624-R680 0.68 7 16 12
POHS0624-1R00 1 13.5 15 9
POHS0624-1R50 1.5 20 13.5 8.2
POHS0624-2R20 2.2 28 10 7
POHS0624-3R30 33 39 8 5.5
POHS0624-4R70 4.7 50 6.5 5
POHS0624-6R80 6.8 70 6 4
POHS0624-1000 10 101 4 3.1
POHS0624-1500 15 160 3.3 2.5
POHS0624-2200 22 230 2.5 2

*ERHBERAZ (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=£5%; K=+10%;

M=+20%; N=£30%).

POHSO0603 Series

Part Number Inductance Max.DC resistance Max.Saturation Current Max.Heat rated Current
Unit uH @100KHz/1V mQ A A
Symbol L DCR Isat Trms
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POHS0603-R220 0.22 3 34 24
POHS0603-R330 0.33 3.5 25 21
POHS0603-R470 0.47 4.1 20 18
POHS0603-R560 0.56 4.5 18 16.5
POHS0603-R680 0.68 6 17 16
POHS0603-R820 0.82 7 16 14
POHS0603-1R0O 1 7 15 12
POHS0603-1R50 1.5 13 12 9
POHS0603-2R20 2.2 18 10 8.5
POHS0603-3R30 33 36 9.5 6
POHS0603-4R70 4.7 40 8 5
POHS0603-5R60 5.6 55 6.5 4.8
POHS0603-6R80 6.8 60 6.5 4.5
POHS0603-8R20 8.2 70 6 4
POHS0603-1000 10 105 5.5 3
POHS0603-1500 15 130 4 2.6
POHS0603-2200 22 170 3 23
POHS0603-3300 33 270 2.5 2
POHS0603-4700 47 385 2 1.7
POHS0603H-1R50 1.5 12.1 12 12
POHS0603H-2R20 2.2 15 10 9.5
POHS0603H-3R30 33 22 9.5 8.5
POHS0603H-4R70 4.7 33 9 6
POHS0603H-5R60 5.6 42 7.5 55
POHS0603H-1000 10 68 5.5 4.5
POHS0603H-1500 15 113 4 3

SEIEAMERAZE (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

M=£20%; N=+30%).

POHS0604 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0604-2R20 2.2 14 11 9
POHS0604-4R70 4.7 30 9 7
POHS0604-1500 15 110 4.5 3.5

SEIEHMERAZE (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

M=£20%; N=+30%).
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POHSO0605 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit wH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0605-R470 0.47 3.9 21 20
POHS0605-R680 0.68 4.5 18 16.5
POHS0605-1R00 1 6.6 16 12
POHS0605-1R50 1.5 10 13 9.5
POHS0605-2R20 22 12.5 11 9
POHS0605-3R30 3.3 22 10 8.5
POHS0605-4R70 4.7 29 8 6
POHS0605-5R60 5.6 35 7.5 6
POHS0605-6R80 6.8 41 6.3 5.8
POHS0605-8R20 8.2 48 5.5 5.5
POHS0605-1000 10 60 53 4.5
POHS0605-1500 15 90 4 3.1
POHS0605-2200 22 140 3.5 2.6
POHS0605-3300 33 190 3 23
POHS0605-4700 47 230 2.6 2
POHS0605-6800 68 350 1.8 1.0
POHS0605-1010 100 530 1.5 0.8

SEIEAMERAZE (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;
M=£20%; N=£30%).

POHSO0805 Series

Part Number Inductance Max.DC resistance Max.Saturation Current Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS0805-1010 100 300 2 1

POHS1004 Series

Part Number Inductance Max.DC resistance Max.Saturation Current Max.Heat rated Current
Unit uH @100KHz/1V mQ A A

Symbol L DCR Isat Irms
POHS1004-R150 0.15 0.85 60 40
POHS1004-R220 0.22 1 60 35
POHS1004-R300 0.3 1.5 45 30
POHS1004-R360 0.36 1.2 45 30
POHS1004-R470 0.47 1.7 40 30
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POHS1004-R560 0.56 1.8 33 25
POHS1004-R680 0.68 2.4 30 23
POHS1004-R800 0.8 2.9 29 20
POHS1004-1R0o 1 4 28 19
POHS1004-1R50 1.5 5 24 16
POHS1004-2R20 2.2 8 18 12
POHS1004-3R30 33 12 16 11
POHS1004-4R70 4.7 18 14 9
POHS1004-6R80 6.8 25 12 8.5
POHS1004-8R20 8.2 27 9 8
POHS1004-1000 10 38 8.5 6
POHS1004-1500 15 56 7 6
POHS1004-2200 22 72 6 5
POHS1004-3300 33 98 5 4
POHS1004-4700 47 145 4 33
POHS1004-6800 68 240 35 2.5

POHS1004H-R 150 0.15 0.65 75 45
POHS1004H-100c 10 30 8.5 7.8

SHEIEANERAZ (J=£5%; K=£10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=£5%; K=%10%;
M=£20%; N=£30%).

POHS1005 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit uH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS1005-R470 0.47 1.3 44 35
POHS1005-R820 0.82 2.6 26 22
POHS1005-1R00 1 2.6 25 19.5
POHS1005-1R50 1.5 5 20 15
POHS1005-2R20 2.2 6 20 14
POHS1005-3R30 33 8 16 13
POHS1005-4R70 47 15 15 9
POHS1005-5R60 5.6 17 14 8.5
POHS1005-6R80 6.8 22 13 8
POHS1005-8R20 8.2 30 12 7
POHS1005-1000 10 32 11 7
POHS1005-1500 15 43 9 6
POHS1005-2200 22 63 7 5.5
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POHS1005-3300 33 87 6 5
POHS1005-470o 47 125 4.5 35
POHS1005-6800 68 170 4.5 2.5
POHS1005-101o 100 280 35 2.5

*EIEAMERAZE (J=£5%; K=£10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=%10%;

M=+20%; N=%+30%).

POHS1204 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS1204-R220 0.22 0.9 50 42
POHS1204-R470 0.47 2 48 33
POHS1204-R680 0.68 3.5 47 28
POHS1204-R820 0.82 4.5 40 28
POHS1204-1R00 1 7.5 35 24
POHS1204-1R50 1.5 9.5 30.5 20
POHS1204-2R20 22 11.5 26 18
POHS1204-3R30 3.3 13 21 15
POHS1204-4R70 4.7 14.5 18 13
POHS1204-6R80 6.8 20 14 9
POHS1204-1000 10 25 10 8
POHS1204-1500 15 39 7.5 6.5
POHS1204-2200 22 51 6 4.5

SEIEHMERAZE (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

M=£20%; N=+30%).

POHS1205 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms

POHS1205-R220 0.22 0.7 75 50
POHS1205-R360 0.36 0.85 50 42
POHS1205-R500 0.5 1.15 48 38
POHS1205-R680 0.68 1.55 46 33
POHS1205-R820 0.82 1.67 39 30
POHS1205-1R00 1 2.2 35 26
POHS1205-1R50 1.5 3.2 33 23
POHS1205-2R20 22 5 24 15
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POHS1205-3R30 33 7 22 14
POHS1205-4R70 4.7 9 20 13
POHS1205-6R80 6.8 18 16 12
POHS1205-100o 10 22 12 9
POHS1205-1500 15 30 10 8
POHS1205-2200 22 58 6.5 4.5
POHS1205-3300 33 84 6 3.5
POHS1205-470o 47 130 5 3

SEIEAMERAZE (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=+10%;

M=£20%; N=+30%).

POHS1206 Series

Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS1206-4R70 4.7 9 24 15
POHS1206-5R60 5.6 11 22.5 13
POHS1206-6R80 6.8 13.5 19 12
POHS1206-8R20 8.2 16 13.5 11
POHS1206-1000 10 20.7 12.5 10
POHS1206-1200 12 23 10 9
POHS1206-1500 15 29 9 8.5
POHS1206-1800 18 35 8 7.5
POHS1206-2200 22 39.5 7.5 7
POHS1206-2700 27 56 6.5
POHS1206-3300 33 75 6 5.5
POHS1206-4700 47 90 5.5 5
POHS1206-6800 68 140 4.5 4
POHS1206-1010 100 200 3.5 3
POHS1206-1210 120 235 3.2 2
POHS1206-1510 150 350 2.7 1.5

EIEHMERAZE (J=£5%; K=+10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=+5%; K=%10%;

M=+20%; N=%+30%).

POHS12658Series
Part Number Inductance Max.DC resistance Max.Saturation Current | Max.Heat rated Current
Unit pH @100KHz/1V mQ A A
Symbol L DCR Isat Irms
POHS1265-R330 0.33 1 60 45
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POHS1265-R470 0.47 1.3 60 41
POHS1265-R560 0.56 1.2 58 37
POHS1265-R680 0.68 1.4 46 33
POHS1265-R820 0.82 1.8 35 24
POHS1265-1R00 1 2.5 40 24
POHS1265-1R50 1.5 2.6 32 23
POHS1265-2R20 2.2 4.3 27 22
POHS1265-3R30 33 6.5 26 18
POHS1265-4R70 4.7 9 20 15
POHS1265-5R60 5.6 11 20 14
POHS1265-6R80 6.8 12 17 12
POHS1265-8R20 8.2 18 16 11
POHS1265-1000 10 20 14 10
POHS1265-1500 15 34 12 9
POHS1265-2200 22 45 10 7
POHS1265-3300 33 66 8 6
POHS1265-4700 47 75 6 5.5
POHS1265-6800 68 128 5 4.5
POHS1265-1010 100 180 4.5 3
POHS1265-1210 120 235 3.2 2.3
POHS1265-151o 150 350 2.7 2

SEFIEAMNEBRAZ (J=£5%; K=£10%; M=+20%; N=+30%) Please specify the inductance tolerance code(J=£5%; K=%10%;
M=£20%; N=£30%).
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