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Kk 2835 M LED, EEBMFVINDASIRE. &
FRESY. BRRENR, e HERTIW 1L,

ZhhiaEEENA.

NEW OPTO 2835 SMD infrared LED has the

314 Features

BB 735nm Peak wavelength A p=735n
SIS High reliability

{EKIH*E Low Power Consumption
& RoHS RoHS compliant

RIF Applications
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tRPRZ=# Absolute Maximum Ratings at (Ta=25°C)

BESAFE s BEE Baf
Electrical characteristics Symbol Rated Value Unit
= tts 3Z3
HijC?v.r_;’:IﬂEEEuw IF 100 mA
Max continuous working current
*
= =V vy
BAKPTIERR IEP 1000 mA
Max pulse current
REEEFEE VR 5 v
Reverse breakdown voltage
AT
B Pd 190 mw
Power dissipation
N=|
TARRE Topr -30--+85 °C
Operating Temperature
iy N=|
PR Tstg -40--+100 °C
Storage Temperature
Note: * Pulse width<100us, Duty<1%
YeE4FME Optical Characteristics (Ta=25°C)
S s MR S5 BN | BB | EX BAfy
Parameter Symbol Test Condition Min Typ Max Unit
BRI
! Nop IF=100mA - 735 - nm
Wavelength
AY /I %
I Po IF=100mA - 60 - mwW
luminous power
AT le IF=100mA - 25 - mW/sr
Radiant Intensity
LiFRE VF IF=100mA -- 1.8 -- \Y,
Forward Voltage
2
IR IR VR=5V - - 10 LA
Reverse current
REIFE 20 IF=100mA - 90 -- deg
Emission Angle
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AJSEMHREE Reliability Test

MR E SEIRE plimwSts A E] B | e
Test Parameter Reference Criterion Test Condition Time Quantity
MR
) ) JESD22-B106 260°C+5°C 01
Resistance to Soldering Heat
+105°C(15mi
\/\\m/
'7"“@%_ JESD22-A104 0/
thermocycling
g
e JESD22-A104 100 cycles | 22PCS 0/1
Thermal Shock
BRI
_ i 00°C 1000H | 22PCS | o0/
High Temperature storage
RECE
i -40°C 1000H 22PCS 0/1
Low Temperature s
JESD22-A108 IF=100mA 1000H 22PCS 0/1
TC=85°C
JESD22-A101 1000H 22PCS 0/1
RH=85%
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YeeB4FIHERRZE Typical electro-optical characteristics curves

PLR; = pakitt s et
Relative Spectral Distribution naAEERREEG
Forward Current Derating Curve
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MBI R Package outline dimensions
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HFIEERT
3979 mm, ANFTFFHRIRBIREBE/9+0.15mm
. All dimensions in mm,tolerance is +0.15mm unless otherwise noted
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B ZEMHE Packing Specification
m  ETIE Carrier Tape

“m 2000pcs/#& Quantity 2000 pcs Per Scroll

Progressive direction {51

PO P1
“JF & & 5
S EEEER
AQ
Symbol A0 BO

SPEC | 3.05+0.1 | 3.75+0.1

Symbol w T D1

SPEC 8.0+0.1 25+0.05

1.1+£0.05

m SR~ Reel Dimensions

— EIAJRRM08B  —
RLD7120900
9.0£0.5

12.0£0.5

&E: aLERE, BFRRIAENL0.2mm, Bfif=mm

Note: Tolerance s unless mentioned £0.01mm. Unit=mm
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m I Moisture Resistant Packing Process

2000PCS/ #%
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B ESHIE Label s

New Opro B A KB R RHE B IR A )
Tel: 0752-7987222 Fax: 0752-7987000
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= Material Number

k=3 Model Number

BE Lot.Number ‘

|s Box Number

#HaE Quantity

HEA Date
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[BlifEE Refolw

m [ERIEEE: HEEERL T RIS EEER T

Roflow Soldering:Use the conditions shown in the under Figure of PB-Free Reflow Soldering.
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m [EAIF#E Reflow Soldering
o [ERIBREATLUBIT—R, BUALS BIEEHRIA,
Reflow soldering should not be done more than once, or ALS will be damaged.
o IFIERY, AEEMNSZARIENERARE.
When soldering,do not put stress'on the ALS during heating.
o FENEI/RfEER: 80-100cm/min ([BElifithFLA 8 IBXAEE, IRXHSEINEREHEER)
Please be sure,thé speed of the chain is 80-100cm/min (The reflow furnace is based on 8 temperature zone,the

more temperature zone ,the'faster speed of the chain is recommended.)

m _Z&EKIEE Soldering Iron
o UNERFIIEES) EINERINT 25 RAYRSKE, BKREEYMTE 300°CLAT, (FEAAFESE 3 LA,
BT RERBEEE R,
If solder manually, it is recommended to use soldering iron less than 25W.The temperature of the iron must be kept
below 300°C.And soldering time should be within 3 seconds,each point can only be soldered once only.

o LIRERY, AEMEMRZREANERARE.

When soldering,do not put stress on the LED colloid surface during heating.
o FIEERMIEE X,
e  Manually soldering should be done once only

o SRHINRRETE 40°CLATRY, AAJLISEGHTANE, ERSEAIRIEXT LED &R,
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Handing of the SMD LED should be done when the package has been cooled down to below 40°C or less.This is
to prevent LED failures due to thermal-mechanical stress during handing.

m 5% Cleaning
o THIREGHEFEHERTEHTE L MREAST 30°CHRM TR 3 28, A5 T 50°CRIRMTHEE 307, /A
HithZKUARIE %R, BAERIARIASRT LED A A8 & RRERR SRR,
It is recommended that alcohol be used as the solvent for cleaning after soldering.Cleaning should be done under

30°C for 3 minutes or 50°C for 30 seconds.When using other solvents,it should be confirmedsbeforehand whether
the solvents will dissolve the package and the resin or not.

o [EREREAALMBIARX, MBS EEREAISRES 24 )\, LED FJsERTIREMRA,

Reflow soldering should not be done more than two times.If time interval of‘two reflow soldering more than 24
hours ,LED may be damaged by absorbing moisture.

m {&%p Repairing
o LED BIRIEEARIZIES, HIEEEFTEER, YRERENELE K, (EXRABLMALL TS REASIRA LED
RERVHE,

Repair should not be done after the LEDs have been,soldered. When repairing is unavoidable, a double-head

soldering iron should be used(as below figure) dt should be confirmed in,advance the characteristics of LEDs will
not be damaged by repairing.

TR H—RESFENHANERTE PCB IRITFIEERENES, BATZIWEEZEERNIN, BRIEREN PCB IRITFIE
ERERREIRES X,
Note: This general guideline may not suitable for all PCB designs or configurations of all soldering equipment.The technique in practice

is influenced by many factors,it should be specialized base on the PCB designs and configurations of the soldering equipment.
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{EFE;E=5EIA Precautions

RS E RN MRS CEERHBRATIRIRS LED /= m, g ENREmiFtEi TR, Bas@ERESEEmAY
BB, ARERSSEREANSFRRIEMNGERRIRIA, FEEBEFIAENERS, FHHIEREREP—LLMN
SEERIFENGRE, RIRIRIERE—KUE LED, ESCirNAMsE TS SEBERARRIIKFE. FlA. ERFMEOEX. 56
FRRAB AR RER S P R el seREBIRORTB @, FRIHESRNAE, SBiERE!

Thanks for using relevant LED products of Huizhou Newpoto Optoelectronic Technology Co., Ltd. in order to enhance your
understanding of the characteristics of our products, as far as possible to reduce or avoid unnecessary damage to the product due
to human factors, and make it can better service your production. We give corresponding instructions; Accordingto the
characteristic in the process of standard use. At the same time, even if the same specifications LED, in the practical application
field its reliability are related to overall system design level, mode of operation and conditions/f use, This Instructions/can't cover
all questions may encounter during customer use process, We sincerely apologize for any inconvenienceithis may cause!

m A

o (ERAFMZA, BRASLGCHTULN, IEMARTESERERN, FRNEAEANMUENEMETE
), BX LED FRASHEIEERENBEFER, BREEFES N ERIEXNERME. mRrseeERER
FHIESAIRFIIESEL, BASTERN.

In order to confirm the product is right for using purposempretestiis necessary before use . We don’ t guarantee
the product application introduction don’ t contravene any patent. The corresponding import and export legal
responsibility should be taken by customers. Please verify relevant provision about the LED product in each

country and district beforehand. We may change material and specifications from time to time in the interest of
product development, without prior notification or public announcement.

m fi#{F Storage
o AP EREHEPIETARAEL HIETIEN FFENREENE 2 M.

The products are stored in'sealed anti-moisture and anti-static package with moisture absorbent.Unopened
package can bestored 2 months.

o FHHAFIFRAFHEREAS T 30°C EEAST 60%RH AYIKEH,
Before opehing thefpackage, the product should be kept at 30°C or less and humidity less than 60%RH.

EHPEFHEE R EE R TS F R A EE RN EEE R T, EE B/ F T 30%BY, EFRIM
FHTIHYE

Humidity of'sealed anti-static bag is subject to the humidity value shows in humidity card at the moment opening
the bag.Ifhumidity shows equal or less than 30%,the products should be baked before use.

o FHEHE MR 24 NEARERTENTIBMNSEREAST 30°CIREAST 60%) MKERR RERIEEE
FETF 80°CIREAST 10%83MEH.

After opening the package, the product should be soldered within 24 hours. If not, please store at 30°Cor less and
humidity less than 10%RH. It is recommended that the product be operated at the workshop condition of 30°C or
less and humidity less than 60%RH.

o XIFEFRIERER LED AR EF S B RE BB MR BT E A LB EESM HET LER—ERIEEER SR
BB s (4:65+5°C 1E4EATIE) 24H,

For the LED doesn’t solder ,if the moisture absorbent material lose efficacy or the storage condition doesn’t
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conform to the above description,baking can help some extent performance recovery .Backing condition : 65+5°C

for 24 hours.

m E#E Static Electricity
AR ERT PR ER AR AR AT BT BB,

The following operations may decrease the possibility of ESD damage,

B @M Z B ERRE SRR R .
Minimize friction between the product and surroundings to avoid static .
AR MRS T SR A,
All production machinery and test instruments must be grounded.
BME AR INECREFERIA,
Operators must wear anti-static bracelets.
NI R TIEXIS R bhERE R,
Wearing anti-static garment when entering into electric devices working areas.
FTE#(E IC 1 ESD SRSt TIFERMRFHET 150V BUHEERIF,

All workstations that operate IC and ESD-sensitive components must maintain an electrostatic protection of 150V

or less.
m RE(FIP The safe temperature for LEDs working
e LED ESEFHT, BESINEABNNBEIEX, SRBUTESRMET, REZHNEN. WT=EEH7IE
FRRYER R ERImERENEY 55°C, THEERED 75°C.
The high temperature will makethe)LED’s luminous intensity deceased radically.If LED worked in high temperature
environment for aloeng time, it would loseefficacy easily. When LEDs are working in a closed array, it is suggested
that the LED’$ surface témperature be lower than 55°C and the pin’s temperature be lower than75°C.
m E{thE5I0 Others
o BZEEMBEIRIFERRE, XORERRIAREIER, ENARFREENTRERAETHRINL
Do not touch or operatethe lens surface directly,it may damage the internal circuitry. Handle the component along
the side surfaces by'using tweezers or appropriate tools.
e LED HYMERERBDTE=/ESS, 1B/0FRIE, RIGAMIIAE], BEPRMAERRD. AR FRERIEHREN 2/ VIER.
The,base of LED is fragile,so please avoid scratch or friction over the epoxy resin surface.While handing the
productwith tweezers,do not hold by the epoxy resin,be careful.
| O
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