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- — Note:
Materlals:
Plunger: Bross C6801, plating 3U" Min AU over 507120U" Ni MIN; C
Barrel: Bross C6801, plating 3U" Min AU over 507 120U" Ni MIN;
— Srring: SUS304
Throughout the burr removal, the surface roughness is in Ra0.4 |
= Salt spray test:
= T Electrical: 48H
‘ ‘,L O ~ Voltage: 12V D
‘ ‘ 1 1 | \ ‘ ‘ N Current: 3A Max
U U U I Mechanical:
) Force:80g + 20% at Normal Working height
—  93.00 S Durability: 10000 cycles, ]
contact reslstance:50m Q) Max at working height.
?1.50 \ \ ®Key inspection dimension. c
O Q O ON=
o
ﬁ"
2 EGian il 4
2.04 1 HE PAOT e N
FS| &4 | mm | wge | o | F
11.00 i R
- PRI A T4 W A - LE
W5OO PART I'\']O HC-CX-PH254-1x3PZ-4050B-E ——
— — A% Lt % .
o it | s | 101 Gt
— - LA il & ]
20.86 UN[# MM praw | AhYe E E G
- . V]\}\H\gg‘:gﬁmm V.\\x\tcg‘:so‘ 5K ﬁ( : Gil Z I=pirP= b
SRR e Vo] 1O 1 o) B
i3 Tt ==
RE\ZF A Agpmﬁz ATERE E .
1 | 2 | 3 | | 6 | 7 | 8 | http://hedz2017. con/



AutoCAD SHX Text
A

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
B

AutoCAD SHX Text
G

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
G

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9


	图纸和视图
	模型


